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A vehicle family designed for 2020—2050
Rodina vozidel pro obdobi 2020-2050
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The FOX is a RDV (Rapid Deployment Vehicle) with
excellent off-road performance intended for the needs of
special forces or rapid deployment forces. The vehicle
transports a four-member crew and equipment,
including armaments. The vehicle is designed with an
emphasis on high construction modularity and it enables
equipment and armaments to be combined according to
the specific vehicle deployment conditions.

There are four anti-mine seats installed in the body.
The seats are located in two rows, one behind the
other. They are adjustable longitudinally and are
equipped with four-point seat belts. The second-row
seats can rotate a quarter turn around a vertical axis.
The fifth seat is located at the rear of the vehicle and is
intended for a gunner, facing away from the direction
of travel (this seat is tilted in the transport position).

The vehicle is equipped with holders for the crew’s
personal weapons, a mechanical turret on the body
roof and articulated arms with mounts for four ma-
chine guns. The turret design enables mounting of the
main weapon—a 12.7 mm heavy machine gun—and
an ATGM launcher.

FOX je vozidlo kategorie RDV (Rapid Deployment
Vehicle) s vysokou terénni prichodnosti uréené pro
potreby specidlnich sil, respektive sil rychlého
nasazeni. Vozidlo prepravuje Ctyrélennou posadku
a vybaveni vcetné vyzbroje. Je projektované s dlirazem
na vysokou miru modularity konstrukce a dovoluje
kombinovat vyzbroj a vystroj podle konkrétnich
podminek nasazeni.

V nadstavbé jsou namontovana ctyri bezpecnostni
protiminova sedadla umisténa ve dvou fradach za
sebou, ktera jsou nastavitelna v podélném sméru a
vybavena ctyrbodovymi bezpecnostnimi pasy. Se-
dadla v druhé radé je mozné otocit o 90 ° okolo
svislé osy. Paté sedadlo, urcené pro strelce sediciho
proti sméru jizdy, je umisténo v zadni ¢asti vozidla (v
prepravni poloze je sklopené).

Vozidlo je vybaveno drzaky pro osobni zbrané
posadky, mechanickou stfeleckou vézi na strese
nadstavby a kloubovymi rameny s lafetami pro Ctyfri
kulomety. Konstrukce stfelecké véze umoznuje
montaz hlavni zbrane — teézkého kulometu 12,7 mm
— a odpalovaciho zafizeni PTRS.

ARMAMENTS:

Main vehicle weapon mounted in the
turret — 12.7 mm heavy machine gun

Four 7.62 mm or 5.56 mm universal machine guns

Possibility to mount an ATGM launcher in the turret

Transport of ammunition for mounted weapons
and crew’s personal weapons

VEHICLE EQUIPMENT AND
ACCESSORIES:

e Winch

e Front safety frame

e Engine protection cover
e Adjustable rope cutter
e Crew safety seats VSS

® Removable windscreen

® Covering canvas for transport on roads out of
combat deployment

e Tilting seat in vehicle body for rear gunner
e Tilting luggage carriers on body sides
® Entrenching/rescue tools

e Medical equipment (depending on
vehicle version)

® Fire extinguishers (4x 1 kg)

FOX

\VA%4:1:{e)F

e Hlavni zbran vozidla lafetovana ve strelecké
vézicce — tézky kulomet 12,7 mm

® 4x univerzalni kulomet 7,62 mm nebo 5,56 mm
e Moznost lafetace PTRS ve stielecké véZicce

e Preprava munice pro lafetované zbrané a osobni
zbrané posadky

VYBAVA A VYSTROJ
VOZIDLA:

e Navijak

e Predniochranny ram

e Ochranny kryt motoru

e Nastavitelny rezac lan

e Bezpecnostni sedadla posadky VSS
e Demontovatelné Celni okno

e Kryci plachta pro prepravu po komunikacich
mimo bojové nasazeni

e Sklopna sedacka v korbé vozidla pro
zadniho strelce

e Sklopné nosice zavazadel po bocich korby
e Zenijni/vysvobozovaci nafadi
e |ékarské vybaveni (v zavislosti na verzi vozidla)

® Hasici pristroje (4x 1 kg)

CHASSIS:

MERCEDES-BENZ G300 CDI

ENGINE:

TYPE

DISPLACEMENT
BORE/STROKE

RATED POWER
RATED TORQUE
EMISSION STANDARD

GEARBOX:

AUTOMATIC 5-SPEED GEARBOX
ALL-WHEEL DRIVE, RIGID AXLES
TYRE SIZE

MB 300 CDI

2987 cm?

83/92 mm
135/3800 kW/ rpm

400/1600-2600 Nm/rpm

EURO 5

235/75 R=17,5
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PODVOZEK:

MERCEDES-BENZ G300 CDI

MOTOR:

TYP MB 300 CDI
ZDVIHOVY OBJEM 2987 cm?
VRTANI/ZDVIH 83/92 mm

JMENOVITY VYKON 135/3800 kW/ot.min
JMENOVITY TOCIVY
MOMENT 400/1600-2600 Nm/ot.min™

EMISNi NORMA EURO 5

PREVODOVKA:
AUTOMATICKA, 5STUPNOVA PREVODOVKA
POHON VSECH KOL, TUHE NAPRAVY

ROZMER PNEUMATIK 235/75R=17,5
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WEIGHTS:

KERB WEIGHT WITH TURRET

(WITHOUT ARMAMENTS/ACCESSORIES) 3 370 kg
TOTAL ALLOWABLE WEIGHT 4550 kg
PAYLOAD 1180 kg
OPERATING PARAMETERS:

MAXIMUM ALLOWABLE SPEED 120 km/h

FUEL CONSUMPTION (CITY/OUT OF CITY/

COMBINED) 14,6/9,9/11,7 1/100 km
FUEL TANK VOLUME 96 |
CROSSING ANGLE 22°
OVERHANG ANGLE (FORWARD/REVERSE) 44/36 °
CLIMBING ABILITY 80 %
CLEARANCE HEIGHT 245 mm
FORDING ABILITY 600 mm

HMOTNOSTI:

POHOTOVOSTNi HMIOTNOST SE STRELECKOU

VEZICKOU (BEZ VYZBROJE/VYSTROJE) 3370 kg
CELKOVA POVOLENA HMOTNOST 4550 kg
UZITKOVA HMOTNOST 1180 kg
PROVOZNI PARAMETRY:

NEJVYSSi POVOLENA RYCHLOST 120 km/h

SPOTREBA PALIVA (MESTO/MIMO MESTO/
KOMBINOVANA) 14,6/9,9/11,7 1/100 km

OBJEM PALIVOVE NADRZE % |
PREJEZDOVY UHEL 22
NAJEZDOVY UHEL (VPRED/VZAD) 44/36 °
STOUPAVOST 80 %
SVETLA VYSKA 245 mm
BRODIVOST 600 mm
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