
 

              

              

   

  

 

Mini Fender Kit fitting (Dyna) 
 
These notes are provided for guidance only and all modifications are made at your own risk.  Please also note 
that any modifications may affect the manufacturer’s warranty on your bike. 

Included in the kit: 

 
 Mini Strut assembly 
 Mini Fender 
 Shock spacers x2 ('08 and up only) 
 HT fender mount bolts x6 
 Grip washers x6 
 Aluminium shims x1 (more available on 

request) 
 Stainless shim bolts & nylocks x2 
 Complimentary Rocket Seat Bolt is currently 

unavailable.  A ¼” UNC seat bolt should be 
used instead. You must ensure that any seat 
bolt is the correct length and does not 
interfere with the tyre. 

Instructions: 
 
1. The Voodoo Mini Fender kit requires the prior removal of the OEM struts as fig. 1 & 2 below.   Guidance for removal of 

the struts can be found at http://www.youtube.com/watch?v=0YrVUd3YkLI (or http://tinyurl.com/cnddwwg) 

OEM struts 

removed 

 

 
Fig. 2 

Fig. 1 Rear upright 

frame rails 

2. Support the motorcycle so that the rear wheel is just touching the ground (this does not need to be removed). 
 
3. Remove the rear shock absorbers, spacers, seat, strut shrouds, rear lights and rear fender. 

http://www.youtube.com/watch?v=0YrVUd3YkLI


 

 

              

             

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 
4. Your mini fender and strut assembly has been pre-assembled.  Place the assembly vertically downwards over the shock 

mounts (fig. 3).  On some models this is a snug fit but just lightly tap it into place with the palm of your hand.   

8. The optional tapered shims (provided) attach to 
the back of the cross brace plate with the 6mm 
stainless bolts in the kit.  The shims raise the cross 
brace plate and are there to allow you to adjust 
the overall space between the fender and tyre if 
required.  You can fit one or both of these quite 
simply by slackening off the OEM shock mount 
bolts and pulling the fender upwards.  The cross 
brace plate will pivot clear and you can attach the 
shim to the rear of the plate (the shim is 
positioned with the long edge uppermost 
following the same shape as the back plate).  Push 
the fender back down again before re-torquing 
the OEM shock mount bolts and tightening the 
bolts in the back cross brace plate.   

9. Refit the seat. When fitting your seat bolt you must ensure no threads from the bolt protrude below the captive nut as 
this could potentially hit the tyre. 

 
If you have any queries please email us at info@rocketbobs.biz 

Fig. 4 

Fig. 3 

If it is a tight fit use a screwdriver or similar in the 
holes to lever the struts into position (fig. 4).  When 
the holes are lined up replace the OEM shock mount 
bolts and loosely tighten the nuts on the inside. 

 

7.  The cross brace must not touch the frame at any point when 
the fender is fully fitted (fig. 5 & 6).  If there is interference, 
the fender will not sit correctly and the area where the OEM 
struts were removed needs to be taken back further. 

5. Ensure the bolts are centrally located in the strut recesses and 
that you have proper fitment of the bolts through the frame 
castings.  Place the shock spacers (provided) over each shock 
bolt, they should fit snugly into the recesses on the struts. 

 
6. Replace shock mount bolt (this sits in & does not need to locate 

fully into the hex socket).  Tighten OEM shock mount nuts to 
manufacturer’s torque settings & replace the shock absorbers. 

Fig. 5 

Fig. 6 

Fig. 7 
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