
 

System AC-1000 AC-1200 EVO 285 AC-1200 EVO AC-1200BV AC-1300 AC-3000 AC-3100BR AC-3200 EVO AC-3200 BV AC-3300 AC-2000 AC-2200 AC-5000 AC-5500 AC-6000 AC-6100 

Material ACM* ACM* ACM* ACM* ACM* 

Alum. Plate 
Stainless Steel 

Copper 
Zinc 

Alum. Plate 
Stainless Steel 

Copper 
Zinc 

Alum. Plate 
Stainless Steel 

Copper 
Zinc 

Alum. Plate 
Stainless Steel 

Copper 
Zinc 

Alum. Plate 
Stainless Steel 

Copper 
Zinc 

Aluminum w/ 
honeycomb 

core 

Aluminum w/ 
honeycomb 

core 

Alum. Plate 
Stainless Steel 

Copper 
Zinc 

Alum. Plate 
Stainless Steel 

Copper 
Zinc 

Alum. Plate 
Stainless Steel 

Copper 
Zinc 

Alum. Plate 
Stainless Steel 

Copper 
Zinc 

Pressure Equalized 
Rainscreen                 

Back Ventilated 
Rainscreen                 

Barrier wall system                 

Standard Thickness 4mm or 
6mm 

4mm or  
6mm 

4mm or 
6mm 

4mm or 
6mm 

4mm or 
6mm .125” .125” .125” .125” .125” 1” 1” .040” or .063” .040” or .063” .063” or .080” .063” or .080” 

System Depth 1” 2” 2” 1” 1.5” 1” 1.5” 2” 1.5” 1” 1” 1” 3/8” 3/8” 1” 1” 

Radiused Panel                 

Concealed Fastener                 

Slide On Clip                 

Integral Gasket                 

Air, Wind, Water 
Infiltration Testing                 

AAMA 508                 

AAMA 509                 

NFPA 285 Testing                 

Americlad Panel System Comparison 

 

    

 

* Aluminum Composite Material 


