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PRINCIPAL	PARTICULARS	 	 PROPULSION	SYSTEM	
Length	Overall:	 58.00	m	 	 Main	Engine:	 2	x	2,400HP	@	1600RPM	
Length	BP:	 52.75	m	 	 	 Model:	CAT	3516C	
Breath	Moulded:	 16.00	m	 	 Reduction	Gear:	 CAT	
Depth	Moulded:	 05.60	m	 	 Main	Generator:	 3	x	Cummins,	425kW,	60Hz,	450V	
Draft	Designed:	 04.40	m	 	 	 CCFJ425-Z-W-MYCM	
Year	Built:	 2017	 	 	 Engine:KTA19-DM1	
GRT/NRT:	 1825/548	 	 Main	Alternator:	 Cummins	USA,	LSAM	47.2	L9	
Class:	 ABS	 	 Shaft	Generator:	 2	x	Leroy	Somer,	600kW,	60Hz	
Flag:	 Panama	 	 	 LSAM49.3	M6	
Call	Sign:	 	 	 Emergency	Gen.	 1	x	Cummins,	90kW,	60Hz,	450V	
	 	 	 	 CCFJ90-Y-W-MYCM	

CARGO	CAPACITIES	 	 	 Alternator:	LSAM	44.3	S5	
Min.	Deadweight:	 Above	1,200	t	 	 Bow	Thruster:	 	6	t	CPP	–	CAT	MTT113	CP	
Deck	Cargo	Capacity:	 About	450	t	 	 Propellers:	 CPP	-	CAT-	MPP	690,	4	Blades	
Deck	Cargo	Space:	 About	360	m2	 	 Rudders:	 2	Jestram	x	Streamline	Type	
D.C.	Design	Load:	 5	t/m2	 	 Steering	Gear:	 2	x	Electro	Hydraulic	
Potable	Water:	 569.8	m3	 	 	 Independent	Type,	TS2-40-1-35	
Ship/Cargo	FO:	 367.4	m3	 	 	 	
Drill/Ballast	Water:	 528	m3	 	 PERFORMANCE	
Dry	Bulk	Cargo	Tank:	 130	m3	 	 Maximum	Speed:	 	
Mud/Brine/Rec.Oil:	 311.4	m3	 	 Service	Speed:	 10.50	Knots,	85%	MCR	
Lube	Oil:	 10	m3	 	 	 	
Dirty	Oil:	 11.1	m3	 	 DISCHARGE	RATES	
Dispersant:	 21.4	m3	 	 FW	Cargo	Pump:	 100	m3/hr	@	10	bar		
	 	 	 FO	Cargo	Pump:	 100	m3/hr	@	10	bar		

ACCOMMODATION	 	 DW	Cargo	Pump:	 100	m3/hr	@	10	bar	
Single	Cabin:	 4	men	x	4	 	 Mud	Pump:	 2	x	70	m3/hr	@	70	MLC	
Twin	Cabin:	 2	men	x	11		 	 Dry	Bulk	Disch.	1	Comp:	 2	x	50	m3/h	@	30m	head,	5.6	bar	
Total:	 26	men	 	 	 	
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DECK	EQUIPMENT	 	 TOWING/ANCHOR	HANDLING	
Windlass:	 1	x	MacGregor,	Electro	Hyd.	 	 Bollard	Pull:	 60	t	
	 Windlass/Mooring	Winch:	 	 Winch:	 MacGregor	
	 Double	Gypsy,	Single	Drum,		 	 	 2	x	600	m	x	54	mm	Drum	
	 Up-Colled,	Gypsy	Rated	Pull:	 	 	 120	t	x	0~5	m/min	
	 10	t	x	0~9	m/min	 	 	 60	t	x	0~10	m/min	
	 Drum	Pull	(1st	Layer):		 	 	 18	t	x	0~25	m/min	
	 6	t	x	0~15	m/min	 	 	 Braking:	150	t	
Anchors:	 2	x	1,440	Kg	 	 Stern	Roller:	 SWL:	200	t	/	5.8m	/	1.7	Dia.	
Chains:	 Total	of	660m	x	34mm	 	 Shark	Jaw	&	Towing	Pins:	 1	x	600mm,	SWL:	200	t	
Capstan:	 2	x	MacGregor,	5	t	@	15	m/min	 	 	 MG-STA200,	MacGregor	
Tugger	Winch:	 2	x	MacGregor,	10	t	@	15	m/min	 	 	 Towing	Pins	SWL:	112	t	
Spare	Wire	Reel:	 600m	x	54mm,	5	t	@	30	m/min	 	 	 	
Deck	Crane:	 1	x	MacGregor	Electro	Hyd.	 	 FIRE	FIGHTING	
	 SWL:	4	t	@	9m	w/	12m	Boom	 	 Fire	Pumps:	 2	x	1,720	m3/hr	@	125m	MLC	
	 	 	 Fire	Monitor:	 2	x	1,200	m3	

RADIO	&	NAVIGATION	 	 Fire	Monitor:	 Fixed	Water	Spraying	Sys:	
GMDSS	(A1+A2+A3):	 Furuno	RC-1800T	5MK4	 	 Foam	System:	 Fitted	
Radar:	 1	Furuno	x	FAR-2117-D,	X	Band	 	 CO2	System:	 Machinery	Spaces	&	Paint	Lkr.	
Radar:	 1	Furuno	x	FAR-2137S-D,	S	Band	 	 Water	Based	FiFi	System:	 Main	Engine	&	Gen.	Sets	
GPS:	 1	Furuno	x	GP-170	 	 	 	
Echo	Sounder:	 1	Furuno		x	FE-800	 	 GALLEY	&	LAUNDRY	
Navtex:	 1	Furuno	x	NX-700A	 	 Electric	Cooking	Range:	 1	x	4	Hot	Plates	
Auto-Pilot:	 1	Anschuetz	x	Pilot	Star	D	NP	60	 	 Refrigerator	Capacity:	 220	liters	
Gyro	Compass:	 1	Anschuetz		x	Standard	22	 	 Freezer	Capacity:	 10.20	m3	
Inmarsat-C:	 1	Furuno	x	Felcom	18	 	 Chiller	Capacity:	 12.50	m3	
Speed	Log:	 1	Furuno	x	DS-60	 	 Electric	Water	Boiler	 2	x	20	liters	
SART:	 2	Ocean	Signal	x	S100	 	 Washing	Machine:	 3	x	10	Kg	
EPIRB:	 1	Ocean	Signal	x	E100	 	 Dryer:	 3	x	10	Kg	
AIS:	 1	Furuno	x	FA-150	 	 Iron:	 1	with	Ironing	Table	
Port.	GMDSS	VHF:	 3	x	IC-GM1600	 	 	 	
Weather	Fax:	 1	Furuno	x	FAX-408	 	 MISCELLANEOUS	
Portable	VHF:	 3	x	Motorola	GP328	 	 Sewage	Treatment	Plant:	 1	x	Treatment	Plant	for	26	men	
BNWAS:	 1	x	Furuno	BR	500	 	 	 Sewage	pump	5	m3/hr	@	3	bar	
Chart	Plotter:	 1	x	Garmin	GPSMAP7412	 	 Fresh	Water	Maker:	 1	Set	/	7	t	Per	Day	
	 	 	 Oily	Water	Separator:		 1	m3/hr	

LIFE	SAVING	&	HSE	 	 	 	
Search	Light:	 3	x	2,000	w	 	 OIL	SPILL	&	RECOVERY	EQUIPMENT	(LAMOR)	II	
Flood	Light:	 6	x	500	w	 	 Decanting	system:	 1	x	Decanting	Pump	with	5	m	
Life	Raft:	 6	x	15	men	 	 	 Suction	Hose	and	10	m	
Life	Jacket:	 30	nos.	 	 	 Discharge	Hose	
Lifebuoy:	 8	nos.	 	 Portable	Cleaning	System:	 1	x	Portable	High	Pressure	Hot	
Rescue	Boat:	 1	x	FRC,	9	men	 	 	 Water	Cleaning	Sets	Shall	Be	
	 	 	 	 Provided	with	Machines,	with	

OIL	SPILL	&	RECOVERY	EQUIPMENT	(LAMOR)	I	 	 	 a	flow	range	of	at	least	0.18-	
Storage:	 1	x	20ft	Container	with	end	 	 	 0.72	m3/h	at	20-100	bar	
	 and	Side	Doors-ISO	DNV	2.7-	 	 Dispersant	Spray	System:	 1	x	Dispersant	Pump	with	Flow	
	 1/EN	12079-1,	CSC-3953133	 	 	 Meter	–	LDS	150E-SA-3	
Primary	System:	 1	x	Side	Collector-	LSC	3C/MKII-	 	 	 2	x	Dispersant	Spray	Arms	of	
	 222536;	Capacity	152m3/hr	 	 	 Aluminum	of	12	m	Long	
Primary	Oil	 1	x	GTA	PDAS-226149-	 	 Interface	System:	 1	x	Oil	Water	Interface	
Transfer	Pump:	 Capacity:	140	m3/hr	and	Spare	 	 	 Detector	Ullage	Temp	UTI	Mtr.	
	 Pump	of	same	Capacity	 	 Oil	Spill	Detection	Radar:	 1	x	Rutter	with	Detection		
Discharge	Pumps:	 2	x	Oil	Discharge	Pumps	 	 	 Range	of	4NM	
	 with	Capacity:	140	m3/hr	each	 	 	 	
	 	 	 	 	
	 	 	 	 	
	 	 	 	 	
	
	


