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Editorial 
Demand for electricity is increasing rapidly in Latin America. Expanding and enhancing the 

current power generation infrastructure is thus a major concern for the region. In that context, 
renewable energy is bound to play a relevant role in the coming years and hydroelectric energy 
especially so in view of its relatively unexploited potential, which is estimated in around 690,000 
MW in the region.

Our mission is to contribute to the regional integration by means of the production of knowledge 
in the field of hydroelectric power generation and hydromechanical systems, with focus on 
technological advance and the rise of quality standards, but with an eye on the priorities of a region 
where, well into the XXI century, millions of people find themselves deprived of electricity. That 
includes the topics such as the evaluation of the development of projects of low environmental 
impact, the role of hydroelectric powerplants in the face of the diversification of the energy matrix as 
well as mini- and small-hydro projects to meet the demand of areas with no access to the electrical 
network.

Three symposia have been held and six editions of this Journal have been published since the 
creation of this, the Latin Group, in 2012. Added to that are postgraduate courses and exchange 
programs that are being organized at present. Mexico, Brazil, Ecuador, Colombia, Uruguay and 
Argentina are the most active members of the Group and it is our goal to get more involved in the 
future.

We firmly believe in the ability of our universities to conduct the research in the field of hydraulic 
turbomachinery and that this knowledge will have a beneficial impact on the policy making of our 
countries, whether on matters related to existing infrastructure as well as the development of long-
term projects and strategies.

We understand that keeping and strengthening the link between the nations currently 
participating is a major challenge in the framework of a constantly evolving reality, seen reflected 
in the availability of economic resources, the technological tools and the swings of institutional 
management. May this new edition of the Journal serve as evidence that, however difficult, such 
challenge is achievable.

Eng. Sergio O. Liscia
Presidente Latin Group 2017-2021
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ABSTRACT

The present work shows a comparison between turbulence models, computational meshes, and domains extension, as regards 
its ability to numerically modeling the flow in a Francis turbine operating in part load and full load conditions. The main objective 
of this study is to evaluate the influence of these parameters at prediction of the amplitude and frequency of pressure pulsations 
in 3D flow in the turbine hydraulic system in any operative condition, when using RANS solution for single-phase incompressible 
model for the ruler equations of the flow or two-phase compressible model to consider the effects of the occurrence of cavitation 
on the flow. In this study were used the SST, k-ε and k-ω turbulence models with three different mesh densities and two 
extensions of the domain. The configuration of mesh and turbulence model whose results best adhered to available data was 
used to simulate two-phase flow and entire domain. The study was applied to the ITAIPU turbines and results obtained in each 
simulation were compared with data available for the operating conditions considered.

KEYWORDS: Francis turbine, Turbulence models, CFD, numerical simulation.

1.	 INTRODUCTION

As further a hydraulic turbine operates out of its designing 
conditions, worst is the flow at the turbine and greater is the 
possibility of hydraulic instability phenomena, mainly in turbines 
with fixed blades runners, as Francis.

Such changes in its operating condition cause pressure 
fluctuations with damage potential to the physical integrity of 
the turbine, generating unit and even civil facilities from the 
powerhouse to the dam.

One cause of this damage is due to the development of 
vortices at the runner outlet which induces pressure fluctuations 
which propagate throughout the hydraulic circuit [1], which may 
cause dynamic interactions which cause hydraulic instabilities 
and resonance in the turbine’s hydraulic circuit.

To better understand the complex flow in a Francis turbine 
and evaluate disturbances which occur throughout the 
hydraulic circuit due to pressure fluctuations can be used the 
Computational Fluid Dynamics (CFD). For this, knowledge of 
inherent peculiarities to the application of this technique is 
extremely important for obtaining satisfactory results. In this 
work were conducted studies with variation of system’s range 
(domain),spatial discretization (mesh) and turbulence models 
(SST, k-ε e k-ω) in solving the governing equations of three-
dimensional turbulent flow, aiming to evaluate the adopted 
numerical solution ability of reproducing the hydraulic system 
behavior as pressure pulsation and associated frequencies to 
draft tube vortex cores.

Nevertheless, as states [2], 'many dynamics problems 
occurring in hydraulic machines can only be properly understood 
if their interaction with the fluid column in the waterways of the 
plant is taken into account,' which is related to the properties of 
inertia, compressibility, and dissipation of the system.

Three-dimensional geometric modeling of the entire 
hydraulic system and numerical simulations were performed 
using applications of CAD and CFD available at Center for 
Advanced Studies on Safety of Dams – CEASB considering as an 
object of study the turbines of Itaipu Hydroelectric Powerplant, 
which one has a rated power of 14,000 MW generated by 20 
Francis turbines of 700 MW.

2.	 GOVERNING EQUATIONS AND NUMERICAL 
SOLUTION

Navier-Stokes equations have full capacity to describe 
the behavior of turbulent flows without needing of additional 
terms. However, as quoted in [3], its analytical solution for 
general cases is still open and, to meet the need of knowing the 
behavior of fluids in its countless applications, several numeric 
methods have been developed.

According to [4], one of the most successful methods is the 
Finite Volumes Method, which discretizes differential equations 
by a conservation balance of each property, e.g., the mass flow 
for each volume element.

However, turbulent flows of realistic high Reynolds numbers 
presents a wide range of spatial and temporal turbulence 
scales which generally involves spatial scales much smaller 
than the smallest finite volume of a mesh still viable to use. 
To allow that effects of turbulence be analyzed, a large amount 
of research in CFD has focused on developing of turbulence 
models conforming to [5].

Regarding the numerical solution of the Navier-Stokes 
equations, is common sense in the scientific world that its direct 
solution (DNS) is only computationally viable for more simplified 
systems. Given the inherent difficulty of a solution of these 
equations for real systems, as the flow in the hydraulic system 
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of a turbine Francis, the most widely used alternative is using the 
Reynolds Averaged Navier-Stokes (RANS) equations. However, 
due to the required modeling of original equation terms, such 
procedure represents a filter in the system dynamic response, 
as demonstrated by [6], limiting its application in assessing 
the dynamic flow behavior. RANS solution modality and other 
types of solutions of the Navier-Stokes equations will be briefly 
discussed in the next section, aiming only characterize them.

2.1. Turbulence models

The numerical methods that model the turbulence are 
grouped into the following three categories:
a)	 Reynolds Averaged Navier-Stokes (RANS) is a method 

which solves the mean flow and models the effects that all 
turbulence scales have over the mean flow. ([5]).

b)	 Large Eddy Simulation (LES) is an intermediary methodology 
that solves the large turbulence scales, which carry most of 
the energy and models the smaller scales. ([7]).

c)	 Direct Numerical Simulation (DNS) is able to solve the mean 
flow and all speed fluctuations due to turbulence. This method 
is extremely costly in terms of computational resources, so it 
is not used by the industry to solve flows. ([8]).

Among these methods, in line with [9] the RANS modeling 
is preferentially adopted for engineering cases, as it significantly 
reduces the required computational effort. In this method, the 
variables in a turbulent flow, e.g., flow velocity, are decomposed 
in an average term and fluctuating term, as shown in Equation (1).

	 (1)

The substitution of the average values in the original 
transport equations for single-phase fluid results in Reynolds 
Averaged Equations given below in index notation, in which the 
bar indicates the average values, ρ the specific mass, p the 
pressure, tij the stress tensor, SM the sum of the body forces 
per unit of volume. x and t are respectively the spatial and 
temporal variables.

	 (2)

 	 (3)

Equation (2) is the continuity equation and the Equation (3) 
is the conservation of momentum equation, in which appears 
an additional term, the Reynolds stresses,  This term 
represents correlations between the floating speeds and it is 
one more unknown in the system, according to [9]. To close the 
equations system it's necessary a model for the Reynolds tensor.

The eddy viscosity hypothesis, proposed by Boussinesq in 
1877, establishes that the Reynolds tensor is proportional to the 
mean velocity gradient, mathematically analogous to the stress 
and strain tensor in a Newtonian fluid. Thus it is given by:

	 (4)

Where34 is the eddy viscosity and kis the kinetic energy per 
unit of mass, like in [10].

When applying the hypothesis to Reynolds Averaged 
Equation for the momentum is obtained the following:

	 (5)

Where µef is the effective viscosity composed by molecular 
(µ) and eddy (µt) viscosity, such that:

	 (6)

Eddy viscosity models are distinguished by the manner in 
which they prescribe the eddy viscosity and eddy diffusivity.
([10]).

2.1.1. The k-ε model

The model k-ε is based on the eddy viscosity hypothesis, as 
reported in [10]. In this model, the following expression relates 
the eddy viscosity µt to the specific turbulent kinetic energy (k) 
and specific turbulence eddy dissipation rate (ε), where Cµ = 0,09 
is a constant, and ρ the specific mass:

	 (7)

The transport equations for the turbulent kinetic energy 
(Equation 8) and eddy dissipation rate (Equation 9) give the 
values of k and ε:

	 (8)

	 (9)

where Cε1 = 1,44, Cε2 = 1,92, σk = 1,0 and σε = 1,3 are 
constants. The term Pk is the production of turbulence due to 
viscous forces modeled by the following expression:

	 (10)

2.1.2. The k-ωmodel

According to the same [10], the k-ω model offers as an 
advantage treatment for calculating low Reynolds numbers 
near to the wall. Its formulation does not involve nonlinear 
damping functions as in the k-ε model and is generally more 
accurate and robust.

In this model, it is assumed that the turbulent kinetic energy 
and the turbulent frequency are related to eddy viscosity by the 
expression

	 (11)

Two transport equations are solved, one for the turbulent 
kinetic energy (Equation 12) and another for the turbulent 
frequency (Equation 13):

	 (12)

	 (13)

where the specific mass, ρ , and the mean velocity vector, U, 
are treated as known quantities and Pk is the is the turbulence 
production rate given by Equation (10).

The model constants are given by β' = 0.09, α = 5/9, β 
= 0.075, σk = 2 e σw = 2. The Reynolds Stress, (eq), is an 
unknown given by Equation (4).
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2.1.3. Model Shear Stress Transport (SST)

In the free flow region far from the wall, the results 
obtained with the k-ε model are few influenced by the 
boundary conditions, however, near to the wall performance 
is not satisfactory for boundary layers with adverse pressure 
gradients as in agreement with F. R. Menter (1992a) apud [8]. 
To solve this deficiency, a hybrid model was suggested applying 
a transformation of the k-ε model for the k-ω model in regions 
near the wall and the k-ε model in completely turbulent regions 
far from the wall as reported by Menter (1992a, b, 1994, 1997) 
apud [8].

A complete formulation of the SST model, given below, is 
extracted from [11].

	 (14)

	 (15)

where the blending function F1 is defined by:

	 (16)

WhereM is the distance to the closest wall and

	 (17)

The value of A2 is equal to zero when far from the wall, thus 
defining the use of k-ε model and becomes unitary when inside 
the boundary layer indicating the use of the k-ω model.

The eddy viscosity is defined by:

	 (18)

where S is the invariant measure of the deformation rate F2, 
and is a second blending function defined by:

	 (19)

A turbulent energy production limiter is used for SST model 
to prevent the buildup of turbulence in stagnant regions:

	 (20)

All constants are calculated from a combination of constants 
corresponding to the k-ε model (F=0) and the k-ω model (F=1) 
by the general expression

	 (21)

Whereα corresponds to one of the constants to be calculated. 
The constants for this model are:

2.2. Two-phase flow

The occurrence of cavitation in the turbine flow requires 
two-phase flow treatment for better represent the flow 
phenomena. Considering a homogeneous mixing model, 
in which both phases share the same pressure and velocity 

fields, it is sufficient to solve one equation for each the field, 
instead of solving it for each phase of field. However, apart 
the continuity equation and of the moment, it is necessary an 
additional transport equation coupled those, forming thus a 
set of nine governing flow equations in the considered control 
volume element for the case of three-dimensional flow, more 
the restriction that the pressure in all phases be equal to the 
average pressure of the mixture.

The additional transport equation can be obtained by 
conservation volume law which expresses the sum of partial 
fractions of the phases volumes should be equal to the unity. 
According to this law, a compressible viscous fluid mixture 
formed of liquid and a β vapor volume fraction, the density ρm 
of the mixture is given by Equation (22), where subscripts c 
and l refer respectively to the cavitation and liquid phase, as 
quoted by [1].

	 (22)

Replacing this conservation condition at the continuity 
equation the additional transport equation (25) can be obtained, 
forming a set of coupled equations to the mass and momentum 
conservation of the compressible two-phase mixture, where 
the subscripts m were omitted for variables ρ,U

_
, p at Reynolds 

Averaged Equations (23), (24) and (25), and the cavitation 
volume β is an additional variable of the system:

	 (23)

	 (24)

	 (25)

The term Scl is a source term relative to the mass flow rate 
of the vapor phase per unit volume, considering condensation 
and vaporization processes, which were modeled by Rayleigh-
Plesset equation.

3.	 LOW FREQUENCY PHENOMENA IN SWIRLING 
FLOW

This section aims to present the origin of low-frequency 
phenomena that happens when a Francis turbine operates 
out of its optimum flow conditions. This section discusses also 
the limitation of the satisfactory representation of hydraulic 
system behavior at these operatives’ conditions through RANS 
numerical solution of governing equations of three-dimensional 
flows using the turbulence models indicated in the previous 
section.

In its simplest form, the flow in a Francis turbine can be 
represented by a one-dimensional model. Euler equation for 
hydraulic machines relates the power absorbed by the turbine 
only with the fluid inlet and outlet conditions in its runner. 
According to Equation (22) in order to have an optimum 
efficiency, the fluid must enter in the turbine runner without 
shock with its blades, being tangential to them, and exiting 
axially (UV2 = 0), as happen when the turbine flow rate Q = Qot. 
However, as the Francis turbines have a fixed blades runner 
and rotate at a constant synchronous speed, whenever the 
flow in the turbine get away from their optimum conditions 
the speeds at inlet and outlet may no longer meet the ideal 
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condition, which normally occurs to meet the required power 
generation adjustment to its demands, as charge dispatches 
usually practiced.

	 (22)

Due to operation outside of optimum conditions, the speed 
at the outlet is no longer fully axial, giving rise to tangencies 
components which swirl the fluid, generating the well-known 
vortices cores at the draft tube. These components cause 
fluctuations in pressure and can produce significant oscillation 
in the electrical power, as mentioned by [2]. This author also 
mentions that vortices core depends on the distribution of the 
speed field at runner outlet, the geometry of draft tube and the 
dynamic response of the hydraulic circuit as a whole.

Such behavior can be seen in Figure 1 by the speed triangle 
at the outlet of the turbine blades for different flow rate, Q, 
in the turbine. In part load (Q < Qot) and overload (Q > Qot) 
the tangential component UV2, is responsible for the rotational 
effect on the fluid. In ideal condition (Q = Qot) the flow exits 
axially and this effect does not occur.

When the boundary conditions allow the occurrence of 
the water vapor phase, the vortex core is configured as 
an underpressure in the core region of the fluid flow. Under 
these conditions, they become visually clear in a transparent 
draft tube, like the used in scale models of turbine testing 
laboratories, as illustrated in Figure 1.

These vortices act as an exciter source that dynamically 
interacts with the hydraulic system through a forced oscillation 
process or a hydraulic instability mechanism. At part load 
condition the vortex moves like a spiral with precessional 
movement and acts like a forced vibration with a characteristic 
frequency. If this frequency coincides with a natural frequency of 
the system there is a hydraulic resonance situation. At full load 
condition, the vortex can pulse radially at eigenvalue frequency 
of the system, configuring a self-excited phenomenon that 
produces oscillation even without a forcing source, as explained 
by [2]. Due to the influence of the compliance of the vortex in 
this phenomenon is essential to adopt a model that considers 
the occurrence of cavitation in the flow.

[Figure 1: Vortex core (Adapted from [1]).]

Although the intensity of the rotational component a, 
in the fluid has singular importance in pressure fluctuation, 
other factors such as cavitation, depending on its intensity, 
also influence this process. The explanation for the effect of 
cavitation in the pressure pulsation in the draft tube is due to 
the dynamic gain provided by the resonance with the draft tube 
fluid system natural frequency, as indicated in [12].

To finalize this section, it is observed that single-phase 
solution of the governing equations (2) and (3) does not allow 

the appearance of the cavitation, excluding the evaluation of 
its influence on the hydraulic system behavior. Other limiting 
factors in the proposed mathematical model are not considering 
the effects of elasticity and viscoelasticity throughout the whole 
hydraulic boundary surface and mitigation system of pressure 
fluctuations by atmospheric aeration or compressed air injection 
in the turbine.

4.	 GEOMETRICAL MODELING OF THE HYDRAULIC 
SYSTEM

The hydraulic system considered as object of study was the 
existing at Francis turbines of Itaipu Hydroelectric Power Plant, 
equipped with 20 vertical generating units with the following 
nominal values for its turbines:
•	 Shaft power: 715 MW
•	 Net head: 112.9 mca
•	 Rotation: 91.6 RPM

The hydraulic system of Itaipu turbine is illustrated in the 
following figure:

[Figure 2: Hydraulic system of Itaipu turbines - Vertical section - [13].]

The geometrical models used for developing this study 
were developed based on design's bidimensional technical 
drawings of the turbine and of the hydraulic system and on 
some measurements made on site. The models of the set 
Spiral Case, Pre-distributor first two geometrical models ones 
were dev developed by [14] and the last one by [15]. Besides 
these components were also molded geometries of part of the 
Reservoir, Water Intake, and Penstock.

4.1. Modeling of stationary domains

4.1.1. Set Spiral Case, Pre-distributor and Distributor

[Figure 3: Geometric model of the set Spiral Case, Pre-distributor and 
Distributor - [14].]
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The geometrical models of the set Spiral Case, Pre-
distributor, and Distributor, for the operating conditions 
contemplated in this work were developed by [14]. The opening 
of the distributor is different for each condition and its value 
is given by the smallest distance between two blades of the 
Distributor.

4.1.2. Draft Tube

The three-dimensional model of the Draft Tube used in this 
study was developed by [15]. In order to avoid recirculating 
problems in the outlet region of the draft tube, was introduced 
an extension to ward off the exit boundary condition, thus 
making the numerical solution process more stable.

[Figure 4: Geometric model of Draft Tube -[15].]

4.1.3. Resevoir, Water Intake and Penstock

In order to allow evaluation of the influence that presence 
of components upstream of the spiral case has on simulation 
results, the geometric modeling of the components was made, 
as illustrated in Figure 5.

[Figure 5: Geometric model of reservoir, water intake and penstock 
(Adapted from [13]).]

4.2. Modeling of the rotating domain: the Turbine Runner

The geometric model of the Turbine Runner was developed 
by [14]. Due to the lack of blade's profile's drawings, was 
necessary a field survey in order to get points on the blade. The 
nominal value of the runner outlet diameter is 8.1 m.

[Figure 6: Geometric model of the Turbine Runner -[14].]

5.	 BOUNDARY CONDITIONS AND MEASUREMENTS

Aiming more robust results, the boundary conditions chosen 
were the mass flow at the inlet and the static pressure at the 
outlet of the domain. For the domain without the penstock, the 
inlet boundary condition corresponds to the flow (or speed) at 
spiral case inlet and the outlet condition corresponds to the 
static pressure at draft tube outlet. For these conditions, the 
total pressure is an implicit result of the solution.

In order to have an appreciation of the numerical solution 
of measurements that was developed for two turbine operating 
points tested in scale model and prototype, being one for 
operation with discharge below design point and another with 
discharge above design point, of which there are images of the 
vortex core at draft tube of scale model, as in [16]. In unitary 
values, the simulated operating points are:
•	 Part load: n11 = 65.9 RPM; Q11 =  0.580 m3/s
•	 Overload: n11 = 68.9 RPM; Q11 =  0.995 m3/s

The location of these points on the unitary hill chart of a 
scale model of the turbine and the image of the respective 
vortex core are shown in Figure 7.

[Figure 7: Simulated point and respective vortex cores - [16].]

Based on the scale model data [16] and measurements 
made on hydraulic stability tests of turbines of the units U04 
[17] and U11 [18] the values considered to evaluate the 
adherence of numerical simulations are presented in Table 1.

[Table 1]: Operating parameters and measurements in 
prototype. 

Parameters Partload Fullload

Distributor’s opening [%] 49.3 88.8

Net Head [mca] 126.8         116.0

Flow Rate [m3/s] 434.2 712,4

Efficiency [%] 90.7 92.7

Power [MW] 488.8 748,6

Pressure oscillation at draft tube [kPap/p] – Model 
Transposition

65 19

Pressure oscillation at spiral case [kPap/p] – Model 
Transposition

22 16

Main frequency of the pressure oscillation [Hz] - 
Model Transposition

0.38 1.60

Pressure oscillation at draft tube [kPap/p] – Prototype 56 (U04) 43 (U11)

Pressure oscillation at spiral case [kPap/p] – Prototype 35(U04) 47 (U11)

Main frequency of the pressure oscillation [Hz] - 
Prototype

0.42/
(U04)

1.10 
(U11)
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6.	 NUMERICAL ANALYSIS

6.1. Computational mesh

In order to evaluate the influence, the spatial discretization 
has on the results were tested three meshes with a different 
number of elements for each one of the two evaluated operating 
conditions. Table 2 shows the total number of elements of the 
respective meshes utilized for each simulated condition and also 
shows the number of elements of the meshes per component of 
the turbine's domain.

[Table 2]: Number of elements of the mesh for each 
simulated condition. 

PartLoad Fullload

Component Mesh1 Mesh2 Mesh3 Mesh1 Mesh2 Mesh3

Spiral Case 1593308 3123673 5356802 1547968 3174044 5226729

Runner 1904397 2593739 3298709 1991912 2510822 3338452

Draft Tube 867022 1652722 4399713 867030 1652722 4398676

Total 4364727 7370134 13055224 4406910 7337588 12963857

A viewing surface of the Mesh 3 is shown in Figure 8, on 
what the virtual prolongation of the draft tube shown in Figure 
4 is partially represented.

[Figure 8: Computationalmesh M3.]

6.2. Temporal discretization, computational resources 
and simulation times

In order to enhance the convergence of simulations, it 
was decided to divide them into two stages. The first stage of 
simulation has the function of providing a good initial condition 
for the following stage. For this stage was utilized varied time 
steps, as shown in Table 3, and the first order advection scheme 
(upwind), which convergence is easier.

[Table 3]: Time steps used in simulations. 

Operation 
Condition

Time Steps [s]

Initialstage Final stage

Part load 20 x 0.01;20 x 0.1; 20 x 0.01; 40 x 0,00181 1440 x 0.00181

Full load 30 x 0.01;30 x 0.1; 30 x 0.01; 30 x 0,00181 1080 x 0.00181

For the second simulation, stage was utilized the second-
order advection scheme and constant time step equivalent to 
the period that runner takes to rotate one degree. The simulated 
time for Part Load condition is equivalent to approximately 7,8 
runner revolutions and the time for the Full load is equivalent 
to 8,6 revolutions.

The convergence criterion adopted for all simulations was 
1x10-5 to the RMS value of residues.

The computational resources used were a computer with 
Intel® Xeon® E5-1650 CPU of 3.2GHz processor of which was 

utilized ten cores, 16GB of RAM and 64-bit operating system. 
The simulation times are shown in Table 4:

[Table 4]: Simulation time [h]. 
PartLoad Fullload

Turbulence 
Model

Mesh1 Mesh2 Mesh3 Mesh1 Mesh2 Mesh3

SST 18.9 29.2 48.3 11.0 14.3 29

k-ε 17.7 27.8 47.6 9.8 11.7 28.4

k-ω 17.4 27.0 43.1 8.7 13.7 25.9

7.	 RESULTS

Flow in a Francis turbine operating at Part Load or in Full 
load produces its characteristics vortex hydraulic phenomena 
in the flow in the draft tube at the turbine runner outlet, as 
previously mentioned. All these phenomena produce pressure 
pulsation with a determined amplitude and frequency, being the 
amplitude strongly dependent on dynamic interaction with the 
entire hydraulic system involved in the flow. Monitor points in 
the numerical simulation were inserted at spiral case inlet and 
at draft tube inlet for acquiring these values at each simulated 
time step.

The results related to incompressible single-phase 
simulations are presented at items 7.1 to 7.3. The results 
related to compressible two-phase simulations are presented 
at item 7.4.

7.1. Core vortices prediction

[Figure 9: Part Load vortex for each simulated configuration  
(P = 300 kPa).]
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The main flow characteristic in part load and full load is 
vortices formation at the draft tube with a characteristic 
geometry for each condition, with volume and length dependents 
of the turbine suction head, that is, of Thoma coefficient, σ.

At the part load condition, all considered turbulence models 
and meshes were able of reproducing the vortex characteristic 
shape, but without reaching the expected water vapor pressure 
for the considered suction head corresponding to σ=0.17. 
However, the isopressure surfaces indicated in Figure 9, 
corresponding to the pressure of the suction head considered 
(300kPa) for this condition, shows a vortex core at turbine 
output with similar characteristics to the one observed on scale 
model test, as available in [16]. Below this value, lower is the 
pressure, the isopressure surfaces obtained at this simulation 
becomes ever more deformed and divergent of the results of 
the scale model test.

For full load condition, the considered turbulence models 
and meshes were successful in reproducing the characteristic 
geometry of the vortex of this operative condition and also in 
reaching the vapor pressure expected for the considered suction 
head corresponding to σ=0.132, but with very small volume for 
coarser mesh M1. The effects of turbulence models and mesh 
refinement can be compared by images shown Figure 10 for 
isopressure surfaces of 130kPa, wherein the configuration with 
SST model and mesh M3 presented aspects more adherent to 
the data available in [16] to this operative condition.

[Figure 10: Full load vortices for each simulated configuration  
(P = 130 kPa).]

The vortex volume variation with the reference pressure for 
isopressure surfaces of 130kPa and vapor pressure (3.2kPa) can 

be seen in Figure 11 for configuration of mesh and turbulence 
model M3-SST, where the blue core refers to vapor pressure.

[Figure 11: Full load vortices – Volume comparison (P = 130 kPa e 
P=3.2 kPa).]

7.2. Pressure pulsation

The frequency and amplitude of pressure fluctuation due to 
vortex core presence in numerical simulations were obtained 
by applying Fast Fourier Transform to temporal values obtained 
with virtual monitor probe at the spiral case and draft tube.

For part load condition, the virtual monitor probe of pressure 
at draft tube recorded the frequency of 0.33Hz for all simulated 
configurations of turbulence models and meshes considered, 
against 0.38 Hz for the transposition from scale model and 0.42 
Hz for the prototype measurement. As pressure fluctuations 
caused by vortex propagate to upstream and downstream, 
disregarding dynamic gains or nonlinearities, as expected, 
pressure fluctuation at monitor points of spiral casing should 
register the same frequency of draft tube, but with smaller 
amplitude. This happened for all configurations except for 
the frequency at the configurations M2 k-ε e M2 k-ω, whose 
obtained value was 0.16 Hz, as indicated in Table 5.

Depending on configuration, the value peak to peak of the 
pressure pulsation amplitude varied from 34 kPa to 44 kPa in 
draft tube and 12,9kPa to 17,5kPa on spiral casing. Considering 
the average value of the pulsations found in the simulations, 
there was a deviation for less of about 36% relative to the 
reduced model and for the prototype 30% at draft tube and 
58% at the spiral casing. Additional simulation of the part load 
with mesh M3-SST for longer simulation of 10,73s resulted at 
50,6 kPa p/p in the draft tube and 24,7kPa p/p in the spiral 
casing, reducing the respective deviations for about -22% and 
12% compared to values from scale model and 10% and 29% 
for the measurements at prototype. The simulation with two-
phase model could also contribute to reducing these deviations 
since the cavitation effect on the response of the suction tube 
to the excitation of the vortex would be better represented, but 
this simulation was not performed.

[Table 5]: Power, pressure pulsation and frequency for 
part load condition. 

Parameter
M1 M1 M1 M2 M2 M2 M3 M3 M3

SST k-ε k-ω SST k-ε k-ω SST k-ε k-ω

N [MW] 485.7 480.8 484.8 490.4 483.2 491.4 487.3 480.1 487.5

ΔH [kPap/p] 
(Draf Tube)

40.0 43.9 42.4 35.8 34.7 35.2 36.5 41.7 41.5

f [Hz] (Draft 
Tube)

0.33 0.33 0.33 0.33 0.33 0.33 0.33 0.33 0.33

ΔH [kPap/p] 
(Spiral Case)

13.8 14.7 14.7 12.3 12.9 13.5 15.6 16.9 17.5

f [Hz] (Spiral 
Case)

0.33 0.33 0.33 0.33 0.33 0.33 0.33 0.33 0.33
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Another parameter that also indicated adherence of the 
simulation results on part load to those provided by the scale 
model are the value of the generated power, whose expected 
value for part load conditions is 488.8MW at the simulated 
point. Regarding the ability to represent this parameter, k-ε 
model had the worst result at all meshes and SST model the 
best. However, SST and k-ω results present adherent results for 
the more refined mesh M3.

For full load condition, none of the configurations of 
simulation was able to reproduce the vortex dynamics, resulting 
in an almost static pressure field, therefore, without pressure 
pulsation, in disagreement to what is observed in the prototype 
at the operating point considered. Additionally, also it was 
performed a single-phase simulation with the complete domain 
at full load. The mesh used was M3 and the turbulence model was 
SST. This configuration also resulted in a static field of pressure.

The obtaining of null pressure fluctuation in full load may 
be related to the fact that on ITAIPU turbines such fluctuation 
is due to a hydraulic instability phenomenon. At this situation, 
the single-phase model used for governing equations does 
not allow the existence of water vapor at the central vortex 
core, as well as does not consider the elastic and viscoelastic 
effects of the fluid and the entire hydraulic contour, respectively 
considered as incompressible and ideally rigid.

Notwithstanding, the values obtained for the turbine power 
were reasonable, presenting a deviation from 2.6% to 3.5% 
compared to the value of 748,6MW predicted by the scale model 
transposed to prototype. The better results for this parameter 
was found with mesh M1, while the M2 and M3 meshes 
presented worst results for all turbulence models, except 
for configuration M2/ k-ε. Table 6 shows the values of power 
obtained and respective deviation for the full load simulations.

[Table 6]: Power and deviation for full load condition at 
the simulated configurations. 

Parameter
M1 M1 M1 M2 M2 M2 M3 M3 M3

SST k-ε k-ω SST k-ε k-ω SST k-ε k-ω

N [MW] 768.5 769.4 767.4 777.9 768.2 775.5 775.9 775.4 773.9

Deviation [%] 2.7 2.8 2.5 3.9 2.6 3.6 3.7 3.6 3.4

7.3 Pressure and velocity fields

Figure 12 displays the streamlines for part load and full 
load condition. In part load, streamlines allow to distinguish 
the swirling effect of flow at the same direction of runner’s 
rotation and the flow disequilibrium in the right and left draft 
tube channels due to tangential component of absolute speed 
a,at the same direction of rotation. In full load, is observed a 
symmetrical concentration of flow at the periphery of the draft 
tube conical section and elbow, but without disequilibrium of 
flow in channels.

[Figure 12: Streamlines for M3 SST - Part load (left) and full load 
(right).]

Figure 13 shows vertical sections of pressure and velocity 
fields in turbine domain at part load condition.

The image corresponding to the pressure field allows 
visualization of different areas along the pressure transition from 
spiral case to draft tube, as well as the region corresponding to 
the spiraled vortex of the part load. The image corresponding 
to velocity field allows observing the velocity transition between 
the spiral case and the draft tube, denoting the lack of symmetry 
of velocity field at draft tube due to the presence of the spiraled 
vortex.

[Figure 13: Pressure (left) and velocity (right) fields for M1 SST – Part load.]

Figure 14 shows vertical sections of the pressure and 
velocity fields in turbine domain at full load condition. The 
image corresponding to the pressure field allows visualization 
of different areas along the pressure transition from spiral case 
to draft tube, as well as the region corresponding to the oblong 
shaped vortex core for the full load. The image corresponding 
to velocity field allows observing the velocity transition between 
the spiral case and the draft tube, denoting the almost-
symmetry of velocity field at the conical initial stretch of draft 
tube due to the presence of symmetrical vortex core.

[Figure 14: Pressure (left) and velocity (right) for M3 SST – Full load
Considering the topographical difference between the level of 
downstream and the center of the.]

Considering the topographical difference between the level 
of downstream and the center of the spiral case inlet section 
and disregarding the head loss in this stretch, the expected 
pressure in the spiral case is 1325 kPa.

Therefore, is observed a deviation of approximately +368 
kPa on the expected pressure value for part load condition and 
of approximately +198 kPa for full load condition. This difference 
is probably due to an insufficient spatial discretization, which is 
directly influencing the integration process of viscous friction in 
solving governing equations.

7.4.  Two-phase simulations

The implementation of the two-phase simulations were 
mainly motivated by the fact that RANS incompressible single-
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phase simulations had not captured the vortex dynamics in 
full load condition, as seen at the prototype turbine used as 
an object of study at this work and whose origin is attributed 
to a known process of hydraulic instability due to the self-
excited phenomenon mentioned in section 3. So, to evaluate 
the contribution of the hydraulic system and cavitation in the 
behavior of the pressure pulsations, compressible two-phase 
simulations were performed at two domains: Partial - from the 
inlet of the spiral case up to the outlet of the draft tube; Total- 
from the surface of upstream reservoir up to the outlet of the 
draft tube. A display of the surface mesh the entire domain and 
its elements numbers are shown in Figure 15.

[Figure 15: Entire hydraulic system – Total Domain.]

Considering the  very long time for processing the two-
phase simulations using the computational resources used in 
the single-phase simulations, the two-phase simulations were 
performed at a cluster of 8 servers with Intel® Xeon® E5-2697 
CPU of 2.7 GHz processor and 64 logics cores, 20GB of RAM/
Server and 64-bit operating system Linux.

According to recommendations of [10], two-phase 
simulations were performed at two stages for both domains 
considered. At the first stage, the cavitation model is set 
unable and this converged preliminary solution will provide 
the initial condition for the second stage of the simulation, 
to be performed with the cavitation model activated. Due to 
the greater complexity of the equations to be solved for this 
case, was adopted a milder convergence criterion of 1x10-4. 
However, the RMS value of the residues was lower than 1x10-
5 at the second stage of the solution. The mesh used was M3 
presented at Table 2 and turbulence model was SST. All others 
configurations mentioned for single-phase were kept at the 
two-phase simulations. The total simulated time was 10.2s, 
corresponding to 15.5 revolutions of the turbine. The variation 
of time steps and time of simulation are shown in Table 7.

[Table 7]: Time steps and time simulation in full load 
two-phase simulations. 

Domain
Time Steps [s]

Time 
Simulation

[h]

Initialstage Final stage Total

Parcial
30 x 0.01;30 x 0.1; 30 x 0.01; 30 

x 0,00181
3600 x 0.00181 119

Total
30 x 0.01;30 x 0.1; 30 x 0.01; 30 

x 0,00181
3600 x 0.00181 204

The values peak-to-peak of the pressure pulsation and 
respective frequency obtained at two-phase simulations for 
both domains considered are shown in Table 8. In contrast with 
single-phase simulation, the virtual monitoring probes at Spiral 
Case and Draft Tube registered pressure pulsations at two-
phase simulations.The values were calculated by Fast Fourier 
Transform of the time variation of the pressure at Spiral Casing 
and Draft Tube from 4 to 10.2 seconds of time simulation, 

which corresponds to an already range stabilized of the final 
stage of the simulation. The reference values of the model and 
prototype were taken from existing time pressure records, 
considering the maximum value peak-to-peak.

The pressure pulsation in the prototype was not adherent to 
the results obtained from the scale model, as shown in Table 8. 
Possibly this is due to an interaction with the hydraulic system 
in the prototype turbine, leading to a lack of dynamic similarity 
with the test rig and possible effect of hydraulic instability 
at considered Full Load operation point. For this reason, the 
turbines of ITAIPU were preventively provided with an axial 
atmospheric aeration system to smooth full load operation of 
its turbines, as explained at [19].

[Table 8]: Pressure pulsation and frequency for two-
phase full load simulations. 

Parameter
Model

Prototype 
Measurements

Domain 
Simulated

Test Rig U11 Partial Total

ΔH [kPap/p] (Draft Tube) 19 43 50.0 58.0

ΔH [kPap/p] (Spiral Case) 16 47 79.0 62.0

f [Hz] 1.6 1.10 0.32 1.14

With respect to the results of pressure pulsation obtained 
at the simulations, the maximum peak-to-peak values greatly 
exceeded the reference value of the prototype, as illustrated by 
the graphs of Figure 16 for the case of Total Domain. However, 
considering the value peak-to-peak of the FFT at the interval 
of 4.0 s 10.2 s they presented less deviation in the amplitude 
with relation to the measurements on the prototype, as 
shown in Table 8. Nevertheless, Partial Domain simulation not 
adequately represented the frequency of pressure pulsations 
on the prototype, since the value obtained was 0.32 Hz and 
measured value in the prototype was 1.10 Hz. Meantime, it 
should be noted some positive aspects related to results of 
two-phase simulations, mainly considering that prototype 
measurements present characteristics that it operates near a 
hydraulic instability point well controlled by an atmospheric 
aeration system of the turbine, not included in the numerical 
simulations of the flow. At prototype, a similar damped pressure 
pulsation to Figure 16 appears every 12s at the operating point 
in reference.

[Figure 16: Damping of the pressure pulsation at two-phase full load 
simulations - Total Domain.]

Pressure pulsations in the simulation with the entire domain 
in full load showed an average deviation of approximately 
33,4% higher than the amplitude of reference in the prototype.  
Even so, in the author's opinion, a deviation of this magnitude 
could be considered an acceptable prediction to the pressure 
pulsations in hydraulic turbines in its design phase. In this 
simulation, the frequency of the pulsations was also well 
represented, as well as the occurrence of damping pulsations 
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observed in the prototype. Another positive factor for the CFD 
simulations was the detection of the gain in the amplitude of 
pressure pulsations in the spiral casing relative to the draft tube 
be of the same order as in the prototype and synchronously. This 
discrete gain is a symptom the prototype turbine operates with 
some interaction with the hydraulic system. However, at scale 
model test this phenomenon was not observed, signalizing the 
test rig did not operate with hydraulic instability. Possibly due to 
that the deviation of the results regarding the scale model test 
was very large, up 200%, evidencing the high risk of validating 
the prototype turbine pressure pulsation prediction at design 
stage based only on a model test. 

The fact that the amplitude of recorded pressure pulsation in 
the spiral case have been higher and in sync with the pulsation 
in the draft tube indicates, as described by [20] and [1], 
the propagation of a permanent plane wave in the hydraulic 
circuit, confirming the need to take into account the cavitation 
modeling at simulations of self-excited oscillation phenomena, 
normally associated with the possibility of hydraulic instability.

The fact that the frequency of the pressure pulsations at 
simulations with Partial Domain presented no adherent results 
shows the dependence of this parameter with the hydroacoustic 
effects related to the compressibility of the cavitation vapor 
volume and to domain extension at acoustic wave propagation, 
better represented at Total Domain simulations.

The evolution of the volume and geometry of the vortex at 
the two-phase full load simulation is shown in Figure 17 in four 
pictures for each domain taken respectively in similar moments 
of the simulations. The vortexes presented are images rendered 
of the elements where the volumetric fraction of the vapor 
is higher than 75%. The vortex core is quite axisymmetric 
as expected, but its shape is not oblong comparatively to 
observations at scale model test. The volume and length of the 
vortex core at the simulations with entire domain was lower 
than that with Partial Domain.

[Figure 17: Full load vortices for two-phase simulation: a) Partial 
Domain (top); b) Total Domain (bottom).]

8.	 FINAL CONSIDERATIONS

All the used configurations of turbulence models and 
mesh satisfactorily represented the shape and frequency 
of part load vortex at single-phase simulations. However, it 
not allows reaching the expected vapor pressure at vortex 
core to the simulated operative point. However, on a broad 
way, the configuration M3-SST showed the best results. The 
pressure pulsation amplitude showed a maximum deviation of 

22% to less on scale model and 29% relative to prototype. 
Furthermore, the CFD simulation showed a consistent pressure 
pulsation attenuation from draft tube to spiral case consistent 
with results of the model and prototype. The simulation with 
the two-phase model at part load wasn't performed, but 
probably could contribute to reducing these deviations, since 
the cavitation effect on the response of the suction tube to the 
excitation of the vortex would be better represented.

All the used configurations of turbulence models and mesh 
satisfactorily represented the vortex shape at full load condition at 
single-phase simulations and allowed to reach the expected vapor 
pressure at vortex core, but the configuration with better relative 
dimensional similarity with the vortex from scale model was M3-
SST. The amplitude and frequency of the pressure pulsation were 
unsatisfactorily represented even considering the entire hydraulic 
domain since the simulation had not captured the vortex dynamics 
at this configuration. However, the simulation with two-phase 
model and the complete domain has captured the dynamics of 
the pressure pulsation observed at prototype as to the frequency 
and stability of the pressure pulsations, although operates close 
an instability point. The pressure pulsation amplitude showed a 
maximum deviation of 33% to greater than prototype records. 
Furthermore, the CFD simulation showed a discrete pressure 
pulsation gain from draft tube to spiral casing consistent with 
results of the model and prototype.

The comparison of results of CFD with scale model results 
transposed to prototype indicated an excessive deviation at full 
load condition, indicating a high risk of validating the prototype 
turbine pressure pulsation prediction at design stage based 
only on a model test when a resonance or instability cannot be 
discarded at the prototype.

A more realistic comparison at full load condition requires 
realizing a prototype test with the aeration system of the 
turbine inhibited or consider the air injection at the simulations, 
configuring a three-phase simulation, consuming greater 
computational effort to run the simulation. Other improvements 
would be consider the contribution of the fluctuation of boundary 
conditions of the inlet (flow) and outlet (pressure) and also the 
elasticity and viscoelasticity of the lateral walls of the boundary 
of the hydraulic system.

Nevertheless, the results obtained in these simulations 
signalize that RANS solution of the governing equations 
considering the presence of the cavitation at a two-phase 
compressible model and the entire extension of the hydraulic 
domain can present satisfactory results at the prediction of 
pressure pulsation of Francis turbines operating out of the 
optimum point.

Aiming to improve the results of the prediction of pressure 
pulsation, authors are developing a new study with a model 
of three-dimensional flow three-phase and/or with updating 
conditions through a one-dimensional model which considers 
the vortex dynamics and the flexibility and viscoelasticity of 
the walls of the hydraulic contour. To better comparison with 
prototype measurements, was developed a device that permits 
vary and/or inhibit the aeration atmospheric of the turbines 
during the test. The results of these complementary studies will 
be part of another article.

LIST OF SYMBOLS

Ui Velocity α Constant model k-ω
_
Ul Average velocity component β Constant model k-ω

ui Time dependent velocity 
component

σω Constant model k-ω
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t Time ~Pk Limiter SST turbulence 
model production

ρ Specific mass Scl Source term relative to 
mass flow rate of the 
vapor phase per unit 
volume

p Pressure F1 First merge function of 
the SST model

x Variable of space F2 Second merge function 
of the SST model

τij Stress tensor F

Δ Variation y Distance to the nearest 
wall in the SST model

SM Sum of the body force per unit 
volume

σk1 Constant model SST

eq Reynolds tensor σω1 Constant model SST

µ Dynamic viscosity α1 Constant model SST

µt Turbulent viscosity α2 Constant model SST

µef Effective viscosity σk2 Constant model SST

δij Kronecker delta function σω2 Constant model SST

k Turbulent kinetic energy β1 Constant model SST

ε specific turbulent dissipation rate β2 Constant model SST

Cµ Constant model k-ε σ Constant model SST

Cε1 Constant H Head of the turbine 
[mWc]

Cε2 Constant N Power

σk Constant m Mass flow

σε Constant

Pk Produced turbulence by viscous 
forces

ω Turbulent frequency

β' Constant model k-ω
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