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1. Introduction
1.1. Overview:Detailed instructions on installing thegh performance radiator for the ZN6/ZC6
GT86, FRS, and BRZ chassis.

1.2. Difficulty: Moderate
1.3. Time Required:3 hours

1.4. Disclaimer: An understanding of basic electronics is a great bef&fithis install. This
install was on a FuRace Motorsports Turbo Kit equipped car, please bare that in mind.

1.5. Tools Needed:
1.5.1.12mm socket
1.5.2.10mm socket
1.5.3.Ratchet
1.5.4.Extension
1.5.5.12mm Wrench
1.5.6.Flat head screwdriver
1.5.7.Pliers
1.5.8.Philips head screwdriver
1.5.9Depin toolor paper clip
1.5.10. Digital Volt Ohm Meter (DVOM)
1.5.11. Soldering Gun
1.5.12. Heat Gun
1.5.13. Crimpers/Strippers

1.6. Radiator Components
1.6.1.Preassembled Radiator
1.6.1.1. High performance Radiator
1.6.1.2. (2) Radiator fan mounts
1.6.1.3. (2) High performance SPAL fans
1.6.2.(2) 30 Amp SPAL fan relays
1.6.3.(4) Toyota Flying Leads
1.6.4.(1) Toyota connector
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Confidential: Property oVerus EngineeringNot for Distribution outside intended recipient list.

Verus Engineering

sales@verugngineering.com 3 3/6/2016



VERUS ENGINEERINGNORTHAMERICA Author: Eric Hazen

ENGINEERING REVISIONRO1 Date_:gOl?/OfS/lQ
RecipientsPublic

GT86/FRS/BRZ High Performance Radgltestall Manual

i
g I,
AP PAAAAANIRATIAIAI
" IR ARAAOAAAA iy S .
IAIURAAAAIAD k
TOAAAAINI I AR i [
RRAIARAIITA O = i

2. Radiator Install

2.1. Velox is not responsible for damage to you or your vehicle by following this manual and/or
installingVerus Engineeringroducts

2.2. We begin by popping the hoahd jacking the car up gack stands. We do not need a lot
of room to work under the car, just a bit to get some splash shields and the bumper off the
car.

2.3. Itis recommended to disconnect the battery for thistall as we will be performing
electrical work to connect the higberformance SPAL fanRemove the negative terminal
and place it somewhere where it cannot contact the battery terminal.

24.2 AGK GKS FNRBYG 2F GKS OFNJ2FF (GKS 3INRdzyRZI 6S
plastic piece. This piece is quite large and has multiple plastic push rivets and a few bolts
holding it on. There will be six push pins (shown in red), and threermdmolts to remove
(shown in yellow).
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2.5. Next up is to remove the plastic tray between the front bumper and the radiator support. This
will allow you to reach the OEM petcock to drain the radiator while we remove the bumper.
Remove the plastic push pingth a screwdriver (located in purple/blue). Also remove the
(3) 10mm bolts with a ratchet and socket (located in red).
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2.6. Next step is removing the front bumper. fi@move the front bumper, remove the strip of
10mm bolts and plastic push pins acrogsttp of the front bumper under the hood.

2.7. Thenon each side of the car in the wheel wells, remove 4 plastic screw pins. Three are
located down low (see below photo), the last one is up by the turn signal on the inside of the
fender. Ignore that theplitter is installed in this photo, it was taken after the installation.
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2.8. Theturn signal has to be removed to expose the final plastic push pin and then the front
bumper will come off. There is a metal tab that needs to be push towartstie of the
car. The arrow in the picture shows this well. | used a flat head screwdriver to push this
forward and then gently pried the signal away from the car.
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2.9. Thefinal push pin is circled here! Remove this and gently pry around the front bumper to
remove it completely.

2.10. Remove the intakand intake filter so that we have room to remove the radiator later.
Below is a photo with the front bumper removed as well as all intake related components.
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2.11. On the passenger side of the radiator, there {m#cock. Unscrew this with your finger
to drain the coolant from the radiator. This is circled below in red. Collect the coolantin a
container to dispose of later. The below photo has the crash beam removed but that is not
necessary for this install.

2.12.  Open the radiator cap to help drain the radiator quicker.

2.13.  While the radiator drains, wean remove the radiator core support. This can be
uninstalled by removing the (6) 12mm bolts circled in red. The middle two bolts are at the
bottom on the engie bay side.
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2.14.  With the core support removed, below is what you will be left with. Keep in mind, the
crash beam is removed in the below photo, which is not necessary for this install.

2.15. Remove the (4) 10mm bolts from the condenser to the radiativcled in blue below.

2.16. When the radiator is done draining, we can remove the radiator hoses from the
radiator. To do this, use pliers to remove the clamp from the hose.

2.17. Removing the hoses can be difficulthere are a few ways to do this. You can try to
twist the hose with your hand to break the seal. Next step, if that does not work is to try to
stick a 90 degree needle nose pliermpick to try to break the seal between the hose and the
hose end. Breathe seal then twist and pull off. It is quite stubborn.
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2.18. Unplug the two radiator fans.

2.19. On the top of the radiatorthere are two mounting brackets. We need to remove these
and the radiator will be ready to pull out. Each bracket can be uninstajiedrboving the
(2) 12mm bolts holding the bracket on (circled in red below).
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2.20. Below is a photo with the radiator removed and the condenser still attached and in the
car.

2.21. With the radiata out of the car, we can get the neverus Engineeringadiatorready
for installl We start by uninstalling the overflow from the OEM radiator by removing the (2)
10mm bolts circled below in yellow. The overflow has already been removed in the below
photo.
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