
 

 

Auger Electronic Clutch Remote  

(with Optional Light)  
XLDR Series 

Installation and Operating Manual  

 

The XLDR Series Remote Control is designed to provide the 

ultimate in convenience and safety to perform tasks remotely. It 

is a radio frequency (RF) controlled device that allows operation 

of an electric clutch and/or light from a hand held transmitter 

operated remotely. The Transmitter, which operates at 916 MHz 

FM, transmits encoded information to the Receiver, which then 

decodes the information and performs the desired function. The 

Transmitter and Receiver are designed to operate within 300' 

but actual range is dependent on operating environment. 

 

 

Features: 
 

 Simplicity of design and quality of engineering 
 Easy installation 
 All controls can be by either Manual Switch or Remote Control  
 Multiple Transmitters can operate a single Receiver 
 Multiple Receivers can be operated by a single Transmitter 
 Power On/Off switch on Receiver 
 LED Indicator lights 
 9V Transmitter Battery 
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Specifications 
 

Transmitter: 

Power: 9 Volt DC Battery 
Frequency: 916 MHz 
Modulation: FM 
Indicators: Power/Transmit Red LED 
Case Size: 2.5” x 6.2” x .8” 
Weight: .25lb 
Range: 300’ + (depending on environment) 
Antenna: 1.3”  Fixed Mini Tuned 
Security Code: Unique in each Transmitter 
Functions: Independent On/Off for Clutch and Light 

 

Receiver: 

Power in: 12 VDC 
Power out: 12 VDC @ 4 amps max (clutch) 

12 VDC @ 10 amps max (light) 
Standby: 40mA 
Power Input: 4’ non-terminated 16ga wires 
Outputs: 4’ non-terminated 18ga wires (Clutch) 

15’ non-terminated 18ga wires (Light) 
Indicators: Power on red LED 

Receive RF/Learn mode data yellow LED 
Channel active green LED for Clutch and Light  

Antenna: Internal 3.1” Flexible Tuned 
Case Size: 2.75” x 6” x 2.6” 
Weight: < 1lb 
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Installation Instructions 

Connecting Power to Receiver 
Using sufficiently heavy gauge wire, (not included), connect +12VDC and Ground wires to the 

Power Input wires as marked. The polarity must be correct as follows: +12V on the WHITE wire, 

and GROUND on the BLACK wire. Power may be supplied from the fused side of the Accessories 

on the ignition switch so that the Receiver is only powered while the vehicle ignition key is on 

or alternatively, connected using an inline fuse (20 Amp recommended) directly to battery 

power. When the Power ON/Off switch on the Receiver is turned on the Red LED indicator light 

should be ON indicating normal operation. Press the “ON/OFF” button on the Receiver label to 

turn the power On and Off. 

Connecting the Outputs 
Connect the channel output wires to the desired electrical drivers. The standard pinout 

configuration is as follows: 

CONNECTOR 1  

(4-pin) (Pins ccw from “dot” pin 1 looking into connector) 

Power Pin 1 WHITE (+12VDC power input) 

Power Pin 2  BLACK (GROUND power connection) 

Clutch Pin 3 GREEN (+12vdc when CLUTCH active) 

Clutch Pin 4  RED (Ground connection for CLUTCH) 

 

CONNECTOR 2  

(2-pin) (“dot” indicates pin 1) 

Light Pin 1 WHITE (+12vdc when LIGHT active) 

Light Pin 2  BLACK (Ground connection for LIGHT) 

 

  



Revision 1 Auger Electric Clutch Remote (with optional light) Page | 4 
 

Kramble Industries Inc. is not responsible or liable for indirect, special, or consequential damages arising out of or in connection 
with the use or performance of the product or other damage with respect to any economic loss, loss of property, loss of revenue 
or profit, or costs of removal, installation, or reinstallation. 

General Operation 
Receiver 
The Receiver is equipped with a Power On/Off switch on the front panel. When the switch is 

Pressed ON, the Red LED should be lit indicating normal operation. Press again to turn Off. 

Each Channel can be operated using the Transmitter, or alternatively, by pressing the desired 

ON/OFF switches on the Receiver. The buttons on the transmitter and receiver act as toggles, 

switching from OFF to ON and vice versa.  When the selected channel is operating, the Green 

LED indicating power to that device will be lit. 

The Green LEDs may also indicate fault conditions.  If the current drawn from one of the 

outputs is too high, the internal fuse will trip and the output will be disabled.  When this 

happens, the Green LED for that output will show a slow blink (~once per second) for ten 

seconds before shutting off.  When the tripped fuse re-sets, the output will remain off to avoid 

cycling between operating and tripped. 

The Receiver is matched to a Transmitter by “learning” the transmitter’s unique security code 

so that the receiver will accept commands from that transmitter.  The security code is provided 

to prevent unwanted operation of the Receiver by other devices.  When the transmitter and 

receiver are matched and the transmitter "talks" to the Receiver, the yellow “RECEIVE” light will 

come on.  A newly-purchased system already has its transmitter matched to the receiver.  It is 

also possible to erase all stored security codes if desired.  The Receiver is equipped with a two-

position switch to enable or disable the learn and erase functions.  Newly-purchased systems 

are set by default so that the Learn function is enabled and the Erase function is disabled. 

To match an additional transmitter to a receiver, first turn the receiver power switch OFF.  Hold 

the button marked LEARN on the receiver and turn the receiver power ON, then release the 

LEARN button.  The Receive/LEARN light is then lit to indicate that the receiver is waiting for a 

signal from the transmitter to be learned.  Press any button on the transmitter to send a signal 

and the receiver will read the transmitter’s security code and store it in memory.  The 

Receive/LEARN light will flash three times to indicate that the transmitter has been successfully 

learned, and the receiver will then enter normal operating mode.  Up to eight transmitters can 

be learned by a receiver.  If eight transmitters have already been learned by a receiver and it is 

instructed to learn another transmitter, the oldest-learned transmitter’s security code will be 

overwritten and forgotten. 

To erase all stored security codes, turn the receiver power ON while holding the LEARN button, 

and continue holding the button until the Receive/LEARN light begins to rapidly flash.  Release 

the button, and the light will flash more slowly for three seconds, then turn off to indicate that 

the erase operation has succeeded.  If the LEARN button is pressed while the Receive/LEARN 



Revision 1 Auger Electric Clutch Remote (with optional light) Page | 5 
 

Kramble Industries Inc. is not responsible or liable for indirect, special, or consequential damages arising out of or in connection 
with the use or performance of the product or other damage with respect to any economic loss, loss of property, loss of revenue 
or profit, or costs of removal, installation, or reinstallation. 

light is slowly flashing, the erase operation is aborted and the receiver retains the stored 

transmitter security codes. 

The Receiver has three automatically resetting internal fuses.  The Light output is protected 

from overload by a 10 amp fuse, the Clutch is protected by a 4 amp fuse, and the receiver 

control electronics are protected by a 750 milliamp fuse. These fuses will automatically reset 

when cooled.   

The Receiver power should be turned off when not in use to prevent undesired operation. 

Transmitter 
To operate the Receiver via the included remote RF Transmitter, ensure the Transmitter’s 

OFF/STANDBY switch is in the STANDBY position and press one of its function switches. The 

Transmitter has a red indicator LED that lights up when the transmitter is active. The 

Transmitter is powered by a standard 9V battery.  If the battery does not exceed 7 volts, the red 

LED will not light, indicating battery replacement is required.  The transmitter does not use any 

battery power with the switch in the OFF position, nor does it use battery power with the 

switch in the STANDBY position unless a channel function control button is also pressed.  Slide 

the switch to OFF when no control is desired. 

Each transmitter contains a unique identifying security code that is transmitted to the receiver 

during RF operation.  Up to eight Transmitters can "talk" to the same Receiver as long as the 

receiver has learned the transmitters’ security codes. 

Limited Warranty 
Customer satisfaction is a fundamental policy at Kramble Industries Inc. All customers can rely 

upon and expect to receive prompt, efficient and courteous service on all Kramble Industries 

Inc. manufactured equipment from each and every employee of the organization. 

Kramble Industries Inc. with its office at 102-2750 Faithfull Avenue, Saskatoon, SK warrants: 

To the Original Purchaser/User, each product manufactured by Kramble Industries Inc. to be 

free from defective material and workmanship, under normal use and service, for a period of 

12 months subject to conditions outlined below.  The obligation under this warranty is limited 

to repair, or replacement with a similar genuine company part, for any part of the product of 

the company’s manufacture that is found to be defective. 

Warranty period begins the day of purchase.  During the first (1st) through the twelfth (12th) 

month, Kramble will furnish without charge, F.O.B. its plant, a similar genuine part to replace 

any part of a product of the company’s manufacture which proves to be defective, in normal 

use and service, during this time.  Labor to install or repair such parts will be absorbed by 

Kramble Industries Inc.  If this work is to be done other than Kramble personnel, prior approval 

must be given by Kramble Industries Inc. as to rate and time. 
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This warranty shall bind the company only as follows: 

The warranty shall be limited to the repair or replacement of defective parts, all other damage, 

loss, cost or obligation and claim whatsoever, statutory or otherwise, are hereby waived by the 

original purchaser\user, and again, the warranty hereby given covers only those labor charges 

specifically authorized by the company in advance.  

1. The warranty shall not apply to any failure, or damage incurred through neglect, lack of 
maintenance, misuse, abuse, accident, improper installation, re-designing of assemblies, 
ignorance, or through any other cause beyond the control of the company. 

2. The warranty does not cover products of other manufacturers beyond such warranty as 
may be made by such manufacturer. 

3. The warranty shall not apply to normal maintenance services, or to deterioration of 
appearance of items due to normal use and exposure. 

4. The warranty shall not apply when the original purchaser/user has allowed repair 
and/or service work to be conducted on the product without authorization from the 
company. 

IMPORTANT NOTE: 

Before any warranty work is done, contact Kramble Industries Inc. for authorization. Failure to 

do so may result in denial of warranty. 

 

Kramble Industries Inc.  

102-2750 Faithfull Ave. 

Saskatoon, SK  S7K 6M6 

306-933-2655 

alan@kramble.net 

www.kramble.net 
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http://www.kramble.net/

