SPECIALTY LAMPS

INCANDESCENT SCARE LAMP

FEATURES:
- 7” Round
- 2 bare wire
- Clear lens

LIGHT SOURCE:
- 1 bulb, #1156
- Tested at 12V, 2.00 amps, 24.0 watts

1P-P310
- White metal base
- Surface mount

1P-P320
- Stainless Steel base
- Recessed mount

LED UTILITY/INTERIOR LAMP

FEATURES:
- Surface mount

MATERIAL:
- PMMA lens
- ABS housing

L09-0017
- 14.09” X 3.66”
- 50 white light emitting diodes
- 3-way switch

L09-0019
- 8” x 3.75”
- Aluminum base
- 20 white light emitting diodes
- 3-way switch

L50-0046
- 23” x 6” x 2”
- Chrome base
- 80 white light emitting diodes
- Dimmable
- No switch

SAND DOLLAR

FEATURES:
- 9 diodes
- 2 bare wire
- Surface mount
- 3 screw holes
- 12 V

MATERIAL:
- Polycarbonate

L09-0113
- 5500K

L09-0113-NW
- 3500K

L09-0114-SW
- 5500K

L09-0114-NW-SW
- 3500K
INCANDESCENT & LED PORCH LAMP

**FEATURES:**
- Rectangular
- Without switch
- Replacement lens available

**MATERIAL:**
- PMMA lens
- ABS housing

**LIGHT SOURCE:**
- 1 bulbs, #1003
- Tested at 12V, 0.936 amp

**1P-P100-A-18**
- Amber
- 2 bare wire

**1P-P100-C**
- Clear
- 2 bare wire

**1P-P100-C-SG**
- Clear
- 1 bare wire
- Self ground

**1P-PS500-C**
- Clear
- 2 bare wire

**1P-PS500C-SG**
- Clear
- 1 bare wire
- Self ground

**1P-P500-C**
- Clear
- 2 bare wire

**1P-P10-Base**
- Base Only

**1P-P10-C**
- LED
- Clear
- 2 bare wire

**1P-PS100-C**
- LED
- Clear
- 2 bare wire

**1P-PS100-C-18**
- LED
- Clear
- 2 bare wire

**HALOGEN PORCH LAMP**

**Features:**
- Euro style light
- Surface mount
- Male blade terminal connection
- Halogen bulb

**MATERIAL:**
- ABS lens
- White ABS plastic housing

**LIGHT SOURCE:**
- 1 halogen 12 volt - 10 watt bulb
- Tested at 12V, 0.847 amp

**ACCESSORIES**
- L12-0155C - Chrome Bezel Available
### LED PORCH LAMP
18 DIODE

**Features:**
- Euro style light
- Surface mount
- 2 Bare Wires

**Material:**
- ABS lens
- White ABS plastic housing

**Light Source:**
- 18 SMD diodes
- Tested at 12V, .189 amp

L12-0160 (not shown)
- Clear lens
- Replacement Lens

### INCANDESCENT PORCH LAMP

**Features:**
- Oval
- 2 bare wire
- Without switch
- Replacement lens available

**Material:**
- PMMA lens
- ABS housing

**Light Source:**
- 1 bulbs, #1003
- Tested at 12V, .936 amp

1P-P400-A
- Amber

1P-P400-C
- Clear

1P-P40-A
- Replacement Lens

### LED 3" ROUND CLICK LAMP
9 DIODE

**Features:**
- Recessed mount
- 2 bare wire

**Material:**
- PMMA lens
- White ABS plastic

**Light Source:**
- 9 light emitting diodes
- Tested at 12V, .045 amp, 0.54 watt

L26-0090 (White)
- Clear lens

L12-0090-NW  (White)
- Replacement Lens

L26-0091 (Metal Finish)
- Clear lens

L26-0091-NW  (Metal Finish)
- Replacement Lens
LED 5" OVAL CLICK LAMP 12 DIODE

FEATURES:
- Reduce battery use by 75%
- Recessed or surface mount with mounting grommet
- 2 bare wires

MATERIAL:
- PMMA lens
- White ABS plastic

LIGHT SOURCE:
- 12 light emitting diodes
- Tested at 12V, .089 amp, 1.06 watts

L09-0044 (White)
- 5" Light 5500 Kelvin
- Daylight White
- Surface mount bezel

L09-0045 (White) - not shown
- 5" Light 5500 Kelvin
- Daylight White
- No bezel

L09-0046 (Metal Finish)
- 5" Light 5500 Kelvin
- Daylight White
- Surface mount bezel

L09-0047 (Metal Finish) - not shown
- 5" Light 5500 Kelvin
- Daylight White
- No bezel

L09-0049 5" Light 5500 Kelvin
- Surface Mount Bezel

L09-0049-NW (not shown)
- 5" Light 3500 Kelvin
- Surface Mount Bezel
**3" LED DOWN LIGHT**

**FEATURES:**
- Recessed can
- 2 spring mount
- 2 bare wires
- Convex glass lens
- Daylight white

**MATERIAL:**
- Glass lens
- Metal housing

**LIGHT SOURCE:**
- 15 light emitting diodes
- Tested at 12V, .081 amp, .976 watt

**4" LED DOWN LIGHT**

**FEATURES:**
- Recessed can
- Screw mount, spring mount or compression mount options
- 2 bare wire
- 210 Lumens
- Efficacy: 62.16 lm/w

**MATERIAL:**
- Glass lens
- Metal housing

**LIGHT SOURCE:**
- CRI - 71

L09-DD-GL-GL-SP
- 5500 Kelvin (Daylight White)
- Tested at 12V, .167 amp, 2.01 watts
- Springs or screw mount

L19-DD-GL-GL-SP-NW
- 3500 Kelvin (Neutral White)
- Screw mount

L09-0041-NW
- 3500 Kelvin (Neutral White)
- Compression mount
- No screw hole

**3" LED DOWN LIGHT**

**FEATURES:**
- Recessed can
- Screw mount, spring mount or compression mount options
- 2 bare wires

**MATERIAL:**
- Glass lens
- Metal housing

**LIGHT SOURCE:**
- L26-0078

L26-0078-NW
- 5500 Kelvin (Daylight White)
- Springs or screw mount

L09-0039-NW
- 3500 Kelvin (Neutral White)
- Compression mount

**INTERIOR LIGHTING**

L09-0007
Compression Mount

L09-0039-NW
Compression Mount

L09-0007
Compression Mount

KAPER II • 1-800-336-2011 71
INTERIOR LIGHTING

**LED DOUBLE PANCAKE LAMP**

**FEATURES:**
- Surface mount, Low-Profile
- 2 bare wires
- 3-way switch
- Daylight white
- Swivel-head adjustment
- Satin chrome finish

**MATERIAL:**
- PMMA lens, White ABS plastic

**LIGHT SOURCE:**
- 18 light emitting diodes
- Tested at 12V, 0.278 amp, 3.558 watts
- 5500 Kelvin (Daylight White)
- No Switch

**LED SINGLE PANCAKE LAMP**

**FEATURES:**
- Surface mount - Low Profile
- 2 bare wires
- Available with bezel
- Replacement bulb available
- 180 Lumens

**MATERIAL:**
- PMMA lens, White ABS plastic

**LIGHT SOURCE:**
- 9 SMD emitting diodes
- Tested at 12V, 0.139 amp, 1.779 watts
- 5500 Kelvin (Daylight White)
- No Switch

**LED READING LAMP**

**FEATURES:**
- Surface mount
- 2 bare wires
- One way switch
- Daylight white
- Swivel-head adjustment
- Satin chrome finish

**MATERIAL:**
- Metal housing, Metal base

**LIGHT SOURCE:**
- 36 light emitting diodes
- Tested at 12V, 0.16 amp, 1.92 watts

- 20 light emitting diodes
INTERIOR LIGHTING

"K" LIGHT
39 DIODES
EDGE LIT TECHNOLOGY

FEATURES:
• Dimmable
• "Edge Lit"
• Surface Mount

MATERIAL:
• ABS White Plastic Housing
• Polystyrene Lens

LIGHT SOURCE:
• SMD LEDs
• Tested at 12.8V, 4.67 watts

L23-0042 (11" Oval)
• 39 SMD
• 300 Lumens
• 5500K

L23-0042-NW (11" Oval)
• 39 SMD
• 300 Lumens
• 3500K

SLIM LIGHTS

FEATURES:
• Ultra Slim Lighting
• Touch Lens
• 3-Way Switch
• Surface Mount
• 2 bare wires

MATERIAL:
• ABS White Plastic

LIGHT SOURCE:
• SMD
• Tested at 12-24

WP09-0055 (3" Round)
• 16 SMD
• 33 Lumens
• 1 watt

WP09-0057 (5" Round)
• 42 SMD
• 107 Lumens
• 3 watt

WP09-0061 (7" Round)
• 68 SMD
• 167 Lumens
• 4 watt

WP09-0059 (8" Oval)
• 60 SMD
• 140 Lumens
• 3.2 watts

WP09-0063 (11" Oval)
• 72 SMD
• 160 Lumens
• 3.4 watts

WP09-0065 (7" x 6"
Rectangle)
• 68 SMD
• 167 Lumens
• 3.6 watts

WP09-0067 (8.5" x 4"
Rectangle)
• 60 SMD
• 140 Lumens
• 3.2 watts
LED REPLACEMENT BULB

**FEATURES:**
- MR-16 Base
- Rated at 30,000 hours
- 5500K (Daylight white)

**LIGHT SOURCE:**
L05-0007
- 36 light emitting diodes
- 185 Lumens
- Tested at 12V, 0.16 amp, 1.92 watts

L05-0006
- 20 light emitting diodes
- 155 Lumens
- Tested at 12V, 0.097 amp, 1.17 watts

---

LED REPLACEMENT BULB
13 DIODE MULTIDIRECTIONAL

**FEATURES:**
- 12 V application
- Rated at 30,000 hours

WP05-0118
- BA15S Single Contact Base
- 215 Lumens
- 5500 Kelvin (Daylight White)
- QAI

WP05-0024
- BAY15D Double Contact Base
- 215 Lumens
- 5500 Kelvin (Daylight White)

WP05-0119
- BA15D Double Contact Base
- 215 Lumens
- 5500 Kelvin (Daylight White)

WP05-0118-NW (Neutral White)
- 3500 Kelvin
- QAI

WP05-0024-NW (Neutral White)
- 3500 Kelvin

---

LED REPLACEMENT BULB
19 DIODE

**FEATURES:**
- 1156 base
- Bayonet connection
- Accent light bulb
- Daylight white

**LIGHT SOURCE:**
- 19 light emitting diodes
- 135 Lumens
- Tested at 12V, 0.07 amp, 0.84 watt

---

NEW!!! LED REPLACEMENT BULB
1 DIODE

**FEATURES:**
- G4 base
- Replacement
- Daylight white

**LIGHT SOURCE:**
- 1 light emitting diodes
- Tested at 12V, 0.06 amp, 0.75 watt
LED REPLACEMENT BULB
25 DIODE
15 DIODE
10 DIODE

FEATURES:
• 1156 base or Wedge base
• Dimmable LEDS
• 12 V application

LIGHT SOURCE:
WP05-0030
• 25 light emitting diodes
• 175 Lumens
• 5500 Kelvin (Daylight White)
• Wedge base

WP05-0030-NW
• 25 light emitting diodes
• 3500 Kelvin (Neutral White)

WP05-0133
• 18 light emitting diodes
• 5500 Kelvin (Daylight White)
• BA15s Bayonet base (1156)

WP05-0133-NW
• 18 light emitting diodes
• 3500 Kelvin (Neutral White)

WP05-0116
• 15 light emitting diodes
• 135 Lumens
• 5500 Kelvin (Daylight White)
• Wedge base

WP05-0117
• 15 light emitting diodes
• 5500 Kelvin (Daylight White)
• BA15s Bayonet base (1156)

WP05-0117-NW
• 15 light emitting diodes
• 3500 Kelvin (Neutral White)

WP05-0018
• 10 light emitting diodes
• 70 Lumens
• 5500 Kelvin (Daylight White)
• Wedge base

WP05-0021
• 10 light emitting diodes
• 5500 Kelvin (Daylight White)
• BA15s Bayonet base (1156)

LED REPLACEMENT G4 BULB

FEATURES:
• G4 base
• Dimmable LEDS
• 12 V application
• 150 Lumens

LIGHT SOURCE:
WP05-0111
• 9 light emitting diodes
• Side mount disc
• 5500 Kelvin (Daylight White)

WP05-0111-NW
• Side mount pins
• 3500 Kelvin (Neutral White)

WP05-0129
• 9 light emitting diodes
• Rear mount pins
• 5500 Kelvin (Daylight White)