
Standard features 

and benefits  



True Zero Tail Swing  

Neither the counter weight or the front part of 

the upper frame project beyond the track 

width. It can therefore operate with high       

efficiency along walls and in confined spaces, 

where other machines in its weight class      

cannot.  

EU Stage V Ready Engine 

Yanmar’s most technologically advanced 

4TNV94CHT-NTBC engine is already compliant 

with the proposed EU stage 5 requirements. 

Benefits include; no need to use AdBlue,       

reduced ultrafine particle emissions and       

improvements in the oil consumption. 

Long Arm as Standard  

The dig depth of the ViO80-1 (4790 mm) has  

increased by 9% now we bring in all machines 

with a long arm as standard.  

You will also find a improved digging reach of 

7290 mm  as well as a new unloading height of 

4950 mm. Making this 8 tonner more versatile.  

Eco Mode 

Switching to Eco mode controls the engine 

speed efficiently whilst letting you use less fuel 

as you work. 

Eco mode allows users to gain a 17%             

improvement in fuel consumption. 

This technology is unique to the Yanmar brand, 

with the hydraulic circuitry design and load 

sensing pumps offering increased performance 

when utilising the boom, arm bucket and swing 

features. Key aspects to this improved           

performance include stability and lifting          

capacity, as well as 15% faster cycle times. 

VIPPS 3 Pump Hydraulic System Hold Button for PTO Control 

For those operators who use attachments, the 

ViO80-1 has a proportional control PTO lever, 

with hold button and PTO adjust function.    

Thus allowing the user to have full control over 

the attachment and the speed in which it      

operates.  



Auto Idle 

When the control levers are not used for 4    

seconds, the engine automatically drops to idle. 

When they are moved again, the engine returns 

to it’s previous speed. 

Environmental performance (noise and       

emissions) along with fuel consumption are 

therefore improved. 

Improved Air Conditioning  

The ViO80-1 air conditioning can work at a  

comfortable temperature whatever the     

weather. Vents are placed so a regular          

temperature is maintained within the cab. The 

use of outside air increases the cabin pressure 

and reduces dust intake. The defrost function 

also ensures swift demisting of the windscreen. 

New Larger Quiet Cabin 

The ViO80-1 cab is mounted on an innovative 

and sophisticated silent block anti-vibration and 

noise reduction system. 

The sound level reaching the operator is          

reduced to 73 dB(A). The 5 support points       

absorb even the smallest vibrations.  

New Yanmar LCD Digital Control Monitor  

This new interface allows you to manage    

working time, daily maintenance checks and to    

programme interventions.  

Its also provides useful information on the     

operation of the machine. Such as; engine oil 

and coolant temperatures as well as fuel levels 

and technical data. 

LED Working Lights Fitted to Boom and Cab 

In order to work effectively and accurately in 

darkness, the ViO80-1 comes with 3 LED lights, 

positioned in the inner part of the boom and 

front of the cab. 

The LED technology provides a powerful light 

whilst reducing the battery consumption.  

VICTAS Technology  

This system, patented by Yanmar, reduces track 

wear, makes displacements quieter and          

reduces vibration. Associated with the use of a 

large counterweight and excellent weight       

distribution, it provides higher stability than 

other machines in the same weight class.  



Wide Air Suspension Seat 

The wide seat with comfortable headrest is   

fitted with air suspension as standard. It allows 

the operator to find their optimal working     

position by moving up or down and back or 

forth using the attached levers. The air          

suspension also reduces shocks and vibrations. 

Automatic 2 Speed Travel  

The ViO80-1 has an automatic second speed for 

long tracking distances. 

A power switch also keeps the machine in 1st 

gear for difficult paths of movement, e.g.     

tracking and working up a slope or bank.  

Excellent Visibility  

The ViO80-1 is equipped with 5 rear and side 

mirrors. The operator can control the work area 

as well as the area around the machine without 

moving from their seat.  

The front part of the roof is also transparent and 

gives a full view when loading or during         

demolition work.  

Battery Cut off Switch 

Each machine has an easy to use battery cut off 

switch. The advantages of this are when the  

excavator is sat for a period of time then the 

battery remains in tact also if you are carrying 

out maintenance to the machine this can be 

done in a safer environment. The switch is in a 

lockable location so cant be tampered with 

when machine is immobilised.  

ISO Conforming Cab 

The cabs use of a high strength, highly rigid Roll 

Over Protection Structure (ROPS) enhances   

operator safety in the event of a rollover. It also 

conforms to the Falling Object Protection   

Structure (FOPS) 1) standard for structures. 

Again protecting the operator from any falling 

objects. This safe cabin allows you to work in 

comfort and confidence.  

Adjustable Proportional Control  

Equipped with two auxiliary circuits, both with 

proportional joystick controls, adjustable using 

potentiometers. The proportional control 

adapts the flow of oil to the needs to each      

attachment. The operator therefore has perfect 

control of accessories without the need to reach 

over and use the same joystick 



Water Separator in the Fuel Line 

The ViO80-1 has an additional water separator 

installed  into the fuel line as standard.  

This will stop any possible contamination of the 

fuel before it enters the main engine. Thus    

enhancing the life of the engine and reducing  

possible maintenance costs.   

Improved Cockpit Ergonomics  

The layout inside the cab has been studied to 

improve the operator driving position and to aid 

work comfort, especially on challenging jobs. 

The wrist supports are adjustable, travel pedals 

have been widened and control levers are     

simple and accessible to use. 

Electric Refuelling Pump 

Each machine is fitted with an electric refuelling 

pump, complete with automatic stop, when the 

tank is full. This will prevent fuel capacity     

overloading, as well as possible engine burnout. 

The fuel cap is easily accessible behind a      

lockable side cover, which also houses the     

engine oil filling cap.  

Overload Warning Device  

Alongside the travel alarms which sound    

whenever the ViO80-1 is in motion you will find 

a warning alarm and light when the dipper is 

overloaded during lifting.   

The lifting rating over the front is 1.6 tonne,   

anymore than that and the alarm will trigger.  


