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INTRODUCTION
Congratulations on the purchase of your 5000 Pro by VaporLux. Your system 
was built exclusively for commercial use and meets all commercial Underwrit-
ers Laboratory safety requirements. Your machine employs the most effective 
cleaning technology and does so in a most environmentally friendly way.

In order to maximize the performance and the longevity of your 
5000 Pro Equipment, read this manual entirely before use.

Vapor cleaning is a unique way of cleaning. Understanding how vapor clean-
ing works will enable you to clean more effectively. The dry vapor, in the form 
of gas, penetrates into the surface pores and violently expands, forcing dirt 
and debris to the surface where the particulate is either suspended in re-con-
densed water molecules or driven into an absorbent cloth. The dry vapor is 
super heated and is hot enough to kill bacteria and sanitize all surfaces. Vapor 
cleaning does not rely on pressure in order to clean efficiently. Once the vapor 
is emitted from the tool head, physics take over and the vapor works on its 
own. Therefore, only enough vapor is required to fill the pores under the tool 
head and it is not necessary nor desirable to operate the equipment at full 
volume. More effective cleaning results are achieved by turning the volume 
down and let the vapor and heat do the cleaning. If the equipment is operated 
at too high of a volume, the unit will not maintain pressure for extended 
periods of time, it will use too much water and oversaturate the surface that 
you are cleaning.

Customer service is very important to us at VaporLux. We are constantly trying 
to improve our products and services. We have a complete line of accessories 
and full parts inventory on hand at all times. We also provide
complete service and technical support.

If you still have questions about your equipment after reading this manual, 
please call us at (586) 775-2429.

CONTACT INFORMATION

Note: Accessories can be purchased 
directly from our website. Parts can
be ordered by telephone only.

VaporLux, Inc.
15701 Martin Road
Roseville, MIchigan 48066
Toll Free: (800) 467-6229
Phone: (586) 775-2429
Fax: (586) 778-1218
www.vaporlux.com
email: contact@vaporlux.com
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Trouble Shooting

A. Unit Does Not Heat Up
1. Make sure unit is plugged in.
2. Make sure power switch is on - switch will emit dim red light when 
    on. Refer to model for location.
3. Check the power source - make sure outlet has power.
4. Is the red (low water) light on? - press reset button - refer to model               
    for location.
5. Is electrical cord damaged? - if so - call dealer
6. If all previous items are ok - call dealer

B. Steam does not come out
1. Does pressure gauge indicate pressure in boiler? Refer to previous
    section.
2. Is the vapor switch turned on? Refer to model for location.
3. Is hose connected properly? Make sure mono block is locked.
4. Is the vapor volume knob on? Refer to model for location
5. When hose button is depressed does the unit make a clicking sound?
    If not call your dealer. If unit clicks, either volume knob is off or 
    particles are lodged in the solenoid valve. Call your dealer

C. Unit does not hold pressure
1. Volume knob is set too high. Turn the knob toward the minus sign.
2. If this does not remedy problem, call your dealer.

D. Green light does not go on
1. Refer to problem A.
2. If unit heats and green light still does not go on, call your dealer

E. Red (low water) light does not go on
1. Boiler has water in it.
2. If boiler is empty, turn off immediately and call your dealer

F. Vapor comes out of the cap
1.  Cap is being over tightened. Replace cap “O” Ring. A replacement  
     “O” Ring is attached to the handle of your machine.
2.  If pressure gauge exceeds 80 PSI call your dealer, do not operate the     
     equipment.     
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TECHNICAL DATA

The information listed below applies to the following model only

Supply Voltage

Boiler Power

 
 
 
 

Boiler Capacity

Steam Safety Valve opening at

Maximum operating pressure

Steam control Valve

Appliance Weight Empty
 VaporBlast
 

 

120V  60 HZ

1700 Watts

3.7 liters  (.977 gal)

100 PSI

80 PSI

0 to 80 PSI

19 lbs

OPERATING TIPS
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Tile & Grout: Work in small sections. Clean the grout lines first. Throw a 
rag on the floor and wipe the grout line before the dirt or debris has a 
chance to settle back into the surface pores. After cleaning the grout, 
clean the surface tiles using either the triangle brush or the 12” wide 
brush, depending on the size of the section you are cleaning. Clip a terry
cloth or microfiber cloth over the brush. Always clean corners and hard to 
reach areas first, then work toward the center. If your 5000 Pro does not 
clean a grout surface, there is a sealer on the surface. Apply a high 
quality sealer stripper to the area, let it set for several minutes, then 
resume normal cleaning as described above.

Fabric & Carpet Stains: Several techniques can be employed for this 
operation. On small stains, use the nylon detail brush directly on the 
stain, then wipe vigorously with a clean dry cloth. Another method is to 
place a clean dry cloth over the stain and gently go over the area with 
the detail tool and nylon brush, this will lift the stain onto the cloth. For
auto interiors and carpet, use the triangle brush with a cloth covering
clipped to it. Do not clean the headliner on your auto, the glue can melt
on certain cars and the headliner will drop.

Hardwood Floors: Use the 12” wide brush wrapped with a double layer 
of terry cloth or single microfiber. Turn the volume down. Do not use the 
detail brush on hardwood. For other wood surfaces, use the triangle 
brush with a cloth covering and turn the volume low. Do not use the 
detail tool on wood surfaces.

Sanitize Bedding and Fabrics: Use the triangle brush or wide brush 
without a cloth covering. Go over the entire surface slowly and let air dry.

Metal surfaces: Use the detail tool with the appropriate brush first to 
clean corners and hard to reach areas. Next, use the triangle brush or 
wide brush covered with a clean dry absorbent cloth. Use  only the nylon 
brush on enamel covered metals.

Waxed Surfaces: Do not use your VaporBlast on waxed surfaces unless 
you intend to strip the wax off the surface.

Other Surfaces:Your 5000 Pro can be used safely on most surfaces.
use the triangle brush or wide brush covered with a clean dry cloth.

    VaporLux 5000 Pro



UNPACKING INSTRUCTIONS

VaporLux ships various models with different accessory packages. If you 
have purchased a Deluxe package with a cart, your system will arrive in 
two boxes. One box will contain the machine and accessories, the other 
will contain the cart. Unpack the system carefully and verify that all the 
accessories that you ordered are included.

The VaporLux 5000 Pro package includes the following:

5000 Pro Machine                     Available for Purchase
10’ Flexible Hose                       4 Wheel Cart w/ tool tray
Medium Triangle Brush              50 MM S/S Detail Brush 
 12” Wide Brush              25’ Extension Cord 12/3 15 amp 
Detail tool                                   Detail Tool Extension   
Nylon Detail Brushes                 Long Detail Tool / Condenser Tool 
Handle Extension (2)    
Stainless Steel  Detail Brush
Brass Detail Brush
50 MM Nylon Brush
Flat Surface Squeegee
Elbow
Water fill Bottle or Funnel
Instruction Manual
Warranty Card/ On Line
Return Policy

Note: VaporLux reserves the right to change the package contents at any time,                          
                          without notice.

Examine the unit and accessories for any possible shipping damage. If 
your unit is damaged or fails to operate, notify the shipper immediately. 

Note: Only the consignee (the company or person receiving the unit) 
          can file a claim against a carrier for shipping damage.

Record the serial number of your unit for future reference. It is recom-
mended that you retain the original shipping carton and packing materials 
should you need to transport or ship the unit in the future.
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OPERATING TIPS
Operation
1. When vapor is initially released after the green light activates, press 
    the vapor button on the hose handle for a second or two. Notice that 
    pressure immediately falls off on the pressure gauge. Let the pressure
    build up again until the green light comes back on. This will stabilize
    the pressure in the tank and the machine will run continuously without
    a large pressure drop.
2. When vapor is first released from the hose after the machine has 
    reached operating temperature, the vapor will contain a higher water
    content than is desirable. This is normal since the hot vapor
    recondenses when it interacts with the cool hose. We recommend 
    purging the hose twice before beginning normal operation. After
    the hose heats, the vapor is drier and cleaning performance
    will be enhanced.
3. Peak cleaning performance will be achieved after the boiler is 3/4 full
    or less, this is because there is adequate room in the boiler for enough
    vapor to form.
4. To facilitate the process of changing tools, lubricate the O rings in the
    hose handle with a vegetable lubricant or petroleum jelly. This will also
    extend the life of the O rings and make tool changing easier.
5. If vapor leaks from the operating handle or around the tool, replace the
    O rings (2) in the hose handle. Extra O ring are located on the handle
    of the machine.
6. VaporLux machines do not clean by pressure or volume, they clean
    by delivering hot vapor into the surface pores. The vapor molecules 
    violently expand and force dirt and debris to the surface. Too much
    vapor just results in a wetter surface, it does not clean better. The most
    common mistake is turning the volume too high. The vapor volume 
    never should be adjusted over 1/2 turn and most of the time 1/4 to 3/8
    turn will deliver better performance. 
7. Your 5000 Pro cleans primarily by heat. Notice that the second pass 
    you make over an area is cleaned faster. The first pass you make with
    any brush should heat the surface and raise the temperature, every
    subsequent pass will bring more dirt and debris to the surface.
8. Do not press down hard on the brush, your 5000 Pro does not clean
    by abrasion. The different brushes break the surface tension of the 
    dirt or debris that you are cleaning so that the vapor can penetrate the 
    surface. Brushes will perform better and last longer with a light touch.
9. If you are unfamiliar with the way your 5000 Pro will react with a
    surface, always test it in a corner or out of the way area using the
    brush you intend to clean with.



PRECAUTIONS
Servicing
To assure product SAFETY and PERFORMANCE, maintenance (other than 
routine cleaning) on your 5000 Pro must be performed by a designated  
VaporLux Service Center only. Maintenance by others may void the warranty.

Precautions When Using The Machine
Under no circumstances shall VaporLux or its agents be held responsible
for any injury or damage to people or property that may be caused by failure to 
follow the instructions below or by improper use of the equipment.

WARNING!

VaporLux disclaims all responsibility for any damage that may be caused by 
the following:
- Improper use or uses which is not in accordance with the intended purpose 
  of the appliance.
- Repair by parties other than authorized VaporLux service centers.
- Tampering with the supply lead
- Tampering with any machine component part.
- Use of any non-original accessories or spare parts.
- Any one of the above will render the guarantee null and void.
- Keep these instructions in a safe place. If the appliance is to be used by 
  somebody new, make sure you attach this instruction booklet to the    
  appliance.
- The appliance may be subject to changes in construction and design as 
  a result of technological advances.

CAUTION
Do not allow children to play with your VaporLux. KEEP OUT OF REACH  OF   
CHILDREN AS THIS MAY RESULT IN SERIUOS INJURY!
5000 Pro is only for use by adults whose psycho-physical state is not altered in 
any way.
Do not leave appliance running unattended.
Do not run 5000 Pro outdoors; When water is in the boiler, do not expose or
5000 Pro to temperatures less than 32 degrees F.
Do not place 5000 Pro on warm or hot surfaces or close to open flames.
Do not make any technical alterations to the appliance.
Do not store or use use the 5000 Pro in a high moisture area.
Do not use appliance in ways which are prohibited, as this may cause risks.
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OPERATING TIPS

We have provided the following operating tips so that you can maximize 
the effectiveness of your new 5000 Pro equipment.

1. Always fill the boiler with the water bottle or use a pitcher and funnel, 
   never place the unit directly under the tap when filling, water can 
   migrate into the machine and cause an electrical short circuit.
2.Do not overtighten the filler cap. The cap should only be finger tightened
   until it is snug. If the cap is overtightened, the next time you use your
  machine, vapor will leak from the cap, Should this happen, there is an
  O ring attached to the handle of your machine. These O rings are made
  of high temperature material and regular O rings will not work. 
3.You can use hot water to fill the boiler, hot water will decrease the 
   heating time required to come up to operating temperature.
4.Wipe the top of the waterfill oriface on the machine after filling, you
   will then be able to tell if the filler cap is sealed correctly.
5.Check the voltage of your power source before plugging in the machine.
   Not enough voltage will cause stress on the internal components and  
   possibly cause equipment failure. Too much power is equally dangerous
   to your machine. A surge protector can be placed between the outlet
   supply and the extension cord to protect against spikes and surges.
6.When you plug in the 5000 Pro extension cord, make sure the lighted
   end of the cord is lit. If it is not, check your power source.
7.Do not pull the machine by the cord.
8.Always make sure the on/off switches are in the off position before 
  plugging in the machine.
9.Never turn off the machine by unplugging it, always turn off the switches
   first.
10.You can heat the machine ahead of time so that when you need to
   clean, the machine is ready for operation.
11. When you are done cleaning, turn off and unplug the machine, do not
   leave it on overnight or for extended periods.
12.If you are not going to use the machine for an extended period, drain
   the boiler.
13. Never pull the machine or cart by the hose.
14. Before refilling the machine, make sure there is no pressure in the 
   boiler before you remove the filler cap. Pressure in the tank can be 
   released by pressing the vapor button on the hose handle. 

Start Up and Shut Down



SHIPPING INSTRUCTIONS

If you ever have need to ship your 5000 Pro, there are a few helpful steps 
that should be done in preparation prior to shipping.

- Drain the water out of the machine. A full boiler weighs at least eight 
  pounds more than an empty one and therefore costs more to ship.
  Also, a full boiler can be damaged if the machine is dropped in 
  shipment  This is due to excessive stress on the components that attach
  the  boiler to the body housing.
- Finger tighten the filler cap and the drain plug.
- Ship in a double walled cardboard box that is at least one inch larger
  than the VaporLux. It is preferable to retain the original packaging for
  shipping.
- Fill all voids with suitable packing material such as bubble wrap, 
  styrofoam sheets, or styrofoam peanuts.

Shipping the machine to VaporLux

If you need to ship the machine to VaporLux for any reason, call the 
office at 586-775-2429 to obtain a return authorization number and work 
form.
-follow the  steps above and also do the following:
- Ship the machine only do not ship the hose, cart or accessories to 
  VaporLux.
- Insure your shipment 
- Include the signed work form.
- VaporLux will only receive shipments during normal hours of operation.
  Do not ship Next Day Air shipments on Friday.

- Machines not accompanied by a Return Autherization Number and
  Work Form will not be accepted.    
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MAINTENANCE

Your 5000 Pro will require very little effort to keep operating for many years to 
come. 

If you are using tap water from a municipal water supply, it is recommended 
that you descale your machine every 3 to 4 weeks if used regularly. To 
descale, pour a commercial descaler into the empty boiler (per the manufac-
turers instructions) making sure the solution covers the heating element. Soak 
overnight. In the morning, drain the boiler by removing the boiler plug on the 
bottom of the machine. Replace the boiler plug after it is drained. Fill the 
machine and resume normal operation.

If you are using well water with a higher mineral content or if your municipal 
water supply has hard water, descale the boiler more frequently. Do not 
descale weekly. 

If you are using demineralized water, it should not be necessary to descale the 
boiler.

As a basic precaution against scale build-up, turn the machine off when not 
being used. If you are not going to use your 5000 Pro for extended periods of 
time, always drain the boiler.

If you notice that heating time gets noticeably longer and steam delivery 
decreases in power, it means that scale has built up to a considerable level 
and needs to be removed. In this case, we recommend you contact an autho-
rized VaporLux service center. 

Wipe down the exterior of your 5000 Pro after each use. This will prevent
Lime deposits and mineral stains from ruining the exterior of your machine. 
The exterior will look new for many years to come.

Wipe down or clean accessories and brushes after each use.

Do not store your 5000 Pro outside in temperatures less than 32 degrees
Fahrenheit.

Do not fill the boiler directly from the tap, use the fill bottle or a funnel
and pour from a separate water vessel.

               Packaging guidelines for machine repair



120 Volt
(with ground)

Fig. 1

Fig. 2

Fig. 3

NOTICES
Do not place submerge in water as this will cause 
short-circuits!
Overheated steam and hot water can cause scalding!

-Connect 5000 Pro to a suitable outlet. Always make sure that 
the outlet is equipped with earth, ground fault interrupter and is 
of matching voltage to that specified on the appliance data plate 
(Fig 1);

-Do not use your 5000 Pro  if the Power Cord (N) is damaged;

-Have faulty cables and plugs immediatly replaced by 
authorized service centers;

-Do not lead the Power Cord (N) over corners, sharp edges or 
hot objects and protect it from oil;

-Do not tug at and /or carry the VaporLux by the Power Cord;

Do not remove the plug from the outlet by tugging at the Cord 
(Fig.2) or touch the plug with wet and/or damp hands;

- Although Vapor is much safter than steam, do not point the 
steam jet towards yourself and/or towards other people, 
animals, or materials that are sensitive to high temperatures 
and/ or dampness. (Fig.3)

- Do not unscrew the boiler drain plug (J) when the appliance is 
operating. Before unscrewing the cap, make sure the steam 
pressure boiler is no longer pressurised;

Boiling water spills and/or steam may cause a scalding 
hazard!

-Do not touch the appliance with wet hands or feet when the 
appliance is plugged in;

-Do not put the 5000 Pro  under the water tap to fill up the 
tank;

-Do not  leave the appliance running unattended;

-When filling up the tank, do not exceed the required level and 
use just water without any unauthorized chemicals added to 
it;

-5000 Pro can only be operated in its horizontal position.

Using The Accessories
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Handle Extensions:
The Handle Extensions are used in conjunction with the other tools to 
make vapor cleaning a stand up operation or to enable you to reach 
areas that would not be possible otherwise. 

To insert a tool into the Handle Extensions, hold the Extension with the 
white nut up. Rotate the white nut clockwise until it stops, insert the tool 
into the white end (some pressure may be required). When the tool is 
fully inserted, twist the white nut all the way to the left. This will lock the 
tool in place. Repeat this process with both Handle Extensions.

Condenser Tool:
The Condenser Tool is used to clean condensers, radiators and other 
items in which a brush is not appropriate. The Condenser Tool is merely 
attached to the hose, held closely to the object to be cleaned and 
sprayed with vapor. The Condenser Tool is not a standard accessory.

Water Fill Bottle:
A Water Fill Bottle is supplied with some VaporLux models. To use this 
bottle, unscrew the black top, fill the bottle with water. Insert the end of 
the bottle into the water fill hole (refer to your model for location) and 
push down. Water will flow from the bottle into the boiler.

Instructional Video:
An Instructional Video is supplied with your 5000 Pro. It is a CD and can 
be viewed on most computers or other aplliances capable of playing a 
Compact Disc. Please review this CD in addition to this manual.

Extension Cord: 
A heavy duty (15 amp) Extension Cord is available for your unit. The 
Extension Cord has a lighted end. After you plug the cord into a properly 
grounded 120-V outlet, make sure the female end of the cord is lit. If it is 
not lit, check your power source, the outlet is not operational. Always use 
the 5000 Pro extension cord when the use of an extension cord is 
required. FAILURE TO USE A HEAVY ENOUGH EXTENSION CORD 
CAN SEVERLY DAMAGE YOUR 5000 Pro AND DRAMATICALLY 
EFFECT ITS OPERATION. USING AN EXTENSION CORD THAT IS 
TOO LIGHT WILL VOID YOUR WARRANTY.
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CONTROLS

 H. Green Light on maximum strength/ ready

I. Red Warning light / Low water/ Machine off

E. Steam Pressure Gauge

K. Infinitely Variable Vapor 
    Volume Control

B. Off / On Switch 700 W
C. Off/ On Switch 1000 W
Z. On/Off Steam

J. Boiler Drain Plug - Bottom of Unit

L. Steam Hose On / Off

A. Filler Cap / Relief Valve for 5000 Pro

N. Power Cord

F. Mono Block Hose Connection Port

M. Mono Block Hose

Using The Accessories
Stainless Steel Detail Brush:
The Stainless Steel Detail Brush should only be used on surfaces that
are  scratch resistant. Stainless steel is extremely hard and will scratch 
most surfaces. This brush can be used on surfaces such as masonry,
certain tiles such as Quarry Tile, and high quality stainless steel. This 
brush can also be used to remove some painted surfaces if that surface 
will under go a sanding process prior to being repainted. If you are in doubt 
about using this brush, test the surface in a corner or out of the way 
location. This brush will also leave a black mark, which is difficult to 
remove, on certain types of tile. 

Brass Detail Brush: 
The Brass Detail brush can be used on many metal surfaces as well as on 
some tile. Always test this brush in a corner or out of the way location prior 
to use. The Brass Detail Brush is made of softer metal than the Stainless 
Steel Detail Brush and will consequently wear faster. The Brass Detail 
works well on oxidized aluminum surfaces, it will however, have a polish-
ing effect and make the surface look brighter than areas of similar material 
that have not been cleaned with this tool.

50 MM Brush:
The 50 MM brush is available in both Nylon and Stainless Steel. The nylon
comes as standard equipment with your VaporBlast. Use this brush in the 
same manner as described in the sections: Nylon Detail Brush and Stain-
less Steel Detail Brush.

To secure any of the above described brushes to the detail tool simply 
screw the brush onto the threaded end of the Detail Tool. DO NOT OVER-
TIGHTEN. 

When using the Detail Tool adjust the vapor volume to 1/4 turn or less. The 
heat does the cleaning, not pressure.

For best results with the Detail Tool gently rub the surface with the tool, 
heating the surface first. Make a second pass, after the surface is heated 
and dirt and debris will be completely removed. Once the surface is clean, 
wipe excess with a clean, dry, absorbent cloth.

Use the Detail Tool to clean corners and hard to reach areas first and then 
follow up with the appropriate larger brush.  

CB Z



Start Up Instructions

Before using the appliance, carry out the following 
operations:
- Unscrew the filler cap (A)  (Fig. 4)
- Fill the boiler with clean tap water using the water       
bottle or funnel provided (Fig. 5)
-Fill with approximately 3.7 quarts of water, DO 
NOT OVERFILL.
To  fill the boiler correctly, do not exceed the amount 
of water specified in the technical data.

- Insert the filler cap (A) Finger tighten only 
(Do not overtighten) (Fig. 4)

- Plug the appliance to the electrical outlet (Fig 1)

- Turn on the machine by pressing switch (C) 1000 
W and switch (B) 700 W. (Fig.6)

- Wait for the boiler to reach operating pressure. 
When the green light (H) turns on, the appliance will 
be ready for use (using hot water will expedite heat-
ing process). Purge hose twice.
-Turn on switch (Z) after green light comes on.

- When the red light turns on, it indicates that the 
boiler has run out of water. If this occurs, the thermo-
stat will automatically shut off the appliance and you 
will need to carry out the following procedure.
A) Immediately turn off switch (C) 1000 W and switch 
(B) 700 W (Fig. 6)
b) Release any pressure left in the boiler through the  
accessory you were using by pressing the button (L) 
on the handle (2) (Fig. 7)
c) Turn off switch (Z) steam. (Fig. 6)
d) Unplug the appliance. (Fig.1).
e) Make sure the pressure gauge is on zero.
f) Slowly loosen the filler cap (I) and wait for the pres-
sure to be fully released.

Unscrew Screw

A

Fig. 4

Fig. 5

Fig. 7

2
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Using The Accessories

Glass Cleaning: Adjust the volume to 1/4 turn or less. Start at the 
top of the window in one corner and pull down to the bottom of the 
glass. Repeat the process on successive strokes moving over 
with each stroke until you have reached the other side of the 
window or pane. Wipe the bottom of the sill or pane with a clean 
dry cloth. Excessive vapor volume will result in too much water on 
the glass surface. Simply turn the vapor volume level down.

Smooth Surface Cleaning: Adjust the vapor volume to about 1/4 
turn. Start at one corner of the surface and slowly work your way 
across until you have gone over the surface. Wipe with a clean dry 
absorbent cloth when excessive water builds up or when you have 
completed.

Detail Tool:
The Detail Tool, as the name implies, is used to detail clean small
areas that are difficult or impossible to clean using any other 
method. You will be able to clean areas that are too small to clean 
with a tooth brush or similar tool. 

The Detail Tool should almost always be used with a detail brush 
screwed onto the end of the Detail Tool. Some exceptions to this 
are cleaning condensers, radiators, artificial plants and real plants 
when spraying with cool vapor from a distance is the preferred 
method of cleaning.

It is important to first determine the appropriate Detail Brush for 
the surface that you are cleaning. If you are unsure about the type 
of Detail Brush to use, always test the surface in a corner or out of 
the way area on the surface you want to clean.

Nylon Detail Brush: 
The Nylon Detail Brush is used when there is a possibility of 
scratching or maring the surface. When in doubt about what brush 
to use, use this brush first. this brush can generally be used on 
almost all surfaces except on flat latex wall paint and non-water-
proof ceiling tiles.

L

C B Z

Fig. 6

Refilling the Machine

Filling the Machine
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Using The Accessories
Applications:
The Wide Brush can be used on Fabrics, Metals, Ceramic, Stone, Porce-
lain, Vinyl,  Leather and Plastic, as well as other surfaces. As with all 5000 
Pro Accessories, test an out of the way area to make sure that the extreme 
heat does not harm the surface which you intend to clean.

Use of the Wide brush is dictated more by the size of the area you want to 
clean and sanitize rather than the surface type that you intend to clean.

The Wide Brush can be used with or without a cloth over it. When used 
without a cloth over it, on hard surfaces, the surfaces will need to be wiped 
with a clean, dry cloth or mop immediately after passing over the surface 
with the Wide Brush. When cleaning a rough textured surface it is more 
desirable to clean without a cloth or mitt over the brush. The Wide Brush 
can be used on fabrics without a cloth when the desired goal is to sanitize 
the fabric more so than clean it. 

Most of the time, better results will be achieved by placing a terry cloth or 
microfiber cloth over the Wide Brush. This is done by placing the cloth on 
a smooth surface and neatly folding the cloth over the brush. Push down 
on the clips (located on top of the brush) and tuck the cloth underneath. 
Relase the clips and the cloth will be securely fastened to the brush. When 
covered with an absorbent cloth, cleaning becomes a one-step process. 
Simply wipe the surface slowly and all dirt and debris will be driven into the 
cloth, hard surfaces will usually dry in less than a minute (fabrics will take 
slightly longer to dry) and all surfaces will be sanitized.

When using the Wide brush, adjust the vapor volume to about 3/8 of a turn 
open. This can be done by turning the volume knob clockwise until it 
stops. Then turn the volume 3/8 turn clockwise. Occasionally more 
volume will be required. However, volume shoud always be less than  1/2 
turn. If the vapor volume is turned up too high the surface will become 
oversaturated with water and will require more time to dry. Also, It will be 
difficult for your VaporLux to maintain pressure for extended periods of 
time.

Squeegee:
The Squeegee can be used on Glass, Windows, Countertops and other
smooth surfaces. As with the other tools, the Squeegee will both clean and 
sanitize.  

VaporLux 5000 Pro
# 1. Make sure E Pressure Gauge is on zero. Press down on cap A
       and turn counterclockwise to remove cap.

#2. Fill unit with warm or hot clean water. NEVER ADD ANYTHING 
      BUT CLEAN WATER TO THE TANK
#3. Close A Safety Cap. Turn clockwise. Finger tighten only! DO NOT
      OVERTIGHTEN CAP!

# 4. Plug electric cord into a properly grounded 110-V outlet. (Fig. 1)

#5. Press B On/Off 700 W
      Press C On/Off 1000 W
      Press Z On/Off Steam

#6. When H  green light is on, machine is ready tor operation, Purge hose twice.
      While cleaning, pressure will drop and green light will go off, this is normal
      operation.

#7. When I red light comes on, water must be added to the unit. Turn power
      switches B and C off.

#8. Unplug the unit.

#10. To refill, follow steps 1-5. 
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D

Heat Element On/Off
Power 1000W

Heat Element On/Off
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Pressure Guage

Tank Drain Plug Located
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Mono-Bloc Connection for
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        Infinitely
VariableVapor 
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Green Ready Light

         Red Light
Low Water Indicator 

      Steam Handle
Vapor On/Off 12V
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On/Off Steam
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Using The Accessories
The Triangle Brush can be used with or without a cloth over it. When used 
without a cloth over it, on hard surfaces, the surfaces will need to be wiped 
with a clean, dry cloth immediately after passing over the surface with the 
Triangle Brush. When cleaning a rough textured surface it is more desir-
able to clean without a cloth or mitt over the brush. The Triangle Brush can 
be used on fabrics without a cloth when the desired goal is to sanitize the 
fabric more so than clean it. To remove certain carpet stains, place a terry 
cloth or microfiber cloth on the stain and gently apply the Triangle brush to 
the stain. The stain will incrementally be driven into the cloth. Gradually, 
move the cloth to absorb the stain into clean areas of the cloth until the 
stain is gone.

Most of the time, better results will be achieved by placing a terry cloth or 
microfiber cloth over the Triangle Brush. This is done by placing the cloth 
on a smooth surface and neatly folding the cloth over the brush. Push 
down on the clips (located on top of the brush) and tuck the cloth under-
neath. Release the clips and the cloth will be securely fastened to the 
brush. When covered with an absorbent cloth, cleaning becomes a 
one-step process. Simply wipe the surface slowly and all dirt and debris 
will be driven into the cloth, hard surfaces will usually dry in less than a 
minute
(fabrics will take slightly longer to dry) and all surfaces will be sanitized.

When using the Triangle brush, adjust the vapor volume to about 1/4 turn 
open. This can be done by turning the volume knob clockwise until it 
stops. Then turn the volume 1/4 turn clockwise. If the vapor volume is 
turned up too high the surface will become oversaturated with water and 
will require more time to dry.

Wide Brush:
The Wide Brush (12”) is used to clean large areas. The Wide Brush is 
faster than a mop and certainly does a more effective job. The Wide Brush 
is generally used more for daily or weekly maintenance and sanitization
rather than for restoration.  There are however always some exceptions.

Installing the Elbow Connector: The Elbow Connector can be installed 
into the Wide Brush by the same method described in the previous 
section: Triangle Brush.
Please refer to the Triangle Brush section for detailed instructions.

Rethink the way you clean! V Way to Clean & Sanitize.

VaporLux Microbiological Lab Test Results tested at 72.5 psi

Porcelain Gres (ceramic tile, grout, wood and other porous surfaces)

Surface
Contamination Type Before VaporLux After VaporLux

E. Coli 115 0

Staphylococcus Aureus 88 0

Streptococcus Faecalis 77 0

Saccharomyses Cerevisiae 98 0

Bacillus Cereus 70 1

Colonies Per Square Centimeter

Stainless Steel (and other metals)

Surface
Contamination Type Before VaporLux After VaporLux

E. Coli 138 0

Staphylococcus Aureus 100 0

Streptococcus Faecalis 97 0

Saccharomyses Cerevisiae 92 0

Bacillus Cereus 95 0

Colonies Per Square Centimeter

T (and other plastics)

Surface
Contamination Type Before VaporLux After VaporLux

E. Coli 103 0

Staphylococcus Aureus 100 0

Streptococcus Faecalis 125 0

Saccharomyses Cerevisiae 129 0

Bacillus Cereus 112 2

Colonies Per Square Centimeter

VaporLux Inc. Tel: 586 775 2429 Email: contact@vaporlux.com © 2007 VaporLux Inc
Fax:  586 778 1218 Web: www.vaporlux.com

Steam Vapor Cleaning
It’s Just Water!
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Using The Accessories

Dry Vapor is suitable for cleaning, sanitation and restoration. Due to the 
high temperatures achieved by your 5000 Pro. It is always a good idea to 
test the surface in a corner or out of the way area so that you can be sure 
that it is not damaged by heat or abrasion of the brush that you are using. 
Dry vapor is the perfect substitute for all detergents. Vapor not only cleans 
and restores, it sanitizes all surfaces.

Triangle Brush:
Installing the Elbow Connector: Hold the Triangle Brush in one hand 
with the brush bristles facing down. Slide the White Switch all the way 
forward to the #1 (Assembly) position. Hold the Elbow Connector in the 
other hand with the long end facing down.  Insert the Short End of the 
Elbow Connector into the Triangle Brush until the Elbow Connector is com-
pletely seated against the Triangle Brush (effort may be required). After  
the Elbow Connector is seated, rotate it 180 degrees until the arrow on the 
triangle brush aligns with the arrow on the Elbow Connector. When the 
arrows are aligned, slide the White Switch to the Number 2 or to the 
Number 3 position. 

Note: The white slide switch locations indicate the following:
 Number 1 Position: Insertion and removal of the Elbow Connector
 Number 2 Position: Elbow Connector will not rotate.
 Number 3 Position: Elbow Connector will rotate with the tool.
 To change switch positions, the arrows on the brush and on the
 Elbow Connector must align. Positions are indicated on the brush
             head.
Applications:
The Triangle Brush may be used for diverse applications, on many surfaces.
It can be used on almost any surface type including (but not limited to) the 
following: Fabric, All Metals, Ceramic, Stone, Porcelain, vinyl, leather and 
plastic.

Generally, use of the triangle brush is dictated by the size of the object or 
surface being cleaned, rather than a specific surface type. The Triangle Brush 
is used when the surface is too large to be cleaned with the Detail Tool or too 
small to be cleaned with the Wide Brush. The Triangle Brush can also be used
on  large areas that are too dirty for the wide brush to work effectively.

Steam Vapor Cleaning - It’s just Water!
VaporLux - the Most Effective, Natural, Healthy Way to Clean, Sanitize, Restore.

VaporLux, Inc.              Phone: 586-775-2429                  email: contact@vaporlux.com                     2008 copyright VaporLux, Inc.
                                      Fax:      586-778-1218                  Web:  www.vaporlux.com
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Detail Tool # 40007
Long Detail / Condenser Tool

#40006

Triangle Brush #30015
Insert Only #25316

Large Brush 12” #30014
Insert Only #30014B

Squeegee #10966 Nylon Detail Brush #10863
Package of 6

Brass Detail Brush #10922
Package of 6

Stainless Detail Brush #10743
Package of 6

Stainless 50 MM Brush #11335

VaporBlast Hose
#60413

All Acessories May Be Purchased On Line At:
www.vaporlux.com

11 12

Handle Extension #60012 Elbow Connector #30016

Filler Safety Cap
4000 UL  #40022

OSHA Filler Safety Cap
 All Models  #27206

Water Fill Bottle #10995 Extension Cord 25’ 15 AMP
 #51525

Instructional CD #INMA4 Accessory Bag
Red or Blue  #25ABO

For Accessories Call:
800- 467-6229

Long Reach Hose
VaporBlast 

16’ Long   #60143ANylon 50 MM Brush Stiff
 #12429

Straight Detail Tool #40025

How it Works Video # 24VDO

 Steam Blastor Vapor Nozzle  
A Vortex Motion Detailing Tool
 #10001SB  $99.00
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Using The Accessories

Dry Vapor is suitable for cleaning, sanitation and restoration. Due to the 
high temperatures achieved by your 5000 Pro. It is always a good idea to 
test the surface in a corner or out of the way area so that you can be sure 
that it is not damaged by heat or abrasion of the brush that you are using. 
Dry vapor is the perfect substitute for all detergents. Vapor not only cleans 
and restores, it sanitizes all surfaces.

Triangle Brush:
Installing the Elbow Connector: Hold the Triangle Brush in one hand 
with the brush bristles facing down. Slide the White Switch all the way 
forward to the #1 (Assembly) position. Hold the Elbow Connector in the 
other hand with the long end facing down.  Insert the Short End of the 
Elbow Connector into the Triangle Brush until the Elbow Connector is com-
pletely seated against the Triangle Brush (effort may be required). After  
the Elbow Connector is seated, rotate it 180 degrees until the arrow on the 
triangle brush aligns with the arrow on the Elbow Connector. When the 
arrows are aligned, slide the White Switch to the Number 2 or to the 
Number 3 position. 

Note: The white slide switch locations indicate the following:
 Number 1 Position: Insertion and removal of the Elbow Connector
 Number 2 Position: Elbow Connector will not rotate.
 Number 3 Position: Elbow Connector will rotate with the tool.
 To change switch positions, the arrows on the brush and on the
 Elbow Connector must align. Positions are indicated on the brush
             head.
Applications:
The Triangle Brush may be used for diverse applications, on many surfaces.
It can be used on almost any surface type including (but not limited to) the 
following: Fabric, All Metals, Ceramic, Stone, Porcelain, vinyl, leather and 
plastic.

Generally, use of the triangle brush is dictated by the size of the object or 
surface being cleaned, rather than a specific surface type. The Triangle Brush 
is used when the surface is too large to be cleaned with the Detail Tool or too 
small to be cleaned with the Wide Brush. The Triangle Brush can also be used
on  large areas that are too dirty for the wide brush to work effectively.

Steam Vapor Cleaning - It’s just Water!
VaporLux - the Most Effective, Natural, Healthy Way to Clean, Sanitize, Restore.

VaporLux, Inc.              Phone: 586-775-2429                  email: contact@vaporlux.com                     2008 copyright VaporLux, Inc.
                                      Fax:      586-778-1218                  Web:  www.vaporlux.com
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Using The Accessories
The Triangle Brush can be used with or without a cloth over it. When used 
without a cloth over it, on hard surfaces, the surfaces will need to be wiped 
with a clean, dry cloth immediately after passing over the surface with the 
Triangle Brush. When cleaning a rough textured surface it is more desir-
able to clean without a cloth or mitt over the brush. The Triangle Brush can 
be used on fabrics without a cloth when the desired goal is to sanitize the 
fabric more so than clean it. To remove certain carpet stains, place a terry 
cloth or microfiber cloth on the stain and gently apply the Triangle brush to 
the stain. The stain will incrementally be driven into the cloth. Gradually, 
move the cloth to absorb the stain into clean areas of the cloth until the 
stain is gone.

Most of the time, better results will be achieved by placing a terry cloth or 
microfiber cloth over the Triangle Brush. This is done by placing the cloth 
on a smooth surface and neatly folding the cloth over the brush. Push 
down on the clips (located on top of the brush) and tuck the cloth under-
neath. Release the clips and the cloth will be securely fastened to the 
brush. When covered with an absorbent cloth, cleaning becomes a 
one-step process. Simply wipe the surface slowly and all dirt and debris 
will be driven into the cloth, hard surfaces will usually dry in less than a 
minute
(fabrics will take slightly longer to dry) and all surfaces will be sanitized.

When using the Triangle brush, adjust the vapor volume to about 1/4 turn 
open. This can be done by turning the volume knob clockwise until it 
stops. Then turn the volume 1/4 turn clockwise. If the vapor volume is 
turned up too high the surface will become oversaturated with water and 
will require more time to dry.

Wide Brush:
The Wide Brush (12”) is used to clean large areas. The Wide Brush is 
faster than a mop and certainly does a more effective job. The Wide Brush 
is generally used more for daily or weekly maintenance and sanitization
rather than for restoration.  There are however always some exceptions.

Installing the Elbow Connector: The Elbow Connector can be installed 
into the Wide Brush by the same method described in the previous 
section: Triangle Brush.
Please refer to the Triangle Brush section for detailed instructions.

Rethink the way you clean! V Way to Clean & Sanitize.

VaporLux Microbiological Lab Test Results tested at 72.5 psi

Porcelain Gres (ceramic tile, grout, wood and other porous surfaces)

Surface
Contamination Type Before VaporLux After VaporLux

E. Coli 115 0

Staphylococcus Aureus 88 0

Streptococcus Faecalis 77 0

Saccharomyses Cerevisiae 98 0

Bacillus Cereus 70 1

Colonies Per Square Centimeter

Stainless Steel (and other metals)

Surface
Contamination Type Before VaporLux After VaporLux

E. Coli 138 0

Staphylococcus Aureus 100 0

Streptococcus Faecalis 97 0

Saccharomyses Cerevisiae 92 0

Bacillus Cereus 95 0

Colonies Per Square Centimeter

T (and other plastics)

Surface
Contamination Type Before VaporLux After VaporLux

E. Coli 103 0

Staphylococcus Aureus 100 0

Streptococcus Faecalis 125 0

Saccharomyses Cerevisiae 129 0

Bacillus Cereus 112 2

Colonies Per Square Centimeter

VaporLux Inc. Tel: 586 775 2429 Email: contact@vaporlux.com © 2007 VaporLux Inc
Fax:  586 778 1218 Web: www.vaporlux.com

Steam Vapor Cleaning
It’s Just Water!
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Using The Accessories
Applications:
The Wide Brush can be used on Fabrics, Metals, Ceramic, Stone, Porce-
lain, Vinyl,  Leather and Plastic, as well as other surfaces. As with all 5000 
Pro Accessories, test an out of the way area to make sure that the extreme 
heat does not harm the surface which you intend to clean.

Use of the Wide brush is dictated more by the size of the area you want to 
clean and sanitize rather than the surface type that you intend to clean.

The Wide Brush can be used with or without a cloth over it. When used 
without a cloth over it, on hard surfaces, the surfaces will need to be wiped 
with a clean, dry cloth or mop immediately after passing over the surface 
with the Wide Brush. When cleaning a rough textured surface it is more 
desirable to clean without a cloth or mitt over the brush. The Wide Brush 
can be used on fabrics without a cloth when the desired goal is to sanitize 
the fabric more so than clean it. 

Most of the time, better results will be achieved by placing a terry cloth or 
microfiber cloth over the Wide Brush. This is done by placing the cloth on 
a smooth surface and neatly folding the cloth over the brush. Push down 
on the clips (located on top of the brush) and tuck the cloth underneath. 
Relase the clips and the cloth will be securely fastened to the brush. When 
covered with an absorbent cloth, cleaning becomes a one-step process. 
Simply wipe the surface slowly and all dirt and debris will be driven into the 
cloth, hard surfaces will usually dry in less than a minute (fabrics will take 
slightly longer to dry) and all surfaces will be sanitized.

When using the Wide brush, adjust the vapor volume to about 3/8 of a turn 
open. This can be done by turning the volume knob clockwise until it 
stops. Then turn the volume 3/8 turn clockwise. Occasionally more 
volume will be required. However, volume shoud always be less than  1/2 
turn. If the vapor volume is turned up too high the surface will become 
oversaturated with water and will require more time to dry. Also, It will be 
difficult for your VaporLux to maintain pressure for extended periods of 
time.

Squeegee:
The Squeegee can be used on Glass, Windows, Countertops and other
smooth surfaces. As with the other tools, the Squeegee will both clean and 
sanitize.  

VaporLux 5000 Pro
# 1. Make sure E Pressure Gauge is on zero. Press down on cap A
       and turn counterclockwise to remove cap.

#2. Fill unit with warm or hot clean water. NEVER ADD ANYTHING 
      BUT CLEAN WATER TO THE TANK
#3. Close A Safety Cap. Turn clockwise. Finger tighten only! DO NOT
      OVERTIGHTEN CAP!

# 4. Plug electric cord into a properly grounded 110-V outlet. (Fig. 1)

#5. Press B On/Off 700 W
      Press C On/Off 1000 W
      Press Z On/Off Steam

#6. When H  green light is on, machine is ready tor operation, Purge hose twice.
      While cleaning, pressure will drop and green light will go off, this is normal
      operation.

#7. When I red light comes on, water must be added to the unit. Turn power
      switches B and C off.

#8. Unplug the unit.

#10. To refill, follow steps 1-5. 
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I

H

D

Heat Element On/Off
Power 1000W

Heat Element On/Off
Power 700 W

Pressure Guage

Tank Drain Plug Located
Center Bottom

Mono-Bloc Connection for
Flexible Steam Hose

Water Fill with 
Safety Cap

        Infinitely
VariableVapor 
Volume Control

Green Ready Light

         Red Light
Low Water Indicator 

      Steam Handle
Vapor On/Off 12V

Z
On/Off Steam

L



Start Up Instructions

Before using the appliance, carry out the following 
operations:
- Unscrew the filler cap (A)  (Fig. 4)
- Fill the boiler with clean tap water using the water       
bottle or funnel provided (Fig. 5)
-Fill with approximately 3.7 quarts of water, DO 
NOT OVERFILL.
To  fill the boiler correctly, do not exceed the amount 
of water specified in the technical data.

- Insert the filler cap (A) Finger tighten only 
(Do not overtighten) (Fig. 4)

- Plug the appliance to the electrical outlet (Fig 1)

- Turn on the machine by pressing switch (C) 1000 
W and switch (B) 700 W. (Fig.6)

- Wait for the boiler to reach operating pressure. 
When the green light (H) turns on, the appliance will 
be ready for use (using hot water will expedite heat-
ing process). Purge hose twice.
-Turn on switch (Z) after green light comes on.

- When the red light turns on, it indicates that the 
boiler has run out of water. If this occurs, the thermo-
stat will automatically shut off the appliance and you 
will need to carry out the following procedure.
A) Immediately turn off switch (C) 1000 W and switch 
(B) 700 W (Fig. 6)
b) Release any pressure left in the boiler through the  
accessory you were using by pressing the button (L) 
on the handle (2) (Fig. 7)
c) Turn off switch (Z) steam. (Fig. 6)
d) Unplug the appliance. (Fig.1).
e) Make sure the pressure gauge is on zero.
f) Slowly loosen the filler cap (I) and wait for the pres-
sure to be fully released.

Unscrew Screw

A

Fig. 4

Fig. 5

Fig. 7

2
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Using The Accessories

Glass Cleaning: Adjust the volume to 1/4 turn or less. Start at the 
top of the window in one corner and pull down to the bottom of the 
glass. Repeat the process on successive strokes moving over 
with each stroke until you have reached the other side of the 
window or pane. Wipe the bottom of the sill or pane with a clean 
dry cloth. Excessive vapor volume will result in too much water on 
the glass surface. Simply turn the vapor volume level down.

Smooth Surface Cleaning: Adjust the vapor volume to about 1/4 
turn. Start at one corner of the surface and slowly work your way 
across until you have gone over the surface. Wipe with a clean dry 
absorbent cloth when excessive water builds up or when you have 
completed.

Detail Tool:
The Detail Tool, as the name implies, is used to detail clean small
areas that are difficult or impossible to clean using any other 
method. You will be able to clean areas that are too small to clean 
with a tooth brush or similar tool. 

The Detail Tool should almost always be used with a detail brush 
screwed onto the end of the Detail Tool. Some exceptions to this 
are cleaning condensers, radiators, artificial plants and real plants 
when spraying with cool vapor from a distance is the preferred 
method of cleaning.

It is important to first determine the appropriate Detail Brush for 
the surface that you are cleaning. If you are unsure about the type 
of Detail Brush to use, always test the surface in a corner or out of 
the way area on the surface you want to clean.

Nylon Detail Brush: 
The Nylon Detail Brush is used when there is a possibility of 
scratching or maring the surface. When in doubt about what brush 
to use, use this brush first. this brush can generally be used on 
almost all surfaces except on flat latex wall paint and non-water-
proof ceiling tiles.

L

C B Z

Fig. 6

Refilling the Machine

Filling the Machine
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CONTROLS

 H. Green Light on maximum strength/ ready

I. Red Warning light / Low water/ Machine off

E. Steam Pressure Gauge

K. Infinitely Variable Vapor 
    Volume Control

B. Off / On Switch 700 W
C. Off/ On Switch 1000 W
Z. On/Off Steam

J. Boiler Drain Plug - Bottom of Unit

L. Steam Hose On / Off

A. Filler Cap / Relief Valve for 5000 Pro

N. Power Cord

F. Mono Block Hose Connection Port

M. Mono Block Hose

Using The Accessories
Stainless Steel Detail Brush:
The Stainless Steel Detail Brush should only be used on surfaces that
are  scratch resistant. Stainless steel is extremely hard and will scratch 
most surfaces. This brush can be used on surfaces such as masonry,
certain tiles such as Quarry Tile, and high quality stainless steel. This 
brush can also be used to remove some painted surfaces if that surface 
will under go a sanding process prior to being repainted. If you are in doubt 
about using this brush, test the surface in a corner or out of the way 
location. This brush will also leave a black mark, which is difficult to 
remove, on certain types of tile. 

Brass Detail Brush: 
The Brass Detail brush can be used on many metal surfaces as well as on 
some tile. Always test this brush in a corner or out of the way location prior 
to use. The Brass Detail Brush is made of softer metal than the Stainless 
Steel Detail Brush and will consequently wear faster. The Brass Detail 
works well on oxidized aluminum surfaces, it will however, have a polish-
ing effect and make the surface look brighter than areas of similar material 
that have not been cleaned with this tool.

50 MM Brush:
The 50 MM brush is available in both Nylon and Stainless Steel. The nylon
comes as standard equipment with your VaporBlast. Use this brush in the 
same manner as described in the sections: Nylon Detail Brush and Stain-
less Steel Detail Brush.

To secure any of the above described brushes to the detail tool simply 
screw the brush onto the threaded end of the Detail Tool. DO NOT OVER-
TIGHTEN. 

When using the Detail Tool adjust the vapor volume to 1/4 turn or less. The 
heat does the cleaning, not pressure.

For best results with the Detail Tool gently rub the surface with the tool, 
heating the surface first. Make a second pass, after the surface is heated 
and dirt and debris will be completely removed. Once the surface is clean, 
wipe excess with a clean, dry, absorbent cloth.

Use the Detail Tool to clean corners and hard to reach areas first and then 
follow up with the appropriate larger brush.  

CB Z



120 Volt
(with ground)

Fig. 1

Fig. 2

Fig. 3

NOTICES
Do not place submerge in water as this will cause 
short-circuits!
Overheated steam and hot water can cause scalding!

-Connect 5000 Pro to a suitable outlet. Always make sure that 
the outlet is equipped with earth, ground fault interrupter and is 
of matching voltage to that specified on the appliance data plate 
(Fig 1);

-Do not use your 5000 Pro  if the Power Cord (N) is damaged;

-Have faulty cables and plugs immediatly replaced by 
authorized service centers;

-Do not lead the Power Cord (N) over corners, sharp edges or 
hot objects and protect it from oil;

-Do not tug at and /or carry the VaporLux by the Power Cord;

Do not remove the plug from the outlet by tugging at the Cord 
(Fig.2) or touch the plug with wet and/or damp hands;

- Although Vapor is much safter than steam, do not point the 
steam jet towards yourself and/or towards other people, 
animals, or materials that are sensitive to high temperatures 
and/ or dampness. (Fig.3)

- Do not unscrew the boiler drain plug (J) when the appliance is 
operating. Before unscrewing the cap, make sure the steam 
pressure boiler is no longer pressurised;

Boiling water spills and/or steam may cause a scalding 
hazard!

-Do not touch the appliance with wet hands or feet when the 
appliance is plugged in;

-Do not put the 5000 Pro  under the water tap to fill up the 
tank;

-Do not  leave the appliance running unattended;

-When filling up the tank, do not exceed the required level and 
use just water without any unauthorized chemicals added to 
it;

-5000 Pro can only be operated in its horizontal position.

Using The Accessories
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Handle Extensions:
The Handle Extensions are used in conjunction with the other tools to 
make vapor cleaning a stand up operation or to enable you to reach 
areas that would not be possible otherwise. 

To insert a tool into the Handle Extensions, hold the Extension with the 
white nut up. Rotate the white nut clockwise until it stops, insert the tool 
into the white end (some pressure may be required). When the tool is 
fully inserted, twist the white nut all the way to the left. This will lock the 
tool in place. Repeat this process with both Handle Extensions.

Condenser Tool:
The Condenser Tool is used to clean condensers, radiators and other 
items in which a brush is not appropriate. The Condenser Tool is merely 
attached to the hose, held closely to the object to be cleaned and 
sprayed with vapor. The Condenser Tool is not a standard accessory.

Water Fill Bottle:
A Water Fill Bottle is supplied with some VaporLux models. To use this 
bottle, unscrew the black top, fill the bottle with water. Insert the end of 
the bottle into the water fill hole (refer to your model for location) and 
push down. Water will flow from the bottle into the boiler.

Instructional Video:
An Instructional Video is supplied with your 5000 Pro. It is a CD and can 
be viewed on most computers or other aplliances capable of playing a 
Compact Disc. Please review this CD in addition to this manual.

Extension Cord: 
A heavy duty (15 amp) Extension Cord is available for your unit. The 
Extension Cord has a lighted end. After you plug the cord into a properly 
grounded 120-V outlet, make sure the female end of the cord is lit. If it is 
not lit, check your power source, the outlet is not operational. Always use 
the 5000 Pro extension cord when the use of an extension cord is 
required. FAILURE TO USE A HEAVY ENOUGH EXTENSION CORD 
CAN SEVERLY DAMAGE YOUR 5000 Pro AND DRAMATICALLY 
EFFECT ITS OPERATION. USING AN EXTENSION CORD THAT IS 
TOO LIGHT WILL VOID YOUR WARRANTY.



SHIPPING INSTRUCTIONS

If you ever have need to ship your 5000 Pro, there are a few helpful steps 
that should be done in preparation prior to shipping.

- Drain the water out of the machine. A full boiler weighs at least eight 
  pounds more than an empty one and therefore costs more to ship.
  Also, a full boiler can be damaged if the machine is dropped in 
  shipment  This is due to excessive stress on the components that attach
  the  boiler to the body housing.
- Finger tighten the filler cap and the drain plug.
- Ship in a double walled cardboard box that is at least one inch larger
  than the VaporLux. It is preferable to retain the original packaging for
  shipping.
- Fill all voids with suitable packing material such as bubble wrap, 
  styrofoam sheets, or styrofoam peanuts.

Shipping the machine to VaporLux

If you need to ship the machine to VaporLux for any reason, call the 
office at 586-775-2429 to obtain a return authorization number and work 
form.
-follow the  steps above and also do the following:
- Ship the machine only do not ship the hose, cart or accessories to 
  VaporLux.
- Insure your shipment 
- Include the signed work form.
- VaporLux will only receive shipments during normal hours of operation.
  Do not ship Next Day Air shipments on Friday.

- Machines not accompanied by a Return Autherization Number and
  Work Form will not be accepted.    
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MAINTENANCE

Your 5000 Pro will require very little effort to keep operating for many years to 
come. 

If you are using tap water from a municipal water supply, it is recommended 
that you descale your machine every 3 to 4 weeks if used regularly. To 
descale, pour a commercial descaler into the empty boiler (per the manufac-
turers instructions) making sure the solution covers the heating element. Soak 
overnight. In the morning, drain the boiler by removing the boiler plug on the 
bottom of the machine. Replace the boiler plug after it is drained. Fill the 
machine and resume normal operation.

If you are using well water with a higher mineral content or if your municipal 
water supply has hard water, descale the boiler more frequently. Do not 
descale weekly. 

If you are using demineralized water, it should not be necessary to descale the 
boiler.

As a basic precaution against scale build-up, turn the machine off when not 
being used. If you are not going to use your 5000 Pro for extended periods of 
time, always drain the boiler.

If you notice that heating time gets noticeably longer and steam delivery 
decreases in power, it means that scale has built up to a considerable level 
and needs to be removed. In this case, we recommend you contact an autho-
rized VaporLux service center. 

Wipe down the exterior of your 5000 Pro after each use. This will prevent
Lime deposits and mineral stains from ruining the exterior of your machine. 
The exterior will look new for many years to come.

Wipe down or clean accessories and brushes after each use.

Do not store your 5000 Pro outside in temperatures less than 32 degrees
Fahrenheit.

Do not fill the boiler directly from the tap, use the fill bottle or a funnel
and pour from a separate water vessel.

               Packaging guidelines for machine repair



PRECAUTIONS
Servicing
To assure product SAFETY and PERFORMANCE, maintenance (other than 
routine cleaning) on your 5000 Pro must be performed by a designated  
VaporLux Service Center only. Maintenance by others may void the warranty.

Precautions When Using The Machine
Under no circumstances shall VaporLux or its agents be held responsible
for any injury or damage to people or property that may be caused by failure to 
follow the instructions below or by improper use of the equipment.

WARNING!

VaporLux disclaims all responsibility for any damage that may be caused by 
the following:
- Improper use or uses which is not in accordance with the intended purpose 
  of the appliance.
- Repair by parties other than authorized VaporLux service centers.
- Tampering with the supply lead
- Tampering with any machine component part.
- Use of any non-original accessories or spare parts.
- Any one of the above will render the guarantee null and void.
- Keep these instructions in a safe place. If the appliance is to be used by 
  somebody new, make sure you attach this instruction booklet to the    
  appliance.
- The appliance may be subject to changes in construction and design as 
  a result of technological advances.

CAUTION
Do not allow children to play with your VaporLux. KEEP OUT OF REACH  OF   
CHILDREN AS THIS MAY RESULT IN SERIUOS INJURY!
5000 Pro is only for use by adults whose psycho-physical state is not altered in 
any way.
Do not leave appliance running unattended.
Do not run 5000 Pro outdoors; When water is in the boiler, do not expose or
5000 Pro to temperatures less than 32 degrees F.
Do not place 5000 Pro on warm or hot surfaces or close to open flames.
Do not make any technical alterations to the appliance.
Do not store or use use the 5000 Pro in a high moisture area.
Do not use appliance in ways which are prohibited, as this may cause risks.
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OPERATING TIPS

We have provided the following operating tips so that you can maximize 
the effectiveness of your new 5000 Pro equipment.

1. Always fill the boiler with the water bottle or use a pitcher and funnel, 
   never place the unit directly under the tap when filling, water can 
   migrate into the machine and cause an electrical short circuit.
2.Do not overtighten the filler cap. The cap should only be finger tightened
   until it is snug. If the cap is overtightened, the next time you use your
  machine, vapor will leak from the cap, Should this happen, there is an
  O ring attached to the handle of your machine. These O rings are made
  of high temperature material and regular O rings will not work. 
3.You can use hot water to fill the boiler, hot water will decrease the 
   heating time required to come up to operating temperature.
4.Wipe the top of the waterfill oriface on the machine after filling, you
   will then be able to tell if the filler cap is sealed correctly.
5.Check the voltage of your power source before plugging in the machine.
   Not enough voltage will cause stress on the internal components and  
   possibly cause equipment failure. Too much power is equally dangerous
   to your machine. A surge protector can be placed between the outlet
   supply and the extension cord to protect against spikes and surges.
6.When you plug in the 5000 Pro extension cord, make sure the lighted
   end of the cord is lit. If it is not, check your power source.
7.Do not pull the machine by the cord.
8.Always make sure the on/off switches are in the off position before 
  plugging in the machine.
9.Never turn off the machine by unplugging it, always turn off the switches
   first.
10.You can heat the machine ahead of time so that when you need to
   clean, the machine is ready for operation.
11. When you are done cleaning, turn off and unplug the machine, do not
   leave it on overnight or for extended periods.
12.If you are not going to use the machine for an extended period, drain
   the boiler.
13. Never pull the machine or cart by the hose.
14. Before refilling the machine, make sure there is no pressure in the 
   boiler before you remove the filler cap. Pressure in the tank can be 
   released by pressing the vapor button on the hose handle. 

Start Up and Shut Down



UNPACKING INSTRUCTIONS

VaporLux ships various models with different accessory packages. If you 
have purchased a Deluxe package with a cart, your system will arrive in 
two boxes. One box will contain the machine and accessories, the other 
will contain the cart. Unpack the system carefully and verify that all the 
accessories that you ordered are included.

The VaporLux 5000 Pro package includes the following:

5000 Pro Machine                     Available for Purchase
10’ Flexible Hose                       4 Wheel Cart w/ tool tray
Medium Triangle Brush              50 MM S/S Detail Brush 
 12” Wide Brush              25’ Extension Cord 12/3 15 amp 
Detail tool                                   Detail Tool Extension   
Nylon Detail Brushes                 Long Detail Tool / Condenser Tool 
Handle Extension (2)    
Stainless Steel  Detail Brush
Brass Detail Brush
50 MM Nylon Brush
Flat Surface Squeegee
Elbow
Water fill Bottle or Funnel
Instruction Manual
Warranty Card/ On Line
Return Policy

Note: VaporLux reserves the right to change the package contents at any time,                          
                          without notice.

Examine the unit and accessories for any possible shipping damage. If 
your unit is damaged or fails to operate, notify the shipper immediately. 

Note: Only the consignee (the company or person receiving the unit) 
          can file a claim against a carrier for shipping damage.

Record the serial number of your unit for future reference. It is recom-
mended that you retain the original shipping carton and packing materials 
should you need to transport or ship the unit in the future.

221

OPERATING TIPS
Operation
1. When vapor is initially released after the green light activates, press 
    the vapor button on the hose handle for a second or two. Notice that 
    pressure immediately falls off on the pressure gauge. Let the pressure
    build up again until the green light comes back on. This will stabilize
    the pressure in the tank and the machine will run continuously without
    a large pressure drop.
2. When vapor is first released from the hose after the machine has 
    reached operating temperature, the vapor will contain a higher water
    content than is desirable. This is normal since the hot vapor
    recondenses when it interacts with the cool hose. We recommend 
    purging the hose twice before beginning normal operation. After
    the hose heats, the vapor is drier and cleaning performance
    will be enhanced.
3. Peak cleaning performance will be achieved after the boiler is 3/4 full
    or less, this is because there is adequate room in the boiler for enough
    vapor to form.
4. To facilitate the process of changing tools, lubricate the O rings in the
    hose handle with a vegetable lubricant or petroleum jelly. This will also
    extend the life of the O rings and make tool changing easier.
5. If vapor leaks from the operating handle or around the tool, replace the
    O rings (2) in the hose handle. Extra O ring are located on the handle
    of the machine.
6. VaporLux machines do not clean by pressure or volume, they clean
    by delivering hot vapor into the surface pores. The vapor molecules 
    violently expand and force dirt and debris to the surface. Too much
    vapor just results in a wetter surface, it does not clean better. The most
    common mistake is turning the volume too high. The vapor volume 
    never should be adjusted over 1/2 turn and most of the time 1/4 to 3/8
    turn will deliver better performance. 
7. Your 5000 Pro cleans primarily by heat. Notice that the second pass 
    you make over an area is cleaned faster. The first pass you make with
    any brush should heat the surface and raise the temperature, every
    subsequent pass will bring more dirt and debris to the surface.
8. Do not press down hard on the brush, your 5000 Pro does not clean
    by abrasion. The different brushes break the surface tension of the 
    dirt or debris that you are cleaning so that the vapor can penetrate the 
    surface. Brushes will perform better and last longer with a light touch.
9. If you are unfamiliar with the way your 5000 Pro will react with a
    surface, always test it in a corner or out of the way area using the
    brush you intend to clean with.



TECHNICAL DATA

The information listed below applies to the following model only

Supply Voltage

Boiler Power

 
 
 
 

Boiler Capacity

Steam Safety Valve opening at

Maximum operating pressure

Steam control Valve

Appliance Weight Empty
 VaporBlast
 

 

120V  60 HZ

1700 Watts

3.7 liters  (.977 gal)

100 PSI

80 PSI

0 to 80 PSI

19 lbs

OPERATING TIPS
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Tile & Grout: Work in small sections. Clean the grout lines first. Throw a 
rag on the floor and wipe the grout line before the dirt or debris has a 
chance to settle back into the surface pores. After cleaning the grout, 
clean the surface tiles using either the triangle brush or the 12” wide 
brush, depending on the size of the section you are cleaning. Clip a terry
cloth or microfiber cloth over the brush. Always clean corners and hard to 
reach areas first, then work toward the center. If your 5000 Pro does not 
clean a grout surface, there is a sealer on the surface. Apply a high 
quality sealer stripper to the area, let it set for several minutes, then 
resume normal cleaning as described above.

Fabric & Carpet Stains: Several techniques can be employed for this 
operation. On small stains, use the nylon detail brush directly on the 
stain, then wipe vigorously with a clean dry cloth. Another method is to 
place a clean dry cloth over the stain and gently go over the area with 
the detail tool and nylon brush, this will lift the stain onto the cloth. For
auto interiors and carpet, use the triangle brush with a cloth covering
clipped to it. Do not clean the headliner on your auto, the glue can melt
on certain cars and the headliner will drop.

Hardwood Floors: Use the 12” wide brush wrapped with a double layer 
of terry cloth or single microfiber. Turn the volume down. Do not use the 
detail brush on hardwood. For other wood surfaces, use the triangle 
brush with a cloth covering and turn the volume low. Do not use the 
detail tool on wood surfaces.

Sanitize Bedding and Fabrics: Use the triangle brush or wide brush 
without a cloth covering. Go over the entire surface slowly and let air dry.

Metal surfaces: Use the detail tool with the appropriate brush first to 
clean corners and hard to reach areas. Next, use the triangle brush or 
wide brush covered with a clean dry absorbent cloth. Use  only the nylon 
brush on enamel covered metals.

Waxed Surfaces: Do not use your VaporBlast on waxed surfaces unless 
you intend to strip the wax off the surface.

Other Surfaces:Your 5000 Pro can be used safely on most surfaces.
use the triangle brush or wide brush covered with a clean dry cloth.

    VaporLux 5000 Pro
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Trouble Shooting

A. Unit Does Not Heat Up
1. Make sure unit is plugged in.
2. Make sure power switch is on - switch will emit dim red light when 
    on. Refer to model for location.
3. Check the power source - make sure outlet has power.
4. Is the red (low water) light on? - press reset button - refer to model               
    for location.
5. Is electrical cord damaged? - if so - call dealer
6. If all previous items are ok - call dealer

B. Steam does not come out
1. Does pressure gauge indicate pressure in boiler? Refer to previous
    section.
2. Is the vapor switch turned on? Refer to model for location.
3. Is hose connected properly? Make sure mono block is locked.
4. Is the vapor volume knob on? Refer to model for location
5. When hose button is depressed does the unit make a clicking sound?
    If not call your dealer. If unit clicks, either volume knob is off or 
    particles are lodged in the solenoid valve. Call your dealer

C. Unit does not hold pressure
1. Volume knob is set too high. Turn the knob toward the minus sign.
2. If this does not remedy problem, call your dealer.

D. Green light does not go on
1. Refer to problem A.
2. If unit heats and green light still does not go on, call your dealer

E. Red (low water) light does not go on
1. Boiler has water in it.
2. If boiler is empty, turn off immediately and call your dealer

F. Vapor comes out of the cap
1.  Cap is being over tightened. Replace cap “O” Ring. A replacement  
     “O” Ring is attached to the handle of your machine.
2.  If pressure gauge exceeds 80 PSI call your dealer, do not operate the     
     equipment.     
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INTRODUCTION
Congratulations on the purchase of your 5000 Pro by VaporLux. Your system 
was built exclusively for commercial use and meets all commercial Underwrit-
ers Laboratory safety requirements. Your machine employs the most effective 
cleaning technology and does so in a most environmentally friendly way.

In order to maximize the performance and the longevity of your 
5000 Pro Equipment, read this manual entirely before use.

Vapor cleaning is a unique way of cleaning. Understanding how vapor clean-
ing works will enable you to clean more effectively. The dry vapor, in the form 
of gas, penetrates into the surface pores and violently expands, forcing dirt 
and debris to the surface where the particulate is either suspended in re-con-
densed water molecules or driven into an absorbent cloth. The dry vapor is 
super heated and is hot enough to kill bacteria and sanitize all surfaces. Vapor 
cleaning does not rely on pressure in order to clean efficiently. Once the vapor 
is emitted from the tool head, physics take over and the vapor works on its 
own. Therefore, only enough vapor is required to fill the pores under the tool 
head and it is not necessary nor desirable to operate the equipment at full 
volume. More effective cleaning results are achieved by turning the volume 
down and let the vapor and heat do the cleaning. If the equipment is operated 
at too high of a volume, the unit will not maintain pressure for extended 
periods of time, it will use too much water and oversaturate the surface that 
you are cleaning.

Customer service is very important to us at VaporLux. We are constantly trying 
to improve our products and services. We have a complete line of accessories 
and full parts inventory on hand at all times. We also provide
complete service and technical support.

If you still have questions about your equipment after reading this manual, 
please call us at (586) 775-2429.

CONTACT INFORMATION

Note: Accessories can be purchased 
directly from our website. Parts can
be ordered by telephone only.

VaporLux, Inc.
15701 Martin Road
Roseville, MIchigan 48066
Toll Free: (800) 467-6229
Phone: (586) 775-2429
Fax: (586) 778-1218
www.vaporlux.com
email: contact@vaporlux.com



VaporLux, Inc. 15701 Martin Road,, Roseville, MI 48066
Phone: 586-775-2429  Fax: 586-778-1218 email: info@vaporlux.com

VaporLux OEM Warranty 

The boiler of your VaporLux machine is warrantied for 10 years parts only; within the first 6 months 
labor is included. Your Vaporlux machine is warranted against OEM original defect in material or 
workmanship for 6 months (parts only) when used in accordance with the provided operating 
instructions under normal and reasonable use. If found to be an OEM faulty material or assembly 
problem labor is included during the first 6 months. The warranty excludes accessories, 
attachments and wearing parts. 

Not covered by VaporLux OEM Warranty 

x Damage due directly or indirectly to misuse, abuse, negligence, accidentals, 
disassembly, self-repair or alteration outside an authorized VaporLux center. 

x Careless operation, handling, lack of maintenance or use not in accordance with the 
provided instructions and or owner’s manual. 

x Designated residential/home equipment used in a commercial setting. 
x Product has been operated with substances other than city tap water, bottled or distilled 

water. Any substance introduced into the boiler other than stated waters  
voids the warranty. 

x Using a higher voltage than the electricity voltage stated on the product. 
Using with a section cable longer that 25 foot provided. 
Bad power on a 15 amp circuit. 

Terms and conditions of VaporLux, Inc. OEM Warranty 

If your machine is not functioning properly, please go to the manuals and downloads page at 
www.vaporlux.com. Download and fill out the Customer Service –Repair Authorization form and 
submit via email, fax or mail to VaporLux. 

Qualifying warranty repairs will be returned from repair center at no cost to purchaser via ground 
transit to the 48 contiguous US states. 

All work will be carried out by a VaporLux, Inc. repair specialist. 

This warranty is repair or replacement at the Manufacturer’s option, of any product that proves to 
be defective in the OEM manufacturing or material within above stated period. 

The Manufacturer advises the purchaser to insure the shipment against possible loss or damage in 
transit.  The manufacturer will not be responsible for items lost or damaged in transit. 

VaporLux, Inc. is not liable for any consequential or incidental damages (including personal, injury 
or property damage or monetary loss) that may have been uncured form the purchase, use or 
improper use of the product. 

All debts incurred by services/repairs rendered by implied contract or product purchases by 
agreement to the terms and policies put forth by VaporLux, Inc after a period of 90 days of 
completion of repairs or service of product will become the property of VaporLux, Inc and will be 
sold to cover lost payment. 

Please note that all our machines are fitted with a voltage system that can detect if the machine 
has been used with incorrect power (lower or higher than110V 14amps). 

We thank you for your Purchase of one of our great machines and are confident that you will not 
need to use our warranty system. 

Limited Warranty

INSTRUCTION MANUAL

5000 Pro

VaporLux
Commercial

Cleaning System

www.vaporlux.com


