SPECIFICATIONS RpEEm R

Diameter: 12"(305mm)
Sensitivity(2.83V@1m): 88 dB
L) S ® Power Handling: 600W(R.M.S.)/1600W (P.M.P.O.)
u loplpe Frequency Response: . 25~1500Hz |
Nominal Impedance: Dual 4 Ohms
Voice Coil Diameter: 2.5"(60mm)
Dimensions:
12-3/16"(309mm)
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User’s Manual

(Wwegr),91/1-9

11-1/8"(282mm)

THIELE-SMALL PARAMETERS

TS-PP3-12-D4

Voice Coil DC Resistance: Reve(Ohms) 2x3.6
Voice Coil Inductance@ 1kHz: Leve(mH) 3.0
Driver Radiating Area: SD(in)eieeieiiiieieiean, 35

SD(m )evniiiiiiieieeane, )
Motor Force Factor: Bu(Tm)....coovviniiinnnn. 20
Compliance Volume: Vas(ft )eoeeeiiiiiinins 23

Vas(liters) 67
Suspension Compliance: Cms(um/N) 168
Moving Mass,AIR Load: Muws(grams) 151
Moving Mass,Diaphragm: Mwp(grams) 144
Free-air Resonance: Fs(HZ).oovoiiiiiien 31
Mechanical Q: QMS. i Y
Electrical Q: QES i 0.55
Total Q: QTSiiiiiiiiicic 0.45
Magnetic-Gap Height: Hac(in)......oocooeiiiinnin.

Hac(mm)
Voice Coil Height: Hve(in).oooovvvioiiiiinnnn.n.

Hve(mm)
Maximum Excursion: Xmax(in)

Xmax(mm)

SEALED BOX VOLUME

INCLUDES DRIVER DISPLACEMENT
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INCLUDES DRIVER PORT DISPLACEMENTS
I'S-PP3-12-D4

All Audiopipe products are designed,manufactured and tested to perform X0 ;>"‘/\s~-(205mm)
in harsh environments.From our entry level products to our high end series. wn -~

PORT
Audiopipe is your best choice for competition level performance. b ('Sjls,?w;\s) o4 f5=37 Hz ) o o
We welcome you to Team Audiopipe. l
— 3 .
For more information,please visit your authorized Audiopipe dealer or: Veox=2.0 ft. (56.64 liters)

Lport X Wport X Dport:
11.8"(300mm) x 2"(50mm) x 8" (205mm)

WWW.AUDIOPIPE.COM
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