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Login and Registration of App
Download and open Third Reality App, enter account and password to log in. If you
forget your password, tap "Forget password? "to get it back.
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If you haven't registered the App, tap "Sign up" to register. By the way, you are able
to tap "Guest" to log in directly as a guest without registering.

Connection of the Adapter
1.First connect the Adapter to power. When you see Power LED and ZigBee LED
turn on while Wi-Fi LED is fast blinking, then tap "+ New device" to go to the Type
page, and then tap "Adapter", as shown in the figure:
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2.App will automatically display the Wi-Fi name of your current connection, all you
need to do is to enter your Wi-Fi password and tap "Confirm", then go to the New
adapter subpage. When the Wi-Fi LED on the Adapter is in a flash state, tap
"Confirm" to continue the next steps .(Only support 2.4G network)

3.You can easily setup Adapter using the App with Bluetooth mode, please choose the
hotspot of the Adapter named 3R-XXXXXX. Then it will automatically jump to the
matching page.(Wi-Fi mode is also available, tap "Wi-Fi mode" to change)
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4.In Wi-Fi mode, Tap "Open system settings" to jump to the system Wi-Fi setting
and select the hotspot named 3R-XXXXX. After this step, tap "Third Reality" to
return to the App.

5.Then tap "Confirm" and go to the New adapter subpage, please wait a moment
while the Adapter and App begin matching.(Confirm if the Wi-Fi password is correct)

6.When the Power LED, ZigBee LED, and Wi-Fi LED on the Adapter are on, the
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pairing is complete. If you need to proceed to connect with devices, tap "Pair
devices" to go to the bind page and follow the instructions. If you don't want to bind,
return to the App main page, where the Adapter you just bound is displayed.

Connection of the Switch
1.After the Switch is loaded with two AA batteries, the blue LED begins fast blinking
which means it is ready to be paired. Then tap "+ New device" to go to the Type page
and tap "Switch" to select the Adapter you want to bind. (Adapter need to be
connected in advance)
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2. Go to the New switch subpage, and when the blue LED on the switch is fast
blinking, tap "Confirm" , then tap "Connect device" .

3.When the Power LED and Wi-Fi LED are on, the ZigBee LED is flickering slowly,
App starts searching and pairing the switch. After the match is done, the blue LED on
the switch is off, and App automatically jumps to the home page and displays the
switch icon.
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Group building（control multiple devices via one interface）
1.Tap "Group" at the top of the App home page to go to the Group interface. Then
tap "+ New group" to go to the New group page where shows the devices you have
bound.

2.Name your new group (e.g.: Kitchen lights), check the device you want to put into
current group, then tap "Done" in the top right corner. When you're done, the group
(e.g.: Kitchen lights) will be displayed on the Group page as the following figure:
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Timer setting
1. At the top of the App home page, tap "Timer"to go to the Timer interface, then tap
"+ New timer" in order to go to the Settings page.Name your Timer (e.g.: 12), check
the device or group you want to set up, and click on the blue plus sign at the bottom
right to set the rules for your timer. (Groups or devices need to be set up and bound in
advance)

2. Scroll through the time bar and select the time you want to set, such as: 8: 37 AM,
then select switch status: ON/ OFF. When you're done, tap "Save" ,and the page
jumps to New timer, where you can see that the action you set up has been added.
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3. Repeat the above steps to set up the device you want to switch on and off on a
regular basis. When you are done, tap "Done" and App will jump back to the Timer
page, and the timer you just set up (e.g.: 12) appears on the page.

Function of the App
 Adapter
1. Click on the Adapter 1 icon, jump to the Adapter details page where you can view
and manage your Adapter 1 current information:
1) rename, delete, update Adapter 1.
2) manage devices bundled with Adapter 1.

rename

update
manage device
delete
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2. Click on "SWITCH 1" to enter the Device details page, you can see the current
information on the SWITCH 1 in order to manage the device.

rename

on/off
update
delete

 Switch
1. Press the SWITCH 1 icon for more than 3 s, you will jump to the Device details
page, where you can manage the device as well.
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2.Click on the SWITCH 1 icon to control the ON/OFF state of SWITCH 1.

ON

OFF

 Group
1.Press the Kitchen light icon for 3 s, you will jump to the Group details page to
manage the current information of the Kitchen lights:
1) Rename and delete the Kitchen lights.
2) Add a new device to the Kitchen lights.
3) Manage the devices in the Kitchen lights.

rename
add device
manage device
delete
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2.Click on the Kitchen lights icon to control the ON/OFF status of all devices in the
group.

ON

OFF

 Timer
1. Click on the 12 icon, you will jump to the Timer details page, where you can
simply manage the timer information.
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Login and Registration of App
Download and open Third Reality App, enter account and password to log in. If you
forget your password, tap "Forget password? "to get it back.
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If you haven't registered the App, tap "Sign up" to register. By the way, you are able
to tap "Guest" to log in directly as a guest without registering.

Connection of the Adapter
1.First connect the Adapter to power. When you see Power LED and ZigBee LED
turn on while Wi-Fi LED is fast blinking, then tap "+ New Device" to go to the Type
page, and then tap "Adapter", as shown in the figure:
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2.App will automatically display the Wi-Fi name of your current connection, all you
need to do is to enter your Wi-Fi password and tap "Confirm", then go to the New
Adapter subpage. When the Wi-Fi LED on the Adapter is in a flash state, tap
"Confirm" to continue the next steps .(Only support 2.4G network)

3.You can easily setup Adapter using the App with Bluetooth mode, please choose the
hotspot of the Adapter named 3R-XXXXXX. Then it will automatically jump to the
matching page.(Wi-Fi mode is also available, tap "Wi-Fi mode" to change)
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4.In Wi-Fi mode, Tap "Open system settings" to jump to the system Wi-Fi setting
and select the hotspot named 3R-XXXXX. After this step, tap "< WLAN" to return
to the App.

5.Then tap "Confirm" and go to the New Adapter subpage, please wait a moment
while the Adapter and App begin matching.(Confirm if the Wi-Fi password is correct)

6.When the Power LED, ZigBee LED, and Wi-Fi LED on the Adapter are on, the
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pairing is complete. If you need to proceed to connect with devices, tap "Pair
devices" to go to the bind page and follow the instructions. If you don't want to bind,
return to the App main page, where the Adapter you just bound is displayed.

Connection of the Switch
1.After the Switch is loaded with two AA batteries, the blue LED begins fast blinking
which means it is ready to be paired. Then tap "+ New Device" to go to the Type
page and tap "Switch" to select the Adapter you want to bind. (Adapter need to be
connected in advance)
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2. Go to the New Switch subpage, and when the blue LED on the switch is fast
blinking, tap "Confirm" , then tap "Connect device" .

3.When the Power LED and Wi-Fi LED are on, the ZigBee LED is flickering slowly,
App starts searching and pairing the switch. After the match is done, the blue LED on
the switch is off, and App automatically jumps to the home page and displays the
switch icon.
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Group building（control multiple devices via one interface）
1.Tap "Group" at the top of the App home page to go to the Group interface. Then
tap "+ New group" to go to the New group page where shows the devices you have
bound.

2.Name your new group (e.g.: kitchen lights), check the device you want to put into
current group, then tap "Done" in the top right corner. When you're done, the group
(e.g.: kitchen lights) will be displayed on the Group page as the following figure:
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Timer setting
1. At the top of the App home page, tap "Timer"to go to the Timer interface, then tap
"+ New timer" in order to go to the Settings page.Name your Timer (e.g.: 12), check
the device or group you want to set up, and click on the blue plus sign at the bottom
right to set the rules for your timer. (Groups or devices need to be set up and bound in
advance)

2. Scroll through the time bar and select the time you want to set, such as: AM 8: 37 ,
then select switch status: ON/ OFF. When you're done, tap "Save action" ,and then
you can see that the action you set up has been added.
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3. Repeat the above steps to set up the device you want to switch on and off on a
regular basis. When you are done, tap "Done" and App will jump back to the Timer
page, and the timer you just set up (e.g.: 12) appears on the page.

Function of the App
 Adapter
1. Click on the Adapter 1 icon, jump to the Adapter details page where you can view
and manage your Adapter 1 current information:
1) rename, delete, update Adapter 1.
2) manage devices bundled with Adapter 1.
rename

update

manage device
delete
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2. Click on "SWITCH 1" to enter the Switch details page, you can see the current
information on the SWITCH 1 in order to manage the device.

rename

on/off
update
delete

 Switch
1. Press the SWITCH 1 icon for more than 3 s, you will jump to the Switch details
page, where you can manage the device as well.
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2.Click on the SWITCH 1 icon to control the ON/OFF state of SWITCH 1.

ON

OFF

 Group
1.Press the kitchen light icon for 3 s, you will jump to the Group details page to
manage the current information of the kitchen lights:
1) Rename and delete the kitchen lights.
2) Add a new device to the kitchen lights.
3) Manage the devices in the kitchen lights.

rename
add device
manage device
delete
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2.Click on the kitchen lights icon to control the ON/OFF status of all devices in the
group.

ON

OFF

 Timer
1. Click on the 12 icon, you will jump to the Timer details page, where you can
simply manage the timer information.
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