
BUY       D Yor
BUY       D Yor

BROUGHT TO  YOU BY

Put your feet up with this 

DIY Live Edge Coffee Table

Be sure to 

watch the 

Buy or DIY 

episode!

BUY       D Yor

Nothing is off the table when 
it comes to adding a piece of 
modern industrial flair to 

your living room

https://www.youtube.com/watch?v=lsxiWlPFOek
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The table base without the top on

Put base together

PRO TIP: Wear 
disposable gloves 
during this stage 

or your hands 
will be left black! 

Wipe off pipes

1. Take your black iron pipes and 
give them a good wipe down. You 
want to remove as much carbon 
dust as possible. 

2. Connect all the fittings to your 
desired look. I started by connecting 
my feet first, then cross arms on 
both sides, then connect with the 
middle 36” bar last. There are lots of 
different looks you can create but 
I went for H-shaped table base on 
mine. 

Live on the edge! This showstopper coffee table is sure to be a conversation piece, with its 
unfinished wood top and sleek iron pipe legs. With a few easy steps, you can incorporate that 

trendy modern industrial look in your decor without breaking the bank.

Materials

Tools

4 Foot Live Edge Wood Slab - (19 inch 
to 24 inch wide) 
Shellac
Mineral Spirits
8x ¾” black iron pipe Flanges

6x ¾”  black iron pipe T-Fittings
8x 6” ¾” black iron pipe  
4x 4” ¾” black iron Pipe
1x 36” ¾” black iron Pipe
16 - 10 x 1 1/4” Wood Screws

Orbital Sander 
Sandpaper: 80, 120, 220
Tack Cloth
Chisel
Hammer
Drop Sheet
Paint Brush
Sponge 

Wash Cloth
Disposable Gloves
Steel Wool
Hand Brush
Shop Vacuum 
Drill
Robertson Drill Bit
Floor Protectors

Everything you need only one click away!
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Materials

DIY NOTE: Using Black Iron Pipes is completely optional! You can also use 
galvanized pipes and spray paint them black to give it the same look, and they 
are half the cost! 

http://bit.ly/joelcoffeetable
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Note: A shellac finish will leave 
an amber color tone on your 

board. If this is not the kind of 
finish you want, a polyurethane 

finish is another option! 

Apply first coat of Shellac

Vacuum any unwanted saw dust

Steel wool is helpful to get in the crevices

3. Spray the pipes with clear coat 
adhesive to stop the carbon dust 
from coming off. This will seal 
everything up and make it house 
safe!  

Set aside and let dry - you might 
need to do a few coats of this to 
really create a good seal.

4. Take your live 
edge wood slabs and 
remove the bark with 
a chisel and hammer.

5. Use a 80-grit 
sandpaper and 
sand off any of the 
remaining bits you 
don’t want. Sand the 
table side you want to 
face upward. 

6. **use steel wool 
to remove any 
remaining bits in 
small crevices in the 
wood that are hard to reach with 
sandpaper. 
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Remove bark from live edge

Spray the pipes with clear coat

Sand off the remaining bits

After bark is removed

7. Vacuum your area for any 
unwanted saw dust and use your 
tack cloth to remove any remaining 
dust left over. This is important 
because you don’t want to let any 
left over dust get in your finish!

8. Apply first coat of Shellac. Let 
dry. 
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Attach the lefs using wood screws

Add fllor protectors to your feet 
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9. Sand with a 120 grit sandpaper.

10.  Apply second coat of finish.

11. Sand with a 220 grit sandpaper.

12. Apply the final coat of finish! 

TIP: it’s better to apply lots of mini 
coats of finish rather than 1 thick coat. 
DO NOT RUSH! Feel free to add as 
many coats as you need, making sure to 
move to a higher sandpaper grit as you 
go. 

13. Attach the legs using a 10 x 1 1/2 
inch wood screws. Note* You may need 
to use a long drill bit to do this. 

14. Add floor protectors to your flange 
feet to protect your floors! VOILA!  

PRO TIP: let each coat cure 
before moving on to the 

next. How long your finish 
takes to cure depends on the 
brand you buy but also in air 
humidity, so make sure you 

read the label. 

Apply second coat after you sand

Attach the lefs using wood screws

Be sure to 
watch the 

Buy or DIY 
episode!


