
EVERYDAY DEMOLITION 

RS SERIES CRUSHER
PRIMARY DEMOLITION 
Introducing the RS series. Designed to
demolish, made to advance. Where
high-quality function merges with
highly intelligent materials to produce
concrete-crushing machines with an
appetite for everyday demolition.

- Entirely made in HARDOX and STRENX;

- Boasts two large cylinders;

- Regenerative installation available in select models;

- Hydraulic Rotation comes standard;

- Continuous, precision 360° rotation in both directions
  thanks to an integrated hydraulic installations;

- Fast, accurate and efficient jaw positioning in and
  work condition;

- Ideal for excavators with long BOOMS.



MODEL RS U.M. RS 200 RS 500 RS 
1000

RS 
1500

RS 
1800

RS 
2000

RS 
2500

RS 
4000

RS 
5000

RS 
6000

RS 
8000

RS 
12000

OPENING ( A )
mm 

in.

250 

9,84

405 

15,94

600 

23,62

710 

27,95

825 

32,48

920 

36,22

1100 

43,3

1350 

53,15

1500 

59,05

1650 

64,96

1830 

72,05

2300 

90,55

LENGTH ( B )
mm 

in.

840 

33,07

1020 

40,16

1700 

66,93

2010 

79,63

2180 

85,83

2300 

90,55

2700 

106,3

2800 

110,24

2850 

112,2

3000 

118,11

3200 

125,98

3820 

150,39

WIDTH ( P )
mm 

in.

300 

11,81

350 

13,78

460 

18,1

480 

18,9

665 

26,18

740 

29,13

880 

34,65

1034 

40,71

1055 

41,53

1080 

45,52

1185 

46,65

1410 

55,51

EXCAVATOR  
WEIGHT

Ton 
lbs 

1,5/3 

3307/ 
6614

4/10 

8818/ 
22046

12/16 

26455/ 
35274

16/22 

35274/ 
48502

22/30 

48502/ 
66139

30/40 

66139/ 
88185

35/50 

77161/ 
88185

36/49 

79366/ 
108026

50/65 

110231/ 
143300

60/80 

132277/ 
176370

80/100 

176370/ 
220462

90/150 

198416/ 
330693

EQUIPMENT 
 WEIGHT

Kg 

lbs

210 

463

380 

837

1150 

2535

1400 

3085

1900 

4189

2200 

4850

2750 

6063

3800 

8378

4800 

10582

5800 

12787

7900 

17416

11950 

26345

MAX PRESSURE
Bar 

psi

220 

3191

250 

3626

300 

4351

310 

4496

320 

4641

320 

4641

320 

4641

340 

4931

340 

4931

340 

4931

340 

4931

340 

4931

OIL MAX CAPACITY
L/min 

gal/min

20/30 

5/8

30/50 

8/13

200/220 

53/58

220/240 

58/63

240/280 

63/74

300/320 

79/85

300/340 

79/90

300/380 

79/100

350/400 

92/106

380/450 

100/119

400/500 

106/132

450/700 

119/185

ROTATION  
OIL PRESSURE

Bar 

psi

N.D. 

N.D.

20 

290

60 

870

60 

870

60 

870

60 

870

60 

870

60 

870

100 

1450

100 

1450

100 

1450

100 

1450

ROTATION  
OIL CAPACITY

L/min 

gal/min

N.D. 

N.D.

1/2 

0,26/0,53

30 

8

30 

8

30 

8

30 

8

40 

11

40 

11

60 

16

60 

16

60 

16

70 

18,5


