RV 8 ROOTS

end vacuum : -800 mbar

e Qil-less compression

e High output

® | ow noise level

e Flow rates from 60 to 2200 m*.h™
e ATEX version : on request
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1. Protection filter with adjusting pipe 8. Electric motor
for relief valve 9. Rubber feet
2. Pump RNPT type 10. Connecting pipe with flange
3. Base frame and silencer 11. Electric fan*
4. Rubber sleeve 12. Soundproof box*
5. Non-return valve 13. Exhaust silencer*
6. Relief valve 14. Pre-inlet silencer
7. Drive guard * On option
_Weight Kg
DN Motor Dimensions expressed in mm Fan Without Box

kW a b b ¢ d el e e f g h i k L m n r S u v w kW motor
30.20 80 11/160 940 148 258 625 88,9 195 455 170 746 578 650 300 187 1104 374 950 1200 1150 520 935 404 0,55 260 150
31.20 10018,5/1601208 172 282 685 114,3 230 640 200 827 785 870 330 240 1325 409 1200 1370 1330 520 1049 488 0,75 410 200
32.20 100 45/225 1251 172 282 685 114,3 230 640 200 827 785 870 330 240 1325 409 1200 1370 1330 520 1092 488 0,75 525 200
44 33.20 150 75/280 1400 232 352 895 168,3 257 745 230 1040 900 1002 458 275 1665 460 1460 1650 1620 658 1320 614 0,75 840 550
Specifications are subject to be changed without notice




