


1.Solar pool pumps are solar panels that absorb solar energy and convert 
it into electrical energy to drive the pump. The controller adopts an 
intelligent modular design with built-in MPPT chip, which adjusts the 
output voltage in real time according to the change of sunshine intensity 
to achieve maximum power point tracking. At the same time, it can control 
high water level and low water level, with over-voltage protection and 
overload protection, and it can be visually displayed through LED lights. 
The motor use the design of brushless permanent magnet synchronous.  
stable start-up operation, high efficiency, low noise, long service life .

2. The pump shell is made by glass fiber filled with GF/PP anti-corrosion material. 
The material of the impeller is glass fiber filled polyphenylene ether. The design 
of the transparent cover is convenient and simple. At the same time, the mechanical 
seal and bearing are high quality, the operation process is quiet, and the heat 
dissipation effect is good. Easy to install and maintain .

3. The pump can work under the condition of no electricity, safe, reliable and 
environmental protection.

4. It is mainly used in swimming pool water circulation system and is suitable 
for irrigation in orchards, gardens and greenhouses in remote areas, water 
supply for suburban parks and farms, water supply and drainage in seashore 
salt farms, aeration equipment for aquaculture such as fish ponds and livestock 
drinking water systems.

5.The inlet and outlet of the swimming pool pump are connected by PVC pipes. 
The outer diameter of the PVC pipe at the inlet and outlet is 50mm. The pump base 
is fixed by bolts.

6.The pump shall be capable of continuous operation when the following conditions 
are met.
Transmission medium: 5 ~ 40 °C water;
Maximum operating ambient temperature < +40°C;
Maximum pressure <0.25MPa.

     主要应用于游泳池水循环系统，并适用于偏远地区的果园、花园及温室灌

溉，为郊外公园及农场供水，海滨盐场供排水，鱼塘等水产养殖的增氧设备及

牲畜饮水系统等。
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