
  

  
 

 

System S Wi-FI System # ADDT1P1P 

 

 

 

 

 

 

 

 

 

 

 

P
o

w
Li

n
k P

a
ir

 



  

Please Read This Manual Before Installing!  
 
Thank you for your purchase of the VerityRVS Wi-Fi™ System by 
Verity Rear Vision Systems.  VerityRVS is the leader in bringing 
the latest technologies to market.  This system is exclusively 
designed by VERITY RVS for RV market and meets the demands 
of the fire/rescue industry. When properly installed, your Verity 
RVS Wi-Fi system is designed to provide you with many years of 
painless operation.  

VERITY RVS products are intended to be installed as 
supplemental driving aids.  They are not intended to be 
replacements for items required by state law and proper driving 
procedures. We hope you enjoy the benefits our products provide. 

Tampering 

To prevent electrical shock, do not open the transmitter and 
camera.  There are no user serviceable parts inside any of the 
components of VERITY RVS products. If tampering is detected, 
the warranty will be void. 

Hands Free 

Most states have “hand free” laws making hand held devices 
illegal during driving.  We strongly recommend using a mount for 
your device. 
 
Wi-Fi connection 

If the mobile device (IPhone, tablet) should become separated 
from the signal, the display image will become frozen.  
 
* Do not open the housing of the camera and/or transmitter 
otherwise the waterproof device and chipset inside it will be 
damaged. 
 
* Please do not put the cables together near high temperature 
engine /heater compartment areas and/or by rotary objects. 



  

 

 

Specification 

1. Image Sensor: 1/4 inch CCD Sensor 

2. Total Pixel: 628X512 

3. Infrared LED light:9 IR emitters 

4. IR distance: 15m 

5. Distance: 350 feet (barrier-free) 

6. Mirror/ Normal image: switchable on camera 

7. Display: LAN Peer to peer connection monitoring via Smart 
Phone (IOS device or Android) 

8. Image Compression: MJPEG 

9. Frame Rate: 30fps  

10. Wireless Standard: IEEE 802.11b/g//n 

11. Client Software: Wi-Fi Camera / VerityRVS 

12. Waterproof level: IP69K Transmitter and camera 

13. Language: English 

14. Power supply: DC12v  

15. Working temperature: -10°C ~ 65°C 
 

  



  

Transmitter Dimensions (part # ADDT1P) 
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Camera Dimensions (part # C001P) 
 

  

73.8 mm 

54.6mm 

54.16 mm 

73.8 mm 



  

Components: 
 

 

Wi-Fi Transmitter 

(part # ADDT1P) 

 

 

 

 

 

 

 

Camera 

(part # C001P) 

Barrel power connector 

(part # CB114C) 

 
20 m. Camera cable 

(part # CB020C) 

 
Manual 

(available online) 

   

Free App via 

App store or ITunes 

 



  

 

 

View on your  

Android 2.2 or 

Greater Device 

 

 

How our systems works! 

Although it took great efforts to bring this product to market 

is has been made very easy to use. 

The Wi-Fi transmitter (SWF1P) works just like your wireless 

router in your home.  It differs in that is sends streaming 

video to your device, not information off the World Wide 

Web. 

When you connect to an internet hot-spot with you portable 

device you simple open “Wi-Fi connections” find the desired 

connection.  You choose it and enter a password.  

Connection done. It is as simple as that with Verity RVS™ 

system.  

 

This manual will instruct you with this process.   

It is as simple as 1-2-3 to operate! 

1. Download the free “VerityRVS” App 

2. Connect to the transmitter hot spot 

3. Open App and enjoy!  



  

Installation: 

 

 

 

 

  

Pair 

1 

1. Transmitter (# ADDT1P)  

Mount in a location free from 

road debris.  Although 

housing is IP 69 care should 

be taken to protect it.    

2 2. Camera connection.  Up 

to a 20m. camera cable 

can be used to bring  

transmitter to front part of 

trailer.   

3 

3. To prevent shock, make sure power is off and system is 

completely installed before connecting power.  Once 

connected, a wrap of electrical tape is suggested.   

4 

4. Connect black ground wire to battery ground (-).  

Connect red wire (positive dc 12 v. +) to 3 amp fused 

power supply.   

5 

5. Place camera at a height above on-coming head lights.  

Do not cut gasket off. Removal of gasket may void 

warranty.   

* Do not power up system until 

all components have been 

connected and connections 

have been checked. 

 



  

APP Information: 

Note: The operating system for an Android (smart phone / tablet) 

shall not be lower than version 2.2. Version, and a 4.0 is 

preferred.  

Setting up App: 

1) Download the Android App “WIFI 

CAMERA” by “Fametech”” into a smart 

phone or device.   
 

 
2) Turn on the VerityRVS system.   

3) On your phone/device, navigate to the "Settings”. 

4) Locate and click the option "Wireless Networks." 

5) Select "Wi-Fi Settings." 

6) Select the option to turn on a Wi-Fi connection, if 

prompted. 

7) Select "Scan" or "Add Wi-Fi Network." This will allow Wi-Fi 

to search for any available Internet connections.   

8) Wait for the list to generate, select LW04b017d0 or 

LW04b018d0 from the list of available networks. 

9) Select "Connect" to establish a connection to a wireless 

network. 

10) You will be asked for a pass word.  The password is 

“12345678” 

 

  



  

Starting App: 

1. Go to Apps or Downloads in your device.  Press “WiFi 

Camera”. 

  

 

2. Tap the start page. 

 
 

3. Image from the camera will appear on screen. 

 

 

 

 

 

 

 



  

Video and photo options: 

Along the base of the screen there are 3 buttons. 

 

Button one:  Brings up the access screen to 

videos and pictures. 

 

 

Button two:  Takes a still photo and saves in 

the photo file. 

 

 

Button three:  Takes a video and saves in the 

video file. 

 

Exit Button closes the App. 

Technical Support 



  

A service ticket can be filled out on line to supply the 

quickest service.  The service ticket can be easily found on 

our web site www.verityrvs.com or use the code to the right.  

Please have the serial number of the system 

which is found on the back of the monitor 

when contacting the service department.  We 

take great pride in delivering the most 

dependable product in the industry.  Each 

item was 100% QC tested and then we randomly recheck 

another up to 10% before it leaves our hands to you.  We 

have a .034% issue rate with this product.  

Email Tech Support: Tech@verityrvs.com 

Phone Tech Support: 574-807-6002 

Note:  if you are a fire/rescue customer in need of tech 

support after hours or on weekends, leave a message and a 

technician will return your call as soon as one becomes 

available. 

 

a division of 

Component Solution Services 

56600 Twin Branch Drive 

Mishawaka, IN  46545 

574-807-6002 

Toll Free 844-875-4799 

 

 

 

 

We at Verity Rear Vision Systems would like to 

personally thank you for purchasing our product.  Our 

company strives to supply the best products at a fair 

price.  We care that you enjoy a safe driving experience.   

 
© 2015 Verity Rear Vision Systems    


