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INTRODUCTION
Thank you for purchasing the Futaba 6J digital proportional R/C airplane/helicopter system. This radio has
been designed and manufactured to provide you with many, many years of modeling enjoyment and fun.
:KHWKHUWKLVLV\RXU¿UVWYHQWXUHLQWR5&RU\RX¶UHDVHDVRQHGYHWHUDQWKH-R൵HUVVRPHWKLQJIRUHYHU\RQH
,IWKLVLV\RXU¿UVWµFRPSXWHU¶UDGLRUHVWDVVXUHGWKDWWKLVV\VWHPLVGHVLJQHGWRPDNHLQLWLDOVHWXSDQG¿HOG
WXQLQJRI\RXUDLUSODQHDQGRUKHOLFRSWHUHDVLHUDQGPRUHDFFXUDWHWKDQXVLQJDQRQFRPSXWHUµDQDORJ¶UDGLR
([SHULHQFHGPRGHOHUVZLOODSSUHFLDWHVRPHRIWKH-¶VDGYDQFHGIHDWXUHVDQGIXQFWLRQVQRUPDOO\IRXQGRQ
the more advanced radios. In either case, to make the best use of the Futaba 6J system, and to operate it
safely, you should carefully read the instructions in their entirety prior to operation.
Every modeler has their own personal preferences on the proper steps to set-up and program their models.
$V VXFK LW ZRXOG EH YHU\ GL൶FXOW WR FUHDWH D PDQXDO WKDW ZRXOG VDWLVI\ DOO PRGHOHUV DFFRUGLQJO\  7KXV
WKLVPDQXDOKDVEHHQGHVLJQHGWRµVWHS\RXWKURXJK¶WKHSURJUDPPLQJRIWKH7-WUDQVPLWWHUIROORZLQJWKH
function list of the system. If you wish to follow your own personal preference on setting up a model, please
feel free to do so keeping in mind that some programming options will interact with others. For example,
GXDOUDWHVDQG(3$ZLOOLQÀXHQFHRQHDQRWKHU
Suggestion: If, while reading the instructions, you are unclear of some of the procedures or functions
GHVFULEHGRUEHFRPHµVWXFN¶SOHDVHFRQWLQXHUHDGLQJDQ\ZD\2IWHQWLPHVWKHIXQFWLRQRUSURFHGXUHZLOOEH
explained again later in an alternate manner which will clarify the procedure or function. Another alternative
is to connect the battery, servos, receiver, etc. to simulate your aircraft and actually program the radio
DFFRUGLQJO\7KLVZLOODOORZ\RXWRYLVXDOO\UHFRJQL]HWKHH൵HFWVRI\RXUSURJUDPPLQJLQSXWV,IXWLOL]LQJ
this alternate method of familiarizing yourself with your radio, please ensure that your aircraft can not cause
harm to yourself or others by disabling it accordingly.
Service
(USA only)
If any difficulties are encountered while setting
up or operating your system, please consult the
LQVWUXFWLRQPDQXDO¿UVW)RUIXUWKHUDVVLVWDQFH\RX
may also refer to your hobby dealer, or contact
the Futaba Service Center at the web site, email
address, fax number, or telephone number below.
https://www.futabausa.com/
E-mail: service@futabaUSA.com
FAX:1-256-461-1059
Phone:1-256-461-9399
As of this writing, the Futaba Service Center
assistance is available from 8:00 AM to 5:00 PM
Central Standard Time, Monday through Friday.
This is subject to change at any time, however.
If you are unable to resolve the difficulty, pack

the system in its original packaging. Please also
include a note that provides a thorough and accurate
description of the difficulties experienced. Please
include the following information in your note:
• Symptoms
• Inventory of enclosed items
• The items that require repair
• Contact information-name, address, telephone
number and email address
• If items are to be considered for warranty repair,
please also include a copy of the proof of purchase
or purchase receipt
The equipment should be sent to the Futaba Service
Center at the address below:
FUTABA Corporation of America
2681 Wall Triana Hwy Huntsville, AL 35824,
U.S.A.
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This product is to be used for the flying of radio controlled models only. Futaba is not
responsible for the results of use of this product by the customer or for any alteration of
this product including modification or incorporation into other devices by third parties.
0RGL¿FDWLRQZLOOYRLGDQ\ZDUUDQW\DQGLVGRQHDWWKHRZQHU¶VULVNDQGUHVSRQVLELOLW\
(USA only)
Please protect the environment by disposing of rechargeable batteries responsibly. Throwing rechargeable
batteries into the trash or municipal waste system is illegal in some areas. Call 1-800-BATTERY for
information about NiCd battery recycling in your area.

USAGE PRECAUTIONS:
1) Please obey all regulations to enjoy safe modeling.
2) Please keep the model in sight at all times as large objects can negatively impact the RF signal. Please
keep in mind that objects such as wire fences and wire mesh will also cause degradation of the RF signal.

CONTENTS AND SPECIFICATIONS
Transmitter: T6J- 2.4GHz
• 6-Channel - 2.4GHz S-FHSS transmitter
(Up to 4-Channel at 2.4GHz FHSS system)
• Transmitting on 2.4GHz band
• Operating system: 2-stick, 6-channel system
• Power supply: 4-AA 1.2V Dry Cell batteries; 4.8V
total (sold separately)
• Current drain: 120mA

Receiver: R2006GS
• 6-Channel - 2.4GHz S-FHSS receiver
(Up to 4-Channel at 2.4GHz FHSS system)
• Receiving on 2.4GHz band
• Power requirement: 4.8 ~ 7.4 volts (shared with
servos)(*1)
• Current drain: 80mA (at no signal)
• Size: 1.70 x 0.98 x 0.35 inches (43.1x 25.0x 8.8
millimeters)
• Weight: 0.30 Ounces (8.5 grams)

(*1) Note: Never use dry cell batteries for the R2006GS receiver as this may cause difficulties with the
UHFHLYHU¶VRSHUDWLRQ

GLOSSARY
It will be helpful to understand the following terms before reading the rest of this manual. The terms are not
in alphabetical order, but are in a logical order that prepares the reader for better understanding the next term.
For additional terminology, please refer to the complete glossary that is located elsewhere in this manual.
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Reversing (servo reversing):5HYHUVHVWKHURWDWLRQRIDVHUYR7KLVIXQFWLRQDGGVHDVHDQGÀH[LELOLW\GXULQJ
installation by allowing the user to electronically set the proper response direction for each servo.
Throw: When speaking of a control surface (such as an elevator or aileron), the
throw is the distance that the surface moves. Control surface throw is usually
measured at the trailing edge (back) of the control surface and is expressed
in inches or millimeters. The model in the diagram has 1/2” (13mm) of up
elevator throw. Please note that throw might also refer to the distance that a
servo arm, wheel, etc. travels.
Dual Rate (D/R): On the 6J 2.4GHz the dual rate switch allows you to instantly
VZLWFKLQÀLJKWEHWZHHQWZRGL൵HUHQWFRQWUROWKURZVIRUWKHDLOHURQHOHYDWRUDQGUXGGHU2IWHQGL൵HUHQW
FRQWURO WKURZV DUH UHTXLUHG IRU GL൵HUHQW W\SHV RI À\LQJ  )RU H[DPSOH ³ORZ´ WKURZV VPDOOHU PRYHPHQWV
RI WKH FRQWURO VXUIDFHV  DUH UHTXLUHG IRU IO\LQJ DW KLJK VSHHGV ZKHUHE\ WKH PRGHO¶V UHVSRQVH EHFRPHV
PRUHVHQVLWLYH2QWKHRWKHUKDQG³KLJK´WKURZVPLJKWEHUHTXLUHGIRUÀ\LQJVORZHUDJJUHVVLYHDHUREDWLF
maneuvers such as hovering, or when landing the model and the speed is slower thereby the model may not
be as sensitive. It is also important to note that lower rates are better for beginners, who tend to over-control
WKHDLUFUDIWGXULQJÀLJKW
End Point Adjustments (EPA): Sets the overall, maximum distance that the servo rotates in either direction.
Exponential (EXPO): Normally, servos respond proportionally to control stick input from the transmitter.
That is, if the stick is moved halfway, the corresponding servo will also move halfway. However, with
exponential, the servo can be made to move more, or less, than the relative stick movement. Generally
speaking, exponential is used to lessen, or lower, the servo movement. Exponential is commonly used to
µVRIWHQ¶ RU GHFUHDVH WKH LQLWLDO VHUYR WUDYHO IRU WKH DLOHURQV HOHYDWRUV DQG UXGGHU 7KXV WKH LQLWLDO FRQWURO
VWLFNLQSXWVIURPWKHSLORWZLOOUHVXOWLQVPDOOVHUYRPRYHPHQWIRUDVPRRWKHUÀ\LQJDLUFUDIW
Control response is milder around half-stick, but becomes increasing stronger as stick travel approaches
100%. Exponential is great for aerobatics and trouble situations.
Please note it is important to remember that dual rates adjust the amount of servo travel whereas the
exponential adjustments determine where most of the travel will occur.
Mixing: Two (or more) servos may be made to operate together either by mechanically joining their leads
ZLWKD<FRQQHFWRU RUEHHOHFWURQLFDOO\µMRLQLQJ¶WKHPWKURXJKSURJUDPIXQFWLRQVLQWKHWUDQVPLWWHU:KHQ
VHUYRVDUHHOHFWURQLFDOO\MRLQHGYLDSURJUDPPLQJWKH\DUHVDLGWREH³PL[HG´8QOLNHMRLQLQJVHUYRVZLWKD
Y-connector, when servos are mixed electronically they can be made to move in opposition. Additionally, it
is possible to adjust the ratio at which the two channels are mixed.
7KLVIXQFWLRQDOORZVDVLQJOHLQSXWWRFRQWUROWKHRSHUDWLRQRIWZRRUPRUHVHUYRV6LPSOL¿HVURXWLQHÀ\LQJ
DQGDOORZVPRUHLQYROYHGPDQHXYHUV²JUHDWIRULQWHUPHGLDWHDGYDQFHGÀLHUV)RUH[DPSOH)ODSWRHOHYDWRU
PL[LQJ0RVWPRGHOVZLOOFKDQJHSLWFKXSRQGHSOR\LQJÀDSV VRPHZLOOFOLPERWKHUVGLYH $IWHUWHVWÀ\LQJ
the model and determining the direction and amount of elevator throw required to correct for this change,
DSLORWPD\VHWDÀDSWRHOHYDWRUPL[WRFRPSHQVDWH2QFHWKHPL[LVRSHUDWLQJSURSHUO\ZKHQWKHPRGHOHU
JLYHVÀDSFRQWUROWKHUDGLRDXWRPDWLFDOO\DOVRJLYHVWKHSURSRUWLRQDODPRXQWRIHOHYDWRUWKURZNHHSLQJWKH
PRGHOÀDWDQGVWUDLJKW
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INTRODUCTION TO THE 6J- 2.4GHZ SYSTEM
Important! $OZD\VWXUQRQWKHWUDQVPLWWHU¿UVWWKHQWKHUHFHLYHU:KHQWXUQLQJR൵WKHV\VWHPDOZD\VWXUQ
R൵WKHUHFHLYHU¿UVW7KHUHFHLYHUVKRXOGQHYHUEHRQZLWKRXWWKHWUDQVPLWWHURQ)ROORZLQJWKLVSURFHGXUH
will prevent damage to the servos and/or control surfaces. Or, in the case of electric-powered models, the
motor may unexpectedly turn on causing severe injury.
Transmitter
One of the many advantages of a computerized transmitter, like the T6J, is that they allow for functionality
for both airplane and helicopter applications.
ACRO mode:7KLVLVWKHPRGHOVHOHFWLRQWKDWVKRXOGEHXWLOL]HGIRUFRQWURORI¿[HGZLQJ DLUSODQH DLUFUDIW
([WHUQDO VZLWFKHV RSHUDWH GXDO UDWHV '5  ODQGLQJ JHDU DQG WUDLQHU FRUG RU ³EXGG\ ER[´ FDSDELOLWLHV
Programming features include servo reversing and EPA on all channels, dual rates, exponentials and
SURJUDPPDEOHPL[LQJ$GGLWLRQDOO\DQ\RQHRIIRXUIDFWRU\VHWSUHSURJUDPPHGPL[HUVLQFOXGLQJÀDSHURQ
and V-tail, elevon mixing may be selected.
HELI mode: The T6J also includes the necessary programming necessary to control rotary wing (helicopter)
models. The T6J includes dual rate (D/R), idle up, throttle hold, and gyro sensitivity can be operated by the
switches. Additional, programming features include servo reversing and EPA on all channels, dual rates,
exponentials, throttle curve, pitch curve, throttle hold and pitch to rudder mixing (REVO). Additionally, any
RQHRIIRXUIDFWRU\VHWSUHSURJUDPPHG³VZDVKSODWHW\SH´PL[HUVLQFOXGLQJWKUHHGL൵HUHQWVHUYRW\SHVRU
3-E, may be selected.
Transmitter controls
7KH GLDJUDP DQG H[SODQDWLRQV EULHÀ\ GHVFULEH WKH IXQFWLRQV RI WKH )XWDED 7-*+] WUDQVPLWWHU  )XOO
instructions on how to operate the controls are provided beginning on page 19.
Note: The diagram shows a mode 2 system. (For information on the various stick modes, please refer to
page 74 of this manual).

A:Gear switch/CH.5
H:Gyro switch/CH.5

Antenna (built-in)
Carrying handle

A:Flap trim
H:Hovering pitch
Neck strap hook
A:Program mixing
H:Throttle hold switch
Aileron, Elevator & Rudder
dual rate switch

Trainer switch
H:Idle-up switch
A:Throttle/pitch curve
Throttle/rudder
control stick
(Mode 2)

Aileron/elevator
control stick
(Mode 2)

Throttle trim
lever (Mode 2)

Elevator trim lever
(Mode 2)
Aileron trim lever

Rudder trim
lever

Charging jack
On-off switch

Throttle cut
button

DATA INPUT lever

MODE key
END key
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Liquid-crystal display
screen (LCD)

SELECT key

Descriptions:
Note: A: indicates functions that are only found when the T6J is in the ACRO (airplane) mode. H: indicates
functions that are only found when the T6J is in the HELI (helicopter) mode. If neither an A: or H: is
indicated the function is applicable to both ACRO and HELI modes.
Aileron, Elevator and Rudder dual rate switch: use this switch to select between two aileron, elevator and
rudder control throw settings. The throws can be set up however you prefer. Generally speaking, when the
VZLWFKLVLQWKHµXS¶SRVLWLRQWKHFRQWUROWKURZVDUHJUHDWHU ³KLJKUDWH´ &RQYHUVHO\ZKHQWKHVZLWFKLVLQ
WKHµGRZQ¶SRVLWLRQWKHWKURZVDUHUHGXFHG ³ORZUDWH´ 7KLVVZLWFKDOVRFRQWUROVWKHH[SRQHQWLDOUDWHVLI
applicable. Note: The T6J allows modelers to assign the dual rates to various switches. Please refer to the
dual rate section of this manual for additional information.
A: Flaps/channel 6- This switch operates the servo connected to channel six in the receiver. If your model
LVHTXLSSHGZLWKÀDSVWKLVLVWKHFRQWUROXVHGWRRSHUDWHWKHPDFFRUGLQJO\95 URWDU\NQRE LVWKHGHIDXOW
FRQWUROIRUWKLVFKDQQHO1RWH7KH7-DOORZVPRGHOHUVWRDVVLJQWKHÀDSVWRYDULRXVVZLWFKHVRUWKHURWDU\
NQREDVGHVLUHG3OHDVHUHIHUWRWKHÀDSVÀDSHURQVHFWLRQRIWKLVPDQXDOIRUDGGLWLRQDOLQIRUPDWLRQ
H: Throttle hold switch-7KLVVZLWFKZLOO³KROG´WKHHQJLQHLQDQLGOLQJSRVLWLRQDQGGLVHQJDJHLWIURPWKH
throttle stick. It is commonly used to practice autorotation skills for helicopter pilots.
Neck strap hook:6RPHPRGHOHUVSUHIHUWRÀ\ZLWKWKHRSWLRQDOQHFNVWUDSV$YDLODEOHVHSDUDWHO\WKHQHFN
strap allows the transmitter to hang around the neck and relieve some of the weight from your hands.
Aileron/elevator control stick: Operates the servos connected to channel 1 (aileron) and channel 2 (elevator)
in the receiver. (Mode 2)
Trim levers (all): Used to shift the neutral or center position of each servo as labeled in the diagram. Once
any trim lever is operated, the trim position is displayed on the LCD screen.
Note:7KHWKURWWOHWULPOHYHULVLQWHQGHGWR¿QHWXQHWKHWKURWWOHVHUYRZKHQWKHHQJLQHLVDWLGOH7KURWWOH
WULPGRHVQRWD൵HFWWKHWKURWWOHVHUYRZKHQWKHWKURWWOHFRQWUROVWLFNLVDOOWKHZD\XS VRLGOHUSPFDQEH
DGMXVWHGZLWKRXWD൵HFWLQJWKURWWOHVHWWLQJVWKURXJKWKHUHVWRIWKHVWLFNPRYHPHQW 
Charging jack: Port used for charging the transmitter batteries (if applicable). The T6J does not include
rechargeable transmitter batteries or the AC charger. However, these items are available separately at your
local hobby shop, if desired.
2Q2൵VZLWFK8VHGWRSRZHUWKH7-RQRUR൵
DATA Input Lever: Used to change the values of the various functions displayed on the LCD screen.
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Liquid Crystal Display: Commonly referred to as LCD, this is the screen of the transmitter that displays the
programming modes, values entered, etc.
MODE key:8VHGWRVFUROOWKURXJKDQGGLVSOD\WKHGL൵HUHQWIXQFWLRQV
SELECT key: Used to display the values for the current function.
Throttle cut button: This button activates the throttle cut function and is used to fully close the carburetor
DQGVKXWR൵WKHHQJLQH
Throttle/Rudder control stick: Operates the servos connected to channel 3 (throttle) and channel 4 (rudder)
in the receiver. (Mode 2)
Trainer switch: Operates the trainer functions. To operate as a trainer switch, the transmitter must be
connected to another transmitter via a trainer cord (sold separately). See page 64 for more information on
this feature.
H: Idle Up switch:7KLVVZLWFKRSHUDWHVWRFKDQJHWKHÀLJKWFRQGLWLRQZKLFKVHWVWKHWKURWWOHFXUYHDQGSLWFK
FXUYHIRUPLGDLUPDQHXYHUV UROOVORRSVVWDOOWXUQV DQG'ÀLJKW
A: Retractable landing gear switch/channel 5: This switch operates the servo connected to channel 5 in the
receiver. If your model has retractable landing gear, this is the control used to extend and retract the gear.
H: Gyro switch/channel 5:<RXFDQFRQQHFW\RXUJ\UR¶VVHQVLWLYLW\DGMXVWPHQWFRQQHFWRUWRFKDQQHORIWKH
UHFHLYHUWRRSHUDWHWKHJ\UR7KH7-R൵HUVWZRGL൵HUHQWVHQVLWLYLW\VHWWLQJV
&KDQJLQJWKHWKURWWOHVWLFNUDWFKHWV\VWHPIRUKHOLFRSWHUÀLJKW
Generally speaking, helicopter pilots prefer a smooth operation of
the throttle stick rather than the ratcheting operation commonly
used by fixed wing pilots. The procedure below will allow
modelers to change from this ratcheting operation to the smoother
throttle stick operation.
1) Open the battery cover on the back of the transmitter and remove
the transmitter battery, or batteries.
2) Unplug the battery connection on the left side of the battery
case.
3) Remove the four transmitter rear case screws and remove the
rear case.
4) Change the ratchet plate on the gimbal section to the smooth
ratchet plate for helicopter use.
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Ratchet plate
for airplane

Ratchet plate
for helicopter

RADIO INSTALLATION
Follow these guidelines to properly mount the servos, receiver and battery.
• Make certain that the alignment tab on the battery, switch and servo connectors are oriented correctly and
WKDW WKH ³NH\V´ RQ WKH FRQQHFWRUV FRUUHVSRQG WR WKH QRWFK LQ WKH UHFHLYHU RU FRQQHFWRUV EHIRUH SOXJJLQJ
them in. When unplugging connectors never pull directly on the wires. Instead, pull directly on the plastic
connectors. Doing so will prevent any damage to the wires.
• ,IDQ\VHUYRZLUHVDUHQRWORQJHQRXJKWRUHDFKWKHGHVLUHGFRQQHFWLRQSRLQW)XWDEDR൵HUVDFRPSOHWHUDQJH
of servo extensions which may be purchased separately for this application.
• Always mount the servos with the supplied rubber grommets. Do
not over-tighten the screws. No part of the servo casing should Servo
contact the mounting rails, servo tray or any other part of the
airplane/helicopter structure. If they do so, vibration will be
transmitted to the servo itself causing premature wear and/or servo
failure.

Rubber
grommet

Servo

Rubber
grommet

• Note the small numbers (1-4) molded into each arm of the Futaba 4-arm servo arms. The
QXPEHUV LQGLFDWH KRZ PDQ\ GHJUHHV HDFK DUP LV µR൵¶ IURP  GHJUHHV  7KHVH PD\ EH
used to correct slight manufacturing deviances between servos and ensure the proper
geometric set-up for the aircraft.
• To center the servos, connect them to the receiver and turn on
the transmitter followed by the receiver. Center the trims on the
WUDQVPLWWHU WKHQ ¿QG WKH DUP WKDW ZLOO EH SHUIHFWO\ SHUSHQGLFXODU 
degrees) to the pushrod when placed on the servo.

• After the servos are installed, operate each servo over its full travel and check that the pushrods and servo
arms do not bind or contact each other. Also, make sure that the controls do not require excess force to
operate. If there is any objectionable buzzing sound coming from a servo, there is probably too much
UHVLVWDQFHLQWKHFRQWURO)LQGDQGFRUUHFWWKHGL൶FXOW\
• Use the mounting plate from the receiver on/off switch as a template for the cutout and screw holes.
0RXQWWKHVZLWFKRQWKHVLGHRIWKHIXVHODJHRSSRVLWHWKHHQJLQHH[KDXVWDQGLQDORFDWLRQZKHUHLWZRQ¶W
EH LQDGYHUWHQWO\ WXUQHG RQ RU R൵ GXULQJ KDQGOLQJ RU VWRUDJH RI WKH DLUFUDIW 7KH FXWRXW VKRXOG DOORZ IRU
a full range of motion from the switch in both directions. Be certain that the switch moves without and
UHVWULFWLRQVDQGWKDWLWµVQDSV¶IURPRQWRR൵
• When you install the switch harness in the helicopter, please use the switch cover. Generally, sandwich
WKHIUDPHE\WKHVZLWFKDQGVZLWFKFRYHUDQGVHFXUHO\WLJKWHQWKHVFUHZV'L൵HUHQWPRGHOVPLJKWUHTXLUH
GL൵HUHQWLQVWDOODWLRQV,QWKDWFDVHSOHDVHIROORZWKHGLUHFWLRQVVXSSOLHGE\WKHPDQXIDFWXUHU
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• To prevent the servo lead wires from being broken by vibration
during flight, provide a bit of slack so that the wire is not
pulling against the servo or connector going to the receiver. In
DGGLWLRQSHULRGLFDOO\FKHFNWKHZLUHGXULQJSUHÀLJKWURXWLQH

Fasten about 5-10cm
from the servo outlet
so that the lead wire
is neat.

Margin in the lead wire.

IMPORTANT: In order to maximize the performance and enjoyment of the Futaba T6J transmitter, please
read this section carefully and completely.
Receiver Installation:
• In order to obtain the best possible performance from your 2.4GHz aircraft receiver, we have developed the
following guidelines and suggestions.
• The R2006GS has two antennas. In order to
maximize signal reception and promote safe
modeling Futaba has adopted a diversity antenna
system. This allows the receiver to obtain RF
VLJQDOVRQERWKDQWHQQDVDQGÀ\SUREOHPIUHH

*Must be kept as straight as possible.
Antenna

Coaxial cable

• To obtain the best results from the diversity function, please refer to the following instructions:
The two antennas must be kept as straight as possible. Failure to
do so might result in reduced operational range of the model.
Ideally, the two antennas should be placed at 90 degrees to each
other. However, the most critical aspect is to keep the antennas
away from each other as much as possible.
Larger models can have large metal objects that can attenuate the
RF signal. In this case the antennas should be placed at both sides of the model. Then the best RF signal
FRQGLWLRQLVREWDLQHGDWDQ\À\LQJDWWLWXGH
The antennas should be kept away from conductive materials, such as metal and carbon by at least halfinch. The coaxial part of the antennas does not need to follow these guidelines, but do not bend in a small
radius.

Antenna
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Antenna

The two antennas should be placed at 90 degrees to each other.
The main purpose of the photo demonstrates how the antenna should be placed.
• The receiver contains precision electronic parts. It is the most delicate radio component on-board the model
and should be protected from temperature and other extreme conditions.
$OORZDLUWRFLUFXODWHDURXQGWKHUHFHLYHU2QHWLSLVWRXWLOL]HVPDOOIRDPEORFNVOLNHVWDQGR൵VWRHQVXUH
that there is an air channel around the receiver.
0RXQWWKHUHFHLYHURQLWVORQJQDUURZVLGHZLOODOVRDVVLVWLQPD[LPL]LQJDLUÀRZDQGPD[LPL]LQJFRROLQJ
H൶FLHQF\
&OHDUFDQRSLHVH[SRVHUDGLRFRPSRQHQWVWRGLUHFWVXQOLJKWZKLFKUHVXOWVLQDGGLWLRQDOKHDULQWKHPRGHO¶V
LQWHULRU7KLVFDXVHVQRGL൶FXOWLHVGXULQJÀLJKWEXWPDNHVVKDGLQJ\RXUPRGHOVRQWKHJURXQGLPSRUWDQW
&RYHUWKHPRGHOVZLWKDZKLWHWRZHORUSODFHWKHPLQWKHVKDGHDZD\IURPWKHVXQ¶VUD\V
7KH5*6UHFHLYHUVKRXOGEHPRXQWHGDZD\IURPKHDWVRXUFHVVXFKDVPX൷HUH[KDXVWVWXQHGSLSHV
batteries, etc.
If appropriate, waterproof the receiver by placing it in a plastic bag and closing the open end with a rubber
band before wrapping it in foam. If moisture enters the receiver, intermittent operation or a failure may
result. Wrapping the receiver in a plastic bag also protects it from fuel and exhaust residue which, in some
models, can work its way into the fuselage.
Powering the ReceiverIt is imperative to properly power the receiver and onboard equipment. The receiver battery, or onboard
power supply should be of the design which will enable all servos and other equipment to maintain
functionality throughout the flight without any inadvertent interruptions in the supply of power to the
necessary equipment.
&RQVLGHUDWLRQVKRXOGDOVREHJLYHQWRWKHVXSSO\RISRZHUGXULQJWKHPRGHO¶VÀLJKWDQGORDGFRQVXPSWLRQV
that will vary during the operation of the various servos, etc. Failure to ensure a proper supply of power
FRXOGFDXVHGL൶FXOWLHVDQGRUSRWHQWLDOO\DFUDVK
As the receiver power needs vary significantly from model-to-model (for example, a .40-sized trainer
will require a smaller battery than would a giant-scale aircraft), it would be difficult to make a general
recommendation. As such, we would suggest that modelers refer to the suggestions of modelers with similar
PRGHOVDQGVLPLODUFRQ¿JXUDWLRQVXQWLOPRUHH[SHULHQFHGLVJDLQHG
Transmitter Antenna
2QHRIWKH¿UVWWKLQJVPRGHOHUVPLJKWQRWLFHDERXWWKH7-WUDQVPLWWHULVWKDWLWODFNVWKHWUDGLWLRQDOH[WHUQDO
WUDQVPLWWHUDQWHQQD)XWDED¶VHQJLQHHULQJVWD൵KDVZRUNHGGLOLJHQWO\WHVWLQJDQGHYDOXDWLQJDQWHQQDGHVLJQV
DQGFRQ¿JXUDWLRQV7KH7-¶VLQWHUQDODQWHQQDQRWRQO\R൵HUVIXOOUDQJHSHUIRUPDQFHLWDOORZVIRUDVPRRWK
ergonomic case design that is equally aesthetically pleasing.
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RANGE CHECK THE RADIO
$UDQJHFKHFNPXVWEHSHUIRUPHGEHIRUHWKH¿UVWÀLJKWRIDQHZPRGHO,WLVQRWQHFHVVDU\WRGRDUDQJH
FKHFNEHIRUHHYHU\ÀLJKW EXWLVQRWDEDGLGHDWRSHUIRUPDUDQJHFKHFNEHIRUHWKH¿UVWÀLJKWRIHDFKGD\ 
$ UDQJH FKHFN LV WKH ¿QDO RSSRUWXQLW\ WR UHYHDO DQ\ UDGLR PDOIXQFWLRQV DQG WR EH FHUWDLQ WKH V\VWHP KDV
adequate operational range.
:HKDYHLQVWDOOHGDVSHFLDO³3RZHU'RZQ0RGH´LQWKH7-LQRUGHUWRSHUIRUPDQRSHUDWLRQDOJURXQGUDQJH
check. During this mode, the RF power is reduced in order to test the operational range of the T6J.
:KHQDFWLYDWHGWKH³3RZHU'RZQ0RGH´ZLOOEHH൵HFWLYHIRUVHFRQGVSULRUWRDXWRPDWLFDOO\UHYHUWLQJWR
the full range mode. In most instances, 90 seconds is more than an adequate amount of time to allow for a
complete range check.
To activate the Power Down Mode and Perform A Range Check:
  7R DFWLYDWH WKH ³3RZHU 'RZQ 0RGH´ SOHDVH KROG GRZQ WKH 02'( NH\ DQG WKHQ WXUQ WKH WUDQVPLWWHU
switch on. When this mode is active the blue LED on the front of the transmitter will begin blinking and
WKHWUDQVPLWWHUZLOOSURYLGHXVHUVZLWKDQDXGLEOHDQGYLVXDOLQGLFDWLRQWKDWWKHWUDQVPLWWHULVLQWKH³3RZHU
Down Mode”.
Audibly, the transmitter will beep one time every three seconds until it reaches the 90 second time limit. At
which time the transmitter will beep two times and then return to the full power mode.
 9LVXDOO\WKH/&'VFUHHQZLOOGLVSOD\³32:5GRZQ´7KHZRUG³GRZQ´ZLOOEOLQN
DVDQDGGLWLRQDOUHPLQGHUWKDWWKHWUDQVPLWWHULVLQWKH³3RZHU'RZQ0RGH´
  :LWK WKH ³3RZHU 'RZQ 0RGH´ DFWLYDWHG ZDON DZD\ IURP WKH PRGHO ZKLOH
simultaneously operating the controls. Have an assistant stand by the model and
VLJQDOZKDWWKHFRQWUROVDUHGRLQJWRFRQ¿UPWKDWWKH\RSHUDWHFRUUHFWO\<RXVKRXOG
be able to walk approximately 30-50 paces from the model without losing control.
 ,IWKHVHUYRVMLWWHURUPRYHLQDGYHUWHQWO\WKHUHPD\EHDSUREOHP'R127À\WKHDLUFUDIW/RRNIRUORRVH
servo connections or binding pushrods. Also be certain that the battery has been fully charged.
 1(9(5VWDUWÀ\LQJZKHQWKH³3RZHU'RZQ0RGH´LVDFWLYH
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LINKING PROCEDURE
(DFKWUDQVPLWWHUKDVDQLQGLYLGXDOO\DVVLJQHGXQLTXHLGHQWL¿FDWLRQFRGH,QRUGHUWRVWDUWWKHRSHUDWLRQWKH
UHFHLYHUPXVWEHOLQNHGZLWKWKHLGHQWL¿FDWLRQFRGHRIWKHWUDQVPLWWHUZLWKZKLFKLWLVEHLQJSDLUHG2QFHWKH
link is made, the ID code is stored in the receiver and no further linking is necessary unless the receiver is to
be used with another transmitter. In the case of this T6J transmitter/receiver set, the linking has already been
completed at the factory. However, it is always a good safety precaution to perform this linking procedure
once again, regardless.
,I\RX¶YHSXUFKDVHGDVSDUHRUDGGLWLRQDOUHFHLYHULWZLOOEHQHFHVVDU\WROLQNWKLVQHZUHFHLYHUZLWK\RXU
existing transmitter. In order to do so, follow the procedure below:
1) Place the transmitter and the receiver close to one another. Generally speaking, as long as the transmitter
DQGUHFHLYHUDUHZLWKLQ´ RQHPHWHU WKHOLQNLQJSURFHGXUHZLOOSURFHHGZLWKRXWDQ\GL൶FXOWLHV
2) Turn on the transmitter.
3) Check the LED that is located on the face of the T6J transmitter. When the blue LED is on, and solid (no
blinking), the RF signal is being transmitted.
4) With power connected to the receiver turn on the receiver. The LED
on the face of the receiver will begin blinking.
 8VLQJWKHSURYLGHGSODVWLFVFUHZGULYHUSUHVVGRZQDQGKROGWKH³6:´
switch on the receiver for more than one second. At this point, the
receiver/transmitter will start the linking operation.
 :KHQWKHOLQNLQJLVFRPSOHWHWKH/('RQWKHUHFHLYHUZLOOFKDQJHWRVROLGJUHHQ3OHDVHFRQ¿UPWKDW
the servos will now operate by your transmitter. Please refer to the table below for the LED status of the
UHFHLYHU¶VFRQGLWLRQ

No signal reception
Receiving signals
Receiving signals, but ID is unmatched
Unrecoverable failure (EEPROM, etc.)

Red: On
Green: On
Green: Blink
Red and Green turn on alternately
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RECEIVER AND SERVO CONNECTIONS
Connect the servos to the receiver to perform the functions indicated:

Receiver
output channel
1
2
3
4
5
6
B

Aircraft (ACRO)

Helicopter (HELI)

$LOHURQRUULJKWÀDSHURQ±RUULJKW
elevon (for tailless models)
Elevator –or- left ruddervator (for
V-tail models) –or- left elevon (for
tailless models)
Throttle
Rudder –or- right ruddervator (for
V-tail models)
Retractable landing gear
)ODS±RUOHIWÀDSHURQ
5HFHLYHURQR൵VZLWFK WKHUHG
colored connector should be inserted
into the receiver)

Aileron
Elevator
Throttle
Rudder
Gyro sensitivity
Pitch
5HFHLYHURQR൵VZLWFK WKHUHG
colored connector should be inserted
into the receiver)

The diagram shown is for aircraft models only. Additional servos may have to be purchased separately.
Aileron Servo
(CH1)
Receiver
(Red)

Elevator Servo
(CH2)
Throttle Servo
(CH3)

Charging
Jack
(Black)

Switch
Harness

To Battery

(CH1)

(CH6)

(CH6)
(CH2)

(CH2)

Rudder Servo
(CH4)
Gear Servo
(CH5)

NOTE: NEVER use dry battery for R606FS
as it cause malfunction.

(CH1)

(CH4)
Flaperon Mode (Dual Aileron
Servo, CH1 & 6)

(CH4)
Independent Aileron & Flap

Flap Servo
(CH6)

The diagram shown is for helicopter models only. It is necessary to buy an additional gyro separately.
Aileron Servo
(CH1)
Receiver
(Red)
Charging
Jack
(Black)

Switch
Harness

Elevator Servo
(CH2)
Throttle Servo
(CH3)

Pitch Servo
(CH6)
To Battery
NOTE: NEVER use dry battery for R606FS
as it cause malfunction.
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Rudder Servo

Optional
Gyro
System

Gyro sensitivity (CH5)
Rudder (CH4)

ALARMS AND WARNINGS
7KH 7- RIIHUV VHYHUDO GLIIHUHQW ZDUQLQJV DQG DODUPV WKDW ZLOO VRXQG LI FHUWDLQ VDIHW\ IDFWRUV DUHQ¶W PHW
For example, whether you are in airplane or helicopter mode, should the batteries drop lower than the
recommended safe voltage, an alarm will sound. When in the helicopter mode there are several additional
warnings/alarms that may sound: stick position, throttle hold and/or idle up activated.
These are built-in safety features to ensure the longevity of your model and your enjoyment of the hobby.
We strongly suggest adhering to the warnings accordingly.
Transmitter Battery voltageThe T6J transmitter offers a programmable low voltage alarm that warns modelers when the transmitter
YROWDJHGURSVEHORZWKHSUHVHWORZEDWWHU\VHWWLQJ,I\RXDUHÀ\LQJZKHQWKLVDODUPVRXQGVSOHDVHODQGDV
TXLFNO\DQGVDIHO\DVSRVVLEOHWRDYRLGDQ\SRWHQWLDOGL൶FXOWLHV
To set the Transmitter Battery Voltage Alarm1) Press and hold the MODE and END buttons while simultaneously turning on the
transmitter.
2) Press the DATA INPUT lever upward or downward to select the voltage at which
the Battery Voltage Alarm will sound. If using four AA Alkaline (dry cell) batteries,
WKH DODUP VKRXOG EH VHW WR  YROWV  ,I XWLOL]LQJ D ¿YH FHOO1L&G1L0+ WUDQVPLWWHU
battery, select the 5.0V setting.
1RWH7KH WUDQVPLWWHU¶V %DWWHU\ )DLO 6DIH PRGH LV QRW DSSOLFDEOH ZKHQ WKH WKURWWOH FKDQQHO KDV EHHQ VHW WR
hold or when the T6J is transmitting in the FHSS mode.
Stick Position Alarm7KH 7- R൵HUV D WKURWWOH VWLFN SRVLWLRQ DODUP WKDW ZDUQV RI DQ XQVDIH WKURWWOH VWLFN
position when the transmitter is powered up, or turned on. If the throttle stick is not
at the idle position, the transmitter will sound an audible alarm, and the screen will
display a visual warning as well.
Move the throttle position to the lowest position in order to silence this alarm
accordingly.
Throttle Hold and Idle Up Alarm (HELI only).
:KHQLQWKHKHOLFRSWHUPRGHWKH7-R൵HUVDODUPVZKHQHLWKHURUERWKWKHWKURWWOHKROGDQGLGOHXSVDUH
DFWLYDWHGZKHQWKHUDGLRLVWXUQHGRQ7KLVLVUHIHUUHGWRDVWKH³0,;´ZDUQLQJ$VZLWKWKHWKURWWOHVWLFN
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position alarm mentioned above, the T6J will sound an audible warning and display a
visual warning on the screen also.
These warning signals will continue until the switch(es) are returned to their off
positions.

BATTERY CHARGING PROCEDURES AND PRECAUTIONS
7KH 7- WUDQVPLWWHU LV GHVLJQHG WR ZRUN ZLWK HLWKHU IRXU  $$ DONDOLQH GU\ FHOO EDWWHULHV RU D ¿YH FHOO
NiCd/NiMH battery pack, both available separately. The transmitter batteries used are a matter of personal
preference.
AA Alkaline batteries are available at any local hobby shop, grocery store, etc. A NiCd/NiMH battery pack
will need to be purchased from a hobby shop.
Charging NiCd/NiMH batteries
As noted above, the T6J transmitter will function with four dry cell batteries, however, some modelers will
opt to purchase a NiCd/NiMH battery pack and charger for use with this transmitter.
Failure to exercise caution while using this product and to comply with warnings pertaining to the charging
SURFHGXUHVFRXOGUHVXOWLQQXPHURXVGL൶FXOWLHV3OHDVHIROORZWKHVSHFL¿FDWLRQVDFFRUGLQJO\
Whether you choose NiCd (nickel cadmium, pronounced nI-kad) or NiMH (nickel metal hydride) batteries,
these packs require special care and charging. Read the charging instructions carefully.
NOTE: The batteries are generally supplied partially charged but will require a full, overnight charge before
WKHPRGHOPD\EHÀRZQ
 :LWKWKHWUDQVPLWWHUSRZHUR൵FRQQHFWWKHWUDQVPLWWHUFKDUJLQJFRUGFRPLQJIURPWKH$&ZDOOFKDUJHU
to the charge jack in the right side of the transmitter case. The receiver charging cord may be connected to
WKHEDWWHULHVWZRGL൵HUHQWZD\V7KHFKDUJHFRUGPD\EHFRQQHFWHGGLUHFWO\WRWKHEDWWHU\SDFNRUWRWKH
YDFDQWFKDUJHFRQQHFWRU EODFN FRPLQJIURPWKHRQR൵VZLWFKLQWKHPRGHO&KDUJLQJWKURXJKWKHVZLWFK
is preferred as there will be no need to disconnect the battery.
 3OXJWKH$&ZDOOFKDUJHULQWRDZDOORXWOHW1RWH,IWKHZDOORXWOHWFDQEHWXUQHGR൵E\DVZLWFKLQWKH
URRPEHFHUWDLQWKHVZLWFKUHPDLQVRQDIWHUOHDYLQJWKHURRP2WKHUZLVHWKHEDWWHULHVZLOOQRWEHFKDUJHG
  7KH /('V OLJKW HPLWWLQJ GLRGHV  VKRXOG OLJKW UHG LQGLFDWLQJ WKDW FXUUHQW LV ÀRZLQJ DQG WKH EDWWHULHV
are being charged. Discharged batteries will take about 15 hours to fully charge. If using an aftermarket
IDVW FKDUJHU EH FHUWDLQ WR IROORZ WKH PDQXIDFWXUHU¶V LQVWUXFWLRQV SURYLGHG ZLWK WKH FKDUJHU VR \RX GR
not overcharge the batteries. NEVER charge the batteries at a rate higher than recommended by the
manufacturer. Depending upon the battery cell construction, the batteries should also be discharged
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SHULRGLFDOO\WRSUHYHQWDFRQGLWLRQFDOOHG³PHPRU\´,IIRUH[DPSOHRQO\WZRÀLJKWVDUHPDGHHDFKWLPH
\RXJRÀ\LQJWKHEDWWHULHVZLOOQRWKDYH³UHDFKHG´YHU\IDUGRZQLQWRWKHLUIXOOFDSDFLW\$IWHUGRLQJWKLV
VHYHUDO WLPHV WKH EDWWHULHV ZLOO ³UHPHPEHU´ DQG HYHQWXDOO\ ³WKLQN´ WKH\ FDQ VXSSO\ RQO\ HQRXJK SRZHU
IRUWZRÀLJKWV$IWHUWZRÀLJKWVWKHEDWWHULHVPD\QRWSURYLGHHQRXJKSRZHUWRRSHUDWHWKHV\VWHPWKXV
causing a crash. To erase any potential memory, cycle the NiCd batteries by discharging, then charging
WKHP ZLWK D FRPPHUFLDO EDWWHU\ F\FOHU RU OHDYH WKH V\VWHP RQ DQG ³H[HUFLVH´ WKH VHUYRV E\ PRYLQJ WKH
transmitter sticks until the servos are moving very slowly, indicating that the battery is discharged. Cycling
should be done every one to two months, even during the winter or periods of long storage. If using a
cycler with a readout, note the capacity after the batteries have been cycled. If there is a noticeable drop in
capacity the batteries should be replaced.
Note: Charging your batteries with a Futaba A/C battery charger is always safe. However, fast charging with
an aftermarket charger is acceptable as long as you know how to properly operate the charger. Never charge
at a rate higher than suggested by the manufacturer. If not done correctly, fast charging can damage the
batteries.
Battery Care and Precautions
%HORZ\RXZLOO¿QGVRPHJHQHUDOUXOHVDQGJXLGHOLQHVZKLFKVKRXOGEHDGKHUHGWRZKHQFKDUJLQJWUDQVPLWWHU
and/or receiver battery packs. These are included to serve only as general guidelines, and are not intended
to replace or supersede the information provided by the battery and/or charger manufacturer. For complete
information, please refer to the instructions that are included with the battery pack(s) and/or chargers that
accompany the products purchased.
• Do not allow children to charge battery packs without adult supervision.
• Do not charge battery packs that have been damaged in any way. We strongly suggest frequent inspection
of the battery packs to ensure that no damage has occurred.
• 'RQRWWRDOORZEDWWHULHVWRRYHUKHDW,IRYHUKHDWHGGLVFRQQHFWWKHEDWWHU\IURPWKHFKDUJHULPPHGLDWHO\
and allow to cool.
• 'RQRWPL[FHOOVDOOFHOOVVKRXOGEHRIWKHVDPHPDWHULDOFRQ¿JXUDWLRQHWF
• Do not deep cycle NiMH batteries as permanent damage could result.
• Never charge batteries on a surface that may become hot, or may be impacted by the heat.
• Immediately end the charging procedure if either the batteries or charger itself become overly hot.
• 1L0+ FHOOV GR QRW H[KLELW WKH ³PHPRU\ H൵HFW´ OLNH 1L&G FHOOV VR OLWWOH F\FOLQJ LV QHHGHG 6WRUH 1L0+
packs with some voltage remaining on the cells (refer to battery supplier).
• NiMH cells have a self-discharge rate of approximately 20-25% (compared to 15% for NiCd batteries). It is
important to recharge NiMH batteries immediately prior to use.
• Never connect the battery in reverse. Reverse connection will cause the battery to overheat or will damage
the inside of the charger.
• Do not add an additional charge after charging.
• Never charge with a current exceeding the nominal capacity (lC) of the rechargeable battery.
• If a battery is charged with a current exceeding 1C, the battery will overheat and deteriorate.
• Do not connect two battery packs or more to one output terminal.
• Avoid extremely cold and hot places and the direct sunlight when you charge batteries.
• It is recommended to perform charging within the 10 ~ 30°C (50-85°F) range. Otherwise, it may cause
abnormal charging and overheat.
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LIQUID CRYSTAL DISPLAY (LCD) AND PROGRAMMING CONTROLS
THR-CUT

MODE

DATA INPUT lever - use this
to input numbers or settings

MODE key - use to select desired
function while programming
To open programming menu;
Press MODE key for one second.
To close programming menu;
Press END key for one second.

FUNC

DATA

END

SELECT

END key - use to select desired
function while programming

SELECT key - use to select items within
function to be set or changed in the screen

LCD Display screen
Current model name
When the transmitter is initially turned on, the model type,
model memory number, model memory name, transmission
mode and transmitter battery voltage are displayed on the
LCD screen. When prompted by the user, the functions and
settings stored in the memory can also be read on the screen.
7KH XVHU DFFHVVHV WKH GL൵HUHQW IXQFWLRQV XVLQJ WKH 02'(
and SELECT keys and changes the values and settings using
the DATA INPUT lever. This is called programming.

Current model type
Transmission mode
Transmitter battery
boltage
Current model #

Note: Feel free to explore by scrolling through the programs and viewing the displays using the MODE
and END keys. The MODE and END keys only determine what will be displayed on the screen and will
not change any of the settings. To access any of the submenus, use the SELECT key. For example, use
the MODE or END keys to access the servo reversing (REVR) then press the SELECT key to access the
VXEPHQXV LQWKLVFDVHFKDQQHOV WREHUH¿QHG2QO\ZKHQXVLQJWKH'$7$,1387OHYHUZLOO\RXEHDEOHWR
change any of the settings.
Model name
7KH)XWDED7-*+]VWRUHVPRGHOPHPRULHVIRU¿IWHHQPRGHOV7KLVPHDQVDOOWKHGDWD FRQWUROWKURZV
WULPVHQGSRLQWVHWF IRUXSWR¿IWHHQGL൵HUHQWPRGHOVFDQEHVWRUHGLQWKHWUDQVPLWWHUDQGDFWLYDWHGDWDQ\
JLYHQWLPH GHSHQGLQJXSRQZKLFKPRGHO\RXFKRRVHWRÀ\WKDWGD\ 7KLVHOLPLQDWHVWKHUHTXLUHPHQWIRU
UHFRQ¿JXULQJWKHWUDQVPLWWHUHDFKWLPH\RXGHFLGHWRÀ\DGL൵HUHQWPRGHOZLWKLW:KHQWKHWUDQVPLWWHULV
turned on the model type, model name, transmission mode and the transmitter voltage will be indicated on
WKH/&'VFUHHQ%HIRUHHYHU\ÀLJKW%(&(57$,1WKDWWKHFRUUHFWPRGHOQDPHIRUWKHPRGHO\RXLQWHQGWR
À\DSSHDUVRQWKHVFUHHQ,IWKHWUDQVPLWWHULVQRWRSHUDWLQJWKHFRUUHFWPRGHOVRPH RUDOO RIWKHFRQWUROV
could be reversed and the travels and trims will be wrong.
Flying a model with the wrong program will result in a crash, so always be certain the model name in
the transmitter is correct. One way to ensure this is to write the model name directly on the airplane or
helicopter, or attach a list to the bottom or back of the transmitter.
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Transmitter Battery voltage
In addition to the model type, the LCD screen also displays the transmitter battery
voltage. When the voltage goes below the Battery Low Voltage alarm setting, the
³EDWWHU\´ LFRQ ZLOO ÀDVK DQG WKH ORZEDWWHU\ DODUP ZLOO FRQWLQXRXVO\ EHHS XQWLO WKH
WUDQVPLWWHULVWXUQHGR൵:KHQWKHORZEDWWHU\DODUPVRXQGVLPPHGLDWHO\ODQG\RXU
model before losing control.
NOTE: If the transmitter ever reaches this battery voltage alarm, land as soon as safely as possible. A
PRUH UHDVRQDEOH PDUJLQ RI VDIHW\ ZRXOG EH WR TXLW À\LQJ IRU WKH GD\  RU UHFKDUJH WKH EDWWHULHV  ZKHQ WKH
transmitter battery is slightly above the low voltage alarm setting.
Mixer Alert Warning (Heli Only)
If the transmitter is turned on with the throttle hold or idle up function switched on,
WKH VFUHHQ ZLOO VKRZ ³0,;´ DQG DQ DXGLEOH ZDUQLQJ ZLOO VRXQG  3OHDVH WXUQ WKH
WKURWWOHKROGDQGRULGOHXSIXQFWLRQVR൵WRSURFHHG

Backup error
The Backup error warning occurs when the transmitter memory is lost for any reason. If this occurs, all of
the data will be reset when the power is turned on again.
'R QRW À\ when this message is displayed: all programming has been erased and is not available. Return
your transmitter to Futaba service.

PROGRAMMING THE T6J-2.4GHZ RADIO
Anytime you wish to view or change any of the current settings in the transmitter, the programming mode
PXVW¿UVWEHHQWHUHGE\RIFRXUVHWXUQLQJRQWKHSRZHUWKHQE\SUHVVLQJDQGKROGLQJWKH02'(NH\GRZQ
for approximately one second. Once in the program, the MODE or END key will be used to scroll through
each of the available functions/features. The MODE key will scroll one direction while the END key will
scroll in the opposite direction. Therefore, if when scrolling through the functions, if the modeler bypasses
the desired function, press the opposite key to scroll back to the bypassed function. For example, if using the
MODE key to scroll and the desired function is passed, press the END key to scroll to the desired function.
The functions available for each model type are as follows:
Model type ACRO: Parameters- Data Reset / Model Type Select /Mode Select/Throttle Cut/Battery Fail
Safe/Model Name, Model Select, Reversing, Dual Rates, Exponentials, End Point Adjustments, Trim, SubTrim, Programmable Mix 1, Programmable Mix 2, Flaperon Mixing, Flap Trim, V-Tail Mixing, Elevon
Mixing, Throttle Curve, Pitch Curve, Failsafe, Trainer and Timer.
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Model type HELI: Parameters- Data Reset / Model Type Select /Mode Select/Throttle Cut/Battery Fail
Safe/Model /name, Model Select, Reversing, Dual Rates, Exponentials, End Point Adjustments, Trim, SubTrim, Normal Throttle Curve, Normal Pitch Curve, Idle Up Throttle Curve , Idle Up Pitch Curve, Throttle
Hold, Throttle Hold Pitch Curve, Revolution Mixing, Gyro Sensitivity, Swash-Throttle Mixing, Swash Ring,
Swash/AFR, Delay, Hovering Pitch, Failsafe, Trainer, and Timer.
The SELECT key will be used to view the settings, scroll through the options, etc. within the respective
function. When a data change is actually required the DATA INPUT lever will be used to increase or
decrease the value of the item displayed, thus making the change. The DATA INPUT lever, in some cases,
may also be used to scroll through the various options and adjustments.
You can return to the home screen (where model name and battery voltage is displayed) by depressing and
holding the END key for approximately one second.
Note: The functions are listed and described in the order that they appear in the transmitter. Read all the way
WKURXJKWKHSURJUDPPLQJLQVWUXFWLRQVEHIRUHVHWWLQJXS\RXUPRGHO LI\RXZRQ¶WEHXVLQJDQ\RIWKHPL[LQJ
IXQFWLRQVIRUDZKLOH\RXFDQUHDGWKRVHLQVWUXFWLRQVZKHQUHDG\ 5HIHUWRWKHIXQFWLRQÀRZFKDUWRQSDJH
(ACRO).
Parameter (PARA)7KH7-¶VSDUDPHWHUPHQXLWHPDOORZVIRUDYDULHW\RISURJUDPPLQJDQGIXQFWLRQDOLW\
This includes model reset, aircraft type selection, mode selection, throttle cut and the battery fail safe
selections.
Model Select Function (MODL)The model select function (MODL) is used to select amongst existing models or to create entirely new
PRGHOVLQWKH7-¶VPRGHOPHPRU\<RXFDQVWRUHXSWRGL൵HUHQWPRGHOVLQWKH7-,QRUGHUWRDYRLG
FRQIXVLRQRULQDGYHUWHQWO\DOWHULQJDPRGHOPHPRU\IRUDGL൵HUHQWDLUFUDIWZHVWURQJO\VXJJHVWQDPLQJHDFK
model immediately after it is selected. To do so, please refer to the Model Name section of this manual.
To select model memory:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode. An audible
double beep will be heard and the default screen will change.
3) Press either the MODE key OR the END key to scroll through the function menus. Continue pressing the
MODE or END key until the model select function appears on the LCD screen- MODL. The number of the
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current, active model will be blinking.
Note: If the END key is held down for 0.5 seconds, the transmitter will return to the default screen and will
then display the current trim settings. When using the END key, press and release it to scroll through the
options.
 7RVHOHFWDGL൵HUHQWPRGHOPHPRU\SUHVVWKH'$7$,1387OHYHUDQGKROGLWGRZQZDUGRUXSZDUGIRU
0.5 seconds until the desired model number appears. Release the DATA INPUT lever when the next model
memory (MODL) appears on the LCD. Continue repeating this procedure until the desired model memory
appears on the screen. Each time a new model memory is brought forth the T6J will emit a single audible
beep.
5) With the desired mode memory (MODL) on the screen, all programming inputs from this point forward
ZLOOD൵HFWRQO\WKHPRGHOQXPEHURQWKHVFUHHQ XQWLODQRWKHUPRGHOQXPEHULVVHOHFWHG 
Model Name function7KH0RGHO1DPHIXQFWLRQDVWKHQDPHLPSOLHVLVXVHGWRDVVLJQDQDPHWRDVSHFL¿FPRGHOPHPRU\7KH
T6J allows up to four characters to be used in the naming designation for each model memory. By giving
each model a name that is immediately recognizable, you can quickly select the correct model, and minimize
WKHFKDQFHRIÀ\LQJDQLQFRUUHFWPRGHOSURJUDPWKDWFRXOGOHDGWRDFUDVK
Note: In addition to the model naming designation, the model memory number will also be present on the
home screen. This is an additional safety feature and will serve to also assist in model recognition.
Note: It is possible to change model names at any time, without impacting any of the other programming or
settings that have been input.
To assign a model name to a model memory location:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode. An audible
double beep will be heard and the screen will display the model selection menu
(MODL). The number of the current, active model will be blinking. Select the
model you wish to name using the model memory select instructions above.
3) With the desired model memory on the LCD, press the SELECT key. The current
model naming designation will begin blinking on the screen.
 &KRRVHDFKDUDFWHUIRUWKH¿UVWVSDFHE\SUHVVLQJWKH'$7$,1387OHYHUXSZDUG
or downward until the desired character appears on the LCD.
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5) Use the SELECT key to choose the next character.
6) Repeat this procedure for the remaining two spaces. When completed, press and hold the END button.
&RQ¿UPWKHPRGHOQDPHRQWKHKRPHSDJH
Data Reset function (REST)All the data for any model memory can be reset to the original factory defaults. Often this function is
SHUIRUPHGWRJHWD³IUHVKVWDUW´DQGFOHDUWKHPHPRU\EHIRUHLQSXWWLQJQHZPRGHOVHWWLQJV,WLVDOVRXVHGWR
HOLPLQDWHDPRGHOWKDWQRORQJHUH[LVWVIURPWKH7-¶VPRGHOPHPRU\
Note: Data reset function only resets the defaults for the model that appears on screen. It does NOT reset the
entire transmitter.
To reset data:
1) Turn the transmitter on. Ensure that the model on the home page is the one that is
to be reset.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the parameter (PARA) submenu
appears on screen.
4) Press the SELECT key until the model reset submenu (REST) is brought forth.
5) Press and hold the DATA INPUT upward or downward. The EXEC will begin
ÀDVKLQJUDSLGO\SULRUWRWKHPRGHOUHVHWEHLQJH[HFXWHG7KH7-ZLOODOVRHPLWDQ
DXGLEOHGRXEOHEHHSWRFRQ¿UPWKDWWKHPRGHOKDVEHHQUHVHW7KHPRGHOGDWDKDV
now been reset to the initial setting that is the default value set at the factory.
Note:,IWKHSRZHUVZLWFKLVWXUQHGR൵ZKLOHUHVHWLVXQGHUZD\WKHGDWDPD\QRWEHUHVHW
CAUTION: Resetting the current model memory will permanently erase ALL programming information for
that model. The data cannot be recovered (unless you recorded it in written form on a Model Data Recording
Sheet in the back of the manual). Do not reset the model unless you are certain you want to completely clearout that model memory and start from scratch.
Note: The reset function will NOT impact any other models, or model memory other than that indicated on
the LCD screen.
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ACRO/HELI Model type select function (TYPE)The model type (TYPE) select function is used to determine whether the selected model memory will
bring forth the airplane or helicopter programming. If, for example, the airplane (ACRO) is selected, the
programming features and functions which are available will be airplane-related. If, however, a helicopter
(HELI) is selected, the available features and functions will be directly related to helicopters.
7KH7-R൵HUVLQGLYLGXDOPRGHOW\SHGHVLJQDWLRQVIRUHDFKPRGHOPHPRU\7KDWLVLWLVSRVVLEOHWRDVVLJQ
HLWKHUDLUSODQHRUKHOLFRSWHUIRUHDFKVSHFL¿FPRGHOPHPRU\
ACRO:3RZHUHGDLUFUDIWPHPRU\W\SH ZLWKPXOWLSOHZLQJDQGWDLOFRQ¿JXUDWLRQV6HH:LQJPL[LQJW\SH
selection for further information, page 38).
HELI: Helicopter memory type (with three helicopter swashplate type. See Swashplate type selection for
further information, page 58).
CAUTION:%HIRUHGRLQJDQ\WKLQJHOVHWRVHWXS\RXUDLUFUDIW¿UVW\RXPXVWGHFLGHZKLFKPRGHOW\SH LQFOXGH
ZLQJPL[LQJW\SHRUVZDVKSODWHW\SH EHVW¿WVWKLVSDUWLFXODUDLUFUDIW
CAUTION: When changing model types (e.g., from airplane to helicopter), the current programming will
be lost and will be rewritten to the factory default settings for the new model type selected. As such, please
select a new model memory when creating a new model in the transmitter.
To select model type:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function
menus. Each time one of the aforementioned keys is pressed the menu will change.
Continue pressing the MODE or END key until the parameter (PARA) submenu
appears on screen.
4) Press the SELECT button until the model type (TYPE) selection submenu appears
on the display. An icon representing the existing model type selection will appear in
the right portion of the LCD screen.
5) The DATA INPUT lever will be utilized to change the model type selection. Press
the DATA INPUT lever, and hold it upward or downward for approximately two (2)
seconds. The model type indication will begin blinking rapidly and an audible beep
will be heard as the model type selection is taking place. The new model type selection mode will begin
blinking slowly on the screen.
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Note: HELI indicates that the T6J will utilize the helicopter programming and functionality. ACRO
represents the airplane model type selection.
Transmission Mode Selection (MODE)The T6J offers two different mode transmission selections: S-FHSS and FHSS. The R2006GS which
accompanies the T6J is compatible with either the S-FHSS or FHSS settings and adjusts automatically to the
signals from the transmitter, accordingly.
7KH6)+66PRGHR൵HUVIDLOVDIHRQDOOFKDQQHOV
Note::KHQFKDQJLQJWKHPRGHVHOHFWLRQWKHWUDQVPLWWHU¶VSRZHUPXVWEHF\FOHGR൵DQGWKHQEDFNRQRQFH
DJDLQLQRUGHUIRUWKHFKDQJHWREHFRPHH൵HFWLYH7KHQHZPRGHVHOHFWHGZLOOÀDVKRQWKHGHIDXOWVFUHHQ
until the cycling of the power has taken place.
To select mode setting:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function
menus. Each time one of the aforementioned keys is pressed the menu will change
accordingly. Continue pressing the MODE or END key until the parameter (PARA)
submenu appears on screen.
4) Press the SELECT button until the mode selection (MODE) menu is on screen.
7KHH[LVWLQJPRGHVHOHFWLRQZLOOÀDVKLQWKHFHQWHURIWKH/&'VFUHHQ
5) The DATA INPUT lever will be utilized to change the mode of the T6J. To change
from the FHSS (FH) mode to the SFHSS (S-FH) mode, press the DATA INPUT
lever, and hold it upward for approximately 0.5 seconds. To change from the SFHSS
(S-FH) mode to the FHSS (FH) mode, press the DATA INPUT lever, and hold it
downward for approximately 0.5 seconds The mode indication will begin blinking
rapidly and an audible beep will be heard as the mode selection is taking place. The
new mode mode will begin blinking slowly on the screen.
 7XUQWKH7-SRZHUR൵DQGWKHQEDFNRQRQFHDJDLQIRUWKHPRGHFKDQJHWRWDNH
effect. The mode is displayed in the LCD screen above the transmitter voltage
indication.
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Throttle-Cut Function (TCUT)7KH7KURWWOH&XWIXQFWLRQLVLQWHQGHGWREHXVHGIRUVKXWWLQJR൵WKHHQJLQHRUGLVDUPLQJWKHVSHHGFRQWURO
LQ HOHFWULFSRZHUHG PRGHOV  3UHVVLQJ WKH ³7+5 &XW´ EXWWRQ ZLOO VKXW R൵ WKH HQJLQH RU GLVDUP WKH (6&
DFFRUGLQJO\,QLQWHUQDOFRPEXVWLRQPRGHOVWKHWKURWWOHFXWIHDWXUHSUHYHQWVLQDGYHUWHQWO\VKXWWLQJR൵RIWKH
engine when lowering the throttle stick all the way (such as when coming in for a landing). When used in
electric-powered applications, it will prevent inadvertent operation of the speed control.
$VPHQWLRQHGDERYHWKH7-R൵HUVWZRYHUVLRQVRIWKH7KURWWOH&XW 7&87 IXQFWLRQ7KHQRUPDO 125 
is to be used for internal combustion engines. The electronic speed control (ESC) is to be used for electricpowered models.
To program the Throttle-Cut (TCUT) Function (Normal):
1) At the model select screen, press either the MODE or END
button until the PARA (Parameter) screen appears.
2) Press SELECT until the TCUT (Throttle-Cut) screen
appears. The normal (NOR) mode should be indicated in the
right portion of the LCD.
 2EVHUYLQJWKHFDUEXUHWRUEDUUHO¶VRSHQLQJSUHVVDQGKROGWKHWKURWWOHFXWEXWWRQ 7+5&87 RQWKHOHIW
VLGHRIWKHWUDQVPLWWHU7KHFDUEXUHWRUEDUUHOVKRXOGEHIXOO\FORVHG WKXVVKXWWLQJR൵WKHHQJLQH 
If not, adjust the travel position of the throttle servo in the End Point Adjustments function so that the
carburetor closes fully. Use the throttle trim to open the carburetor barrel so the engine will idle at the
desired RPM when the throttle stick is all the way down.
Note: When the throttle-cut button is released, the throttle servo will regain functionality.
To program the Throttle-Cut (TCUT) Function (ESC):
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE or END button until the PARA
(Parameter) screen appears.
4) Press SELECT until the TCUT (Throttle-Cut) menu screen
appears. The normal (NOR) mode should be indicated in the
right portion of the LCD.
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  3UHVV DQG KROG WKH '$7$ ,1387 OHYHU GRZQZDUG WKH 125 ZLOO EHJLQ ÀDVKLQJ
rapidly before changing to the ESC Mode.
6) Momentarily press and hold the throttle-cut (THR CUT) button on the left side of
the transmitter. The electronic speed control in the model will be disarmed.
Note: When the throttle-cut button is released, the electronic speed control will continue to be disarmed. Set
the throttle stick to slow position and press the throttle-cut button once again to reactivate the arming of the
ESC.
Battery F/S Fail Safe (S-FHSS Mode only)
Your system provides a safety function called battery fail safe. The battery fail safe function is only
applicable to the T6J when the transmitter is in the S-FHSS mode setting and the model utilizes an applicable
S-FHSS receiver. The R2006GS receiver that accompanied this transmitter is an S-FHSS compatible
receiver. If the transmitter mode is set to FHSS, the battery fail safe will not appear in the options.
When the airborne battery voltage drops below approximately 3.8V, the battery failsafe function moves the
WKURWWOHVHUYRWRDSUHGHWHUPLQHGSRVLWLRQRUIDVWLGOHLI\RXKDYHQ¶WVHWLW
,I WKLV KDSSHQV \RX VKRXOG ODQG LPPHGLDWHO\  ,I \RX QHHG WR LQFUHDVH WKURWWOH IRU \RXU ODQGLQJ DSSURDFK
\RXPD\WHPSRUDULO\UHVHWWKHIDLOVDIHIXQFWLRQE\PRYLQJWKHWKURWWOHVWLFNWRLGOHDIWHUZKLFK\RX¶OOKDYH
approximately 30 seconds of throttle control before the battery fail safe function reactivates and reduces the
throttle once again.
,QWKHIDFWRU\GHIDXOWVHWWLQJVWKHEDWWHU\IDLOVDIHIXQFWLRQLVDFWLYDWHG,I\RXZLVKWRGHDFWLYDWHRUWXUQR൵
this setting, please follow the procedure below:
To program the Battery Fail Safe Function:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the parameter (PARA) menu appears
on screen.
4) Press SELECT until the BF/S (Battery Fail Safe) screen appears. If the Battery
)DLO6DIHLVDFWLYHDQG\RXZLVKWRWXUQLWR൵SUHVVDQGKROGWKH'$7$,1387OHYHU
down.
The ON indication will begin to blink rapidly and will soon change to display OFF.
If the Battery Fail Safe is not activated and you wish to turn it on, press and hold
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the DATA INPUT lever upward. The OFF indication will begin to blink rapidly and will soon change to
display ON.
5) Press and hold the END button to exit the programming menu.
Servo Reversing (REVR)The servo reversing function is used to change the direction that a servo responds to a control input from
the transmitter (stick or switch). After using the reversing function, check all the controls on the model to
be certain they are operating in the correct direction and that you did not inadvertently reverse a servo other
than the one intended. Reversing the wrong servo (and not checking the response of the controls before each
ÀLJKW PD\EHWKHPRVWFRPPRQFDXVHRIDFUDVK
1RWH5HYHUVLQJWKHWKURZRIDVHUYRFKDQQHOZLOOD൵HFWDOOPL[LQJVHWFWKDWLQWHUDFWZLWKWKLVFKDQQHO)RU
H[DPSOHLIWKHDLOHURQVHUYRLVUHYHUVHGWKHDLOHURQVHUYR¶VWUDYHOGLUHFWLRQZLOODOVREHUHYHUVHGLQÀDSHURQV
(if active). As such, we strongly suggest adjusting the servo reversing as one of the earliest steps in the
programming of the T6J.
To reverse a servo:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the reverse (REVR) menu appears
on screen.
4) Press the SELECT key to select the channel you wish to reverse.
5) Push the DATA INPUT lever downward for 0.5 seconds to reverse (REV) the servo. Press the DATA
INPUT lever upward for 0.5 seconds to make the servo operate in a normal (NOR) direction.
6) Repeat the steps above to bring forth and modify any other channels for which the travel direction is to be
altered.
7) Press and hold the END button to exit the servo reverse menu.
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Dual Rates/Exponential SettingsDual Rates/Exponential Settings vary slightly between the airplane (ACRO) mode and the helicopter (HELI)
mode. As such, the information pertaining to these functions will be separated into ACRO and HELI
sections below. Please adhere to the section that pertains to the model for which you are programming the
T6J transmitter.
ACRO Dual Rates/Exponential Information:
Dual Rates (ACRO):
&RPPRQO\DEEUHYLDWHGDV³'5´GXDOUDWHLVWKHDELOLW\WRFKDQJHWKHWUDYHOGLVWDQFHRIDVHUYRRUVHUYRV
D൵HFWLQJ WKH RYHUDOO WUDYHO RI WKH VHUYR V   7KXV GHFUHDVLQJ WKH SHUFHQWDJH YDOXH IRU D JLYHQ VHUYR ZLOO
reduce the travel amount of the channel respectively.
For example, if the elevator of the aircraft travels 1/2” at the high rate and maximum stick input, and a value
of 50% is input for the low rate, when the switch is moved to the low rate position, the servo moves exactly
half as far per stick position. Following this example, if the elevator control input is all the way up, the
maximum travel is now 1/4”
The T6J transmitter offers dual rates on the aileron, elevator and rudder channels. The dual rates are
assignable to any of the switches on the transmitter and all are simultaneously activated by the dual rate
switch selected.
The amount of travel decrease for each control may be set between 0% and 140% of the values set for the
end points (explained in End Point Adjustment on page 33).
Note: It is possible to set a dual rate value to zero, thus causing no response from that channel when the dual
rates are activated. If the dual rates are inadvertently set to zero, a crash could result.
Note::KHQSHUIRUPLQJWKHLQLWLDOPRGHOVHWXSWKH(3$¶VVKRXOGEHVHWSULRUWRVHWWLQJWKHGXDOUDWHV:KHQ
VHWWLQJWKH(3$¶VIRUWKH¿UVWWLPHRQDQHZPRGHOWKHGXDOUDWHVVKRXOGEHVHWWR
D/R Dual Rate Settings (ACRO)
To select the Switch/position to control the dual rates:
Prior to programming the dual rates for the aileron, elevator or rudder channels, we suggest selection of the
switch that will be utilized to control the rate settings.
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus. Each time one of the
aforementioned keys is pressed the menu will change accordingly. Continue pressing the MODE or END
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key until the dual rates (D/R) menu appears on screen.
4) Press the SELECT key three (3) times to scroll past the channel settings to access
the switch selection options.
5) Press the DATA INPUT lever either upward or downward until the desired switch
selection appears onscreen.
6) Next, press the SELECT key one time to proceed to adjust the dual rates.
To adjust the dual rates:
1) Press the SELECT key to choose the desired channel (1-aileron, 2-elevator, 4- rudder). The channel
number appears on the left side of the screen.
2) Place the dual rate switch (selected previously) in the desired position for the value you wish to change.
7KH7-SURYLGHVDYLVXDOLQGLFDWLRQRIWKHGXDOUDWHVZLWFK¶VSRVLWLRQRQWKHOHIWVLGHRIWKH/&',IWKH
arrow is pointing upward, the rate is being adjusted for the up position of the switch.
 *HQHUDOO\SLORWVSUHIHUWRKDYHWKHVZLWFKLQWKH³XS´SRVLWLRQIRUWKHKLJKUDWHDQGLQWKH³GRZQ´SRVLWLRQ
for the low rate.
3) Change the dual rate value for the respective channel using the DATA INPUT lever until the desired
control throw is achieved. If you wish to change the control throw when the switch is in the other position
as well, move the switch accordingly, then use the DATA INPUT lever to change the throw rates.
4) Repeat the procedure for the remaining channels as desired.
5) Press and hold the END button to save these settings and exit the programming menu.
Exponential Settings (EXPO) – (ACRO)
([SRQHQWLDORU(;32DVLWLVFRPPRQO\DEEUHYLDWHGD൵HFWVWKHWUDYHORIWKHVHUYRVDURXQGWKHLUFHQWHULQ
relationship to stick movement. Exponential does NOT impact the overall travel volume of the servos. A
SRVLWLYH H[SRQHQWLDO ³´ LQFUHDVHV WKH VHQVLWLYLW\ QHDU WKH FHQWHU QHXWUDO  VWLFN SRVLWLRQ 7KXV WKH KLJKHU
WKHSRVLWLYHSHUFHQWDJHYDOXHWKHPRUHVHQVLWLYHWKHJLYHQFKDQQHOZLOOEHQHDUWKHVWLFN¶VQHXWUDOSRVLWLRQ
&RQYHUVHO\DQHJDWLYH³³H[SRQHQWLDOLQSXWZLOOVRIWHQRUUHGXFHWKHVHUYR V PRYHPHQW V QHDUWKHFRQWURO¶V
neutral position.
7KH7-WUDQVPLWWHUR൵HUVH[SRQHQWLDODGMXVWPHQWVIRUWKHDLOHURQVHOHYDWRUDQGUXGGHUFKDQQHOV7KH(;32
settings are controlled by the switch that has been selected for the dual rates (D/R). As with the dual rates
settings, the exponentials are also simultaneously activated.

29

7KHDPRXQWRIWUDYHOGHFUHDVHIRUHDFKFRQWUROPD\EHVHWEHWZHHQDQGRIWKHYDOXHVVHWIRU
the end points (explained in End Point Adjustment on page 33).
To set the exponentials:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the exponentials (EXPO) menu
appears on screen.
4) Press the SELECT key to choose the desired channel (1-aileron, 2-elevator, 4- rudder) and switch position.
The channel number appears on the left side of the screen. The switch position (up or down) is indicated by
the arrow above or below the channel indicator. The channel number appears on the left side of the screen.
5) Place the dual rate switch, selected previously, (which also serves as the exponential switch) in the desired
SRVLWLRQIRUWKHYDOXH\RXZLVKWRFKDQJH7KH7-SURYLGHVDYLVXDOLQGLFDWLRQRIWKHH[SRQHQWLDOVZLWFK¶V
position on the left side of the LCD. If the arrow is pointing upward, the exponential is being adjusted for
the up position of the switch.
6) Change the exponential rate value for the respective channel using the DATA INPUT lever until the
GHVLUHGH[SRQHQWLDOYDOXHLVDFKLHYHG$VVWDWHGDERYHDQH[SRQHQWLDOYDOXHZLWKD³³LQIURQWRILWPDNHV
WKHLQLWLDOVHUYRPRYHPHQWOHVVRU³VRIWHU´
7) Place the dual rate/exponential switch in the opposite position, adjust the rates accordingly.
8) Repeat the procedure for the remaining channels as desired.
9) Press and hold the END button to save these settings and exit the programming menu.
HELI Dual Rates/Exponential Information:
Dual Rates (HELI):
&RPPRQO\DEEUHYLDWHGDV³'5´GXDOUDWHLVWKHDELOLW\WRFKDQJHWKHWUDYHOGLVWDQFHRIDVHUYRRUVHUYRV
WKXVD൵HFWLQJWKHRYHUDOOWUDYHORIWKHVHUYR V 7KXVGHFUHDVLQJWKHSHUFHQWDJHYDOXHIRUDJLYHQVHUYRZLOO
reduce the travel amount of the channel respectively.
For example, if the rudder of the helicopter travels 1/2” at the high rate and maximum stick input, and a value
of 50% is input for the low rate, when the switch is moved to the low rate position, the servo moves exactly
KDOIDVIDUSHUVWLFNSRVLWLRQ)ROORZLQJWKLVH[DPSOHLIWKHUXGGHUFRQWUROLQSXWLVDOOWKHZD\GHÀHFWHGWKH
maximum travel is now 1/4”
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The T6J transmitter offers dual rates on the aileron, elevator and rudder channels. The dual rates are
assignable to switches A, B or IDL on the transmitter and are simultaneously activated by the dual rate switch
selected.
The amount of travel decrease for each control may be set between 0% and 140% of the values set for the
end points (explained in End Point Adjustment on page 33).
Note: It is possible to set a dual rate value to zero, thus causing no response from that channel when the dual
rates are activated. If the dual rates are inadvertently set to zero, a crash could result.
Note::KHQSHUIRUPLQJLQLWLDOPRGHOVHWXSWKH(3$¶VVKRXOGEHVHWSULRUWRVHWWLQJWKHGXDOUDWHV:KHQ
VHWWLQJWKH(3$¶VIRUWKH¿UVWWLPHRQDQHZPRGHOWKHGXDOUDWHVVKRXOGEHVHWWR
Dual Rate Settings (HELI)
To select the Switch/position to control the dual rates:
Prior to programming the dual rates for the aileron, elevator or rudder channels, we suggest selection of the
switch that will be utilized to control the rate settings.
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode. An audible double beep will be heard
and the default screen will change accordingly.
3) Press either the MODE key OR the END key to scroll through the function
menus. Each time one of the aforementioned keys is pressed the menu will change
accordingly. Continue pressing the MODE or END key until the dual rates (D/R)
menu appears on screen.
4) Press the SELECT key six (6) times to scroll past the channel settings to access the switch selection
options.
5) Press the DATA INPUT lever either upward or downward until the desired switch selection appears
onscreen. The options are switch A or B, or the IDL (idle up) switch.
4) Next, press the SELECT key one time to proceed to adjust the dual rates.
To adjust the dual rates:
1) Press the SELECT key to choose the desired channel (1-aileron, 2-elevator, 4- rudder [tail rotor]) and
switch position. The channel number appears on the left side of the screen. The switch position (up or
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GRZQ LVLQGLFDWHGE\WKHÀDVKLQJDUURZDERYHRUEHORZWKHFKDQQHOLQGLFDWRU
2) Observing the up/down switch position indicator, change the dual rate value for the respective channel
using the DATA INPUT lever until the desired control throw is achieved.
Again, if the arrow is pointing upward, the rate is being adjusted for the up position of the switch.
 *HQHUDOO\SLORWVSUHIHUWRKDYHWKHVZLWFKLQWKH³XS´SRVLWLRQIRUWKHKLJKUDWHDQGLQWKH³GRZQ´SRVLWLRQ
for the low rate.
3) Press the SELECT key to change the switch position indicator to the opposite position.
Note: This assumes that the modeler has adjusted the up switch position. If the down switch position was
adjusted, the SELECT key will move to the next channel or switch selection menu as the case may be.
4) Change the dual rate value for the respective channel using the DATA INPUT lever until the desired
control throw is achieved.
5) Repeat the procedure for the remaining channels and switch positions as desired.
6) Press and hold the END button to save these settings and exit the programming menu.
Exponential Settings (EXPO) - HELI
([SRQHQWLDORU(;32DVLWLVFRPPRQO\DEEUHYLDWHGD൵HFWVWKHWUDYHORIWKHVHUYRVDURXQGWKHLUFHQWHULQ
relationship to stick movement. Exponential does NOT impact the overall travel volume of the servos. A
SRVLWLYH H[SRQHQWLDO ³´ LQFUHDVHV WKH VHQVLWLYLW\ QHDU WKH FHQWHU QHXWUDO  VWLFN SRVLWLRQ 7KXV WKH KLJKHU
WKHSRVLWLYHSHUFHQWDJHYDOXHWKHPRUHVHQVLWLYHWKHJLYHQFKDQQHOZLOOEHQHDUWKHVWLFN¶VQHXWUDOSRVLWLRQ
&RQYHUVHO\DQHJDWLYH³³H[SRQHQWLDOLQSXWZLOOVRIWHQRUUHGXFHWKHVHUYR V PRYHPHQW V QHDUWKHFRQWURO¶V
neutral position.
7KH7-WUDQVPLWWHUR൵HUVH[SRQHQWLDODGMXVWPHQWVIRUWKHDLOHURQVHOHYDWRUDQGUXGGHUFKDQQHOV7KH(;32
settings are controlled by the switch that has been selected for the dual rates (D/R). As with the dual rates
settings, the exponentials are also simultaneously activated.
7KHDPRXQWRIWUDYHOGHFUHDVHIRUHDFKFRQWUROPD\EHVHWEHWZHHQDQGRIWKHYDOXHVVHWIRU
the end points (explained in End Point Adjustment on page 33).
To set the exponentials:
1) Turn the transmitter on.
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2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the exponentials (EXPO) menu
appears on screen.
4) Press the SELECT key to choose the desired channel (1-aileron, 2-elevator, 4- rudder [tail rotor]) and
switch position. The channel number appears on the left side of the screen. The switch position (up or
down) is indicated by the arrow above or below the channel indicator. The channel number appears on the
left side of the screen.
5) Observing the up/down switch position indicator, change the exponential value for the respective channel
using the DATA INPUT lever until the desired sensitivity of the respective gimbal stick near center is
achieved.
Again, if the arrow is pointing upward, the rate is being adjusted for the up position of the switch. Generally,
SLORWVSUHIHUWRKDYHWKHVZLWFKLQWKH³XS´SRVLWLRQIRUWKHKLJKUDWHDQGLQWKH³GRZQ´SRVLWLRQIRUWKHORZ
rate.
6) Change the exponential rate value for the respective channel using the DATA INPUT lever until the
GHVLUHGH[SRQHQWLDOYDOXHLVDFKLHYHG$VVWDWHGDERYHDQH[SRQHQWLDOYDOXHZLWKD³³LQIURQWRILWPDNHV
WKHLQLWLDOVHUYRPRYHPHQWOHVVRU³VRIWHU´
7 Press the SELECT key to change the switch position indicator to the opposite position.
Note: This assumes that the modeler has adjusted the up switch position. If the down switch position was
adjusted, the SELECT key will move to the next channel or switch selection menu as the case may be.
8) Change the dual rate value for the respective channel using the DATA INPUT lever until the desired
control throw is achieved.
9) Repeat the procedure for the remaining channels and switch positions as desired.
10) Press and hold the END button to save these settings and exit the programming menu.
End Point Adjustment (EPA)7KH HQG SRLQW DGMXVWPHQW RU (3$ IXQFWLRQ LV GHVLJQHG WR ³ILQH WXQH´ WKH VHUYR WKURZV LQ FDVHV ZKHUH
FKDQJLQJWKHSXVKURG RU OLQNDJHKRRNXS ZLOO QRW DFKLHYHWKH FRUUHFWWKURZ 7KH SXVKURGV VKRXOG ¿UVW EH
connected to the servo arms and control horns so that the correct, or near correct control surface throw will
EHDFKLHYHG7+(1WKH(3$¶VPD\EHXVHGWRPDNHVPDOOFKDQJHVLQWKHVHUYRWKURZ7KHFRQWUROWKURZV
VKRXOG EH VHW XS VR WKDW WKH ³HQG SRLQWV´ DUH DV QHDU WR  DV SRVVLEOH  ,I WKH (3$ YDOXHV PXVW EH VHW
below 70% or above 120% to get the desired throw, you should strongly consider changing the pushrod
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connections so the values can be set closer to 100%. When the EPA is set to 100%, the maximum servo
throw for channels 1, 2, 3, and 4 is approximately 400 and approximately 550 for channels 5 and 6.
Note:6LQFHFKDQJLQJWKH³HQGSRLQWV´ZLOODOVRFKDQJHWKHGXDOUDWHVWKHHQGSRLQWVVKRXOGEHVHWSULRUWR
VHWWLQJWKHGXDOUDWHV,I\RXVHWWKHGXDOUDWHV¿UVWDQGWKHQJREDFNDQGFKDQJHWKHHQGSRLQWVWKHGXDOUDWH
throws will also change. Additionally, it is possible for the dual rates, mixings, etc. to also overthrow (or
overdrive) the end point adjustments. It is important to test these functions to ensure that binding does not
occur.
To set the end points:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the end points (EPA) menu appears
on screen.
4) The channel number being adjusted, along with a position indicator will appear on the left side on the
screen. The current end points will be noted beneath the percentage symbol on the right side of the screen.
5) To change the RIGHT aileron throw move the aileron stick to the right, then push the DATA INPUT lever
up or down to change the value and the throw accordingly.
6) Move the stick to the left and use the DATA INPUT lever to change the LEFT aileron throw.
7) Press the SELECT key to display the next channel to be adjusted.
8) Repeat steps 1-6 for all remaining channels as desired. Notice that moving the stick (or switch) from one
HQGWRWKHRWKHUFKDQJHVWKHYDOXHGLVSOD\HGDQGWKHSRVLWLRQRIWKHDUURZIRUWKDW³HQG´RIWKHFRQWUROLQSXW
Trim Settings (TRIM)7KHUHDUHIRXUWULPOHYHUV ³WULPV´ RQWKHIURQWRIWKH7-WUDQVPLWWHU$OOIRXUWULPVRQWKH7-DUHGLJLWDO
Three of them are used for adjusting the neutral stick position of the aileron, elevator and rudder servos,
respectively. The fourth trim is for setting the idle rpm of the engine when the throttle stick is all the way
down.
7KHLQWHQGHGXVHRIWKHWULPVLVWRPDNHUDSLGVHUYRDGMXVWPHQWVLQÀLJKWWRJHWWKHPRGHOSURSHUO\³WULPPHG´
VRLWZLOOÀ\VWUDLJKWDQGOHYHO %HFDXVHWKHWULPVDUHLQWHQGHGWREHXVHGZKLOHWKHPRGHOLVLQÀLJKW\RX
GRQRWKDYHWR³HQWHUWKHSURJUDP´WRDGMXVWWKHWULPV6LPSO\SXVKRUSXOORQWKHWULPOHYHUVZKLOHÀ\LQJ
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and the neutral position of the servos will shift. Keep in mind that you should start out with the control
VXUIDFHV FHQWHUHG ZKHQ WKH VHUYRV DUH FHQWHUHG DQG WKH WULPV DUH ³]HURHG´ RU QHDU ]HUR  7+(1 \RX FDQ
adjust the trims once airborne.
Each of the trim levers features an audible tone, or beep, that alerts you when the trim is activated.
Additionally, there is a double-beep and a slight pause that occurs when the trim lever is centered (zeroed).
$GMXVWLQJ WKH WULPV ZLWK WKH WULP OHYHUV FKDQJHV WKH VHUYR¶V SRVLWLRQ LQ LQFUHPHQWV RI ³´  ,I ILQHU
adjustments are required, land the model and then enter the program as described below to adjust the trims in
LQFUHPHQWVRI³´7KLV¿QHUDGMXVWPHQWZLOODOORZIRUDPRUHSUHFLVHÀLJKWRIWKHPRGHO
Note::KHQ WKH WUDQVPLWWHU LV SRZHUHG GRZQ RU WXUQHG R൵ WKH WULP YDOXHV DUH VWRUHG LQ WKH WUDQVPLWWHU¶V
PHPRU\  'HSHQGLQJ XSRQ WKH ZLQG FRQGLWLRQV HWF LW PLJKW EH QHFHVVDU\ WR ¿QHWXQH WKH WULPV VOLJKWO\
however, it is not necessary to start from the beginning.
Center the servos:
1) Turn on the transmitter and receiver. Operate the controls to make sure the servos respond in the correct
direction. Use the reversing function to reverse any servos necessary.
2) Center the throttle control stick.
3) Place the servo arms on the servos so they are perpendicular to the pushrods (see page 9). It is okay to cut
R൵DQ\XQXVHGVHUYRDUPV
4) Connect the pushrods to the control surfaces. Adjust the length of the pushrods until the control surfaces
are centered when the servos are centered.
7R¿QHWXQHWKHWULPVHWWLQJV
Once the servos and control surfaces have been connected and the control throws have been set using the end
SRLQWVDQGGXDOUDWHVJHWWKHPRGHODLUERUQH$GMXVWWKHWULPVDVQHFHVVDU\WRJHWWKHPRGHOWRÀ\VWUDLJKW
and level.
 ,IWKHWUDQVPLWWHULVR൵WXUQLWRQDWWKLVWLPH
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the trim (TRIM) menu appears on
screen.
 3UHVVWKH6(/(&7NH\WRGLVSOD\WKHFKDQQHOWREHDGMXVWHG WKH¿JXUHVKRZVWULP
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adjustments for CH1).
 $GMXVWWKHWULPXVLQJWKH'$7$,1387OHYHU1RWHWKDWLQLWLDOO\WKHYDOXHVFKDQJHLQLQFUHPHQWVRI³´
but if the DATA INPUT lever is held long enough the values will change more rapidly.
6) Press the SELECT key to bring forth the trim values for the remaining channels. To change the values for
these channels, repeat step 3 above for each channel that requires trim adjustments.
7) Press and hold the END button to exit the programming mode.
 9HULI\WKDW\RXDUHVDWLV¿HGZLWKWKHWULPVHWWLQJVE\À\LQJWKHPRGHORQFHDJDLQ
Note:LWLVJHQHUDOO\EHVWWR¿QHWXQHWKHWULPVRI\RXUPRGHORQDYHU\FDOPGD\DVZLQG\FRQGLWLRQVZLOO
LPSDFWWKHÀLJKWFKDUDFWHULVWLFVRIWKHPRGHO
To view the trim settings:
2QFH WKH PRGHO KDV EHHQ ÀRZQ DQG WKH WULPV DUH DGMXVWHG DFFRUGLQJO\ LW LV SRVVLEOH WR HDVLO\ DQG UDSLGO\
view the trim setting adjustments.
1) Turn the transmitter on. If the transmitter is already on, ensure that it is in the default display mode.
2) With the home page displayed, press and hold the END key. The T6J will then scroll through the trim
settings for each of the respective channels. The channel is indicated on the left side of the screen; whereas
the trim input will be located on the right side of the LCD.
Sub-Trims (STRM)7KH VXEWULPV DUH JHQHUDOO\ XVHG WR R൵VHW WKH FHQWHU SRVLWLRQ RI WKH VHUYRV LI \RX DUH XQDEOH WR DFKLHYH
perfect mechanical linkages. The T6J transmitter allows for sub-trim adjustments on all six channels. Rather
WKDQ LQSXWWLQJ H[WUHPHO\ KLJK VXEWULP YDOXHV ZH VXJJHVW DGMXVWLQJ WKH UHVSHFWLYH FRQWURO OLQNDJHV ¿UVW
Ensure that the linkages are as perfect as possible prior to adjusting the sub-trims. Extremely high sub-trim
YDOXHVZLOOVLJQL¿FDQWO\LPSDFWWKHWUDYHORIWKHUHVSHFWLYHVHUYR V 
To adjust the Sub-Trim settings:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus. Each time one of the
aforementioned keys is pressed the menu will change accordingly. Continue pressing the MODE or END
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key until the sub-trims (STRM) menu appears on screen.
4) Press the SELECT button to choose the channel for which you wish to adjust the
sub-trims. The channel is indicated on the left side of the LCD screen.
5) Press the DATA INPUT lever to change the sub-trim value for the selected channel.
3OHDVHQRWHWKHWUDYHOGLUHFWLRQRIWKHVXEWULPDGMXVWPHQWLVLQGLFDWHGE\DÀDVKLQJ³´RUD³³RQWKHOHIW
VLGHRIWKH/&'QH[WWRWKHFKDQQHOLQGLFDWLRQ7KHWUDYHOYDOXHRIWKHVXEWULPLVLQGLFDWHGE\DÀDVKLQJ
numeric value on the right side of the screen.
6) Repeat steps 1-3 for all channels as desired.
Note: ,I SURJUDPPLQJ D KHOLFRSWHU +(/,  PRGHO SOHDVH VNLS DKHDG WR WKH VHFWLRQ HQWLWOHG ³+HOL 2QO\
Programming”, the information that follows is only applicable to airplane (ACRO) models.
Programmable Mix 1 and 2 (PMX 1 and PMIX 2) - (ACRO only)
8QOLNH WKH ³ZLQJ PL[LQJ´ IXQFWLRQ H[SODLQHG ODWHU  ZKHUH WKH FKDQQHOV WR EH PL[HG DUH IDFWRU\VHW WKH
T6J also contains two programmable mixes where you, the pilot, determine the channels to be mixed.
3URJUDPPDEOH PL[HV FRXOG EH XVHG WR FRUUHFW XQZDQWHG ÀLJKW WHQGHQFLHV E\ PL[LQJ UXGGHU WR DLOHURQ RU
aileron to rudder for example).
Note: Programmable Mixes 1 and 2 are programmed in the exact same manner and methodology. As such,
we will only explain how to program one of the mixes. Should a second mix be necessary, follow this
procedure once again for the second mix accordingly.
To set up a programmable mix:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function
menus. Each time one of the aforementioned keys is pressed the menu will change
DFFRUGLQJO\&RQWLQXHSUHVVLQJWKH02'(RU(1'NH\XQWLOWKH¿UVWSURJUDPPDEOH
mix (PMX 1) menu appears on screen.
4) Push the DATA INPUT lever upward for 0.5 seconds. This will cause the INH
GLVSOD\WRÀDVKUDSLGO\EHIRUHFKDQJLQJWRDÀDVKLQJ21GLVSOD\
5) Press the SELECT key twice to call the screen for selecting channels to control
³0$6´ 0DVWHU PL[LQJ7KHQVHOHFWWKHFKDQQHOE\SXVKLQJ'$7$,1387OHYHU
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&KDQQHO DLOHURQ LQWKLV¿JXUHLVDVVLJQHGWRWKHPDVWHU
The master channel, as the name suggests, is the channel that will be the controlling
channel. The slave channel, which will be determined in the next step, is the channel
that will be controlled by the master channel. That is, the slave channel will operate
based on input from the master channel.
 3UHVVWKH6(/(&7NH\WRFDOOWKHVFUHHQIRUVHOHFWLQJFKDQQHOVWRFRQWURO³6/9´
(Slave) mixing. Then select the channel by pushing DATA INPUT lever. Channel 4
UXGGHU LQWKLV¿JXUHLVDVVLJQHGWRWKHVODYH
As noted above, the slave channel is the channel that follows the input control based
on the rates and input from the master channel.
 3UHVVWKH6(/(&7NH\WKUHHWLPHVWRGLVSOD\WKHÀDVKLQJVLJQ8VHWKH'$7$
INPUT lever to set the percentage of mixing. The available values range from
WR GHSHQGLQJRQWKHGLUHFWLRQDQGGLVWDQFH\RXZLVKWKHVODYHVHUYR
to move).
Note: Please ensure that you adjust the mixing for both travel directions. To reverse the mixing direction,
VLPSO\SUHVVWKH'$7$,1387OHYHULQWKHRSSRVLWHGLUHFWLRQ)RUH[DPSOHLIWKHPL[LQJYDOXHLVDW
\RXDUHVDWLV¿HGZLWKWKHDPRXQWRIPL[LQJEXWLWIXQFWLRQVRSSRVLWHRIWKHGLUHFWLRQGHVLUHGKROGWKH'$7$
INPUT lever until the mixing value is -50%.
 3XVK6(/(&7NH\WRVHOHFWWKHRQR൵VZLWFK 6: DQGUHVSHFWLYHSRVLWLRQ7KH
mixing may be controlled by the A, B or D switches, in either the Up or Down
position. Select the switch by pushing the DATA INPUT lever. Additionally, it is
SRVVLEOHWRDOZD\VKDYHWKHPL[DFWLYH7RGRVRVHOHFW³21´
9) Observe how the controls on the model respond to be certain you have achieved the correct mix and that
the throws are as desired.
10) Press and hold the END button to exit the programming menu.
Wing Type Selection- (ACRO only)
7RHDVHWKHLQVWDOODWLRQDQGVHWXSRIWKHDLUSODQHWKH7-R൵HUVWKUHHGL൵HUHQWZLQJW\SHVWRXWLOL]H1RUPDO
)ODSHURQ DQG (OHYRQ VRPHWLPHV UHIHUUHG WR DV D 'HOWD FRQ¿JXUDWLRQ   ,Q DGGLWLRQ WR WKH VXSSRUW RI WKUHH
ZLQJW\SHVWKH7-DOVRR൵HUVD9WDLOPL[LQJDVZHOO3ULRUWRSURJUDPPLQJDQ\IXQFWLRQV WULPVÀDSVHWF 
WKDWDUHUHODWHGWRWKHZLQJVWDLOVXUIDFHVLWLVLPSRUWDQWWRGHWHUPLQHWKHSURSHUZLQJDQGWDLOFRQ¿JXUDWLRQ
for the respective aircraft.
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NormalThe T6J transmitter defaults to the normal wing type (non-selectable). If your model uses a single servo to
control the ailerons, there is nothing more to do. If, however, you are using separate servos to control each
aileron individually, please activate the Flaperon mixing. Information on how to do so is contained in the
section that follows.
Flaperon mixing (FLPR)- (ACRO only)
The ability to use separate servos to function in the same
PRYHPHQWGLUHFWLRQWRFRQWUROWKHÀDSGHÀHFWLRQDQGWRZRUNLQ
RSSRVLQJGLUHFWLRQVDVDLOHURQVLVNQRZQDVÀDSHURQV$JDLQWKLV
function allows the ailerons to be used both as ailerons and as *If necessary, use the Servo Reversing
function to achieve the correct direction of
ÀDSV
servo throws.

Flap control is assigned to Channel 6, the proportional rotary knob on the front of the transmitter. As such,
LIÀDSVDUHGHVLUHG&KDQQHOPXVWEHXVHGDVWKHDGGLWLRQDODLOHURQÀDSFKDQQHO$LOHURQVDUHFRQWUROOHGRI
course, by the aileron stick accordingly.
Note: A trim input on the aileron channel will move the two wing servos in the opposite direction. If so
desired, sub-trim must be input for the two wing servos individually as it impacts the servos rather than their
function.
7RDFWLYDWHÀDSHURQPL[LQJZLWKÀDSV
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the flaperon (FLPR) wing menu
appears on screen.
4) Push the DATA INPUT lever upward for approximately two (2) seconds. This will
FDXVHWKH,1+GLVSOD\WRÀDVKUDSLGO\EHIRUHFKDQJLQJWRDÀDVKLQJ21GLVSOD\
Note:<RX FDQQRW VHW ³)ODSHURQ´ PL[LQJ ZKHQ ³(OHYRQ´ PL[LQJ KDV DOUHDG\ EHHQ VHW  ,Q RUGHU WR HQDEOH
³)ODSHURQ´PL[LQJ\RX¿UVWQHHGWRFDQFHO³(OHYRQ´PL[LQJ+RZHYHULWLVDOORZHGWRXVH³)ODSHURQ´DQG
³9WDLO´PL[LQJVLPXOWDQHRXVO\
5) Connect the aileron servo in the right wing to channel 1 (aileron) in the receiver and connect the aileron
VHUYRLQWKHOHIWZLQJWRFKDQQHO ÀDSV LQWKHUHFHLYHU
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 ,I\RXQHHGWRVHWDLOHURQGL൵HUHQWLDOSUHVVWKH6(/(&7NH\WRGLVSOD\WKHÀDVKLQJ
³´VLJQ8VHWKH'$7$,1387OHYHUWRVHWWKHSHUFHQWDJHRIDLOHURQGL൵HUHQWLDO
IURPWR
 7KH³´GLUHFWLRQLQGLFDWHVGHFUHDVLQJDPRXQWRIPRYHPHQWWRZDUGWKHXSZDUGIURP
WKH DLOHURQ VXUIDFH ZKLOH ³´ GLUHFWLRQ LQGLFDWHV GHFUHDVLQJ DPRXQW RI PRYHPHQW
toward the downward from the aileron surface.
 $LOHURQGL൵HUHQWLDODGMXVWVWKHWUDYHORIHDFKDLOHURQ*HQHUDOO\LWLVXVHGWRFUHDWHDODUJHUXSZDUGDLOHURQ
travel (reducing the amount of downward aileron travel) to create a more axial roll rate; reducing unwanted
yaw of the aircraft.
7) Once the mix has been activated, move the servos to their full extremes to make certain they are not
overdriving the controls. If necessary, adjust the linkages to achieve the correct control throws.
8) Press and hold the END key to exit the programming menu.
7RDFWLYDWHÀDSHURQPL[LQJZLWKRXWÀDSV
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the flaperon (FLPR) wing menu
appears on screen.
4) Push the DATA INPUT lever upward for approximately two (2) seconds. This will
FDXVHWKH,1+GLVSOD\WRÀDVKUDSLGO\EHIRUHFKDQJLQJWRDÀDVKLQJ21GLVSOD\
5) Connect the aileron servo in the right wing to channel 1 (aileron) in the receiver
and connect the aileron servo in the left wing to an unused channel from 3-6,
depending upon the model aircraft.
Note: When using a channel other than channel 6, other programming options and
functionality will be affected accordingly. For example, channel 3 is used as the
throttle control in Futaba transmitters. If channel 3 is selected as the left aileron
channel, it will not be operational from the throttle stick, only the aileron.
 ,I\RXQHHGWRVHWDLOHURQGL൵HUHQWLDOSUHVVWKH6(/(&7NH\WRGLVSOD\WKHÀDVKLQJ
³´VLJQ8VHWKH'$7$,1387OHYHUWRVHWWKHSHUFHQWDJHRIDLOHURQGL൵HUHQWLDO
IURPWR
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 7KH ³´GLUHFWLRQ LQGLFDWHV GHFUHDVLQJ DPRXQW RI PRYHPHQW WRZDUG WKH XSZDUG IURP WKH DLOHURQ VXUIDFH
ZKLOH ³´ GLUHFWLRQ LQGLFDWHV GHFUHDVLQJ DPRXQW RI PRYHPHQW WRZDUG WKH GRZQZDUG IURP WKH DLOHURQ
surface.
7) Once the mix has been activated, move the servos to their full extremes to make certain they are not
overdriving the controls. If necessary, adjust the linkages to achieve the correct control throws.
8) Press and hold the END key to exit the programming menu.
Flap trim (FLTR)- (ACRO only)
7KH)ODS7ULPIXQFWLRQLVXVHGWRVSHFLI\WKHDPRXQWRIÀDSWUDYHOSURGXFHGPRYLQJWKHÀDSVZLWFK7KH
ÀDSWULPIXQFWLRQVKRXOGEHDFWLYDWHGLI\RXZLVKWRFRQWUROWKHÀDSVE\WKHÀDSWULPFRQWURO
7KH7-WUDQVPLWWHUDOORZVFRQWURORIWKHÀDSWULPVIURPWKHURWDU\NQRERUVZLWFKHV$%RU'
7RDGMXVWÀDSWULP
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
&RQWLQXHSUHVVLQJWKH02'(RU(1'NH\XQWLOWKHÀDSWULP )/75 PHQXDSSHDUV
on screen.
4) Push the DATA INPUT lever upward for approximately two (2) seconds. This will
FDXVHWKH,1+GLVSOD\WRÀDVKUDSLGO\EHIRUHFKDQJLQJWRDÀDVKLQJ21GLVSOD\
 3UHVVWKH6(/(&7NH\WRDFFHVVWKHWUDYHORIWKHÀDSVZLWFK7KHWUDYHOYDOXHVDUH
DGMXVWDEOH EHWZHHQ  DQG  $GMXVW WKH YDOXHV DFFRUGLQJO\ E\ SUHVVLQJ
the DATA INPUT lever upward or downward.
Note: When using switches A, B or D, it is possible to incorporate two rates- upward or downward.
$GMXVWLQJWKHÀDSWULPZLWKWKHURWDU\NQREDOORZVIRUSURSRUWLRQDOFRQWURO
Note:,IXVLQJ&KDQQHOVRUIRUWKHOHIWDLOHURQFRQWUROWKHÀDSWULPYDOXHVGRQRWD൵HFWWKHWUDYHORIWKH
DLOHURQV7KHÀDSWULPYDOXHVZLOOKRZHYHUFRQWUROWKHÀDSWUDYHOLIWKHÀDSHURQVDUHVHWXSXVLQJFKDQQHO
and channel 6.
 3UHVVWKH6(/(&7NH\WRFKRRVHWKHÀDSWULPDFWLYDWLRQPHWKRGRORJ\
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5) Press the DATA INPUT lever either upward or downward until the desired switch selection appears
onscreen. In addition to switches A, B and D, it is also possible to use the rotary knob (VR) to control the
ÀDSWULP
6) Press and hold the END button to exit the programming menu.
V-tail mixing (V-TL)- (ACRO only)
Intended for V-tail aircraft (such as a Beechcraft Bonanza), V-tail
mixing allows the ruddervators to operate both as rudders and
elevators. The servos work together as an elevator; yet will also
work in opposition to one another to function as a rudder.
*If necessary, use the Servo Reversing

The same as the other mixes, V-tail mixing requires that each function to achieve the correct direction of
servo throws.
ruddervator be operated by a separate servo.
1RWH<RXFDQQRWVHW³9WDLO´PL[LQJZKHQ³(OHYRQ´PL[LQJKDVDOUHDG\EHHQVHW,QRUGHUWRHQDEOH³9WDLO´
PL[LQJ \RX ¿UVW QHHG WR FDQFHO ³(OHYRQ´ PL[LQJ  +RZHYHU LW LV DOORZHG WR XVH ³9WDLO´ DQG ³)ODSHURQ´
mixing simultaneously.
To activate V-tail mixing:
1) Connect the left ruddervator servo to channel 2 (elevator) in the receiver and connect the right ruddervator
servo to channel 4 (rudder) in the receiver.
2) Turn the transmitter on.
3) Press and hold the MODE button to access the programming mode.
4) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the V-tail (V-TL) menu appears on
screen.
5) Push the DATA INPUT lever upward for approximately two (2) seconds. This will
FDXVHWKH,1+GLVSOD\WRÀDVKUDSLGO\EHIRUHFKDQJLQJWRDÀDVKLQJ21GLVSOD\
   3UHVV WKH 6(/(&7 NH\ WR GLVSOD\ WKH ³&+´ DQG IODVKLQJ ³´ VLJQ  8VH WKH
DATA INPUT lever to set the percentage of elevator travel rates. The available
DGMXVWPHQWVDUHEHWZHHQDQG
 3UHVVWKH6(/(&7NH\WRGLVSOD\WKH³&+´DQGÀDVKLQJ³´VLJQ8VHWKH'$7$,1387OHYHUWRVHWWKH
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percentage of rudder travel rates. The available adjustments are between -100% and

8) Once this mix has been activated, move the servos to their full extremes to make
certain they are not overdriving the controls. If necessary, adjust the linkages to
achieve the correct control throws.
Note: It is important to ensure that no binding occurs when providing full elevator and full rudder inputs.
This will maximize the inputs from both channels and provide you with the worst-case scenario.
9) Press and hold the END button to exit the programming menu.
Elevon mixing (ELVN)- (ACRO only)
*If necessary, use the Servo Reversing

,QWHQGHG IRU WDLOOHVV ³À\LQJ ZLQJ´ PRGHOV VXFK DV GHOWD ZLQJV function to achieve the correct direction of
and flying wings, elevon mixing mixes channel 1 (aileron) to servo throws.
channel 2 (elevator) allowing the elevons to operate in unison (as
elevators) or in opposition (as ailerons). This function requires
that each elevon be operated by a separate servo.
CH1

CH2

Note: The Elevon function can not be utilized when either the
97DLO RU )ODSHURQV DUH DFWLYH  ,I HLWKHU 9WDLO RU ÀDSHURQV DUH
activated, it will not be possible to activate the elevon mixing
function.
To activate elevon mixing:
1) Connect the servo in the right wing channel to channel 2 (elevator) in the receiver and connect the servo in
the left wing to channel 1 (aileron) in the receiver.
2) Turn the transmitter on.
3) Press and hold the MODE button to access the programming mode.
4) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the elevon (ELVN) menu appears
on screen.
 <RX FDQQRW VHW ³(OHYRQ´ PL[LQJ ZKHQ ³)ODSHURQ´ RU ³97/´ PL[LQJ KDV DOUHDG\
EHHQVHW,QRUGHUWRHQDEOH³(OHYRQ´PL[LQJ\RX¿UVWQHHGWRFDQFHOERWK³)ODSHURQ´
DQG³9WDLO´PL[LQJ
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 3XVKWKH'$7$,1387OHYHUXSZDUGIRUVHFRQGV7KLVZLOOFDXVHWKHÀDVKLQJ,1+GLVSOD\WRFKDQJH
WRDÀDVKLQJ21GLVSOD\7KHPL[LQJLVQRZRQ
 $GMXVWWKHDLOHURQWUDYHO7RGRVRSUHVVWKH6(/(&7NH\WRGLVSOD\WKH³&+´
DQGÀDVKLQJ³´VLJQ8VHWKH'$7$,1387OHYHUWRVHWWKHSHUFHQWDJHRIHOHYDWRU
WUDYHOUDWH7KHYDOXHVDUHDGMXVWDEOHIURPWR
 $GMXVWWKHHOHYDWRUFKDQQHO¶VWUDYHO3UHVVWKH6(/(&7NH\WRGLVSOD\WKH³&+´DQGÀDVKLQJ³´VLJQ
Use the DATA INPUT lever to set the percentage of rudder travel rate. The values are adjustable from
WR
8) Once this mix has been activated, move the servos to their full extremes to make certain they are not
overdriving the controls. If necessary, adjust the linkages to achieve the correct control throws.
Note: It is important to ensure that no binding occurs when providing full elevator and full aileron inputs.
This will maximize the inputs from both channels and provide you with the worst-case scenario.
9) Press and hold the END button to exit the programming menu.
Throttle Curve (T-CV)- (ACRO only)
The throttle curve (T-CV) function is designed to optimize the engine, or throttle response, in relation to the
WKURWWOHVWLFNSRVLWLRQ7KURWWOH&XUYHSURJUDPPLQJDOORZVWKH7-¶VWKURWWOHFRQWUROWRYDU\IURPWKDWRID
OLQHDU FRQWURO 7KDW LV WKH VHUYR SRVLWLRQ GRHVQ¶W KDYH WR PDWFK WKH LQSXW IURP WKH WKURWWOH VWLFN SRVLWLRQ
7KXVDOORZLQJWKHWKURWWOHRSHUDWLRQWREHDGMXVWHGWRPHHWWKHPRGHOHU¶VVSHFL¿FQHHGVDWYDULRXVSRLQWVLQ
the throttle movement.
7KH7-DOORZVIRUWZRVHSDUDWH¿YHSRLQWWKURWWOHFXUYHWREHSURJUDPPHG$GGLWLRQDOO\LWLVSRVVLEOHWR
assign the throttle curve to any of the switches on the transmitter.
Generally speaking, the points should be adjusted as follows:
• Point 1 is the throttle stick all the way downward (slow) position.
• Point 2 is the throttle stick approximately ¼ of the way advanced.
• Point 3 is the throttle stick approximately ½ of the way advanced.
• Point 4 is the throttle stick approximately 3/4 of the way advanced.
• Point 5 is throttle stick all the way upward (hi) position.
To select the throttle curve activation switch:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
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3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the throttle curve (T-CV) menu
appears on screen.
4) The right side of the LCD should indicate that the throttle curve is inhibited, as
GHQRWHG E\ WKH ÀDVKLQJ ,1+ $FWLYDWH WKH WKURWWOH FXUYH E\ SUHVVLQJ DQG KROGLQJ
WKH '$7$ ,1387 OHYHU XSZDUG  7KH ,1+ VKRXOG EHJLQ ÀDVKLQJ UDSLGO\ SULRU WR
changing to ON.
5) Press the SELECT button six (6) times to bring up the (SW) switch selection
options.
Note: it is possible to assign the throttle curve operation to any of the switches on the T6J.
6) Press the DATA INPUT lever upward or downward to select the desired switch for the throttle curve that
will be programmed below.
Note: Prior to adjusting the throttle curve points, ensure that the switch is in the desired position (up or
down).
To set the throttle curve (T-CV):
1) From the activation channel selection screen above, press the SELECT button two
(2) times. This will bring up point one (1) of the throttle curve programming. The
current value is expressed, in percentage of the overall throttle travel, in the lower
right portion of the LCD.
2) Press the DATA INPUT lever upward to increase the percentage of servo travel for the respective point on
the throttle curve.
3) Press the SELECT button one time to bring up the point two (2) throttle curve adjustments. Again, use the
DATA INPUT lever to adjust the values accordingly.
4) Repeat the steps above as desired for the remaining three points on the throttle curve.
5) Press and hold the END button to exit the programming mode.
Pitch Curve (P-CV)- (ACRO only)
,QDGGLWLRQWRWKHWKURWWOHFXUYHWKH7-DOVRR൵HUVDSLWFKFXUYHLQWKHDLUSODQHIXQFWLRQV7KLVZLOODOORZ
modelers to utilize variable pitch propellers in their aircraft.
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The switch that controls the throttle curve, as described previously, will also control the pitch curve as well.
,Q RQH GLUHFWLRQ RI WKH VZLWFK SRVLWLRQ VHW DQ ³LGOHXS´ FXUYH IRU WKH YDULDEOH SLWFK SURSHOOHU  7KH RWKHU
GLUHFWLRQZLOOFRQWUROWKH³QRUPDO´ÀLJKWRIWKHDLUFUDIW7KLVZLOODOORZ\RXWRGLVDEOHWKHYDULDEOHSLWFKZLWK
a switch.
“Normal” Mode:$FWVMXVWOLNHDQ\RWKHUFRQYHQWLRQDO¿[HGSLWFKDLUFUDIW
Idle-Up” Mode: Allows you to reverse the thrust of the propeller. When you have your throttle stick in the
center position (0% throttle) you will not have any pitch. As you push the stick forward (100% throttle) you
get positive pitch which allows the airplane to move forward. When you pull the throttle stick back (–100%
throttle) it applies negative pitch to the blades and allows the plane to go in reverse.
For information on the proper pitch and throttle curves, please refer to the instructions that accompanied the
variable pitch equipment.
To set the pitch curve (P-CV):
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the pitch curve (P-CV) menu
appears on screen.
4) The right side of the LCD should indicate that the pitch curve is inhibited, as
denoted by the flashing INH. Activate the pitch curve by pressing and holding
WKH '$7$ ,1387 OHYHU XSZDUG  7KH ,1+ VKRXOG EHJLQ ÀDVKLQJ UDSLGO\ SULRU WR
changing to ON.
Note: It is imperative to activate the throttle curve before programming the pitch
curve. If the throttle curve has not been activated, the pitch curve will not be
accessible.
5) Press the SELECT button two (2) times. This will bring up point one (1) of the
pitch curve programming. The current value is expressed, in percentage of the
overall throttle travel, in the lower right portion of the LCD.
6) Press the DATA INPUT lever upward to increase the percentage of servo travel for the respective point on
the pitch curve.
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7) Press the SELECT button one time to bring up the point two (2) pitch curve adjustments. Again, use the
DATA INPUT lever to adjust the values accordingly.
8) Repeat the steps above as desired for the remaining three points on the pitch curve.
9) Move the assigned throttle/pitch curve switch to the opposite position and program the desired points
accordingly.
10) Press and hold the END button to exit the programming mode.

Helicopter Only Programming:
The information which follows is only applicable to helicopter (HELI) models. If you are programming an
airplane (ACRO) model, please skip ahead to the Fail Safe information which is applicable to both airplane
and helicopter model memories.
Normal throttle curve function (N-TH)- (HELI only)The throttle curve (T-CV) function is designed to optimize the engine, or throttle response, in relation to the
WKURWWOHVWLFNSRVLWLRQ7KURWWOH&XUYHSURJUDPPLQJDOORZVWKH7-¶VWKURWWOHFRQWUROWRYDU\IURPWKDWRID
OLQHDU FRQWURO 7KDW LV WKH VHUYR SRVLWLRQ GRHVQ¶W KDYH WR PDWFK WKH LQSXW IURP WKH WKURWWOH VWLFN SRVLWLRQ
7KXVDOORZLQJWKHWKURWWOHRSHUDWLRQWREHDGMXVWHGWRPHHWWKHPRGHOHU¶VVSHFL¿FQHHGVDWYDULRXVSRLQWVLQ
the throttle movement.
A 5-point throttle curve is utilized to best match the blade collective pitch to the engine RPM for consistent
load on the engine. Throttle curve can be adjusted from 0-100% each point. This normal throttle curve
creates a basic curve for hovering. Use this function together with the normal pitch curve (see Normal pitch
curve) so that the engine RPM remains fairly constant regardless of pitch changes.
While each helicopter manufacturer will have specific recommendations for your flying style, generally
speaking, the points should be adjusted as follows:
• Point 1 is shown initially which is throttle stick all the way downward (slow) position.
• Point 2 is the throttle stick approximately ¼ of the way advanced.
• Point 3 is the throttle stick approximately ½ of the way advanced.
• Point 4 is the throttle stick approximately 3/4 of the way advanced.
• Point 5 is throttle stick all the way upward (hi) position.
To set the normal throttle curve:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
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3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the normal throttle curve (N-TH)
menu appears on screen.
4) The LCD screen will contain the throttle curve point indication (left side of screen),
as well as the current throttle curve value, expressed as a percentage of travel, on the right side of the
display.
Note: Point 1 is shown initially which is throttle stick all the way downward (slow) position. Point 5 is
throttle stick all the way upward (hi) position.
Press the DATA INPUT lever upward to increase the percentage of servo travel for the respective point on
the throttle curve. Press the DATA INPUT lever downward to decrease the percentage of servo travel for
the respective point on the throttle curve.
5) Press the SELECT button one time to bring up the point two (2) throttle curve adjustments. Again, use the
DATA INPUT lever to adjust the values accordingly.
6) Repeat the previous steps to set the normal throttle curve point values for the remaining three (3) points.
7) Press and hold the END button to exit the programming mode.
Normal pitch curve (N-PI)-(HELI only)$VWKHQDPHVXJJHVWVWKLVIXQFWLRQLVXVHGWRVHWWKHSLWFKFXUYHIRUWKHQRUPDOÀLJKWFRQGLWLRQ/LNHWKH
QRUPDOWKURWWOHFXUYHWKHQRUPDOSLWFKFXUYHDOVRR൵HUVDGMXVWDELOLW\IRUXSWR¿YH  SRLQWV
This curve is utilized to best match the blade collective pitch to the engine RPM for consistent load on the
engine. Pitch curve can be adjusted from 0-100% each point. This normal pitch curve creates a basic curve
for hovering. Use this function together with the normal throttle curve to obtain the performance you desire.
While each helicopter manufacturer will have specific recommendations for your flying style, generally
speaking, the points should be adjusted as follows:
• Point 1- the collective servo is at the desired lowest point with the throttle stick at the lowest (bottom)
position.
• Point 2- the collective servo is at the desired point with the throttle stick is advanced ¼ of the way.
• Point 3- the collective servo is at the desired point with the throttle stick advanced ½ way.
• Point 4- the collective servo is at the desired point with the throttle stick advanced ¾ of the way.
• Point 5- the collective servo is at the desired point with the throttle servo fully advanced.
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To set the normal pitch curve:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the normal pitch curve (N-PI) menu
appears on screen.
4) The LCD screen will contain the pitch curve point indication (left side of screen),
as well as the current pitch curve value, expressed as a percentage of travel, on the
right side of the display.
Note: Point 1 is shown initially which is throttle stick all the way downward (slow) position. Point 5 is
throttle stick all the way upward (hi) position.
Press the DATA INPUT lever upward to increase the percentage of servo travel for the respective point on
the pitch curve. Press the DATA INPUT lever downward to decrease the percentage of servo travel for the
respective point on the pitch curve.
5) Press the SELECT button one time to bring up the point two (2) pitch curve adjustments. Again, use the
DATA INPUT lever to adjust the values accordingly.
6) Repeat the previous steps to set the normal pitch curve point values for the remaining three (3) points.
7) Press and hold the END button to exit the programming mode.
Idle Up throttle curve function (I-TH)- (HELI Only)7KLV IXQFWLRQ LV XVHG WR VHW WKH WKURWWOH FXUYH IRU LGOH XS ÀLJKW  7KURWWOH &XUYH SURJUDPPLQJ DOORZV WKH
7-¶VWKURWWOHFRQWUROWRYDU\IURPWKDWRIDOLQHDUFRQWURO7KDWLVWKHVHUYRSRVLWLRQGRHVQ¶WKDYHWRPDWFK
the input from the throttle stick position. Thus, allowing the throttle operation to be adjusted to meet the
PRGHOHU¶VVSHFL¿FQHHGVDWYDULRXVSRLQWVLQWKHWKURWWOHPRYHPHQW
A 5-point throttle curve is utilized to best match the blade collective pitch to the engine RPM for consistent
load on the engine. Throttle curve can be adjusted from 0-100% each point. Idle up create a curve typically
XVHGIRUIDVWIRUZDUGÀLJKWDQGDHUREDWLFV1RUPDOO\DQLGOHXSFXUYHGRHVQRWDOORZWKHHQJLQHWRLGOHGRZQ
even when the stick is pulled all the way back. This is one of the functions that makes maneuvers such as
LQYHUWHGÀLJKWSRVVLEOH
*HQHUDOO\ VSHDNLQJ WKH SRLQWV VKRXOG EH DGMXVWHG DV IROORZV KRZHYHU HDFK KHOLFRSWHU ZLOO KDYH VSHFL¿F
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UHFRPPHQGDWLRQVIRUWKHVW\OHRIÀLJKWGHVLUHG
• Point 1 is shown initially which is throttle stick all the way downward (slow) position.
• Point 2 is the throttle stick approximately ¼ of the way advanced.
• Point 3 is the throttle stick approximately ½ of the way advanced.
• Point 4 is the throttle stick approximately 3/4 of the way advanced.
• Point 5 is throttle stick all the way upward (hi) position.
To set the idle up throttle curve:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode. An audible double beep will be heard
and the default screen will change accordingly.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the idle up throttle curve (I-TH)
menu appears on screen.
 3XVKWKH'$7$,1387OHYHUXSZDUGIRUVHFRQGV7KLVZLOOFDXVHWKHÀDVKLQJ
,1+GLVSOD\WRFKDQJHWRDÀDVKLQJ21GLVSOD\1RZWKH,7+IXQFWLRQLVDFWLYDWHG
although depending upon the position of the idle up switch, it may not be on.
5) Push the SELECT key. The LCD screen will contain the throttle curve point
indication (left side of screen), as well as the current throttle curve value, expressed
as a percentage of travel, on the right side of the display.
Note: Point 1 is shown initially which is throttle stick all the way downward (slow)
position. Point 5 is throttle stick all the way upward (hi) position.
Press the DATA INPUT lever upward to increase the percentage of servo travel
for the respective point on the throttle curve. Press the DATA INPUT lever downward to decrease the
percentage of servo travel for the respective point on the throttle curve.
6) Press the SELECT button one time to bring up the point two (2) throttle curve adjustments. Again, use the
DATA INPUT lever to adjust the values accordingly.
7) Repeat the previous steps to set the idle up throttle curve point values for the remaining three (3) points.
8) Press the DATA INPUT lever either upward or downward to select Switch A, B or C as the idle up
activation switch.
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Note: As with all switch selection availability, if the modeler has programmed any other functionality to this
switch selection, the idle up throttle curve and the other function will be activated simultaneously. As such, it
is imperative to ensure that these desired functions will not negatively impact one another.
For example, if the modeler has programmed Switch B to activate the low rates, and then selected Switch B
as the activation switch for the idle up curves, moving Switch B will activate both functions simultaneously.
Note: if the trainer function is activated, the switch C is allocated for the trainer function automatically.
9) Press and hold the END button to exit the programming mode.
Pitch Curve Idle UP (I-PI) - (HELI only)
7KLVIXQFWLRQLVXVHGWRVHWWKHSLWFKFXUYHIRULGOHXSÀLJKW7KHSLWFKFXUYHSURJUDPPLQJDOORZVWKH7-¶V
SLWFKFRQWUROWRYDU\IURPWKDWRIDOLQHDUFRQWURO7KDWLVWKHVHUYRSRVLWLRQGRHVQ¶WKDYHWRPDWFKWKHLQSXW
IURPWKHWKURWWOHSLWFKVWLFNSRVLWLRQ7KXVDOORZLQJWKHSLWFKRSHUDWLRQWREHDGMXVWHGWRPHHWWKHPRGHOHU¶V
VSHFL¿FQHHGVDWYDULRXVSRLQWVLQWKHWKURWWOHVWLFNPRYHPHQW
A 5-point pitch curve is utilized to best match the blade collective pitch to the engine RPM for consistent
load on the engine. The curve can be adjusted from 0-100% each point. Idle up creates a curve typically
XVHGIRUIDVWIRUZDUGÀLJKWDQGDHUREDWLFV1RUPDOO\DQLGOHXSFXUYHGRHVQRWDOORZWKHHQJLQHWRLGOHGRZQ
even when the stick is pulled all the way back. This is one of the functions that makes the maneuvers such as
LQYHUWHGÀLJKWSRVVLEOH
*HQHUDOO\VSHDNLQJWKHSLWFKFXUYHVKRXOGEHVHWXSDVIROORZVKRZHYHUHDFKKHOLFRSWHUZLOOKDYHVSHFL¿F
UHFRPPHQGDWLRQVIRUWKHVW\OHRIÀ\LQJ\RXGHVLUH
• Point 1- the collective servo is at the desired lowest point with the throttle stick at the lowest (bottom)
position. This is normally full negative pitch.
• Point 2- the collective servo is at the desired point with the throttle stick is advanced ¼ of the way.
• Point 3- the collective servo is at the desired point with the throttle stick advanced ½ way.
• Point 4- the collective servo is at the desired point with the throttle stick advanced ¾ of the way.
• Point 5- the collective servo is at the desired point with the throttle stick fully advanced. This is full positive
pitch.
To set the idle up pitch curve:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode. An audible
double beep will be heard and the default screen will change accordingly.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the idle up pitch curve (I-PI) menu
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appears on screen.
4) The LCD screen will contain the pitch curve point indication (left side of screen), as well as the current
pitch curve value, expressed as a percentage of travel, on the right side of the display.
Note: Point 1 is shown initially which is throttle stick all the way downward (slow)
position. Point 5 is throttle stick all the way upward (hi) position.
Press the DATA INPUT lever upward to increase the percentage of servo travel for
the respective point on the pitch curve. Press the DATA INPUT lever downward to
decrease the percentage of servo travel for the respective point on the pitch curve.
5) Press the SELECT button one time to bring up the point two (2) pitch curve adjustments. Again, use the
DATA INPUT lever to adjust the values accordingly.
6) Repeat the previous steps to set the normal pitch curve point values for the remaining three (3) points.
7) Press and hold the END button to exit the programming mode.
Throttle hold function (HOLD)- (HELI only)Throttle hold function is typically used for autorotations where only pitch control is used to make a descent
DQGODQGLQJ7KLVLVDOVRDJRRGVDIHW\IHDWXUHWRXVHZKLOHFDUU\LQJWKHPRGHOWRWKHÀLJKWOLQHDIWHUVWDUWLQJ
WKHHQJLQHRUDVD¿QDODUPLQJIRUDQHOHFWULFSRZHUHGPRGHO-XVWÀLSWKHKROGVZLWFKRQWRVHWWKHHQJLQH
LQWKHLGOLQJRUFXWSRVLWLRQDQGGLVHQJDJHLWIURPWKHWKURWWOHVWLFN7KHWKURWWOHVHUYR¶VSRVLWLRQFDQEHVHW
IURPWRIURPWKHWKURWWOHWULPSRVLWLRQ
Note: The collective servo remains active to allow for pitch inputs during the descent of the helicopter.
To set the throttle hold:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode. An audible double beep will be heard
and the default screen will change accordingly.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the throttle hold (HOLD) menu
appears on screen.
 7KH ULJKW VLGH RI WKH /&' VKRXOG LQGLFDWH WKDW WKH WKURWWOH KROG LV LQKLELWHG DV GHQRWHG E\ WKH ÀDVKLQJ
INH. Activate the throttle hold by pressing and holding the DATA INPUT lever upward. The INH should
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EHJLQÀDVKLQJUDSLGO\SULRUWRFKDQJLQJWR21
5) Push the SELECT key to bring up the throttle hold adjustment screen.
 2EVHUYLQJWKHFDUEXUHWRUEDUUHO¶VSRVLWLRQSXOOWKHWKURWWOHKROGVZLWFKWRZDUGV\RX
to engage the throttle hold. Press the DATA INPUT lever upward or downward to
adjust the throttle hold function accordingly.
7) Press and hold the END button to exit the programming mode.
Pitch Curve Hold (H-PI)- (HELI only)
7KHSLWFKFXUYHKROGIXQFWLRQDVWKHQDPHVXJJHVWVDOORZVWKHSURJUDPPLQJRID¿YHSRLQWSLWFKFXUYHWKDW
is activated when the throttle hold switch is enabled. This allows the pilot to have complete control of the
blade pitch during a non-powered descent. The pitch curve for throttle hold can be adjusted from 0-100% for
XSWR¿YHSRLQWV
Generally speaking, the pitch curve should be set up so that:
• Point 1- the collective servo is at the desired lowest point with the throttle stick at the lowest (bottom)
position. This is also full negative pitch.
• Point 2- the collective servo is at the desired point with the throttle stick is advanced ¼ of the way.
• Point 3- the collective servo is at the desired point with the throttle stick advanced ½ way.
• Point 4- the collective servo is at the desired point with the throttle stick advanced ¾ of the way.
• Point 5- the collective servo is at the desired point with the throttle servo fully advanced. This is full
positive pitch.
To set the throttle hold pitch curve:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode. An audible double beep will be heard
and the default screen will change accordingly.
3) Press either the MODE key OR the END key to scroll through the function menus. Continue pressing the
MODE or END key until the hold pitch curve (H-PI) menu appears on screen.
4) This will bring up point one (1) of the hovering pitch curve programming. The
current value is expressed, in percentage of the overall pitch travel, in the lower right
portion of the LCD.
5) Press the DATA INPUT lever upward to increase the percentage of the collective
servo travel for the respective point on the pitch curve.
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6) Press the SELECT button to bring up the point two (2) pitch curve adjustments. Again, use the DATA
INPUT lever to adjust the values accordingly.
7) Repeat the steps above as desired for the remaining three points on the pitch curve.
8) Press and hold the END button to exit the programming mode.
Revolution Mixing (REVO) - (HELI only)
5HYROXWLRQPL[LQJFRPPRQO\UHIHUUHGWRDV³5HYR´PL[LQJLVXVHGWRDGGUXGGHULQSXWVLQFRQMXQFWLRQZLWK
pitch inputs. This mixing assists in compensating for the rotation of the helicopter caused by the increased
torque. The T6J transmitter allows for a high rate and a low rate adjustment for the revolution mixing.
Note: If using a heading hold/AVCS gyro, only use the revolution mixing when this gyro is in the normal
mode. Do NOT use revolution mixing with a heading hold/AVCS gyro when it is in the heading-hold/AVCS
mode.
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the revolution mixing (REVO) menu
appears on screen.
4) The right side of the LCD should indicate that the revolution mixing is inhibited,
as denoted by the flashing INH. Activate the revolution mixing by pressing and
KROGLQJ WKH '$7$ ,1387 OHYHU XSZDUG  7KH ,1+ VKRXOG EHJLQ ÀDVKLQJ UDSLGO\
prior to changing to ON.
5) Push the SELECT key to bring up the low rate (as indicated by the down arrow on
the left side of the LCD screen).
6) To adjust the value, press the DATA INPUT lever either upward or downward until
the desired value is achieved.
7) Press the SELECT key once again to access the revo mixing adjustments for the high side. The up arrow
on the left side of the screen indicates that it is the high side that will be adjusted.
8) To adjust the value, press the DATA INPUT lever either upward or downward until the desired value is
achieved.
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9) After both values have been adjusted accordingly, press and hold the END button to exit the programming
mode.
Gyro mixing function (GYRO)-(HELI only)
*\URV8VLQJHOHFWURQLFVHQDEOHVPRGHOHUVWRWDNHVRPHRIWKHFRPSOH[LW\RXWRIVHWXSVDQGÀLJKW
What is a gyro? Gyro is short for gyroscope. A gyroscope is an electronic unit that senses rotational
PRYHPHQWDQGFRUUHFWVIRULW)RUH[DPSOHLIWKHZLQGEORZV\RXUKHOLFRSWHU¶VWDLOWRWKHOHIWDJ\URZLOO
VHQVHWKDWPRWLRQ DQGFRQ¿UPWKDWQRLQSXWZDVJLYHQ DQGZLOOFRUUHFWIRULW
How does it help in helicopter setup? A heading-hold gyro will totally eliminate the need for revolution
PL[LQJ7KHJ\URZLOOVHQVHDQGFRUUHFWWKHXQZDQWHGPRWLRQIRU\RXVR\RXGRQ¶WKDYHWRVSHQGWLPHWRJHW
a complex curve operating properly.
Gyro sensor types:7KHUHDUHPDQ\GL൵HUHQWNLQGVRIJ\URVDQGJ\URWHFKQRORJ\DYDLODEOHWRGD\)XWDED¶V
cutting-edge micro electromechanical system, or MEMS, sensors detect smaller angular deviations that any
other technology.
Choosing the right gyro for your skills, your helicopter, and your budget:
Mechanical: Some are still available. They are very challenging to set up and not as reliable as piezo or
SMM.
Non-heading hold piezo: these are now inexpensive gyros that are reliable and easy to set up. Some have
GXDOUDWHVDQGUHPRWHJDLQFRQWUROWRDGMXVWVHQVLWLYLW\LQÀLJKW/DFNKHDGLQJKROGFDSDELOLWLHVIRUSUHFLVLRQ
À\LQJ
Heading hold piezo: Until recently, the cream of the crop. Expensive, and more complex to set up. Adds
*36OLNH KHDGLQJ UHFRJQLWLRQ  ([KLELWV PLQRU GL൶FXOWLHV ZLWK WHPSHUDWXUH GULIW SRVLWLRQ VHWWLQJ YDU\LQJ
ZLWKXQLW¶VWHPSHUDWXUH 
Heading hold SMM: 21st century gyro technology. Computer chip technology. Expensive, easier set up,
KLJKHUGXUDELOLW\6LJQL¿FDQWGHFUHDVHLQWHPSHUDWXUHVHQVLWLYLW\0DQ\LQFOXGHIUDPHUDWHVHWWLQJVWRDOORZ
faster response when using specialized digital servos. Examples:
• GY401: Simple set up. Ideal for learning aerobatics through 3D.
• GY502: Ideal through class III competition.
• GY520: Simple set up. Perfect for entry-level models through 3D competitions.
• GY611: Exceptional center. Extremely fast response time. Requires specialized servo.
• GY701: Exceptional performance. Combining a governor and gyro in one unit.
• CGY750: Flybarless system. Incredible performance that combines 3-axis gyro with governor. Requires an
adapter for use with the T6J.
*\URPL[LQJIXQFWLRQLVXVHGIRUDGMXVWLQJWKHJDLQRIWKHJ\UR6HOHFWIURPWZRGL൵HUHQWJDLQVHWWLQJVXVLQJ
a switch on the transmitter.
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To set the GYRO mixing:
  3OXJ WKH J\UR¶V VHQVLWLYLW\ DGMXVWPHQW WR FKDQQHO  RI WKH UHFHLYHU  1RWH WKLV FKDQQHO LQSXW LV QRW
assignable.
2) Prior to adjusting the gyro, ensure that the end point adjustments of channel 5 are set for 100% in both
directions. If not, please adjust accordingly.
3) Turn the transmitter on.
4) Press and hold the MODE button to access the programming mode. An audible double beep will be heard
and the default screen will change accordingly.
5) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the gyro (GYRO) menu appears on
screen.
6) The right side of the LCD should indicate that the gyro mixing is inhibited, as
denoted by the flashing INH. Activate the gyro mixing by pressing and holding
WKH '$7$ ,1387 OHYHU XSZDUG  7KH ,1+ VKRXOG EHJLQ ÀDVKLQJ UDSLGO\ SULRU WR
changing to ON.
 3XVKWKH'$7$,1387OHYHUXSZDUGIRUVHFRQGV7KLVZLOOFDXVHWKHÀDVKLQJ
³,1+´GLVSOD\WRFKDQJHWRDÀDVKLQJ³21´GLVSOD\1RZWKHPL[LQJLVRQ
 3XVKWKH6(/(&7NH\RQHWLPHWRDFFHVVWKHXSSHUVZLWFKSRVLWLRQ¶VPL[LQJ7KH
J\URJDLQVPD\EHDGMXVWHGIURP
  3UHVV WKH '$7$ ,1387 OHYHU HLWKHU XSZDUGV RU GRZQZDUGV WR DGMXVW WKH J\UR¶V
gain for the upper switch position.
 3XVKWKH6(/(&7NH\RQHWLPHWRDFFHVVWKHORZHUVZLWFKSRVLWLRQ¶VPL[LQJ
 3UHVVWKH'$7$,1387OHYHUHLWKHUXSZDUGVRUGRZQZDUGVWRDGMXVWWKHJ\UR¶V
gain for the lower switch position.
11) Press the SELECT button one time to access the switch activation selection options for the gyro. The
FKRLFHVDUH6ZLWFK$%RU,GOHXS ,'/ :KHQ,'/LVXVHG ÀLJKWFRQGLWLRQ WKHJ\URJDLQZLOOFKDQJH
as you move in, or out, of the idle up. Typically a higher gain is set for normal (NOR) condition (hovering,
VORZ IRUZDUG ÀLJKW  DQG D ORZHU JDLQ ZLOO EH QHHGHG IRU WKH LGOH XS FRQGLWLRQ IDVW IRUZDUG ÀLJKW DQG
aerobatics).
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12) Press and hold the END button to exit the programming mode.
Swash to throttle mixing (SW-T)-(HELI only)
When idle up is activated, this predetermined mixing function is used to prevent the engine from slowing, or
ERJJLQJGRZQZKHQVZDVKSODWHLQSXWVDUHJLYHQVSHFL¿FDOO\DLOHURQRUHOHYDWRUFRQWUROV7KLVIHDWXUHWDNHV
DELWRIÀLJKWWHVWLQJWRVHWFRUUHFWO\
To activate swash to throttle mixing:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode. An audible double beep will be heard
and the default screen will change.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the swashplate to throttle (SW-T)
mixing menu appears on screen.
4) Press the SELECT key to display the CH-A. This indicates that the values which
will be adjusted are the values of the aileron input.
5) Press the DATA INPUT lever to set the percentage of aileron to throttle mixing rate
from 0-100%.
6) Press the SELECT key to display the CH-E. This indicates that the values which
will be adjusted are the values of the elevator input.
7) Press the DATA INPUT lever to set the percentage of elevator to throttle mixing
rate from 0-100%.
5) Press the SELECT key to display the CH-4. This indicates that the values which will be adjusted are the
values of the rudder input.
6) Press the DATA INPUT lever to set the percentage of elevator to throttle mixing rate from -100% to

Swash Ring (RING)7KH6ZDVK5LQJ 5,1* IXQFWLRQOLPLWVWKHVZDVKWUDYHOWRD¿[HGUDQJHLQRUGHUWRSUHYHQWGDPDJLQJWKH
swash linkages from simultaneous operation of the aileron and elevator inputs. That is, this is basically an
electronic version of a former mechanical action that prevented binding of the controls when the elevator/
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aileron inputs are maximized.
This is very useful for 3D aerobatics. The Ring function is adjustable from 50-200%.
)XWDED VKRXOG FUHDWH D JLPEDO VWLFN GLDJUDP WKDW GHSLFWV WKH VZDVK ULQJ DQG YDOXH H൵HFWV $ FLUFOH FRXOG
surround the gimbal. For example, show diagram with 50, 100 and 200% values input.
To set the swash ring:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode. An audible
double beep will be heard and the default screen will change accordingly.
3) Press either the MODE key OR the END key to scroll through the function
menus. Each time one of the aforementioned keys is pressed the menu will change
accordingly. Continue pressing the MODE or END key until the swash ring (RING)
menu appears on screen.
4) The right side of the LCD should indicate that the swash ring is inhibited, as
denoted by the flashing INH. Activate the swash ring by pressing and holding
WKH '$7$ ,1387 OHYHU XSZDUG  7KH ,1+ VKRXOG EHJLQ ÀDVKLQJ UDSLGO\ SULRU WR
changing to ON.
5) Press the SELECT key to call up the default value (50%).
6) To adjust the RING value, press the DATA INPUT lever upward until the desired
value is achieved.
Observing your helicopter, ensure that the swash ring function has eliminated any undesired movement or
binding when the extreme aileron/elevator inputs are given.
7) Press and hold the END button to exit the programming menu.
Swashplate type selection and Swash AFR (SWSH) - (HELI only)
The Swashplate type selection is utilized to select the swashplate type that matches the respective helicopter
IRUZKLFK\RXDUHSURJUDPPLQJWKHWUDQVPLWWHU7KH7-WUDQVPLWWHUR൵HUVIRXU6ZDVKSODWHW\SHVHOHFWLRQVWR
choose from: H-1, HE3, H-3 and HR3.
Prior to explaining the differences in the selections available to you, it is important to have a basic
XQGHUVWDQGLQJRI&&30DQG³QRUPDO´VZDVKSODWHW\SHV
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$QRUPDOVZDVKSODWHLVDOVRNQRZQDVD³SXUHIXQFWLRQ´RU³VLQJOHVHUYR´ PRVWKHOLFRSWHUVXVHWKLVW\SH $
³VLQJOHVHUYR´VZDVKSODWHXVHVRQHVHUYRIRUHDFKD[LVDLOHURQHOHYDWRU F\FOLFSLWFK DQGFROOHFWLYHSLWFK
Cyclic Collective Pitch Mixing, or CCPM is both simpler and more responsive than the mechanical CCPM.
Traditional CCPM systems use three servos working in unison to control the swash. All three servos move
regardless of the control input.

H-1 Type:
This is the non-CCPM Swashplate type selection. For many years this was the
preferred swashplate type, however, CCPM has gained in popularity recently. In
this swashplate type, A single servo is used for each axis: aileron, elevator (cyclic
pitch), and collective pitch, whereas a CCPM helicopter uses a combination of servos
working together to achieve the 3 axes of motion.
HE3 Type:
CCPM. This selection is most commonly used for electric
helicopters. With aileron input, the aileron and pitch
servos tilt the swashplate left and right; with elevator input,
the servos tilt the swashplate fore and aft; with pitch input,
all three servos raise the swashplate up and down. Pushrods positioned as shown.
H-3 Type:
This swashplate type is designated as a 140 degree CCPM.
Fundamentally, the servo operations of H-3 type are almost
that same as HR3 type. However, the servo arrangement
for elevator operation differs. 140 degree CCPM offers
smoother operation of the combined servos and an equal
cyclic rate all around. On a 120 degree setup, the left/right
cyclic is slightly faster than the fore/aft cyclic.
HR3 Type:
This is a 120 degree CCPM. With Aileron input, the
aileron and pitch servos tilt the swashplate left and right;
with Elevator input, the three servos tilt the swashplate
fore and aft; with Pitch input, all three servos raise the
swashplate up and down.
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To select the swashplate types:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the swash (SWSH) menu appears on
screen.
4) To select the swashplate type, press the DATA INPUT lever upward or downward for about two seconds.
:KHQ\RXDUHFKDQJLQJVZDVKSODWHW\SHVWR++(+RU+5WKHGLVSOD\ÀDVKHVVORZEHFRPHVUDSLG
DQGWKHQUHWXUQVVORZÀDVKLQJZLWKFRQ¿UPDWLRQVRXQG
5) Press and hold the END button to exit the programming menu.
Swashplate AFR (Adjustable Function Rate) - (HELI only)
If any of the three CCPM Swashplate types (H3, HE3, or HR3) have been selected, the Swashplate AFR
(adjustable function rate) settings will automatically be activated as well. It is possible to individually
modify the values for the aileron, elevator and pitch servos to fine-tune the amount of travel and travel
direction of the swashplate inputs.
Prior to adjusting the swashplate AFR, it is important to properly set the linkage and servo horns for the
DLOHURQ HOHYDWRU DQG SLWFK VHUYRV DFFRUGLQJ WR WKH KHOLFRSWHU PDQXIDFWXUHU¶V LQVWUXFWLRQV  7KH FRUUHFW
geometry of these settings is imperative to a smooth, successful and correctly set-up CCPM helicopter.
Collective and pitch directions, as well as overall throw (all three servos working together) are controlled by
the Swash AFR. To begin, set up it is recommended that the pitch curve be set in a straight line (0, 25, 50, 75
and 100), this will be set to the correct curves as shown in the Pitch Curve section on page 48. Initially the
YDOXHVGLVSOD\HGRQWKHWUDQVPLWWHUZLOOEHIRUDOOWKUHHFKDQQHOV
Check all three servos to move in the same direction by the throttle stick operation. At this point, it doesn't
worry even if the swashplate works in the reverse direction for the stick operation. If one of these servos
operate oppositely for other servos, you will need to change the travel direction of the servo in the servo
reversing (REVR) menu. Please refer to page 27 for information on how to do so.
Next, check the cyclic directions (aileron and elevator) and the collective (pitch) direction. If the swashplate
is working in the reverse direction for each stick operation, it will be necessary to change the respective
swashplate AFR value to -50%.
With everything functioning in the proper direction it is time to adjust the overall throw for each function.
Typically you will use a pitch gauge to assist in the adjustment of the pitch AFR to achieve the amount of
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WRWDOSLWFK\RXGHVLUH+RZHYHU\RX¶OODOVRZDQWWRDVVXUHWKDWWKHVZDVKSODWHGRHVQRWWUDYHOVRIDUDVWR
bind at the top or bottom of its throw. You will also want to repeat this procedure for the cyclic throws.
Move the stick left/right, up/down to assure that the linkages do not bind. If the linkages are binding, reduce
the AFR values. If additional throws are needed, increase the values.
To set the swash AFR:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus. Continue pressing the
MODE or END key until the swash (SWSH) menu appears on screen.
4) To select the swashplate type, press the DATA INPUT lever upward or downward for about two seconds.
:KHQ\RXDUHFKDQJLQJVZDVKSODWHW\SHVWR++(+RU+5WKHGLVSOD\ÀDVKHVVORZEHFRPHVUDSLG
DQGWKHQUHWXUQVVORZÀDVKLQJZLWKFRQ¿UPDWLRQVRXQG
5) Use the SELECT key to select the channel you wanted to set. Aileron channel
&+$ LVGLVSOD\HGDW¿UVWDQG³´LVÀDVKLQJZLWKDYDOXHRIEHQHDWKLW7KLVLV
adjusted by pushing the DATA INPUT lever up or down. Aileron movement can be
DGMXVWHGIURPWR
6) Adjust the elevator and pitch channels using the same methodology. Press the SELECT button to bring
forth the channels accordingly. The elevator channel is indicated by CH-E; pitch is indicated as CH-P on
the display.
7) Press and hold the END button to exit the programming menu.
Delay (DELY)- (HELI only)
The T6J allows the user to delay input from the throttle and/or pitch servos when changing from the other
ÀLJKWFRQGLWLRQVWRWKHLGOHXSFRQGLWLRQ7KLVLVDYHU\XVHIXOIXQFWLRQDVLWZLOOSUHYHQWDQ\XQGHVLUDEOH
FKDUDFWHULVWLFV WKDW PLJKW RWKHUZLVH UHVXOW IURP VXGGHQ FKDQJHV LQ WKH UHVSHFWLYH VHUYR¶V SRVLWLRQ  )RU
H[DPSOHZKHQFKDQJLQJÀLJKWFRQGLWLRQVIURPQRUPDOWRLGOHXSWKHWKURWWOHDQGRUSLWFKFXUYHVPLJKWYDU\
JUHDWO\7KHGHOD\IURPWKLVIXQFWLRQZLOOSUHYHQWWKHKHOLFRSWHUIURPFKDQJLQJ530¶VUDSLGO\DQGWKHUHIRUH
QHJDWLYHO\LPSDFWLQJÀLJKWFKDUDFWHULVWLFV
The delay for both the throttle (Channel 3) and the pitch (Channel 6) is adjustable from 0-50%. A delay
value of 50% is approximately 1.2 seconds. We suggest starting with a smaller value until the optimum
DPRXQWKDVEHHQGHWHUPLQHGE\WHVWÀ\LQJWKHPDFKLQH
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To program the DELY (Throttle and Pitch Delays):
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode. An audible double beep will be heard
and the default screen will change.
3) Press either the MODE key OR the END key to scroll through the function
menus. Each time one of the aforementioned keys is pressed the menu will change
accordingly. Continue pressing the MODE or END key until the delay (DELY)
menu appears on screen.
4) The right side of the LCD should indicate that the delay settings are inhibited, as
GHQRWHG E\ WKH ÀDVKLQJ ,1+ $FWLYDWH WKH GHOD\ VHWWLQJV E\ SUHVVLQJ DQG KROGLQJ
WKH '$7$ ,1387 OHYHU XSZDUG  7KH ,1+ VKRXOG EHJLQ ÀDVKLQJ UDSLGO\ SULRU WR
changing to ON.
5) Press the SELECT key to access the throttle delay adjustment. The throttle channel
is denoted by the 3 on the left side of the LCD.
6) Press the DATA INPUT lever upward to increase the delay of the throttle servo
accordingly. As noted above, the delay is adjustable between 0 and 50%.
  :KHQ VDWLV¿HG ZLWK WKH WKURWWOH VHUYR GHOD\ SUHVV WKH 6(/(&7 NH\ RQFH DJDLQ
This will access the pitch delay adjustments (6 on the LCD screen). As with the throttle servo delay, press
the DATA INPUT lever upward to increase the delay of the pitch servo.
8) Press and hold the END key to exit the DELY (Delay) function.
Note:3ULRUWRÀ\LQJWKHKHOLFRSWHUZHVWURQJO\VXJJHVWWHVWLQJWKHGHOD\LQSXWVRQWKHEHQFKWRHQVXUHWKDW
all functions as desired.
Hovering Pitch (HOVP)- (HELI only)
The HOV-PIT (Hovering Pitch) trim function trims the pitch near the hovering point of the helicopter.
7KLVIXQFWLRQDOORZVIRUWKHKRYHULQJSLWFKWREH¿QHWXQHGIRUFKDQJHVLQURWRUVSHHGIURPFKDQJHVLQWKH
DPELHQWWHPSHUDWXUHKXPLGLW\DQGRWKHUVXFKÀLJKWFRQGLWLRQV$GMXVWWKHKRYHULQJSLWFKNQRE LQWKHFHQWHU
of the T6J) so that the rotor speed is constant. If you are not actively using this function, we suggest that you
inhibit the function to prevent inadvertent pitch changes.
To activate and set the HOV-PIT (Hovering Pitch):
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1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode. An audible double beep will be heard
and the default screen will change.
3) Press either the MODE key OR the END key to scroll through the function menus. Continue pressing the
MODE or END key until the hovering pitch curve (HOVP) menu appears on screen.
4) The right side of the LCD should indicate that the hovering pitch curve is inhibited,
DVGHQRWHGE\WKHÀDVKLQJ,1+$FWLYDWHWKHKRYHULQJSLWFKFXUYHE\SUHVVLQJDQG
KROGLQJ WKH '$7$ ,1387 OHYHU XSZDUG  7KH ,1+ VKRXOG EHJLQ ÀDVKLQJ UDSLGO\
prior to changing to ON.
 7KH+RYHULQJ3LWFKIXQFWLRQLVDYDLODEOHIRUHLWKHUWKH125 QRUPDO ÀLJKWPRGH
or in both the NOR (normal) and Idle Up modes. Press the SELECT key one time
WREULQJXSWKHÀLJKWPRGHLQGLFDWLRQ$ÀDVKLQJ³125´LQGLFDWHVWKDWWKLVLVRQO\
DSSOLFDEOH LQ WKH QRUPDO ÀLJKW PRGH 7R PRGLI\ WKH VHWWLQJ VR WKDW LW LV DYDLODEOH
LQERWKWKHQRUPDODQGLGOHXSÀLJKWPRGHVSUHVVDQGKROGWKH'$7$,1387OHYHU
GRZQZDUG7KH³125´ZLOOÀDVKUDSLGO\EHIRUHFKDQJLQJWR³1,´7KHÀDVKLQJ³1
,´LQGLFDWHVWKDWWKHKRYHULQJSLWFKPD\EHDGMXVWHGLQERWKÀLJKWPRGHV
6) Press and hold END to exit the programming menu.
Fail Safe (F/S)Fail safe is the designation given to a safety feature which places a servo, or servos, to a preset position if the
RF signal is lost or interrupted. The use of the fail safe function is recommended from a safety standpoint.
$GGLWLRQDOO\WKH7-R൵HUVDEDWWHU\IDLOVDIHIXQFWLRQWKDWEULQJVWKHWKURWWOHVHUYRGRZQWRLWVLGOHSRVLWLRQ
DVDZDUQLQJWKDWWKHUHFHLYHUEDWWHU\¶VYROWDJHLVJHWWLQJGDQJHURXVO\ORZ
Normal Fail Safe Settings7KLVPHQXR൵HUVWZRIDLOVDIHRSWLRQVZKHQLQWKH6)+66PRGHPRGH)DLOVDIHVHWWLQJVDUHQRWDYDLODEOH
LQWKH)+66PRGHPRGH7KH³125´ QRUPDO VHWWLQJUHWDLQVWKHDSSOLFDEOHVHUYRV¶ODVWLQSXWSULRUWRWKH
LQWHUUXSWHGVLJQDO)RUH[DPSOHLIWKHPRGHOZDVFLUFOLQJWRWKHOHIWZKHQWKHGL൶FXOW\RFFXUUHGWKHDLUFUDIW
ZRXOGKROGWKHLQSXWVIRUWKHOHIWWXUQXQWLOWKHGL൶FXOW\LVUHVROYHG
$OWHUQDWLYHO\ LW LV SRVVLEOH WR SURJUDP WKH 7- VR WKDW WKH UHFHLYHU¶V FKDQQHOV DUH DOO PRYHG WR D SUH
determined setting (position) should the RF signal be interrupted. If a predetermined setting is not
SURJUDPPHG WKH UHFHLYHU ZLOO FRQWLQXH ZLWK WKH ODVW µJRRG¶ LQSXW SULRU WR WKH VLJQDO LQWHUUXSWLRQ IRU WKH
respective channel(s).
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To set the Fail Safe Function:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the fail safe (F/S) menu appears on
screen.
4) Place the switches, sticks and/or rotary knob in the desired fail safe positions.
Press and hold the DATA INPUT lever downward to retain these current positions
as the Fail Safe settings. Press the SELECT button to scroll through the channels
individually to view the saved fail safe positions.
Note: 6KRXOG \RX ZLVK WR DGMXVW HDFK FKDQQHO¶V IDLO VDIH SRVLWLRQ VHSDUDWHO\ LW LV
possible to do so. Simply use the SELECT button to scroll to the desired channel and
then hold the DATA INPUT lever downward as in step 4, above.
We strongly suggest verification of the fail safe function prior to flight of the model. This will ensure
WKDWDOOFKDQQHOVZLOOIXQFWLRQDVVRGHVLUHG7RYHULI\WKH)6IXQFWLRQKDVEHHQFRUUHFWO\VHWWXUQR൵WKH
transmitter, the servos should move to the positions as determined in step two (4) above.
If you wish to eliminate a preset position for any of the channels, use the SELECT button to choose the
desired channel. Next, press and hold the DATA INPUT lever upward. The previously saved position value
ZLOOEHUHSODFHGZLWK³125´RUQRUPDOVHWWLQJ
5) Press and hold the END button to exit the programming menu.
TRNR Trainer functionThe T6J offers a programmable trainer function. There are three trainer modes available for Channels
  ,I DSSOLFDEOH &KDQQHOV  DQG  R൵HU WZR WUDLQHU PRGHV 7KH WUDLQHU IXQFWLRQ PDNHV LW SRVVLEOH IRU
WKHLQVWUXFWRUWRFKRRVHZKLFKIXQFWLRQVRUFKDQQHOVDUHWREHXVHGIRUWKHVWXGHQW¶VÀLJKWLQVWUXFWLRQ%\
retaining certain controls, this will make training of the student easier and the student is more likely to
progress at a more rapid rate. The instructor can add controls and complexity to the student lessons at any
time by assigning additional channels as so desired.
When the instructor activates the trainer switch, the student will gain control of all assigned channels and
functionality of the aircraft. When released, the instructor regains all control of the aircraft.
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To activate trainer function:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
Continue pressing the MODE or END key until the trainer (TRNR) menu appears on
screen.
 7KHWUDLQHUPRGHLVFXUUHQWO\LQKLELWHG ,1+ WKXVWKHÀDVKLQJ,1+RQWKH/&'
screen. Press and hold the DATA INPUT lever upward for approximately two (2)
VHFRQGV7KH7-¶VWUDLQHUIXQFWLRQZLOOEHDFWLYDWHGDVLQGLFDWHGE\WKH21DQGWKH
audible beep.
5) Follow the procedure below to program the desired trainer mode selection for the T6J.
Trainer mode selection:
As noted previously, there are several trainer modes available in the T6J. The methodology utilized will vary
IURPLQVWUXFWRUWRLQVWUXFWRUDQGZLOODOVRYDU\GHSHQGLQJXSRQWKHVWXGHQW¶VDELOLW\DVZHOO&KDQQHOV
R൵HU WKUHH GL൵HUHQW PRGHV &KDQQHOV  DQG  R൵HU WZR (DFK FKDQQHO PD\ EH LQGLYLGXDOO\ DVVLJQHG XVLQJ
one of the trainer modes. The trainer modes are as follows:
1RUPDO 125 7KHPRGHOLVFRQWUROOHGE\WKHVLJQDOVIURPWKHVWXGHQW¶VWUDQVPLWWHU7KH1RUPDOPRGHLV
R൵HUHGRQDOOVL[  FKDQQHOVRIWKH7-
)XQFWLRQ )81&  0RGH  7KH PRGHO LV FRQWUROOHG E\ VLJQDOV IURP WKH VWXGHQW¶V
WUDQVPLWWHU XVLQJ WKH LQVWUXFWRU¶V VHWWLQJV  1RWH ,I XVLQJ WKLV PHWKRGRORJ\ SOHDVH
VHWWKHVWXGHQW¶VWUDQVPLWWHUWRWKHGHIDXOWVHWWLQJV7KLVZLOOSUHYHQWDQ\LVVXHVWKDW
PLJKWRWKHUZLVHDULVHZLWKYDU\LQJFRQWUROLQSXWV7KH)XQFWLRQPRGHLVRQO\R൵HUHG
on Channels 1-4 of the T6J.
2൵ 2)) 7KHLQVWUXFWRU¶VWUDQVPLWWHUZLOOSURYLGHWKHLQSXWIRUWKHUHVSHFWLYHFKDQQHO7KH2൵PRGHLV
R൵HUHGRQDOOVL[  FKDQQHOVRIWKH7-
1) With the trainer function active, press the SELECT button to choose the desired channel.
2) Press the DATA INPUT lever either upward or downward to select amongst the available trainer modes for
the previously selected channel.
3) Repeat this for all other channels as desired.
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4) To exit the trainer menu, press and hold the END button. This will bring forth the home page.
5) Upon completion of the trainer mode selection, please ensure that all functions as anticipated. To do
VR FRQQHFW WKH VWXGHQW¶V WUDQVPLWWHU DQG WKH LQVWUXFWRU¶V WUDQVPLWWHU DFFRUGLQJO\ DQG DFWLYDWH WKH WUDLQHU
IXQFWLRQRQWKHLQVWUXFWRU¶VWUDQVPLWWHUE\GHSUHVVLQJ6ZLWFK&RQWKHWRSRIWKH7-WUDQVPLWWHU
 &RQQHFWLQJWKH,QVWUXFWRU¶VDQGWKH6WXGHQW¶V7UDQVPLWWHUVIRU7UDLQLQJ
CAUTION:  6RPH WUDQVPLWWHUV µPDS¶ FKDQQHOV LQ D GLIIHUHQW RUGHU WKDQ WKDW RI WKH -  ,I WKH VWXGHQW
WUDQVPLWWHULVVRPHWKLQJRWKHUWKDQDQRWKHU-SULRUWRÀLJKWLWLVVWURQJO\VXJJHVWHGWKDW\RXYHULI\WKDWDOO
channels (control surfaces, etc.) are working correctly in both transmitters.
Trainer switchTo utilize the trainer function, the appropriate trainer cord (available separately) and a second Futaba
WUDQVPLWWHU XVXDOO\SURYLGHGE\\RXUÀLJKWLQVWUXFWRURU5&FOXE ZLOOEHUHTXLUHG:KHQWZRUDGLRVDUH
FRQQHFWHG ZLWK WKH WUDLQHU FRUG WKH\ DUH ERWK FDSDEOH RI RSHUDWLQJ WKH PRGHO EXW LW¶V XVXDOO\ EHVW IRU WKH
LQVWUXFWRUWRKROGWKHUDGLRWKDWKDVEHHQVHWXSIRUWKHSODQHWREHÀRZQ DVLWLVDOUHDG\SURJUDPPHGWRÀ\
the model). When the instructor holds the trainer switch on his radio, the student will have control. When the
instructor wishes to regain control he simply releases the switch.
Trainer cord,QVWUXFWRU¶V7;
6J

6WXGHQW¶V7;
10C, 9C, 7C, 6EX, 4EX
14MZ, 12Z, 12FG, 8FG, 6J

14MZ, 12Z, 12FG, 8FG, 10C, 9C,
6J
7C, 6EX, 4EX

Trainer cord
Micro type for 12FG
Micro type

,I FRQQHFWLQJ WKH7-*+] WR DQRWKHU7-*+] ZLWK WKH VPDOO VTXDUH ³PLFUR´ WUDLQHU MDFN XVH WKH
³PLFUR WR PLFUR´ 007&  WUDLQHU FRUG )870   1HYHU FRQQHFW WKH 7-*+] WUDLQHU V\VWHP
ZLWK )XWDED UDGLRV WKDW KDYH WKH ODUJH URXQG ³',1´ FRQQHFWRU W\SH DV LW ZLOO FDXVH \RXU 7-*+] WR
malfunction. The T6J-2.4GHz transmitter may be connected to another T6J-2.4GHz, or any T4EX, T6EXA,
T9C, T12Z, T14MZ, FX-40 series transmitter.
To use the trainer function:
 ,WLVEHVWIRUWKHLQVWUXFWRUWRXVHWKHWUDQVPLWWHUWKDWLVDOUHDG\VHWXSIRUWKHPRGHOWREHÀRZQ
 ,IWKHVWXGHQW¶VUDGLRKDV3&0330FDSDELOLW\VHWLWWR330
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 ,IWKHVWXGHQW¶VUDGLRKDVDSOXJLQ5)PRGXOHUHPRYHWKHPRGXOH
 ,IWKHVWXGHQW¶VWUDQVPLWWHULVD0+]FROODSVHWKHDQWHQQDDFFRUGLQJO\
 :LWKERWKWUDQVPLWWHUVR൵FRQQHFWWKHWUDLQHUFRUGWRERWKUDGLRV 2QWKH7-*+]WKHWUDLQHUMDFNLV
located in the center of the rear of the case). Do not force the plug into the transmitter and note that the plug
LV³NH\HG´VRLWFDQJRLQRQO\RQHZD\
 7XUQRQWKHLQVWUXFWRU¶VWUDQVPLWWHU'2127WXUQRQWKHVWXGHQW¶VWUDQVPLWWHU,WZLOODXWRPDWLFDOO\³SRZHU
XS´EXWZLOOQRWWUDQVPLWDVLJQDO6HWWKHUHYHUVLQJDQGWULPVRIWKHVWXGHQW¶VUDGLRWRPDWFKWKDWRIWKH
LQVWUXFWRU¶V,IERWKWKHLQVWUXFWRUDQGWKHVWXGHQWXVH7-*+]WKH)6IXQFWLRQ¶VVHWXSPXVWEHWKH
same in both transmitters.
 7XUQRQWKHUHFHLYHUVZLWFKLQWKHPRGHO'HSUHVVWKHWUDLQHUVZLWFKRQWKHLQVWUXFWRU¶VUDGLR8VHWKH
VWXGHQW¶VUDGLRWRRSHUDWHWKHFRQWUROV DLOHURQVHOHYDWRUUXGGHUHWF DQGREVHUYHKRZWKH\UHVSRQG0DNH
DQ\DGMXVWPHQWVQHFHVVDU\WRWKHVWXGHQW¶VWUDQVPLWWHUWRJHWWKHFRQWUROVWRUHVSRQGFRUUHFWO\
 &KHFNWRVHHWKDWWKHWULPVDUHLQ³V\QF´E\WRJJOLQJWKHWUDLQHUVZLWFKEDFNDQGIRUWKDIHZWLPHV7KH
controls on the model should remain stationary. If the controls do not remain stationary, this indicates that
WKHWULPVHWWLQJVRQWKHVWXGHQW¶VUDGLRGRQRWPDWFKWKRVHRQWKHLQVWUXFWRU¶VUDGLR$GMXVWWKHVWXGHQW¶V
trims as necessary.
TIMER
7KH7-R൵HUVWKUHHWLPHUVFRXQWXSFRXQWGRZQDQGPRGHO7KHFRXQWXS VWRSZDWFK DQGFRXQWGRZQ
timer are programmable and feature an audible alarm when the programmed time limits have been reached.
The model timer, as the name suggests, is used to track time of the model.
Countdown times sound one short beep each second during the last 10 (ten) seconds of the countdown
function and one long tone when at the programmed time. The timer will then display a minus (-) sign and
continue tracking the time.
The count up timer will also beep one short beep each second for the last ten (10) seconds and then one long
tone at the programmed time. Additionally, the count up timer will continue counting upwards, there will not
be a minus (-) sign, however.
As noted above, the model timer is used to track the time of the model. This is a count up timer and starts
when the respective model memory is selected and the T6J is powered up.
The countdown and count up timers may be assigned to switches A, B or D (either up or down position),
always ON or activated by the throttle stick movement. The countdown and count up timers may be
SURJUDPPHGWRWUDFNXSWRPLQXWHVDQGVHFRQGV7KHPRGHOWLPHUWUDFNVWKHPRGHO¶VWLPHXSWR
hours and 59 minutes.
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It is also important to note that the timers are stored independently with each model, meaning that when
switching between models, the timer associated with the model is brought up automatically.
The Model (MDL) timer is the default setting for the timer function. It is automatically activated and there
LVQRSURJUDPPLQJQHFHVVDU\7KHFRXQWGRZQWLPHULVLQGLFDWHGE\WKH³G´RQWKHOHIWSRUWLRQRIWKH/&'
$FRXQWXSWLPHULVLQGLFDWHGE\D³8´7RUHWXUQWRWKHWUDQVPLWWHUYROWDJHSUHVVWKH6(/(&7EXWWRQRQFH
again.
To reset the Model Timer:
As noted above, the model timer is not programmable. If a countdown or count up timer has not been
activated in the T6J, the model timer will begin counting up automatically when the transmitter is turned on.
1) To view the time from the default screen, press the SELECT button. The transmitter voltage will be
replaced by the MDL timer on the LCD.
2) To reset the model timer, press and hold the DATA INPUT lever either upward or
GRZQZDUG7KH/&'WLPHUZLOOUHWXUQWR7KH7-ZLOODOVRFRQ¿UPWKHUHVHW
with an audible double beep.
To Set the Countdown or Count Up Timer:
1) Turn the transmitter on.
2) Press and hold the MODE button to access the programming mode.
3) Press either the MODE key OR the END key to scroll through the function menus.
the MODE or END key until the timer (TIMR) menu appears on screen.

Continue pressing

 7KH0'/ 0RGHO WLPHUZLOOEHÀDVKLQJRQWKHVFUHHQ3UHVVWKH'$7$,1387
lever either upward or downward to select between the UP (count up) or DWN
(count-down) timers.
  3UHVV WKH 6(/(&7 EXWWRQ WR FRQ¿UP WKH GHVLUHG WLPHU IXQFWLRQ  7KLV ZLOO DOVR
move to the timer setting screen.
 8VHWKH'$7$,1387OHYHUWRDGMXVWWKHWLPHU¶VPLQXWHLQGLFDWLRQVDFFRUGLQJO\
Pushing upward will increase the minute selection, to a maximum of 99 minutes.
Pressing downward will decrease the minutes to a minimum of 00.
7) When satisfied, press the SELECT key again to move to the seconds adjustments. The seconds are
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adjustable from a minimum of 00 to a maximum of 59.
8) Pressing SELECT once again will move to the timer starting method screen. Press the DATA INPUT lever
upward or downward to select accordingly. The options are:
• 6:$6ZLWFK$ 21LQWKHGRZQSRVLWLRQ
• - SWA- Switch A(ON in the up position)
• 6:%6ZLWFK% 21LQWKHGRZQSRVLWLRQ
• - SWB- Switch B(ON in the up position)
• 6:'6ZLWFK' 21LQWKHGRZQSRVLWLRQ
• - SWD- Switch D(ON in the up position)
• THR- Throttle stick movement activation, activates at approximately1/3 throttle
• ON- The timer is always activated
Note: To stop the timer when activated, simply move the respective switch or stick to the opposite position.
)RUH[DPSOHLI6:$LVVHOHFWHGDQGWKHWLPHULVDFWLYDWHGVLPSO\PRYH6ZLWFK$WRWKHGRZQSRVLWLRQDQG
the timer will stop accordingly. To reactivate the timer, move it to the up position once again.
To reset the timer, press and hold the DATA INPUT lever momentarily when the timer is displayed on the
LCD.
9) Press and hold the END button to exit the programming menu.
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FLOW CHART ACRO MODE FUNCTIONS (1/2)

Programming mode

Home screen

Timer display
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FLOW CHART ACRO MODE FUNCTIONS (2/2)

MODE key
END key
SELECT key
DATA +/- lever
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FLOW CHART HELI MODE FUNCTIONS (1/2)

Home screen

Timer display
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FLOW CHART HELI MODE FUNCTIONS (2/2)

MODE key
END key
SELECT key
DATA +/- lever
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Adjustable length control sticks
The control stick length is adjustable to make the transmitter more
comfortable to hold and operate. To adjust the length, hold the
locking piece (B) and turn the stick tip (A) counterclockwise. Turn
the locking piece B up or down to lengthen or shorten the stick.
When the length is as desired, lock the stick in position by turning
locking piece B counterclockwise.
Changing the T6J Stick Mode
7KHWUDQVPLWWHUPD\EHRSHUDWHGLQIRXUGL൵HUHQWVWLFN³PRGHV´ DQG 7KHPRGHVGHWHUPLQHWKH
IXQFWLRQVWKDWZLOOEHRSHUDWHGE\FRQWUROVWLFNV&XUUHQWO\WKHWUDQVPLWWHULVLQ³0RGH´DQGVKRXOGEHOHIW
LQ0RGHXQOHVV\RXDUHDQH[SHULHQFHGÀ\HUDQGKDYHOHDUQHGWRÀ\LQDGL൵HUHQWPRGH,QPRGHWKH
right control stick operates the aileron and elevator and the left stick operates the rudder and throttle. This is
KRZRI$PHULFDQVÀ\WKHLUPRGHOV
1) Simultaneously depress the MODE and END keys, and then turn on the power.
2) Press the SELECT button until the stick (STCK) mode menu is on the LCD screen.
The LCD screen will indicate the current stick mode selection (2).
3) Press the DATA INPUT lever upward or downward to change the stick modes. If a mode is selected that
moves the throttle control to the right stick, the throttle detent mechanism will have to be moved as well.
This can be done by the Futaba Service Center. (See Page 3).
 &\FOHWKHWUDQVPLWWHU¶VSRZHUR൵WRFKDQJHWKHVWLFNPRGHVHOHFWLRQ
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FLYING SAFETY GUIDELINES
)LQGDVXLWDEOHÀ\LQJVLWH IRU86$
,I \RX DUH D EHJLQQLQJ PRGHOHU DQG QRW \HW D PHPEHU RI DQ 5& FOXE MRLQLQJ D FOXE DQG À\LQJ DW D VLWH
specifically intended for R/C model aircraft is highly recommended. In addition to joining a club, we
VWURQJO\UHFRPPHQGMRLQLQJWKH$0$ $FDGHP\RI0RGHO$HURQDXWLFV $PRQJRWKHUEHQH¿WVWKH$0$
SURYLGHV LQVXUDQFH WR LWV PHPEHUV ZKR À\ DW VDQFWLRQHG VLWHV DQG HYHQWV $GGLWLRQDOO\ WUDLQLQJ SURJUDPV
and instructors are available at AMA club sites to help you get started the right way. Contact the AMA at the
address or toll-free phone number below:
Academy of Model Aeronautics
5161 East Memorial Drive
Muncie, IN 47302-9252
Tel: 1-(800)-435-9262
Fax: 1-(765)-741-0057
Or via the internet at: http://www.modelaircraft.org

Charge the batteries
6HFRQGWRWKHSLORW¶VÀLJKWVNLOOVRQHRIWKHPRVWLPSRUWDQWIDFWRUVWKDWFDQGHWHUPLQHDPRGHO¶VORQJHYLW\LV
the state-of-charge of the batteries- especially the on-board receiver pack. Inadequate charging and failing to
PRQLWRUDEDWWHU\¶VYROWDJHPD\OHDGWRORZEDWWHU\SRZHUFDXVLQJORVVRIFRQWURODQGDFUDVK7RDYRLGWKLV
DOZD\VFKDUJHWKHEDWWHULHVWKHQLJKWEHIRUH\RXJRÀ\LQJ,IHYHUXQFHUWDLQKRZPXFK³FKDUJH´LVOHIWLQD
EDWWHU\LWLVZLVHUWRHUURQWKHVLGHRIFDXWLRQUDWKHUWKDQWU\LQJWRJHWLQRQHODVWÀLJKW'XHWRWKHQXPEHU
of factors that determine receiver battery power consumption (such as the number and type of servos in your
PRGHOWKHW\SHRIÀ\LQJ\RXGRKRZPXFKUHVLVWDQFHLVEXLOWLQWRWKHFRQWUROVWKHVL]HRIWKHPRGHOHWF 
LWLVQRWSRVVLEOHWRUHFRPPHQGKRZPDQ\ÀLJKWVRQHFDQJHWRQDFKDUJH7KHEHVWZD\WRPRQLWRUEDWWHU\
SRZHUDQGFDOFXODWHKRZPXFKÀLJKWWLPH\RXKDYHOHIWLVWRXVHDYROWPHWHUWRFKHFNWKHEDWWHULHVDIWHUHDFK
ÀLJKW7KLVFDQEHGRQHWKURXJKWKHEDWWHU\FKDUJLQJSOXJFRPLQJIURPWKHVZLWFK7KHUHDUHPDQ\VPDOO
hand-held volt meters available specially intended for R/C use. The Hobbico® Digital Voltmeter MKIII™ is
one such unit. An on-board volt meter mounted directly on the model (HCAP0330) can also be used.
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Flight Preparation
)OLJKWSUHSDUDWLRQLVWREHGRQHDWWKHÀ\LQJ¿HOG
,I\RXDUHDQLQH[SHULHQFHGSLORWEHFHUWDLQ\RXUÀLJKWLQVWUXFWRUSHUIRUPVWKHVHIROORZLQJFKHFNVZLWK\RX
Check the controls
 *HWWKHIUHTXHQF\FOLSIURPWKHIUHTXHQF\FRQWUROERDUGDW\RXUÀ\LQJVLWHLIWKHVLWHKDVDFOLSIRU*+]
2) Mount the wing to the fuselage. Turn on the transmitter, then the receiver (remember to do this in reverse
RUGHUZKHQWXUQLQJR൵WKHV\VWHP %HFHUWDLQWKHFRUUHFWPHPRU\PDWFKLQJWKHPRGHO\RXZLOOEHÀ\LQJLV
the one on the LCD screen.
3) Operate and observe the controls. Look for inadvertent movement and listen for abnormal servo sounds.
,ISUREOHPVDUHQRWHGFRUUHFWWKHPEHIRUHÀ\LQJ/RRNIRUELQGLQJSXVKURGVRUVHUYRDUPVRUSXVKURGVWKDW
interfere with each other.
4) One at a time, operate each control on the airplane using the sticks on the transmitter to make certain
HDFK FRQWURO LV UHVSRQGLQJ FRUUHFWO\ 7KLV PXVW EH GRQH EHIRUH HYHU\ ÀLJKW  7KHUH DUH VHYHUDO W\SHV RI
PDOIXQFWLRQVWKDWFDQEHGLVFRYHUHGE\SHUIRUPLQJWKLVHOHPHQWDU\WDVNWKXVVDYLQJ\RXUPRGHO
'R1RWÀ\LQWKHUDLQ
Moisture may enter the transmitter through the antenna or stick openings and cause erratic operation or loss
RIFRQWURO,I\RXPXVWÀ\LQZHWZHDWKHUGXULQJDFRQWHVWEHVXUHWRFRYHUWKHWUDQVPLWWHUZLWKDSODVWLFEDJ
or other waterproof cover.
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GLOSSARY
• AFR (Adjustable function rate/high rate)
Adjusts the total travel in each direction of a particular function, such as ailerons. For example, used to
DGMXVWWRWDODLOHURQWUDYHOZKHWKHUDLOHURQVDUHDVLQJOHVHUYRLQFKDQQHORUWZRVHUYRVVHWXSDVÀDSHURQV
elevons, or other programming.
• $LOHURQ'L൵HUHQWLDO
&UHDWLQJODUJHUXSZDUGDLOHURQWUDYHOWKDQGRZQZDUGDLOHURQWUDYHOWRKHOSPLQLPL]HWKHPRGHO³GUDJJLQJ´
the drooped aileron which causes a model to yaw with aileron input.
• Ailerons
Hinged control surfaces located on the trailing edge of the wing, one on each side, which provide control of
WKHDLUSODQHDERXWWKHUROOD[LV7KHFRQWUROGLUHFWLRQLVRIWHQFRQIXVLQJWR¿UVWWLPHPRGHOHUV)RUDULJKW
roll or turn, the right-hand aileron is moved upward and the left-hand aileron downward, and vice versa for
a left roll or turn.
• Airfoil
7KHVKDSHRIWKHZLQJZKHQORRNLQJDWLWVSUR¿OH8VXDOO\DUDLQGURSW\SHVKDSH
)RUKHOLV7KHURWRUGLVNLVWKHH൵HFWLYHZLQJDQGDLUIRLOUHIHUVWRWKHVKDSHRIWKHEODGHV
• Amphibian
$QDLUFUDIWWKDWFDQÀ\R൵RIZDWHURUODQG7KHZKHHOVUHWUDFWLQWRWKHKXOORUÀRDWVGHSHQGLQJXSRQWKH
type of aircraft. An amphibian can land on water and then extend the landing gear to allow it to pull up onto
the shore. Many seaplane bases had ramps to allow the airplanes to pull up onto dry land parking areas.
• Angle of attack
The angle that the wing penetrates the air. As the angle of attack increases so does lift, up to a point (and
drag).
• Area
7KHQXPEHURIVTXDUHLQFKHV RUIHHW RIWKHZLQJ,W¶VWKHZLQJVSDQPXOWLSOLHGE\WKHZLQJ¶VFKRUG7KH
area of a tapered wing is the wingspan multiplied by the average chord.
• Aspect Ratio
7KH ZLQJVSDQ GLYLGHG E\ WKH FKRUG$VSHFW UDWLR LV LPSRUWDQW ZKHUH D ZLQJ¶V H൶FLHQF\ LV FRQFHUQHG$
short aspect ratio (short wings) is better for maneuvering, since it allows a high roll rate. Short wings are
also stronger than long wings. Gliders use high-aspect ratio wings (long, skinny wings) because they are
PRUHH൶FLHQWIRUVRDULQJÀLJKW([DPSOHIWZLQJVSDQZLWKDIWFKRUGKDVDQDVSHFWUDWLRRI
• Autorotation
The ability of a rotary-wing aircraft to land safely without engine power. This maneuver uses the stored
energy in the rotor blades to produce lift at the end of decent, allowing the model to land safely.
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• Axis
The line around which a body rotates.
• BEC (Battery Eliminator Circuitry)
Allows receiver to draw power from a main battery pack, eliminating the need for (and weight of) a receiver
battery.
• Ball Bearing
6HUYR¶VRXWSXWVKDIWLVVXSSRUWHGZLWKEHDULQJVIRULQFUHDVHGSHUIRUPDQFHDQGDFFXUDF\
• Ball Link
Connection using a ball, and a link which rotates on the ball. Used to connect the servo to a control surface
or lever.
• Backlash
Term describing the amount of play between gears, or gear mesh. If too loose, the gear can slip, or strip the
teeth. Too tight, and excessive wear is caused.
• Base Load Antenna
A rigid, short antenna mounted to the model. Used to replace the longer receiver antenna.
• Battery Fail safe function
Determines how to regain throttle control after a receiver low battery warning.
• Bell and Hiller
Control system used in helicopters. Changes pitch of blades in relation to their position via a swashplate. A
À\EDUZLWKSDGGOHVLVXVHGWRJDLQUHVSRQVLYHQHVV7KHWZRV\VWHPVDUHOLQNHGZLWK&RQWURO/HYHUV
• Binding
What occurs when the friction at a joint is stronger than the linkage.
• Boring holes in the sky
+DYLQJIXQÀ\LQJDQ5&DLUSODQHZLWKRXWDQ\SUHGHWHUPLQHGÀLJKWSDWWHUQ
• ³%XGG\´RU7UDLQHU%R[
7ZRVLPLODUWUDQVPLWWHUVWKDWDUHZLUHGWRJHWKHUZLWKD³WUDLQHUFRUG´7KLVLVPRVWXVHIXOZKHQOHDUQLQJWR
À\²LW¶VWKHVDPHDVKDYLQJGXDOFRQWUROV7KHLQVWUXFWRUFDQWDNHFRQWUROE\XVLQJWKH³WUDLQHUVZLWFK´RQ
his transmitter.
• CA
Abbreviation for cyanoacrylate. An instant type glue that is available in various viscosities (Thin, Medium,
Thick, and Gel). These glues are ideal for the assembly of wood airplanes and other materials. NOTE: Most
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CA glues will attack foam.
• CCPM
Cyclic-Collective-Pitch-Mixing. Type of swashplate mixing which requires a radio with CCPM mixing
functions. This uses three servos to control the cyclic, while all three work together to raise and lower the
swashplate for collective control. Please refer to the swashplate FAQ for further information.
• CG (Center of Gravity)
For modeling purposes, this is usually considered—the point at which the airplane balances fore to aft. This
point is critical in regards to how the airplane reacts in the air. A tail-heavy plane will be very snappy but
generally very unstable and susceptible to more frequent stalls. If the airplane is nose heavy, it will tend
to track better and be less sensitive to control inputs, but, will generally drop its nose when the throttle is
UHGXFHGWRLGOH7KLVPDNHVWKHSODQHPRUHGL൶FXOWWRODQGVLQFHLWWDNHVPRUHH൵RUWWRKROGWKHQRVHXS$
nose heavy airplane will have to come in faster to land safely.
• Camber
,I \RX GUDZ D OLQH WKURXJK WKH FHQWHU RI WKH DLUIRLO WKDW¶V H[DFWO\ KDOIZD\ EHWZHHQ WKH WRS DQG ERWWRP
surface, you get the mean airfoil line. Depending upon the airfoil, it can be straight or curved. This curve is
FDOOHGWKH³FDPEHU´RIWKHDLUIRLO,ILWKDVDORWRIFXUYHWKHDLUIRLOLVVDLGWREH³KLJKO\FDPEHUHG´
• Canard
7KHKRUL]RQWDOVXUIDFHIRUZDUGRIWKHZLQJXVHGWRFRQWUROSLWFK,W¶VIRXQGRQYHU\IHZDLUFUDIW$OVRWKH
word used to describe aircraft that have a main wing and a horizontal control surface in the nose...also
FDOOHG³WDLO¿UVW´DLUFUDIW
• CAMPac
Optional extended data storage module for certain Futaba transmitters.
• Carburetor
The part of the engine which controls the speed or throttle setting and lean/rich mixture via setting of the
needle valve.
• Chandelle
A very steep climbing turn where the airplane makes a 180o change of direction.
• Channel
The number of functions your radio can control. Ex: an 8 channel radio has 8 available servo slots used for
separate control surfaces or switches. These channels can also be mixed on many radios, for such functions
as collective, which increases pitch when throttle is increased.
• Channel delay (Servo Slow/speed)
A feature within ATV which slows servo operation any time the radio is in the particular condition which
has the delay set.
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• Charge Jack
The plug receptacle of the switch harness into which the charger is plugged to charge the airborne battery.
$QH[SDQGHGVFDOHYROWPHWHU (69 FDQDOVREHSOXJJHGLQWRLWWRFKHFNEDWWHU\YROWDJHEHWZHHQÀLJKWV,W
is advisable to mount the charge jack in an accessible area of the fuselage so an ESV can be used without
removing the wing.
• Charger
Device used to recharge batteries and usually supplied with the radio if NiCd batteries are included.
• Chord
7KH ³GHSWK´ RI WKH ZLQJ LWV GLVWDQFH IURP OHDGLQJ HGJH WR WUDLOLQJ HGJH 2QH RI WKH FRPSRQHQWV XVHG WR
determine wing area. May vary from root to tip.
• Collective pitch (Air only)
Used to regulate variable pitch props to slow model and keep engine running in vertical dives and provide
PD[LPXPWRUTXHLQPRGHO¶VYHUWLFDOFOLPEV,GOHWULPLVXVHGIRUKRZKLJKWKHLGOHLVZKHQLQUHYHUVHSLWFK
GLYLQJ  DQG WKH SLWFK WULP ¿QHO\ DGMXVWV WKH DPRXQW RI SLWFK DW IXOO WKURWWOH WR DYRLG RYHUSURSSLQJ WKH
engine.
• Control Surface
Any one of the various moveable portions of the wings, tail surfaces, or canard.
• Conventional Gear
The landing gear arrangement where the airplane has a main gear and a tailwheel.
• Coreless motor
In a conventional servo, the motor has a steel core armature wrapped in wire that spins inside the magnets.
In a coreless design, the armature uses a thin wire mesh that forms a cup that spins around the outside of the
magnet eliminating the heavy steel core. A coreless motor does not have magnets as standard servo motors
do, so they have a smoother, more constant, and stronger action. Regular servo motors have either 3 or 5
magnets (poles) which when the armature is between these, the servo motor is at its weakest.
• Cowl
7KHODUJHPROGHGIDLULQJDURXQGDQHQJLQH,WVHUYHVWZRSXUSRVHVZKHQGRQHULJKW,WKHOSVWKHDLUÀRZJR
smoothly around the front of the airplane, and also provides a proper path for cooling air around the engine.
• Cyclic
Term used for the horizontal controls used to determine the attitude of the helicopter. Also known as
elevator and aileron.
• Dead Stick
6ODQJWHUPIRUDODQGLQJZLWKRXWHQJLQHSRZHU$QH[DPSOH³,UDQRXWRIIXHODWIHHWDQGKDGWRGHDG
stick”.
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• Dialed In
6ODQJWHUPIRUWKHFRQGLWLRQLQZKLFKWKHPRGHOLVVHWXSWRÀ\VPRRWKO\DQGSUHGLFWDEO\7KLVLVWKHVWDWH
where the mechanics and electronics work together to produce the best performance.
• 'L൵HUHQWLDO
Uneven movement in each direction of a control surface. Usually used when discussing ailerons or when
describing an undesired unevenness in movement of other controls.
• Digital
Please see the digital servo web page: http://www.futabarc.com/servos/digitalservos.html
• Dorsal Fin
$QH[WHQVLRQRIWKHYHUWLFDO¿QIRUZDUGRIWKHPDLQSDUWRIWKH¿QDQGDJDLQVWWKHIXVHODJH2QWKHWRSRU
³GRUVDO´VLGHRIWKHDLUFUDIW
• Drag
The air resistance to forward motion. Drag can be increased with the use of certain types of devices installed
RQWKHDLUFUDIWVXFKDVVSRLOHUVDLUEUDNHVRUÀDSV2OGVW\OHDLUFUDIWZLWKORWVRIVXSSRUWLQJZLUHVKDGYHU\
large amounts of drag, while modern aircraft such as military jets, have very low drag.
• Dual Rates
A switch that can make controls more or less sensitive. Lower rates are better for beginners, who tend to
overcontrol.
• Elevator
Hinged control surface located at the trailing edge of the horizontal stabilizer, which provides control of the
airplane about the pitch axis and causes the airplane to climb or dive. The correct direction of control is to
pull the transmitter elevator control stick back, toward the bottom of the transmitter, to move the elevator
upward, which causes the airplane to climb, and vice versa to dive.
• Elevator-to-Flap Mixing
8VHG WR DSSO\ ÀDSV DORQJ ZLWK HOHYDWRUV WR LQFUHDVH OLIW DOORZLQJ PRGHOHU WR À\ DW VORZHU VSHHGV PDNH
tighter loops or turns, etc.
• Elevon (Air only)
Used for delta wing and tailless aircraft which have 2 servos operating 2 aileron-like control surfaces as
both elevator and aileron.
• Empennage
The vertical and horizontal tail surfaces of an airplane.
• Engine cut
$OVRNQRZQDVWKURWWOHNLOORUWKURWWOHFXW8VHGWRVDIHO\VKXWHQJLQHR൵
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Epoxy
A two-part resin/hardener glue that is extremely strong. It is generally available in 6 and 30-minute
formulas. Used for critical points in the aircraft where high strength is necessary.
• Expanded Scale Voltmeter (ESV)
Device used to read the battery voltage of the on- board battery pack or transmitter battery pack.
• Exponential Rate
2൵HUVVHUYRWUDYHOWKDWLVQRWGLUHFWO\SURSRUWLRQDOWRVWLFNWUDYHO&RQWUROUHVSRQVHLVPLOGHUEHORZKDOI
stick, but becomes increasing stronger as stick travel approaches 100%. Great for aerobatics and trouble
situations.
• Fail Safe
A safety feature which turns a servo to a preset position if the signal is lost or interrupted. Additionally,
battery fail-safe is a safety feature which brings the throttle servo down to idle as a warning that the receiver
EDWWHU\¶VYROWDJHLVJHWWLQJGDQJHURXVO\ORZ
• Fairing
$VKDSHGDUHDXVHGWRVPRRWKRXWVWUHDPOLQHRU³IDLU´WKHMRLQWEHWZHHQWZRPHPEHUVRIDQDLUSODQH$
wing fairing joins the wing and fuselage. A landing gear fairing streamlines the landing gear struts, and
ZKHHOIDLULQJV ZKHHO³SDQWV´ VWUHDPOLQHWKHEXON\VKDSHRIWKHZKHHOV
• Field charger
A fast battery charger designed to work from a 12-volt power source, such as a car battery.
• ³)LJXUH´
&DQEHDQ³R൶FLDO´FRPSHWLWLRQPDQHXYHURUDEDGO\GRQHORRS:KHQWKHPRGHOÀLHVRYHUWKHWRSRID
ORRSDQGSLFNVXSWRRPXFKVSHHGWKHPRPHQWXPSUHYHQWVLWIURPPDLQWDLQLQJDORRS¶VURXQGVKDSH
• Fin, Vertical Fin
7KH¿[HGSRUWLRQRIWKHYHUWLFDOWDLOVXUIDFH
• Flap-to-elevator mixing (Air and 2-servo gliders only)
8VHGWRFRXQWHUDFWXQZDQWHGFKDQJHVLQSLWFKZKHQÀDSVDUHGHSOR\HG
• Flaperons
7KHPRYHPHQWRIWZRDLOHURQVHUYRVERWKLQWKHVDPHGLUHFWLRQDWWKHVDPHWLPHDFWLQJDVÀDSV
• Flaps
+LQJHGFRQWUROVXUIDFHORFDWHGDWWKHWUDLOLQJHGJHRIWKHZLQJLQERDUGRIWKHDLOHURQV7KHÀDSVDUHORZHUHG
WR SURGXFH PRUH DHURG\QDPLF OLIW IURP WKH ZLQJ DOORZLQJ D VORZHU WDNHR൵ DQG ODQGLQJ VSHHG )ODSV DUH
often found on scale models, but usually not on basic trainers.
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• Flare
The point during the landing approach in which the pilot gives an increased amount of up elevator to
smooth the touchdown of the airplane.
• Flight Box
$VSHFLDOER[XVHGWRKROGDQGWUDQVSRUWDOOHTXLSPHQWXVHGDWWKHÀ\LQJ¿HOG
• Flight Pack or Airborne Pack
All of the radio equipment installed in the airplane, i.e., Receiver, Servos, Battery, Switch harness.
• Floats
Long, canoe-shaped structures that allow an airplane to land on water. They are not a part of the aircraft
VWUXFWXUHEXWVXVSHQGHGEHORZWKHIXVHODJHRQVWUXWV$OVRFDOOHG³3RQWRRQV´
• Flutter
$SKHQRPHQRQZKHUHE\WKHHOHYDWRURUDLOHURQFRQWUROVXUIDFHEHJLQVWRRVFLOODWHYLROHQWO\LQÀLJKW7KLV
can sometimes cause the surface to break away from the aircraft and cause a crash. There are many reasons
IRUWKLVEXWWKHPRVWFRPPRQDUHH[FHVVLYHKLQJHJDSRUH[FHVVLYH³VORS´LQWKHSXVKURGFRQQHFWLRQVDQG
control horns. If you ever hear a low-pitched buzzing sound, reduce throttle and land immediately.
• Flyback
Decrease in angle held by a servo which is being commanded by an AVCS gyro when the input is released.
)RUH[DPSOHDUXGGHUVHUYRPLJKWEHDWIXOOGHÀHFWLRQZKHQUXGGHULQSXWLVKHOG:KHQWKHUXGGHUVWLFNLV
released but the model has not yet turned as far as the AVCS gyro has read your input to tell it to move, the
VHUYRZLOOFRQWLQXHWRKROGLQSXW+RZHYHULWPD\³À\EDFN´RUGHFUHDVHWKHDQJOHDWZKLFKLWLVKROGLQJ
slightly. This is perfectly normal.
• Flying Boat
The type of aircraft where the fuselage has the lower portion shaped like a power boat. The plane lands on
ZDWHUGLUHFWO\RQWRWKHIXVHODJH7KHUHPD\EHVPDOOÀRDWVVXVSHQGHGIURPWKHZLQJVWRNHHSWKHSODQHOHYHO
ZKHQLW¶VLQWKHZDWHU
• Fore, Forward
7RZDUGV WKH IURQW 8VHG VXFK DV ³WKH IRUZDUG HGJH RI WKH ULE´ RU DV LQ ³ZLWK IRUH DQG DIW
movement....”
• Function menu
8VHGWRDVVLJQVSHFL¿FIHDWXUHVWRVSHFL¿FVWLFNVZLWFKDQGNQRESRVLWLRQV)RUH[DPSOHÀDSFRQWUROFDQ
be moved to a switch by simply changing function assignments.
• Fuselage
The body of an airplane or helicopter.
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• Gain
Gyro sensitivity. When too low, the tail will not hold position well. When too high, the surface being
dampened by the gyro will tend to wag, or hunt for center.
• Glitch
Momentary radio problem that never happens unless you are over trees or a swamp.
• Glow Plug
The heat source for igniting the fuel/air mixture in the engine. When starting the engine a battery is used to
KHDWWKH¿ODPHQW$IWHUWKHHQJLQHLVUXQQLQJWKHEDWWHU\FDQEHUHPRYHG7KHZLUH¿ODPHQWLQVLGHWKHSOXJ
LVNHSWKRWE\WKH³H[SORVLRQV´LQWKHHQJLQH¶VF\OLQGHU6HHQH[WKHDGLQJDQG³,GOH%DU´SOXJ
• Grease-in
A very smooth, gentle landing without a hint of a bounce.
• Gyro
A gyro is an electro-mechanical, or electronic device which aids in the control of an R/C model.
The gyro senses motion in one axis, and directs the servo to counter that motion. The sensor, which
can be a mechanical gyroscope, or an electronic piezo crystal, detects unwanted movement. The
gyro then instructs the servo to counter for that motion. At all times, the radio commands will
override the gyro command. The level of control the gyro had is adjusted by the GAIN setting.
0HFKDQLFDO *\UR XVHV D PHFKDQLFDO J\URVFRSH VLPLODU WR WKH FKLOG¶V WR\  WR VHQVH PRYHPHQW
Piezo Gyro: uses a piezo crystal to sense movement.
Non-Heading-hold vs. heading hold: A standard (nonHH) gyro senses movement and makes an effort
to counter that movement as long as it feels it. Therefore, it is NOT going to return the model to the
exact heading prior to the movement. Heading Hold (or AVCS) gyros will lock the model into one
position, and accurately correct for movement by sensing rate of change and returning at that same rate.
SMM technology: utilizes a microchip to sense movement and provide all readings. Experiences minimal
HIIHFW IURP WHPSHUDWXUH FKDQJH FRPPRQO\ NQRZQ DV µWHPSHUDWXUH GULIW¶ ZKLFK DIIHFWV SLH]R DQG VRPH
mechanical gyros.
• Gyro sensitivity
Used to create stick priority or activate each rate of a dual rate gyro based on stick position. This
preprogrammed mix decreases the gain of the gyro directly proportional to the amount of rudder stick given
(or steps the gyro down from high to low rate on dual rate gyros.)
• Heading Hold
This describes a type of Gyro which senses rotation, and maintains direction. This is accomplished by
sensing the rate of motion, and the time of motion, then compensating for the distance. While this sounds
FRPSOLFDWHGWKHH൵HFWLVWKDWLI\RXKDYHWKHPRGHOGLDOHGLQDQGSRLQWWKHQRVHQRUWKZLWKDKHDGLQJKROG
gyro on the yaw axis the model will continue to face north until you command it to yaw. See also Heading
/RFN7KLVLVQRWUHFRPPHQGHGIRUDLUFUDIWXVHZKLOHLQÀLJKWGXHWRWKHUHTXLUHPHQWWRXVH<$: UXGGHU 
FRPPDQGWRWXUQWKHPRGHO2IWHQXVHGIRUJURXQGXVHRQO\IRUSHUIHFWWDNHR൵DQGODQGLQJUXQV
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• Heading Lock
Slang term for Heading Hold Gyro.
• Helicopter Radio
A remote control radio system designed specifically for use with helicopter models. The helicopter
UDGLR GL൵HUV IURP DQ DLUFUDIW UDGLR LQ D IHZ ZD\V )LUVW WKH KHOL UDGLR QHHGV PL[LQJ IXQFWLRQV VSHFL¿F WR
KHOLFRSWHUVDQGXVXDOO\DPLQLPXPRI¿YHFKDQQHOV&ROOHFWLYHPL[LQJIRUFROOHFWLYHSLWFKKHOLFRSWHUVLVD
necessity. Second is the throttle stick, which is ratcheted in airplane transmitters, will not have the clicking
feel on the heli version. This is due to the precise control needed on the heli collective stick to achieve and
VXVWDLQDFRQWUROOHGKRYHU7KHVSHFL¿FUDGLRUHTXLUHPHQWVZLOOYDU\IURPXVHUWRXVHUDQGWKHSDUDPHWHUV
used will vary from helicopter to helicopter. Note that many radios produced have both airplane and
helicopter programming in a single radio.
• Horizontal Stabilizer
The horizontal tail surface at the back of the fuselage which provides aerodynamic pitch stability to the
airplane.
• Hover
To maintain a stationary position in which the model is not climbing, diving, rolling or yawing.
• +RYHULQJR൵VHW +HOLSURJUDPPLQJRQO\ 
$GMXVWVWKHFHQWHUSRLQWRIWKHSLWFKFXUYHVLQFOXGLQJWKHKRYHULQJSLWFKFXUYHWR¿QHWXQHWKHKRYHULQJ
point when it is not exactly center throttle stick position.
• Hovering pitch (Heli programming only)
7KLVLVDSUHSURJUDPPHGKRYHULQJW\SHPL[ZKLFKJLYHVDQLQÀLJKWDGMXVWPHQWWRWKHSLWFKFXUYHDWDQG
around center stick (or the hovering point if that point is not at center throttle stick, then the center-point of
WKLVIHDWXUHLVDGMXVWHGZLWKWKHKRYHULQJR൵VHWFRPPDQG WRJLYHYHU\¿QHWXQLQJIRUHDVLHVWKRYHULQJ
• Idle Up
This is a setting on the transmitter which limits the throttle minimum. Particularly useful for FFF and 3D
VWXQWÀ\LQJ
• Immelmann
A maneuver originally used to reverse direction in combat. The airplane noses up and over onto its back.
It then rolls upright and continues in the direction opposite to the original direction. It was invented by
the World War I German pilot Max Immelmann, whose airplane could perform the maneuver, and others
FRXOGQ¶W,WJRWKLPRXWRIDORWRIWURXEOHLQFRPEDWXQWLOWKH$OOLHGDLUFUDIWGHVLJQVFDXJKWXSDQGDOORZHG
their planes to perform the maneuver, too.
• Inhibit
Makes a feature inactive and unable to be used. When a function is inhibited, it cannot be used even if the
DVVLJQHG VZLWFK LV PRYHG WR WKH RQ SRVLWLRQ 6HWWLQJ D IHDWXUH WR ,1+ WXUQV R൵ LWV IXQFWLRQDOLW\ ZLWKRXW
ORVLQJDQ\VHWWLQJV2QO\YLVLEOHLQVSHFL¿FIHDWXUHV
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• Intake
An air inlet on an aircraft. You can have a carburetor intake, cooling intake, air conditioning intake (on fullVL]HDLUFUDIW DQGVRRQ1DPHGEHFDXVHLW³WDNHVLQ´DLUDQGEHFDXVH³LQWDNH´LVDEHWWHUVRXQGLQJZRUG
WKDQ³WDNHVLQ´
• Inverted
7RÀ\DPRGHOXSVLGHGRZQ
• Inverted Flight Control
Activates inverted flight programming for helis, which reverses the direction of the rudder, pitch and
HOHYDWRUVHUYRVDQGVHWVXSLQYHUWHGÀLJKWSLWFKKLJKVLGHDQGORZVLGH,QYHUWHGSURJUDPPLQJLVXVHGWR
DOORZWKHUDGLRLQSXWVWREHLGHQWLFDOWRXSULJKWÀLJKWZKLOHWKHPRGHOLVLQYHUWHG1RWHWKLVDSSURDFKWR
hovering is seldom used. Instead, idle-ups are used and the modeler learns to understand and respond to the
FRQWUROV¶UHYHUVDOLQLQYHUWHGÀLJKW
• Landing Gear
7KH DVVHPEOLHV WKDW LQFOXGH WKH ZKHHOV DQG WKH ZKHHO VWUXWV 7KH ZRUG ³JHDU´ LV XVHG LQ WKH VHQVH RI
³HTXLSPHQW´DVRSSRVHGWRWKH³WRRWKHGZKHHO´PHDQLQJRI³JHDU´7KH%ULWLVKFDOOWKHODQGLQJJHDUWKH
³XQGHUFDUULDJH´
• Lateral Balance
The left-right or side-to-side balance of an airplane. An airplane that is laterally balanced will track better
through loops and other maneuvers.
• Leading Edge (LE)
7KHYHU\IURQWHGJHRIWKHZLQJRUVWDELOL]HU7KLVLVWKHHGJHWKDWKLWVWKHDLU¿UVW
• Linear Mix
Directly proportional.
• Loop
$YHUWLFDOFLUFOHLQWKHDLU7KHSODQHQRVHVXSNHHSVURWDWLQJXQWLOLW¶VRQLWVEDFNDQGWKHQFRPHVGRZQ
and around to describe a vertical circle in the air.
• Main Gear
Also Main Landing Gear. The large, heavy-duty landing gear struts and wheels that support most of the
weight of the airplane. They are usually under the wing or under the fuselage near the center of the aircraft.
Any other landing gear struts and wheels are noticeably smaller.
• Master Mix Mode
0L[RSWLRQZKLFKFDXVHVVODYHFKDQQHOWRRSHUDWHEDVHGRQPDVWHUFKDQQHO¶V$79QRW$)5RU'5VHWWLQJV
• Metal gears
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Drive gears within a servo which are made of one or multiple metal types. Metal gears tend to wear more
rapidly than nylon gears when in the same installation, and so require more frequent service to maintain
RSWLPXPDFFXUDF\KRZHYHUPHWDOJHDUVDUHPRUHGXUDEOHLQWKHFDVHRIVHYHUHYLEUDWLRQÀXWWHURUSK\VLFDO
shock.
• Mixing
$OORZVDVLQJOHLQSXWWRFRQWUROWKHRSHUDWLRQRIWZRRUPRUHVHUYRV6LPSOL¿HVURXWLQHÀ\LQJDQGDOORZV
PRUH LQYROYHG PDQHXYHUV²JUHDW IRU LQWHUPHGLDWHDGYDQFHG ÀLHUV )RU H[DPSOH )ODSWRHOHYDWRU PL[LQJ
0RVW PRGHOV ZLOO FKDQJH SLWFK XSRQ GHSOR\LQJ ÀDSV VRPH ZLOO FOLPE RWKHUV GLYH $IWHU WHVW À\LQJ WKH
model and determining the direction and amount of elevator throw required to correct for this change, a
SLORWPD\VHWDÀDSWRHOHYDWRUPL[WRFRPSHQVDWH2QFHWKHPL[LVRSHUDWLQJSURSHUO\ZKHQWKHPRGHOHU
JLYHVÀDSFRQWUROWKHUDGLRDXWRPDWLFDOO\DOVRJLYHVWKHSURSRUWLRQDODPRXQWRIHOHYDWRUWKURZNHHSLQJWKH
PRGHOÀDWDQGVWUDLJKW
• NiCd = Nickel Cadmium battery
Rechargeable batteries which are typically used as power for radio transmitters and receivers.
• Nitro = Nitromethane
$IXHODGGLWLYHZKLFKLQFUHDVHVDPRGHOHQJLQH¶VDELOLW\WRLGOHORZDQGLPSURYHVKLJKVSHHGSHUIRUPDQFH
,GHDO QLWUR FRQWHQW YDULHV IURP HQJLQH WR HQJLQH 5HIHU WR WKH HQJLQH PDQXIDFWXUHU¶V LQVWUXFWLRQV IRU EHVW
results. Nitro content in fuel is indicated by the percent of the fuel.
• Nose Gear
7KHVWUXWDQGZKHHOWKDW¶VXQGHUWKHQRVHRIVRPHDLUFUDIW
• Nylon gears
Drive gears within a servo are made of nylon. Nylon gears show slower wear than metal gears, but are more
SURQHWRIDLOXUHGXHWRVHYHUHYLEUDWLRQÀXWWHURUSK\VLFDOVKRFNWRWKHVHUYR
• PPM
Pulse Position Modulation.
• Peak
This is the point at which a battery will no longer accept a charge, and converts the energy to heat. This is
damaging to the battery pack, and potentially hazardous.
• Peak Charger
This type of charger will eliminate the guesswork. When the battery has reached peak, the charger reverts to
a maintenance charge rate, which will not damage the pack.
• Pitch Axis
The airplane axis controlled by the elevator. Pitch is illustrated by holding the airplane at each wingtip.
Raising or lowering the nose is the pitch movement. This is how the climb or dive is controlled.
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Pitch Curve
The programming function of the radio which aids in setting the hover point, and end points of the blade
pitch in the collective mix.
Pitch to rudder (Heli programming only)
Also known as a revolution mix or a tail rotor mix, counters the torque caused by adding pitch with opposite
direction rudder command to keep the helicopter from rotating or revolving as a result of the increased
torque. Not required with the use of a heading-hold gyro, which self-counters the torque-caused movement.
• Pitch Trim
2൵VHWVWKHHQWLUHKHOLSLWFKFXUYHLQFUHDVLQJRUGHFUHDVLQJUHVSRQVLYHQHVVSURSRUWLRQDOO\DWDOOSRLQWV
• Programmable mix (Pmix)
Used to cause specific servo responses to specific inputs separate from the basic control set-ups. For
example, used to mix 2 servos to operate in tandem to move a rudder on giant scale aircraft, or to mix
smoke activation based upon throttle stick position.
• Pull-Pull
A linkage setup using two rods or wires. One is pulled for one direction, the other is pulled for the other.
Push-Pull
A linkage setup using two rods. One rod pushes, while the other pulls.
• RPM
How fast something turns. It means Revolutions Per Minute. It is both singular and plural.
• Receiver (Rx)
The radio unit in the aircraft which receives the transmitter signal and relays the control to the servos. This
is somewhat similar to the radio you may have in your family automobile, except the radio in the airplane
perceives commands from the transmitter, while the radio in your car perceives music from the radio
station.
• 5HÀH[
,I D ZLQJ KDV DQ DLUIRLO WKDW FXUYHV GRZQ IURP WKH KLJK SRLQW DQG WKHQ FXUYHV EDFN XS LW¶V VDLG WR EH
³UHÀH[HG´5HÀH[LVWKHVL]HRIWKDWUHYHUVHFXUYH
• Reset (Return to default)
8VHGWRUHVHWWLPHUVDOVRDPRGHOVXEPHQXXVHGWRUHVHWSDUWRUDOORIDVSHFL¿FPRGHO¶VVHWWLQJV
• Resonance
This is the increased vibration (or amplitude of oscillation) of system when acted upon by a force whose
frequency is close to or equal to the normal frequency of the system. When the resonance of many parts of
a machine are in synch, the whole machine will vibrate at a greater rate and can be damaged. Resonance
FDQFDXVHGL൶FXOWLHVLQDQDLUFUDIWSDUWLFXODUO\ZKHQXVLQJDYLEUDWLRQPRXQWZLWKDQLPSURSHUO\EDODQFHG
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propeller/spinner.
For helis: Keep in mind that a helicopter has many rotating parts, and they all cause resonance. The
helicopter will need to be tuned to reduce the amount of vibration.
• Retract Servo
6SHFL¿FDOO\ XVHG IRU PHFKDQLFDO UHWUDFWV ,W LV D QRQSURSRUWLRQDO VHUYR ZKLFK RQO\ PRYHV  GHJUHHV
7KDWLVWRVD\WKLVVHUYRLVHLWKHU³R൵´ JHDUXSDQGIXOO\ORFNHG RU³RQ´ JHDUGRZQDQGIXOO\ORFNHG 1R
ATV, EPA, or AST adjustments can be made on these servos because they are not proportional. The linkage
PXVWEHVHWXSSURSHUO\WRDOORZWKLVVHUYRWRRSHUDWHDWLWVIXOOUDQJHDQGGRLWVMRE²VHFXULQJ\RXUPRGHO¶V
landing gear in a gear-up or gear-down position.
• Retracts
Short for retractable landing gear. Wheels and struts that fold up into the aircraft to get them out of the
DLUVWUHDPDQGSUHVHQWOHVVUHVLVWDQFHWRWKHDLUÀRZ
• Revolution Mixing
The function of the radio which mixes throttle to rudder, preventing the rotation of the helicopter during
throttle increase or decrease.
• Roll (maneuver)
The aircraft keeps the nose pointed in one direction while it rolls over on its back and then upright again.
• Roll Axis
The airplane axis controlled by the ailerons. Roll is illustrated by holding the airplane by the nose and tail.
Dropping either wingtip is the roll movement. This is used to bank or turn the airplane. Many aircraft are
not equipped with ailerons and the Roll and Yaw motions are controlled by the rudder. This is one reason
why most trainer aircraft have a larger amount of dihedral.
• Rudder
Hinged control surface located at the trailing edge of the vertical stabilizer, which provides control of the
airplane about the Yaw axis and causes the airplane to Yaw left or right. Left rudder movement causes the
airplane to Yaw left, and right rudder movement causes it to Yaw right.
• 5XGGHU2൵VHW
In radios with idle up functions, this specifies the amount of tail rotor pitch in the different idle up
conditions.
• Rudder-to-Aileron
Mix used to counteract undesirable roll which often happens with rudder input, especially in knife edge,
also called roll coupling.
• Rudder-to-Throttle
This heli mix adds a small amount of throttle to counter the added load on the main gear from increasing the
pitch of the tail blades, helping to maintain a constant headspeed during rudder application. (This is a minor
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H൵HFWDQGLVQRWDFULWLFDOPL[IRUPRVWKHOLFRSWHUV 
Ruddervator
Ruddervators are on a v-tail. Both of the ruddervators move up and down for pitch control and both move
left or right for yaw control.
• Rx
Abbreviation for receiver.
• SMT = Surface Mount Technology
8OWUDOLJKWVROLGVWDWHFRPSRQHQWVZKLFKR൵HUJUHDWHUYLEUDWLRQUHVLVWDQFHDQGUHOLDELOLW\
• Seaplane
$QDLUSODQHWKDWKDVÀRDWVRUSRQWRRQVDWWDFKHGWRDOORZLWWRODQGRQZDWHU
• Servo
The electro-mechanical device which moves the control surfaces or throttle of the aircraft according to
commands from the receiver. The radio device which does the physical work inside the aircraft.
• Servo Reversing
5HYHUVHVWKHURWDWLRQRIDVHUYRZLWKWKHÀLSRIDVZLWFK$GGVHDVHDQGÀH[LOLELOLW\GXULQJLQVWDOODWLRQ
• Servo Output Arm
The removable arm or wheel which bolts to the output shaft of a servo and connects to the pushrod.
• Slats
0RYHDEOHVXUIDFHVRQWKHOHDGLQJHGJHRIWKHZLQJWKDWKHOSVDLUÀRZLQORZVSHHGÀLJKW7KH\HQDEOHWKH
ZLQJ WR À\ DW ORZHU DLUVSHHGV WKDQ ZLWKRXW WKHP E\ GLUHFWLQJ WKH DLUÀRZ RYHU WKH ZLQJ DQG SUHYHQWLQJ
VHSDUDWLRQRIWKHDLUÀRZ%DVLFDOO\WKH\DUHUHWUDFWDEOHVORWV$OOPRGHUQMHWOLQHUVKDYHVODWVZKLFKRSHQ
ZKHQ ODQGLQJ ÀDSV DUH ORZHUHG 6RPH DLUFUDIW LQWHQGHG IRU YHU\VKRUW WDNHR൵ DQG ODQGLQJ KDYH VODWV WKDW
open and close automatically, depending upon airspeed and angle of attack.
• Slip
$PDQHXYHUZKHUHWKHDLUSODQH¶VFRQWUROVDUHXVHGWRPDNHWKHIXVHODJHÀ\DWDQDQJOHWRWKHOLQHRIÀLJKW
7KLVFDXVHVDWUHPHQGRXVLQFUHDVHLQGUDJDQGDOORZVDQDLUSODQHZLWKRXWODQGLQJÀDSVWRLQFUHDVHLWVDQJOH
of descent without picking up a lot of speed.
• Slop
Unwanted, excessive free movement in a control system. Often caused by a hole in a servo arm or control
horn that is too big for the pushrod wire or clevis pin. This condition allows the control surface to move
ZLWKRXWWUDQVPLWWHUVWLFNPRYHPHQW$OVRVHHÀXWWHU
• Slot
$VSHFLDOO\VKDSHGVORWLQWKHZLQJMXVWEHKLQGWKHOHDGLQJHGJH7KLVGLUHFWVDLUÀRZIURPEHORZWRWKHWRS
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RIWKHZLQJDQGKHOSVORZVSHHGÀLJKWE\GHOD\LQJWKHVWDOO%HFDXVHWKH\DUHSHUPDQHQWO\PRXQWHGWKH\
GRDGGGUDJ6HHDOVR³6ODWV´
• Slow Roll
A very slow version of the roll.
• Snap Roll
$W\SHRIUROOLQJPDQHXYHUWKDWLVYHU\TXLFNDQGYLROHQW,W¶VEDVLFDOO\DVSLQZKHUHWKHÀLJKWSDWKLVLQDQ\
direction chosen by the pilot. Improper speed control during a landing approach can also make the model
VQDSRYHURQRQHZLQJDQGHQWHUDVSLQ6LQFHLW¶VFORVHWRWKHJURXQGWKHUH¶VQRWHQRXJKURRPWRUHFRYHU
and a crash results.
• Snap Roll Switch
&RPELQHVUXGGHUHOHYDWRUDQGDLOHURQPRYHPHQWWRFDXVHWKHDLUFUDIWWRVQDSRUVSLQRQWKHÀLSRIDVZLWFK
• Solo
<RXU¿UVWWRWDOO\XQDVVLVWHGÀLJKWWKDWUHVXOWVLQDFRQWUROOHGODQGLQJ
• 6SDQDOVR³:LQJVSDQ´
The widest straight-line distance between the two wingtips.
• Speed Brakes
Large panels that fold out of the aircraft structure to provide a lot of extra drag to the air. They are not part
of the wing structure, but are usually mounted on the fuselage. Military jets most often have speed brakes,
which fold out of the fuselage. Some airliners use spoilers as speed brakes when at altitude.
• Speed Flap
The middle control surface on a 6-trailing-edge-surface glider or the inboard control surface on a 4-surface
glider.
• Spin
$PDQHXYHUZKHUHDWOHDVWRQHZLQJLVVWDOOHGDQGWKHWZRZLQJVDUHRSHUDWLQJDWYHU\GL൵HUHQWDQJOHVRI
attack. This causes the airplane to rotate around its middle while it descends at a high rate of speed. When
LW¶VGRQHRQSXUSRVHLWLVDSUHFLVLRQPDQHXYHUZLWKWKHSLORWWU\LQJWRJHWWKHDLUSODQHWRURWDWHDQH[DFW
QXPEHURIWXUQVIURPHQWU\WRH[LW:KHQLW¶VGRQHDFFLGHQWDOO\LWFDQHDVLO\UHVXOWLQDFUDVK0DQ\PRGHOV
crash when the pilot enters an accidental spin too close to the ground. This is caused by improper speed
control during the landing approach.
• Spinner
7KHEXOOHWVKDSHGIDLULQJRQWKHQRVHRIWKHDLUSODQHDURXQGWKHSURSHOOHU7KLVVPRRWKVWKHDLUÀRZDURXQG
the propeller hub and also makes the airplane looks much better.
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• Split-S
%DVLFDOO\DUHYHUVH,PPHOPDQQ7KHDLUFUDIWUROOVRQWRLWVEDFNDQGWKHQWKHQRVHFRPHVGRZQWR¿QLVKD
ORRS7KHGLUHFWLRQRIÀLJKWLVFKDQJHGR
• Spoiler(s)
&RQWUROVXUIDFHVRQWKHZLQJWKDWGHVWUR\OLIW7KH\³VSRLO´LW7KH\DUHXVHGRQVDLOSODQHVEHFDXVHWKH\FDQ
VWHHSHQWKHYHU\ÀDWJOLGHRIWKHDLUFUDIWZKLFKPDNHVODQGLQJVPXFKHDVLHU2QIXOOVL]HDLUFUDIWVSRLOHUV
DUHDOVRXVHGWRNLOOOLIWRQODQGLQJWRPDNHVXUHWKHDLUSODQHLV¿UPO\RQWKHJURXQG7KH\DOVRDGGDORWRI
drag to help with aerodynamic braking.
• Stabilator
6WDELOL]HUHOHYDWRUDOVRFDOOHGIXOOÀ\LQJWDLO6WDELOL]HULQFLGHQFHFRQWUROOHGE\SLORWLQOLHXRIDQHOHYDWRU
• Stall
What happens when the angle of attack is too great to generate lift regardless of airspeed. (Every airfoil has
an angle of attack at which it generates maximum lift—the airfoil will stall beyond this angle).
• Stick setting
8VHGWRDVVLJQWKHVSHFL¿FIHDWXUH V WRDSDUWLFXODUJLPEDOV¶PRYHPHQW
• Strut
Basically this is a supporting member. A wing strut supports the wing, and goes from the fuselage to the
wing. Cabane struts are on biplanes, and support the upper wing over the fuselage. A landing gear strut is
the portion that holds the wheel assembly to the airplane, and away from the wing or fuselage.
• Sub-Trim
This is a trim function on many computer radios, allowing trim function during set-up, and still allowing the
IXOOWULPIXQFWLRQLQÀLJKW
• Swashplate adjustment (Heli programming only)
This feature includes swash-to-throttle mixing, used to add throttle during cyclic commands for constant
engine RPM. It also includes swash rotation, used to correct for a model whose set-up has the swash plate
VKLIWHGDFHUWDLQDQJOHIURPWKHSUHGH¿QHGVZDVKSODWHW\SHVLQWKHPRGHOPHQX 6:6+ RUWR¿QHWXQH
UROORUORRSLQJPDQHXYHUVGXHWRURWRUEODGHSKDVLQJGL൵HUHQFHV
• Swashplate type (Heli programming only)
6HOHFWVVSHFL¿FKHOLFRSWHUVZDVKSODWHJHRPHWU\VXFKDV³&&30´ZKLFKXVHVDVHUYRVZDVKSODWHVHW
XS6ZDVKSODWHURWDWLRQFDQWKHQEHDGMXVWHGLQ6:6+LQWKHFRQGLWLRQPHQXLI\RXUKHOLFRSWHU¶VVSHFL¿F
geometry does not match the positioning of the stock swash types.
• Tachometer
$QRSWLFDOVHQVRUGHVLJQHGVSHFL¿FDOO\WRFRXQWOLJKWLPSXOVHVWKURXJKDWXUQLQJSURSHOOHUDQGUHDGRXWWKH
engine RPM.
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• Taildragger
The nickname of an airplane that sits on its tail with the two main wheels in front and a tailwheel in the rear.
• Tailskid
On old World War I type aircraft, or pioneer-type aircraft, there was no tailwheel. A wooden skid was used
to support the tail of the airplane. While this helps slow the airplane during landing, it is useless as an aid
to steering on the ground. The real aircraft with tailskids had to be maneuvered on the ground by ground
crews, who put the tail on a small cart and towed the airplane where they wanted it. For small distances, the
tail was picked-up by hand and the airplane pushed into position by the ground crew.
• Tailwheel
The small wheel at the tail of the airplane. This is found on the type of airplane that have the two large
wheels in the front, and the small one in the rear. The airplane sits on its tail.
• Throttle
The control that allows the pilot to change the speed of the engine.
• Throttle Curve
7KHSURJUDPPLQJIXQFWLRQRIWKHUDGLRZKLFKDOORZVWKURWWOHRSHUDWLRQWREHDGMXVWHGWRPHHWWKHPRGHOHU¶V
VSHFL¿FQHHGVDWYDULRXVSRLQWVDORQJWKHWKURWWOHPRYHPHQW
• Throttle Hold
$UDGLRIXQFWLRQZKLFKORFNVWKHWKURWWOHDWD¿[HGSRLQWZKLOHDVZLWFKLVDFWLYDWHG7KLVIXQFWLRQLVXVHGWR
hold the throttle in an idle. Useful when starting, as well as for autorotations.
• Thrust
7KHIRUZDUGIRUFHSURYLGHGE\WKHDLUSODQH¶VHQJLQH7KLVLVWKHIRUFHWKDWGULYHVWKHDLUSODQHIRUZDUG
• Torque
The force which tends to cause rotation.
• Trailing Edge (TE)
The rearmost edge of the wing or stabilizer.
• Trainer Airplane
$PRGHOGHVLJQHGWREHLQKHUHQWO\VWDEOHDQGÀ\DWORZVSHHGVWRJLYH¿UVWWLPHPRGHOHUVWLPHWRWKLQNDQG
UHDFWDVWKH\OHDUQWRÀ\
• Trainer System
$OORZV WUDLQHU WR OLQN UDGLRV ZLWK D VWXGHQW YLD D FRUG DQG WR LQVWDQWO\ WDNH FRQWURO RI VWXGHQW¶V FUDIW LQ
ÀLJKW
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• Transmitter (Tx)
The hand-held radio controller. This is the unit that sends out the commands that you input.
Tricycle Gear
The landing gear arrangement where the airplane has main gear and a nose gear.
Trim menu
Used to memorize current digital trim positions, set trim type, % of trim delay when switching from
FRQGLWLRQ WR FRQGLWLRQ VRXQG RQ RU R൵ ZKHQ WULPPHUV XVHG UDWH RI WULP UHVSRQVH DW  GL൵HUHQW OHQJWKV
RIWLPHKHOGDQGKDYLQJWULPVD൵HFWDOOFRQGLWLRQVRURQO\WKHFXUUHQWFRQGLWLRQ)RUH[DPSOHVWRUHWULP
SRVLWLRQVWRPHPRU\RQFHPRGHOLVSHUIHFWO\WULPPHG$GMXVW&*DQGUHÀ\UHWULP$PRXQWRIWULPFKDQJH
caused by adjustment to aircraft is now easily measured. To activate additional features of trim menu, select
WKHVSHFL¿FWULPPHUDQGDGMXVWDVGHVLUHG
• Tx
Abbreviation for transmitter.
• Undercamber
This means that the lower surface of the wing has a hollow curve when observed from front to back. A thin
wing with a high camber will be undercambered.
• V-tail model Mixing (Air and gliders only)
Used on a V-tail model to have 2 servos operate 2 control surfaces as both rudder and elevator.
• Ventral Fin
A small vertical surface on the bottom of the aft fuselage. Usually a long, slim triangle that is narrow at the
front, and widens toward the rear. It usually ends at the rudder hinge line.
• Vertical Fin
The non-moving surface that is perpendicular to the horizontal stabilizer and provides yaw stability. This is
the surface to which the rudder attaches.
• Washout
An intentional twist in the wing, causing the wing tips to have a lower angle of attack than the wing root.
In other words, the trailing edge is higher than the leading edge at the wing tips. Washout helps prevent tip
VWDOOVDQGKHOSVWKH³37´IDPLO\RIWUDLQHUVUHFRYHUKDQGVR൵IURPXQZDQWHGVSLUDOGLYHV
• Wheel Pants
7KHODUJHIDLULQJVXVHGWRVWUHDPOLQHWKHZKHHOVRIDQDLUFUDIWWKDWKDVQRQUHWUDFWLQJRU³¿[HG´ODQGLQJJHDU
VRFDOOHGEHFDXVHLW¶V³¿[HG´LQSODFH 
• Wing
The main lifting surface of an airplane.
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• Winglet
$VPDOOYHUWLFDOVXUIDFHDWWKHWLSVRIWKHZLQJV7KH\KHOSGLUHFWWKHWXUEXOHQWDLUÀRZWKDWDOOZLQJVKDYHDW
WKHWLSV7KH\PDNHWKHZLQJVPRUHH൶FLHQW
• Yaw
The nose-left and nose-right movement of the airplane. This is controlled by the rudder.
• Yaw Axis
The airplane axis controlled by the rudder. Yaw is illustrated by hanging the airplane level by a wire located
at the center of gravity. Left or right movement of the nose is the Yaw movement.
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MODEL DATA RECORDING SHEET (ACRO)
(Make copies before using)

Model No.

Model name:

Model Type: ACRO
MENU FUNCTION
REVR

Servo Reverse

D/R

Dual Rate
setting

EXPO

EPA

Exponential
setting

End Point
Adjust

1CH

2CH

3CH

4CH

5CH

6CH

SW

Ｎ・Ｒ

Ｎ・Ｒ

Ｎ・Ｒ

Ｎ・Ｒ

Ｎ・Ｒ

Ｎ・Ｒ

▲

% ▲

%

▲

%

▼

% ▼

%

▼

%

▲

% ▲

%

▲

%

▼

% ▼

%

▼

%

▲

% ▲

% ▲

% ▲

% ▲

% ▲

%

▼

% ▼

% ▼

% ▼

% ▼

% ▼

%

%

%

TRIM

Trims

%

%

%

%

STRM

Sub Trim

%

%

%

%

F/S

Failsafe

NOR・F/S

NOR・F/S

%

NOR・F/S

%

NOR・F/S

%

Ａ・Ｂ・Ｃ・
Ｄ

NOR・F/S

%

NOR・F/S

%

%

MIXING SETTING
PMX1

Programmable Mixre
1

ＩＮＨ・ＯＮ

Master CH _____

Slave CH_____

Rate_____%

Sw_____

PMX2

Programmable Mixre
2

ＩＮＨ・ＯＮ

Master CH _____

Slave CH_____

Rate_____%

Sw_____

FLPR

Flaperon

ＩＮＨ・ＯＮ

Rate_____%

CH_____

FLTR

Flap Trim

ＩＮＨ・ＯＮ

Rate_____%

SW_____

V-TL

V-Tail

ＩＮＨ・ＯＮ

CH2(Elevator)rate_____%

ELVN

Elevon

ＩＮＨ・ＯＮ

CH1(Aileron)rate_____%

T-CV

Throttle Curves

ＩＮＨ・ＯＮ

P-CV

Pitch Curves

ＩＮＨ・ＯＮ

P1

P2
%
P2
%

CH2(Elevator)rate_____ %

P3
%

P1

CH4(Rudder)rate_____ %

P4
%

P3
%

P5
%

P4
%

SW
%

A・Ｂ・Ｃ・Ｄ

P5
%

%

TRAINER FUNCTION
1CH

TRNR

Servo Reverse

2CH

3CH

4CH

5CH

NOR・FNC・ NOR・FNC・ NOR・FNC・ NOR・FNC・
ＩＮＨ・ＯＮ
NOR・OFF
OFF
OFF
OFF
OFF

6CH

NOR・OFF

MODEL DATA RECORDING SHEET (HELI)
(Make copies before using)

Model No.

Model name:

Model Type: HELI
MENU FUNCTION
REVR

Servo Reverse

D/R

Dual Rate
setting

EXPO

Exponential
setting

EPA

End Point
Adjust

1CH

2CH

3CH

4CH

5CH

6CH

SW

Ｎ・Ｒ

Ｎ・Ｒ

Ｎ・Ｒ

Ｎ・Ｒ

Ｎ・Ｒ

Ｎ・Ｒ

▲

% ▲

%

▲

%

▼

% ▼

%

▼

%

▲

% ▲

%

▲

%

▼

% ▼

%

▼

%

▲

% ▲

% ▲

% ▲

% ▲

% ▲

%

▼

% ▼

% ▼

% ▼

% ▼

% ▼

%

%

%

TRIM

Trims

%

%

%

%

STRM

Sub Trim

%

%

%

%

F/S

Failsafe

NOR・F/S

NOR・F/S

%

NOR・F/S

%

NOR・F/S

%

Ａ・ Ｂ・
I-DL

NOR・F/S

%

NOR・F/S

%

%

MIXING SETTING
N-TH

Normal Throttle
Curves

P1

N-PI

Normal Pitch
Curves

P1

I-TH

Idle-UP Throttle
Curves

P1

I-PI

Idle-UP Pitch
Curves

HOLD

Throttle Hold

%

ＩＮＨ・ＯＮ

%

P1

P2

REVO

Pitch-Rudder
Mixing

ＩＮＨ・ＯＮ ▼

GYRO

Gyro Mixing

ＩＮＨ・ＯＮ ▼
ＩＮＨ・ＯＮ

RING

Swash Ring

ＩＮＨ・ＯＮ
Mode

SWSH

Swash Types

DELY

Throttle Pitch
Dely

ＩＮＨ・ＯＮ

HOVP

Hovering Pitch

ＩＮＨ・ＯＮ

H-1

TRAINER FUNCTION

%
P4

%
P3

%

%
P5

%
P5

%
P4

%

Sw

%

C・A・B

P5

%

%

Throttle hold position______%
P1

Swash-Throttle
Mixing

%

%

%

P5

P4

P3

ＩＮＨ・ＯＮ

SW-T

%

%

%

P4

P3

P2

%

Hold Pitch
Curves

Servo Reverse

P3

P2

%

H-PI

TRNR

P2

P2

P3

%

%

%▲

%

%▲
AIL

P4

%

%
ELE

%

P5

%

%

Sw: A・Ｂ・I-DL
RUD

%

%

%
Mode

AIL

HR-3・H-3・
HE3
CH3

ELE

%

%

%

CH6

%

%
Mode:

1CH

PIT

2CH

3CH

NOR・N/I
4CH

5CH

NOR・FNC・ NOR・FNC・ NOR・FNC・ NOR・FNC・
ＩＮＨ・ＯＮ
NOR・OFF
OFF
OFF
OFF
OFF

6CH

NOR・OFF
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