Tel: 01384 354354

G'R'P Fax: 01384 293086
. . info@grpbuildingproducts.co.uk
! bulldlng www.grpbuildingproducts.co.uk

products ltd
Brick effect cladding ¢ fitting

BEFORE BEGINNING, PLEASE REVIEW THE INSTRUCTIONS AND RISK
ASSESSMENT FULLY

SAFETY GLASSES, PROTECTIVE GLOVES AND DUST MASK SHOULD ALL
BE USED!

REQUIRED TOOLS INCLUDE;

Cordless Drill, Angle Grinder, Spirit Level, Hacksaw, Tape Measure, Pencil, Pozi-
Drive, Screwdriver Bit, 3mm HSS Drill Bit, 12mm Countersink Bit, 30grit Grinding
Discs, 50mm Countersunk Screws, 30mm Countersunk Screws

Measure wall space to be clad

Affix vertical battens at 400mm centres using ap-
propriate sized screws and wall plugs with the
screw heads countersunk

Double up vertical battens where panels/corners
will join

Horizontal battens should then be fixed at 600mm
centres

Check all levels as you go with a spirit level and
set square

Note that the base of your battens may not
need to sit directly on the floor depending on
your individual situation

Begin cladding with the lower external corner if
relevant to your build, otherwise begin at the
left hand side working to the right

Screw and countersink through the grey
flanges—do not screw through bricks!
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Sit the upper external corner panel overlap-
ping the flange on the lower corner panel

Ensure the panels are sitting in line and fix
through the flanges as previously

Continue fixing external corner sections until
full height is completed

Offer up the first lower level brick panel to the exter-
nal corner

Notch out the upper corner to avoid too many panel
overlaps which would cause the cladding to bulge
When satisfied with the level, drill & screw through
the grey flange of the panel into the extra vertical
joint batten

Screw through the mortar lines at each batten centre
point across the whole of the panel. Ensure screws
are countersunk to enable the application of pig-
mented filler to hide screw heads

Where panels meet at an internal corner, they butt
together

Ensure that the brick courses and mortar lines meet
correctly

Screw fix no more than 25mm away from the corner
joint

Countersink screw heads as before
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